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NAVIGATING CLIMATE CHANGE

According to the Sea Cargo Charter, 
international shipping is responsible for 2-3% of 
global greenhouse gas emissions annually. This 
whitepaper discusses the impact that the sector 
is having on climate change and why now, more 
so than ever, it is vital that the industry come 
together to protect the environment by putting 
sustainability at the core of businesses.

Dispelling the myth that sustainability means 
reduced profi t, our research highlights not 
only the need for implementing sustainable 
policies in terms of social impact, but also to 
inform businesses on the profi tability of these 
practises.

In our white paper “Navigating the 
pandemic” we discuss the impact of 
COVID-19 on the global maritime industry 
and provide you with the information you 
need to navigate the current challenges. 

Visit export.rsdelivers.com to view 
and donwload the full collection 
of white papers, and check back 
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AUTOMATION & 
CONTROL PRODUCTS 
DRIVEN BY QUALITY 
AND PERFORMANCE

Every RS Pro product is backed by the 
RS Seal of Approval.

There are over 70,000 RS Pro products to 
choose from and you’ll fi nd the RS Seal 
of Approval on every item in the range. 
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SIEMENS, SENTRON MCCB 
MOLDED CASE CIRCUIT BREAKER
• Compact design
• Thermal-magnetic trip units 
• AC/DC applications 
• No derating up to +50°C 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs

8744200 160 A, Breaking Capacity 36 kA, Fixed Mount

SCHNEIDER ELECTRIC, NSX RANGE MCCB 
MOLDED CASE CIRCUIT BREAKER

• Insulation voltage 690V 
• 85kA breaking capacity

8493952 100 A, Breaking Capacity 85 kA, Fixed Mount

8494242 160 A, Breaking Capacity 85 kA, Fixed Mount

8494295 160 A, Breaking Capacity 100 kA, Fixed Mount

8494416 250 A, Breaking Capacity 85 kA, Fixed Mount

8494591 400 A, Breaking Capacity 85 kA, Fixed Mount

SCHNEIDER ELECTRIC, COMPACT 
MCCB MOLDED CASE CIRCUIT 
BREAKER

1787807 160 A, Breaking Capacity 70 kA, Screw

1788184 160 A, Breaking Capacity 36 kA, DIN Rail Mount, 
Fixed Mount

1787773 100 A, Breaking Capacity 70 kA, Screw

1788182 100 A, Breaking Capacity 36 kA, DIN Rail Mount, 
Fixed Mount

SCHNEIDER ELECTRIC ACTI 9 MCB 
MINI CIRCUIT BREAKER
• Fully compliant with standards IEC/EN 60898 and 
IEC/EN 60947-2. 
• These MCBs are normally used for high inductive loads 
where switching surges are high. 
• Work especially well in polluted environments and 
networks. 
• VisiSafe guarantees the downstream circuit is always 
safe regardless of overvoltage conditions; the green 
strip indicates the safe position of contacts. 
• VisiTrip red window on the front face indicates fault 
tripping allowing fast diagnosis, resolution, and 
reclosing loads for easier building management and 
reduced downtime. 
• Rated AC voltage 440 V, 12 → 133 V, 220 → 240 V, 380 → 
415 V • Rated DC voltage 100 → 133V

7913391 20 A , 3P Curve C

KOPP MCB MINI CIRCUIT BREAKER

• To secure light, socket outlet and control current 
circuits
• The continuous current corresponds to the nominal 
current strength of fuse links 
• These can be replaced by B automatic machines 
• The short-circuit breaker activates between 3 times 
and 5 times the value of the nominal current 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs 
• To protect motors and transformers 
• They are especially suited to protect incandescent 
lamps and parallel compensated 
• L cluster lamps 
• The short-circuit breaker activates between 5 times 
and 10 times the value of the nominal current

2598290 6 A, 2P Curve B

2598307 10 A, 2P Curve B

2598313 16 A, 2P Curve B

2598408 16 A, 3P Curve B

2598329 20 A, 2P Curve B

2598335 25 A, 2P Curve B

2598436 25 A, 3P Curve B

EATON, XENERGY MCCB MOLDED 
CASE CIRCUIT BREAKER

• 3 and 4 pole versions available
• 15A to 1600A amperage rating available
• Multiple installation and connection types available
• Easy fitting of undervoltage and shunt strips 
• Diverse range of settings 
• Tripping in milliseconds 
• Circuit protection 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs

5375595 100 A, Breaking Capacity 150 kA, Fixed Mount

5375618 250 A, Breaking Capacity 150 kA, Fixed Mount

EATON MCCB MOLDED CASE 
CIRCUIT BREAKER
• Manual switch type 
• Rated voltage 690Vac 
• PN1 and PN2 switches cannot be operated remotely 
• PN1 type dimensions H145 x D68 x W90mm 
• PN2 type dimensions H184 x D103 x W105mm 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs

6288105 250 A, Breaking Capacity 80 kA, Fixed Mount

AUTOMATION AUTOMATION AUTOMATION & CONTROL 

LOVATO MODULO MCB MINI 
CIRCUIT BREAKER
•Ratings 1 to 63A 
• Tripping characteristics B, C and D 
• Rated insulation voltage: 440V 
• Rated impulse withstand voltage: 4kV 
• Rated operating voltage: 230/400VAC 
• DIN rail mounting 
• Add-on blocks available 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs

8255790 6 A, 3P Curve B

8255687 32 A, 2P Curve B

EUROPA MCB MINI CIRCUIT 
BREAKER
• From 6A to 63A 
• Terminal capacity: 1mm2 to 25mm2 
• Operating temperature -5°C to 40°C 
• 35mm DIN Rail mounting 
• IP20
•Normal equipment leakage current
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs

8496538 EU 1 A,  2P Curve C

8496531 EU 2 A, 2P Curve C

8496535 EU 4 A, 2P Curve C

8496544 EU 6 A, 2P Curve C

8496547 EU 10 A, 2P Curve C

8496541 EU 16 A, 2P Curve C

8496550 EU 20 A, 2P Curve C

8496553 EU 25 A, 2P Curve C

8496597 EU 25 A, 3P Curve C

8496557 EU 32 A, 2P Curve C

8496563 EU 63 A, 2P Curve C

CONTACTUM MCB MINI CIRCUIT 
BREAKER TPE C TP
• Associated standards: BS EN 60898 
• Rated voltage: 220-415V 
• Rated kA: 10 
• Rated current: 6A 
• Frequency: 50-60Hz 
• Wiring system: 3 pole 
• Ambient operating temperature: -5°C to 40°C (24hour 
average not exceeding 25°C) 
• Terminal capacity: 35mm 
• Nature of supply: AC 
• Release characteristic: C

1849026 3P, 6 A, 10 kA

1849029 3P, 10 A, 10 kA

1849032 3P, 16 A, 10 kA

1849038 3P, 20 A, 10 kA

1849043 3P, 32 A, 10 kA

1849048 3P, 40 A, 10 kA

1849051 3P, 50 A, 10 kA

1849054 3P, 63 A, 10 kA

CONTACTUM MCB MINI CIRCUIT 
BREAKER TYPE C SP
• Associated standards: BS EN 60898 
• Rated voltage: 220-250V 
• Rated kA: 10 
• Rated current: 6A 
• Frequency: 50-60Hz 
• Wiring system: 1 pole 
• Ambient operating temperature: -5 to 40°C (24hour 
average not exceeding 25°C) 
• Terminal capacity: 35mm 
• Nature of supply: AC  Release characteristic: C

1849025 1P, 6 A, 10 kA

1849028 1P, 10 A, 10 kA

1849031 1P, 16 A, 10 kA

1849037 1P, 20 A, 10 kA

1849041 1P, 32 A, 10 kA

CONTACTUM MCB MINI CIRCUIT 
BREAKER TYPE B SP

1849023 1P 6 A, 10 kA

1849027 1P, 10 A, 10 kA

1849039 1P, 32 A, 10 kA

ABB TMAX PV MOULDED CASE 
CIRCUIT BREAKER

• IEC 60947-3 and IEC 60947-2 certification 
• 250A Rated Current 

8319188 250 A, Breaking Capacity 36 kA, DIN Rail Mount

ABB SYSTEM M PRO MCB MINI 
CIRCUIT BREAKER
• DIN rail mounting 
• Complies with BS EN 60898 
• Operating temperature range of -25°C to +55°C  
• Standard 52.5mm width 
• Max. operating voltage 440Vac 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels
• System fuses to protect RCDs

5398289 10 A, 3P Curve B

5398302 20 A, 3P Curve B

5398318 32 A, 3P Curve B

5398324 40 A, 3P Curve B

SIEMENS SENTRON

• 5SL range of miniature circuit breakers are MCBs 
designed for use in applications requiring up to a 6kA 
breaking capacity 
• 5SL MCBs can be used as main switches for the 
disconnection or isolation of plants 
• They are also suitable for the quick and easy mounting 
of additional components, such as auxiliary switches 
and fault signal contacts.

1893188 16 A MCB Mini Circuit Breaker, 1P Curve B

AUTOMATION & CONTROL
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SIEMENS UNDERVOLTAGE RELEASE 
CIRCUIT TRIP
• Frequency, operating:50Hz

2437224 400 V ac for use with Size S00 Circuit Breaker

7061923 24 V dc  use with 3RV2 Series

EATON UNDERVOLTAGE RELEASE 
CIRCUIT TRIP
• For use with NZM1and 2 range of MCCBs 
• Normal equipment leakage current
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 
• Personnel protection levels 
• System fuses to protect RCDs

5375624 110 → 130 V ac for use with N(S)2(-4) Series, 
N(S)3(-4) Series, NZM2(-4)

5375646 380 → 440 V ac for use with N(S)2(-4) Series, 
N(S)3(-4) Series, NZM2(-4)

ABB UNDERVOLTAGE RELEASE 
CIRCUIT TRIP
• Protection of load in the event of a voltage drop 
(between 70% and 35% of rated value) 
• Device trips (positive safety emergency stop button) 
when voltage is disconnected 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity
 • Personnel protection levels 
• System fuses to protect RCDs

5390083 24 V ac for use with S200 Series, S200P Series

SCHNEIDER ELECTRIC UNDERVOLT-
AGE RELEASE CIRCUIT TRIP
• Low consumption on your control circuit 
• Compact, lightweight and easily attached to com-
patible 
contactors. Clip-on, DIN rail mountable (see datasheet 
for specifics) 
• Schneider Green Premium product - easily recyclable 
and disposed of. Built with sustainability in mind to have 
the least impact on the environment where possible

7912799 220 → 240 V ac for use with ARA, ic60 MCB, IDPN 
Vigi, ild Double Terminal, ilD

7762926 200 → 240 V ac, 48 V dc for use with C120 Series, 
C60 Series, ID Residual

7912818 12 → 24 V ac/dc for use with ARA, ic60 MCB, 
IDPN Vigi, ild Double Terminal, ilD MCB,

SCHNEIDER ELECTRIC THERMAL 
OVERLOAD RELAY
• Adjustable relay setting dial 
• Test button 
• Stop button 
• Manual/auto reset 
• Trip indicator 
• Sealable cover 
• 1N/O & 1N/C auxiliary contacts 
• Direct mounting beneath three-pole contactors or 
independent mounting on DIN rail 
• Insulation voltage 600V, Withstand voltage 6kV

8188537 95 → 120 A Contact Rating, 600V 120A IEC

3949447 NO/NC, 0.25 → 0.4 A F.L.C, 400 mA Contact 
Rating, 3P

3949346 NO/NC, 9 → 13 A F.L.C, 13 A Contact Rating, 6 
kV, 3P

3949330 NO/NC, 12 → 18 A F.L.C, 18 A Contact Rating, 3P

3949324 NO/NC, 16 → 24 A F.L.C, 24 A Contact Rating, 3P

3949318 NO/NC, 23 → 32 A F.L.C, 32 A Contact Rating, 
600 V, 3P

4008581 NO/NC, 30 → 38 A F.L.C, 38 A Contact Rating, 3P

3949273 NO/NC, 37 → 50 A F.L.C, 50 A Contact Rating, 3P

3949267 NO/NC, 48 → 65 A F.L.C, 65 A Contact Rating, 3P

3949245 NO/NC, 63 → 80 A F.L.C, 80 A Contact Rating, 3P

3949223 NO/NC, 80 → 104 A F.L.C, 104 A Contact Rating, 
3P

7276207 NO/NC, 17 → 25 A F.L.C, 25 A Contact Rating

7276201 NO/NC, 23 → 32 A F.L.C, 32 A Contact Rating

7276210 NO/NC, 30 → 40 A F.L.C, 40 A Contact Rating

7276213 NO/NC, 37 → 50 A F.L.C, 50 A Contact Rating

7276217 NO/NC, 48 → 65 A F.L.C, 65 A Contact Rating

ABB SHUNT RELEASE SHUNT TRIP

• Auxiliary Contacts 9mm in width, left side mounting 
on MCB 
• Shunts operate between 70-110% of rated voltage, left 
side mounting on MCB 
• DIN rail mounting 
• Padlock hasp prevents accidental operation of the 
MCB when used with a securing padlock 
• Normal equipment leakage current 
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications) 
• Switch rated 
• Circuit discrimination capacity 

435532 24 V ac/dc for use with S800PV Series

SCHNEIDER ELECTRIC SHUNT 
RELEASE CIRCUIT TRIP
• Low consumption on your control circuit 
• Compact, lightweight and easily attached to 
compatible contactors. Clip-on, DIN rail mountable (see 
datasheet for specifics) 
• 18-month manufacturer warranty with Schneider 
Electric 
• Schneider Green Premium product - easily recyclable 
and disposed of. Built with sustainability in mind to have 
the least impact on the environment where possible 

SCHNEIDER ELECTRIC TESYS D BI-
METALLIC THERMAL OVERLOAD RELAY
• Direct mount 
• Professional range of Schneider Electric bi-metallic 
thermal overload relays 
• Equipped to feature lockable, sealable, manual/auto 
reset and test trip 
• Suitable for industrial motor control application

9132553 NO/NC, 5 A Contact Rating, 100 W, 600 VA, 3P

AUTOMATION & CONTROL 

SCHNEIDER ELECTRIC THREE-POLE 
THERMAL OVERLOAD RELAYS
• Range of TeSys thermal relays for motor protection 
• Three-pole thermal overload relays designed to 
protect ac circuits against overloads, phase failure, 
long starting times and prolonged stalling of the motor 
• Compensated, with automatic or manual reset, and 
trigger display 
• Equipped with test function 
• To be mounted on LC1 type contactors from the TeSys 
range 
• No direct fitting on old contactors (add panel ) for 
refs. LRD01 to LRD35 
• Possible to use pre-wiring kit and assembly support 
for DIN rail

6098025 0.1 → 0.16 A F.L.C, 160 mA Contact Rating, 3P

6098031 0.16 → 0.25 A F.L.C, 250 mA Contact Rating, 3P

3949431 NO/NC, 0.4 → 0.63 A F.L.C, 630 mA Contact 
Rating, 3P

3949425 NO/NC, 0.63 → 1 A F.L.C, 1 A Contact Rating, 3P

3949419 NO/NC, 1 → 1.6 A F.L.C, 1.6 A Contact Rating, 3P

3949403 NO/NC, 1.6 → 2.5 A F.L.C, 2.5 A Contact Rating, 
3P

3949380 NO/NC, 2.5 → 4 A F.L.C, 4 A Contact Rating, 3P

3949374 NO/NC, 4 → 6 A F.L.C, 6 A Contact Rating, 3P

3949368 NO/NC, 5.5 → 8 A F.L.C, 8 A Contact Rating, 3P

3949352 NO/NC, 7 → 10 A F.L.C, 10 A Contact Rating, 3P

SCHNEIDER ELECTRIC LR9-F SERIES 
THERMAL PROTECTION RELAYS
• Differential and compensated thermal protection 
relays 
• Compensated relays: with trigger display, for AC, for 
direct fitting or separated from the contactor 
• Class 10 or 10 A 
• Direct fitting or separated from the contactor 
• Protection of three-phase or single-phase circuits 
• Alarm function for anticipating trigger

6098019 300 → 500 A F.L.C, 630 A Contact Rating, 100 W

6098003 330 A F.L.C, 630 A Contact Rating, 100 W

SCHNEIDER ELECTRIC CONTROL 
RELAY
• Thermal contacts 10A with operation down to 17V 5mA  
• AC and DC Control circuits available 
• Low-consumption DC and silent 
• Variety of auxiliary contacts, and timer modules 
• 5 pole 
• Resistance to vibration & temperature cycling 
• Rated impulse withstands voltage 6 kV conforming to 
IEC 60947
• BS 4794, EN 60947-5, IEC 60947-5-1, NF C 63-140 and 
VDE 0660 standards 
• CSA and UL certification  
• IP2x protection front face conforming to VDE 0106 
• TH conforming to IEC 60068

3950380 5NO, 10 A Contact Rating, 24 V ac, Screw Clamp

4001394 5NO, 10 A Contact Rating, 110 V ac, Screw 
Clamp

3950368 5NO, 10 A Contact Rating, 230V, Screw Clamp

6087356 5NO, 10 A Contact Rating, 400V, Screw Clamp

3950374 5NO, 10 A Contact Rating, 24 V dc, Screw Clamp

3950425 3NO/2NC, 10 A Contact Rating, 24 V dc, Screw 
Clamp

4001388 3NO/2NC, 10 A Contact Rating, 110 V ac, Screw 
Clamp

3950396 3NO/2NC, 10 A Contact Rating, 230 V ac, Screw 
Clamp

3950431 3NO/2NC, 10 A Contact Rating, 24 V ac, Screw 
Clamp

6087306 3NO/2NC, 10 A Contact Rating, 400V, Screw 
Lamp

SCHNEIDER ELECTRIC ADAPTER

• Terminal Blocks can be screw mounted or clipped onto 
DIN rail

4997172 Overload Relay Accessories for use with LR3D 
Series, LRD Series

SCHNEIDER ELECTRIC TESYS 
AUXILIARY CONTACT BLOCK
• Low consumption on your control circuit 
• 30 Mcycles of mechanical durability 
• Compact, lightweight and easily attached to 
compatible contactors. Front side mounting 
• Simplified mounting directly to the contactor/circuit 
breaker. Compact in size and equipped with EverLink 
terminal technology meaning permanent tightening 
even in the event with conductor creep 
• 18-month manufacturer warranty with Schneider 

3949936 NO/NC, 2 Contact, Front Mount, 10 A

3949914 2NO, 2 Contact, Front Mount, 10 A

3949908 2NO/2NC, 4 Contact, Front Mount, 10 A

3949885 3NO/NC, 4 Contact, Front Mount, 10 A

3949879 4NO, 4 Contact, Front Mount, 10 A

SCHNEIDER ELECTRIC AUXILIARY 
CONTACT BLOCK
• Low consumption on your control circuit 
• 30 Mcycles of mechanical durability 
• Compact, lightweight and easily attached to 
compatible contactors. Front side mounting 
• Simplified mounting directly to the contactor/circuit 
breaker. Compact in size and equipped with EverLink 
terminal technology meaning permanent tightening 
even in the event with conductor creep 
• 18-month manufacturer warranty with Schneider 

3949920 NO/3NC, 4 Contact, Front Mount

6629341 NO, 1 Contact, Front Mount

187891 NC, 1 Contact, Front Mount, 10 A

3949970 2NC, 2 Contact, Front Mount

SCHNEIDER ELECTRIC 
CONTACTOR CONTACT FOR USE 
WITH TESYS F SERIES

• Set of contacts, each pole comprising: 2 fixed 
contacts, 1 movable contact, 1 counter-leaf, screw and 
washers.

6089015 SPARE CONTACTS SET, LA5F400803

6089021 SPARE CONTACTS SET, LA5F500803

AUTOMATION & CONTROL
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SCHNEIDER ELECTRIC 
CONTACTOR CONTACT FOR USE 
WITH LC1F265

6089043 SPARE CONTACTS SET, LA5FH431

6100263 SPARE CONTACTS SET, LA5FG431

SCHNEIDER ELECTRIC 
CONTACTOR CONTACT FOR USE 
WITH LC1F150, LCF115 SERIES

6089037 SPARE CONTACTS SET, LA5FF431

SCHNEIDER ELECTRIC 
CONTACTOR COIL FOR USE WITH 
LP1 SERIES

4001811 Spare coil,110Vac 4-18.5kW contactor

3949138 Spare coil,230Vac 4-18.5kW contactor

SCHNEIDER ELECTRIC 
CONTACTOR COIL FOR USE WITH 
LC1 SERIES

1749080 Coil F185/225 110V 40-400Hz

1749084 Coil F185/225 380V 40-400Hz

1749074 Coil F115/150 220V 40-400Hz

1749076 Coil F115/150 380V 40-400Hz

4001827 Spare coil,230Vac 50/60Hz

7448462 COIL FOR CONTACTOR

6098097 COIL, LX1FF024

7448591 Spare coil for contactor,24Vac

7448608 Spare coil for contactor,110Vac

3682201 COIL LX1-D8 24VAC

4002066 Spare coil,230Vac 59-80kW contactor

4198662 Coil for 3&4 pole contacor,400A 110Vac

6098182 COIL, LX1FH2202

6098132 COIL OF CONTACTOR, LX1FG024

6098198 COIL, LX1FH3802

6098205 COIL, LX1FJ110

6098211 COIL, LX1FJ220

7448507 COIL TeSys 415-440Vac

6098233 COIL OF CONTACTOR, LX1FK220

7448522 COIL TeSys 415-440Vac

7448519 COIL TeSys 110-120Vac

6098227 COIL, LX1FJ380

SCHNEIDER ELECTRIC 
CONTACTOR COIL LXD1 SERIES

3949166 Spare coil,24Vac 4-18.5kW contactor

3949122 Spare coil,400Vac 4-18.5kW contactor

SCHNEIDER ELECTRIC 
CONTACT - LAD8 SERIES

• Low consumption on your control circuit 
• 30 Mcycles of mechanical durability 
• Compact, lightweight and easily attached to 
compatible contactors. Front side mounting 
• Simplified mounting directly to the contactor/circuit 
breaker. Compact in size and equipped with EverLink 
terminal technology meaning permanent tightening 
even in the event with conductor creep 
• 18-month manufacturer warranty with Schneider

4001473 2 NO side mount contact block

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 9A

• Built-in auxiliary contacts for added switching 
capability 
• Screw connections: IP20 finger-safe terminals with 
both North American and International terminal 
markings 
• Can be panel mounted with screws or DIN Rail 
mounted 
• Bidirectional peak limiting diode suppressor to protect 
the coil 
• Easily installed accessories 
• Flexible control circuit to suit a wide range of 
applications

7447068 9 A, 440 V ac Coil, TeSys D, 3NO

3949784 9 A, 400 V ac Coil, TeSys D, 3NO, 4 kW

3949813 9 A, 24 V ac Coil, TeSys D, 3NO, 4 kW

3949790 9 A, 230 V ac Coil, TeSys D, 3NO, 4 kW

4001495 9 A, 110 V ac Coil, TeSys D, 3NO, 4 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 11A

6089374 11 A, 24 V ac Coil, TeSys D, 3NO, 55 kW

AUTOMATION & CONTROL 

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 12A

7447226 12 A, 440 V ac Coil, TeSys D, 3NO

4001530 12 A, 400 V ac Coil, TeSys D, 3NO, 5.5 kW

3949778 12 A, 24 V ac Coil, TeSys D, 3NO, 5.5 kW

3949756 12 A, 230 V ac Coil, TeSys D, 3NO, 5.5 kW

4001524 12 A, 110 V ac Coil, TeSys D, 3NO, 5.5 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 18A

8185907 18 A, 440 V ac Coil, TeSys D, 3NO, 7.5 kW

4001580 18 A, 400 V ac Coil, TeSys D, 3NO, 7.5 kW

3949740 18 A, 24 V ac Coil, TeSys D, 3NO, 7.5 kW

3949712 18 A, 230 V ac Coil, TeSys D, 3NO, 7.5 kW

4001568 18 A, 110 V ac Coil, TeSys D, 3NO, 7.5 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 25A

3949661 25 A, 400 V ac Coil, TeSys D, 3NO, 11 kW

7447383 25 A, 400 V ac Coil, TeSys D, 3NO

3949706 25 A, 24 V ac Coil, TeSys D, 3NO, 11 kW

3949683 25 A, 230 V ac Coil, TeSys D, 3NO, 11 kW

4001596 25 A, 110 V ac Coil, TeSys D, 3NO, 11 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 32A

7447412 32 A, 480 V ac Coil, TeSys D, 3NO

4001619 32 A, 400 V ac Coil, TeSys D, 3NO, 15 kW

3949655 32 A, 24 V ac Coil, TeSys D, 3NO, 15 kW

3949649 32 A, 230 V ac Coil, TeSys D, 3NO, 15 kW

4001603 32 A, 110 V ac Coil, TeSys D, 3NO, 15 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 38A

8446823 38 A, 440 V ac Coil, TeSys D, 3NO

4001883 38 A, 400 V ac Coil, TeSys D, 3NO, 18.5 kW

4001877 38 A, 230 V ac Coil, TeSys D, 3NO, 18.5 kW

4001861 38 A, 110 V ac Coil, TeSys D, 3NO, 18.5 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 40A

8447101 40 A, 440 V ac Coil, TeSys D, 3NO

6658024 40 A, 400 V ac Coil, TeSys D, 3NO, 18.5 kW

6658021 40 A, 230 V ac Coil, TeSys D, 3NO, 18.5 kW

6658015 40 A, 110 V ac Coil, TeSys D, 3NO, 18.5 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 50A

8447286 50 A, 440 V ac Coil, TeSys D, 3NO

6658052 50 A, 400 V ac Coil, TeSys D, 3NO, 22 kW

6658028 50 A, 230 V ac Coil, TeSys D, 3NO, 22 kW

6658046 50 A, 110 V ac Coil, TeSys D, 3NO, 22 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 65A

8448267 65 A, 440 V ac Coil, TeSys D, 3NO

6658084 65 A, 400 V ac Coil, TeSys D, 3NO, 30 kW

6658062 65 A, 230 V ac Coil, TeSys D, 3NO, 30 kW

6658087 65 A, 110 V ac Coil, TeSys D, 3NO, 30 kW
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SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 80A

4001754 80 A, 400 V ac Coil, TeSys D, 3NO, 45 kW

4001732 80 A, 110 V ac Coil, TeSys D, 3NO, 45 kW

8448832 80 A TeSys D, 3NO

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 95A

4001776 95 A, 400 V ac Coil, TeSys D, 3NO, 45 kW

4001760 95 A, 230 V ac Coil, TeSys D, 3NO, 45 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 115A

8451333 115 A, 440 V ac Coil, TeSys D, 3NO

4001518 115 A, 230 V ac Coil, TeSys D, 3NO, 55 kW

4001502 115 A, 110 V ac Coil, TeSys D, 3NO, 55 kW

827142 115 A TeSys F, 3NO, 55 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 125A

1884701 125 A, 230 V ac Coil, TeSys, 3NO, 45 kW

1884735 125 A, 110 V ac Coil, TeSys, 3NO, 45 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 150A

4001552 150 A, 230 V ac Coil, TeSys D, 3NO, 80 kW

4001546 150 A, 110 V ac Coil, TeSys D, 3NO, 80 kW

827158 150 A TeSys F, 3NO, 80 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 185A

827164 185 A TeSys F, 3NO, 100 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 330A

6090043 330 A TeSys F, 3NO, 200 kW

SCHNEIDER ELECTRIC 3 POLE 
CONTACTOR 500A

6090065 500 A TeSys F, 3NO, 250 kW

SCHNEIDER ELECTRIC 
CONTACTOR TERMINAL BLOCK

• Terminal Blocks can be screw mounted or clipped onto 
DIN rail

7446989 For use with LR3D15.., LRD15..
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SCHNEIDER ELECTRIC AUXILIARY 
CONTACT FRONT MOUNT
• Low consumption on your control circuit 
• 30 Mcycles of mechanical durability 
• Compact, lightweight and easily attached to 
compatible contactors. Front side mounting 
• Simplified mounting directly to the contactor/circuit 
breaker. Compact in size and equipped with EverLink 
terminal technology meaning permanent tightening 
even in the event with conductor creep 
• 18-month manufacturer warranty with Schneider 

3949964 4NC, 4 Contact, Front Mount

SCHNEIDER ELECTRIC ACTI 9 
AUXILIARY CONTACT

• Low consumption on your control circuit 
• Compact, lightweight and easily attached to 
compatible contactors. Clip-on, DIN rail mountable (see 
datasheet for specifics) 
• 18-month manufacturer warranty with Schneider 
Electric 
• Schneider Green Premium product - easily recyclable 
and disposed of. Built with sustainability in mind to have 
the least impact on the environment where possible.

7912824 NO/NC, 1 Contact, DIN Rail Mount, 2 A dc, 6 A ac

MERLIN GERIN AUXILIARY CONTACT

• Changeover auxiliary contact to fit on Compact NS100 
and NS160 circuit breakers.

2150747 NO/NC, 1 Contact, 6 A

SCHNEIDER ELECTRIC AUXILIARY 
CONTACT - LADN TESYS D SERIES
• Low consumption on your control circuit 
• 30 Mcycles of mechanical durability 
• Compact, lightweight and easily attached to 
compatible contactors. Front side mounting 
• Simplified mounting directly to the contactor/circuit 
breaker. Compact in size and equipped with EverLink 
terminal technology meaning permanent tightening 
even in the event with conductor creep 
• 18-month manufacturer warranty with Schneider

4001467 1 NO 1 NC side mount contact block

TESYS D SERIES ANALOGUE (ON 
DELAY) PNEUMATIC TIMER
• 1 NO + 1 NC contact poles 
• Mechanical durability of 5 Mcycles 
• A minimum switching current of 5 mA 
• On delay timer type with a time delay range of 1 to 30 
seconds functionality. Signal the contactor when you 
need to 
• 690 V AC 25...400Hz (rated operational voltage) 
• Easy plug & play style front mounting capability

3949829 Range 10 → 180s, NO/NC Contacts

4001445 Range 1  30s, NO/NC Contacts

3949835 Range 0.1 → 30s, NO/NC Contacts

TESYS D SERIES ANALOGUE (OFF 
DELAY) PNEUMATIC TIMER

4001451 Range 10 → 180s, NO/NC Contacts

3949857 Range 0.1 → 30s, NO/NC Contacts

WEG MPW SERIES - 690 V MOTOR 
PROTECTION CIRCUIT BREAKER
• Professional range of WEG motor circuit breakers from 
the MPW series 
• For use as main switch 
• Temperature compensation 
• Screw terminals

1220733 6.3 → 10 A, 50 kA/415V

1220732 4 → 6.3 A, 100 kA/415V

1221349 16 → 20 A, 50 kA/415V

1220734 10 → 16 A, 10 kA/415V

SIEMENS SIRIUS INNOVATION 690 
V MOTOR PROTECTION CIRCUIT 
BREAKER - 3P CHANNELS

• Circuit-breaker for motor protection 
• Screw connection/Sping clamp 
• Class 10 
• Impulse voltage resistance 6 kV 
• Insulation voltage 690V  
• Real loss power only 6/7W 
• Standard switching capacity 
• Approvals: CE / UL / CSA

7061872 20 → 25 A, 4 kA
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RS PRO 690 V MOTOR 
PROTECTION SWITCH - MS32 
VERSIONS

• Professional range of motor protection switches from 
the MS32 series 
• Can be either vertically or horizontally mounted onto 
35 mm DIN Rail 
 Automatic switch-off at current and thermal and 
magnetic releases 
• 35 mm DIN Rail 
• Vertical or Horizontal mount 
• Thermal and Magnetic release

1216853 3P Channels, 6.3 → 10 A, 100 kA @ 230 V, MS32-0

1216852 3P Channels, 4 → 6.3 A, 100 kA @ 230 V, MS32-0

1216851 3P Channels, 2.5 → 4 A, 100 kA @ 230 V, MS32-4

1216850 3P Channels, 1.6 → 2.5 A, 100 kA @ 230 V, MS32-2

1216849 3P Channels, 1 → 1.6 A, 100 kA @ 230 V, MS32-1

1216848 3P Channels, 0.63 → 1 A, 100 kA @ 230 V, MS32-1

1216847 3P Channels, 0.4 → 0.63 A, 100 kA @ 230 V, 
MS32-0

1216845 3P Channels, 0.16 → 0.25 A, 100 kA @ 230 V, 
MS32-0

3313573 0.24 → 0.4 A, MS25

RS PRO ENCLOSED DIRECT-ON-
LINE MOTOR STARTERS
• DOL Motor Starter with steel enclosure 
• IP55 protection class  
• Range available as 1-phase or 3-phase model 
• Complete with thermal overload fitted for quick easy 
installing 
• Operating temperature range -5°C to +40°C
• Compliant with standards: BSEN60947-Pt4-Sec 1, 
BSEN60529-1992, IEC947-4-1

9094091 2.2 kW DOL Starter, 240 V, 1 Phase, IP55

SCHNEIDER ELECTRIC HARMONY 
XB4 LED PILOT LIGHT SERIES

• The XB4 series can be used for general-purpose, 
building and infrastructure and industry application 
• Other applications include: machine and control 
panel, chemical industry, food and beverage, 
automotive, paper mill, marine application and 
carwashes 
• For use with a body consisting of either integral LED, 
neon, or LED 
• The colour of the head should be matched with the 
same colour as the chosen LED block 

3309439 22mm Cutout Harmony XB4 Series, White

3309423 22mm Cutout Harmony XB4 Series, BA9s Bulb/
LED White

3309473 22mm Cutout Harmony XB4 Series, Red

3309467 22mm Cutout Harmony XB4 Series, BA9s Bulb/
LED, Red

3309495 22mm Cutout Harmony XB4 Series, Orange

3309489 22mm Cutout Harmony XB4 Series, BA9s Bulb/
LED

3309451 22mm Cutout Harmony XB4 Series, Green

3309445 22mm Cutout Harmony XB4 Series, BA9s Bulb/
LED, Green

3309524 22mm Cutout Harmony XB4 Series, Clear

3309518 22mm Cutout Harmony XB4 Series, Blue

3309502 22mm Cutout Harmony XB4 Series, BA9s Bulb/
LED, Blue

SCHNEIDER ELECTRIC FLUSH 
HARMONY XB4 SERIES ILLUMINATED 
PUSH BUTTON HEAD

• Harmony XB4 series 
• All heads within this range require a fixing collar, 
integral LED and contact assembly 
• All heads require a BA 9s lamp of choice (neon, LED or 
incandescent to 2.4W max) 
• Cannot be used with integral LED light blocks 
• For use in emergency situations where you need to cut 
off electrical supply via the press of a button

3310120 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, BA9s Bulb/LED, Clear

3310085 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, BA9s Bulb/LED, Orange

3310108 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, BA9s Bulb/LED, Blue

3310029 Momentary, Harmony XB4 Series, 22mm, BA9s 
Bulb/LED, White

3310041 Momentary, Harmony XB4 Series, 22mm, BA9s 
Bulb/LED, Green

3310079 Momentary, Harmony XB4 Series, 22mm Cutout, 
Integral LED, Red

3310063 Momentary, Harmony XB4 Series, 22mm Cutout, 
BA9s Bulb/LED, Red

SCHNEIDER ELECTRIC HARMONY 
XB4 LIGHT BLOCK

• Complete body/light block assembly with built-in 
integral LED 
• Steady signalling type, coming in several different 
colours including white, red, green 
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable
 • 100,000-hour service life when used at the rated 
voltage and typical 25°C temperature 
• Schneider Green Premium product as standard across 
the XB4 Contact block range 
• 18 month warranty period with Schneider Electric 
• Protection ratings & Safety features - EN/IEC 60947-1, 
60947-5-1 & 60947-5-4, UL 508 & CSA C22.2 No 14 
• Vibration resistance 5 gn (f = 2...500 Hz) conforming to 
IEC 60068-2-6 
• Shock resistance to 30/50gn dependant on the 
duration (see datasheet for spec) 
• Surge resistance with an ability to withstand surges at 
1 kV (this conforms with IEC 61000-4-5) 
• Pilot lights, LED inditactor for push buttons

3309580 White, 24 V

3309647 White, 110 → 120 V

3309697 White, 230 → 240 V

3309603 Red, 24 V

3309669 Red, 110 → 120 V

3309710 Red, 230 → 240 V

3309619 Orange, 24 V

3309675 110 → 120 V

3309726 230 → 240 V

3309596 Green, 24 V

3309653 Green, 110 v 120 V

3309704 Green, 230 → 240 V

3309625 Blue, 24 V

3309681 Blue, 110 → 120 V

3309732 Blue, 230 → 240 V

3309568 Incandescent, 250 V

3422778 Green LED light block with 2 NO contacts

3309546 Pilot light body via transformer,230Vac

3309552 Pilot light body via transformer,400V

7469096 480 V TRANSFO PILOT LIGHT

3309530 Pilot light body via transformer,120Vac

SCHNEIDER ELECTRIC HARMONY 
XB4 LIGHT BLOCK SPDT

• Harmony XB4 series

1799490 SPDT White, 110 → 120 V ac
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SCHNEIDER ELECTRIC HARMONY 
XB4 LIGHT BLOCK LED BODY

• Complete body/light block assembly with built-in 
integral LED 
• Steady signalling type, coming in several different 
colours including white, red, green 
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable.
 • 100,000-hour service life when used at the rated 
voltage and typical 25°C temperature. 
• Schneider Green Premium product 
• Protection ratings & Safety features - EN/IEC 60947-1, 
60947-5-1 & 60947-5-4, UL 508 & CSA C22.2 No 14. 
• Vibration resistance 5 gn (f = 2...500 Hz) conforming to 
IEC 60068-2-6 
• Shock resistance to 30/50gn dependant on the 
duration (see datasheet for spec) 
• Surge resistance with an ability to withstand surges at 
1 kV (this conforms with IEC 61000-4-5) 
•  Pilot lights, LED inditactor for push buttons

3309805 1NO White, 24 V ac/dc

3422734 1NO Red, 230 → 240 V ac

3309899 1NO Blue, 24 V ac/dc

3422706 1NO Blue, 110 → 120 V ac

3422661 1NO 1NC Yellow, 24 V ac/dc

SCHNEIDER ELECTRIC HARMONY 
XB4 LIGHT BLOCK BULB BODY

• Complete body/light block assembly (incandescent 
bulb may or may not come with the product, see 
datasheet) 
• Light block supply direct / 2.4 W 
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable 
• Electrical durability to 1,000,000 cycles 
• Schneider Green Premium product 
• 18 month warranty period with Schneider Electric 
• Protection ratings - EN/IEC 60947-1, 60947-5-1 & 
60947-5-4, UL 508 & CSA C22.2 No 14 
• Vibration resistance 5 gn (f = 2...500 Hz) conforming to 
IEC 60068-2-6 
• Shock resistance to 30/50gn dependant on the 
duration 
• Can be used with pilot lights

3309782 1NO 1NC 250 V

SCHNEIDER ELECTRIC HARMONY 
XB4 CONTACT & LIGHT BLOCK LED 
BODY

• Complete body/light block assembly with built-in 
integral LED 
• Steady signalling type, coming in several different 
colours including white, red, green 
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable 
• 100,000-hour service life when used at the rated volt-
age and typical 25°C temperature
• Schneider Green Premium product 
• 18 month warranty period with Schneider Electric 
• Protection ratings & Safety features - EN/IEC 60947-1, 
60947-5-1 & 60947-5-4, UL 508 & CSA C22.2 No 14 
• Shock resistance to 30/50gn dependant on the 
duration (see datasheet for spec) 
• Surge resistance with an ability to withstand surges at 
1 kV (this conforms with IEC 61000-4-5) 
•  Pilot lights, LED inditactor for push buttons

3309934 2NO White, 230 → 240 V ac

3309883 1NO Yellow, 24 V ac/dc

3422683 1NO Yellow, 110 → 120 V ac

3309940 1NO White, 230 → 240 V ac

3309906 1NO White, 110 → 120 V ac

3309849 1NO Red, 24 V ac/dc

3422677 1NO Red, 110 → 120 V ac

3422762 1NO Orange, 230 V

3309811 1NO Green, 24 V ac/dc

3309956 1NO Green, 230 → 240 V ac

3309928 1NO Green, 110 → 120 V ac

3309760 1NO 250 V

3309877 1NO 1NC Red, 24 V ac/dc

3309984 1NO 1NC Red, 230 → 240 V ac

6092768 1NO 1NC Yellow, 110 → 120 V ac

3309990 1NO 1NC Yellow, 230 → 240 V ac

3309833 1NO 1NC Green, 24 V ac/dc

6092746 1NO 1NC Green, 110 → 120 V ac

3309962 1NO 1NC Green, 230 → 240 V ac

3309748 1NO 1NC Green, 110 → 120 V ac

6092718 1NO 1NC White, 24 V ac/dc

6092752 1NO 1NC Red, 110 → 120 V ac

6092730 1NO 1NC Blue, 24 V ac/dc

7468412 1NO 1NC 400 V ac

3310007 1NO 1NC Blue

3309754 1NO 1NC 230 V ac

SCHNEIDER ELECTRIC HARMONY 
XB4 CONTACT BLOCK
• Complete body contact assemblies and light blocks 
• Suitable for bulb with BA9s base fitting (incandescent 
only, included) 
• Screw clamp terminal connections 
• Supply via integral transformer (1.2VA, 6V secondary)

7469100 1NO 110 → 120 V ac

SCHNEIDER ELECTRIC HARMONY 
XB4 CONTACT & LIGHT BLOCK 
BODY SHELL

• Complete body, including a base, single contact block 
and built-in LED light block, permitting button lighting  
• Splice terminal with screw terminal and connector.

198605 Body shell for lighted LED buttons ZB4-BW

SCHNEIDER ELECTRIC HARMONY 
XB4 CONTACT & LIGHT BLOCK
• Complete body/light block assembly (incandescent 
bulb may or may not come with the product, see 
datasheet) 
• Light block supply direct / 2.4 W 
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable.   
• Electrical durability to 1,000,000 cycles. 
• Schneider Green Premium product 
• 18 month warranty period with Schneider Electric 
• Protection ratings - EN/IEC 60947-1, 60947-5-1 & 
60947-5-4, UL 508 & CSA C22.2 No 14. 
• Vibration resistance 5 gn (f = 2...500 Hz) conforming to 
IEC 60068-2-6 
• Shock resistance to 30/50gn dependant on the 
duration (see datasheet for spec) 
• Can be used with pilot lights

3422633 2NO 250 V

7469119 1NO 230 V ac

3309776 1NC 250 V
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SCHNEIDER ELECTRIC HARMONY 
XB LIGHT BLOCK INTEGRAL LED
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable. 
• 100,000 H service life when used at rated voltage, used 
within an average temperature of 25°C 
• Protected integral LED, coming in varying colours 
including white, red, yellow and more 
• Schneider Green Premium product 
• 18 month warranty period with Schneider Electric 
• IP 20 conforming to IEC 60529 (protection against 
certain sized tools, moisture etc.) 
• EN/IEC 60947-5-1 & 60204-32, UL 508 & CSA C22.2 
No 14
• Vibration resistance 15 gn (f = 10...500 Hz) conforming 
to IEC 60068-2-6 
• Shock resistance to 100 gn conforming to IEC 
60068-2-27 
• Short circuit protection via a 10 A cartridge fuse which 
conforms to EN/IEC 60947-5-1
• Class of protection against electric shock @ Class II 
conforming to IEC 61140

6102815 White, 24 V

6102938 White, 230 V

6102893 White, 110 → 120 V

6102916 Red

6102837 Red, 24 V

6102950 Red, 230 V

6102821 Green, 24 V

6102900 Green, 110 → 120 V

6102944 Green, 230 V

8151901 Blue

6102859 Blue, 24 V

6102972 Blue, 230 V

6102843 Yellow, 24 V

6102922 Orange

6102966 Orange, 230 V

SCHNEIDER ELECTRIC, HARMONY 
XB4, PANEL MOUNT LED PILOT 
LIGHT
• High vibration resistance with shake-proof terminal 
screws 
• Shock protection 
• -40°C to 70°C operating temperature 
• Wide choice of contact blocks 
• High performance in demanding environments 
• Flexibility and Adaptability  
• Conformity with IEC, UL, CSA, CCC EAC, and JIS 
standards 
• Group and Category: 112 D-EX tD A21

3308919 22mm Cutout, IP66, IP67, IP69, IP69K, 24 V ac/
dc, Green

SCHNEIDER ELECTRIC HARMONY 
XB4 SELECTOR SWITCH HEAD
• Low-load electrical contact 
• Screw clamp connection, pins for printed circuit 
• Ingenious locking system
• Flexible and robust 
• -40°C to 70°C operating temperature 
• Conformity with IEC, UL, CSA standards 
• CE marking
• IP69, IP67 conforming to IEC 60529 and IP69K 
• NEMA 13 and NEMA 4X

3309041 2 Position, Latching, 22mm cutout

3309057 3 Position, Latching, 22mm cutout

SCHNEIDER ELECTRIC HARMONY 
XB4 KEY SWITCH HEAD
• Low-load electrical contact 
• Screw clamp connection, pins for printed circuit 
• Ingenious locking system 
• Flexible and robust 
• -40°C to 70°C operating temperature 
• Conformity with IEC, UL, CSA standards 
• IP67, IP66 conforming to IEC 60529, IP69 and IP69K 
• NEMA 13 and NEMA 4X 
• IK06 conforming to IEC 50102

3309142 2 Position, Latching, 22mm cutout

3309158 3 Position, Latching, 22mm cutout

SCHNEIDER ELECTRIC XB2 
CONTACT BLOCK
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable  
• 1 NO / 1 NC versions are available 
• 1,000,000 cycles mechanical durability, increases the 
longevity of the contact block 
• Schneider Green Premium product as standard 
across the 9001K Contact Block range. Environmentally 
friendlier than alternatives, easy to dispose of safely  
• 18 month warranty period with Schneider Electric  
• 1.5mm2 conductor, Up to 6 contact blocks can be fitted 
in total 
• Operating Temperature Range -25°C to +75°C 
• Protection ratings & Safety features 
• IP 20 conforming to IEC 60529 (protection against 
certain sized tools, moisture etc.) 
• EN/IEC 60947-5-1 & 60204-32 
• UL 508 & CSA C22.2 No 14 
• Vibration resistance 15 gn (f = 10...500 Hz) conforming 
to IEC 60068-2-6 
• Shock resistance to 100 gn conforming to IEC 
60068-2-27 
• Short circuit protection via a 10 A cartridge fuse which 
conforms to EN/IEC 60947-5-1 
• Class of protection against electric shock @ Class II 
conforming to IEC 61140 
• Square D momentary non-illuminated push buttons 
• Rotary selector switches

8151676 1NO 600 V

8151670 1NC 600 V

SCHNEIDER ELECTRIC HARMONY 
XB CONTACT BLOCK
• Lightweight, easy to fit and configure screw clamp 
terminal connectors. Easily removable and adjustable. 
Mountable onto a push-button collar 
• 100,000,000 cycles of mechanical durability, longevity 
and quality assured 
• Schneider Green Premium product as standard across 
the Harmony XB4/5 range. Environmentally friendlier 
than alternatives, easy to dispose of safely

6102786 2NO, ZBE203

6102792 2NC, ZBE204

6102809 1NO 1NC, XBE205

3310473 1NO 600 V ac

3310489 1NC 600 V ac

SCHNEIDER ELECTRIC BUTTON 
PUSH PENDANT STATION
• Due to the nature of the component and its capability 
of controlling certain pieces of machinery, users will 
commonly find push button pendant stations being 
used within an industrial environment for machines such 
as cranes that hoist overhead, fixed hoists, beam hoists 
and similar types of machinery

6094427 NO, Harmony XACA, 2 Cutouts, Black, White, 
Down Arrow, Up

8151819 Harmony XACB, 4 Cutouts, IP65

1238136 6NO, Harmony XACA, 6 Cutouts, Black, White, 
Forward Arrow,

6094506 8NO/8NC, Harmony XACA, 8 Cutouts, Black, 
White, Round, IP65
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SCHNEIDER ELECTRIC ROUND 
PUSH BUTTON HEAD
• Meets the most robustness and performance 
requirements for the majority of industrial applications 
• Delivers simplicity and efficiency while keeping 
expenses to a minimum 
• Option to convert from standard to flush mounting 
• Delivers extremely robust performance, even when is 
the harshest of environments 
• Forms part of the Harmony XB4 series 
• All heads within this range require a fixing collar, 
integral LED and contact assembly

3308981 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Red

3308975 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Green

7468419 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Blue

3308969 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Black

SCHNEIDER ELECTRIC ILLUMINATED 
PUSH BUTTON HEAD
• Meets the most robustness and performance 
requirements for the majority of industrial applications 
• Delivers simplicity and efficiency while keeping 
expenses to a minimum 
• Option to convert from standard to flush mounting 
• Delivers extremely robust performance, even when is 
the harshest of environments 
• Forms part of the Harmony XB4 series 
• All heads within this range require a fixing collar, 
integral LED and contact assembly 
• Spring return actuation 
• Control panels in commercial buildings 
• Factory automation lines 
• For use in emergency situations where you need to cut 
off electrical supply via the press of a button

3310035 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, White

SCHNEIDER ELECTRIC FLUSH, 
TOGGLE BLACK PUSH BUTTON 
HEAD - MAINTAINED

• Two position Toggle switch 
• All heads require a body/ fixing collar

6092190 Harmony XB4 Series, 22mm Cutout, Round

SCHNEIDER ELECTRIC FLUSH 
DOUBLE HEADED PUSH BUTTON
• Double headed spring return pushbutton 
• Green (I) & Red (0) 
• For use with bodies comprising of a light block with 
integral LED (preferred colour yellow) 
• Protection Rating: IP65/66

9224909 Momentary, Harmony XB4 Series, 22mm Cutout, 
Rectangular, Green, Red

1222312 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Green, Red

SCHNEIDER ELECTRIC FLUSH 
YELLOW PUSH BUTTON HEAD
• Meets the most robustness and performance 
requirements for the majority of industrial applications 
• Delivers simplicity and efficiency while keeping 
expenses to a minimum 
• Option to convert from standard to flush mounting 
• Delivers extremely robust performance, even when is 
the harshest of environments 
• Fixing collar, integral LED and contact assembly

3308997 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Yellow

3308953 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, White

3309035 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Red

9224905 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round

3309007 Momentary, Harmony XB4 Series, 22mm Cutout, 
Round, Blue

EATON MOMENTARY ENCLOSED 
PUSH BUTTON
• Snap fitting modular range of 22.5mm control devices 
• Up to six clip-together contact elements per actuator 
• Stayput actuators convert with simple adaptor to 
spring return 
• Flush, surface or rear mounting

3993977 NO/NC, Plastic, 1 Cutouts, Green, I, IP69K

3994021 2NO/2NC, Plastic, 2 Cutouts, Red/Green, O/I, 
IP67

3994043 3NO/3NC, Plastic, 3 Cutouts, Green/Red/Green, 
I/O/II, IP69K

SCHNEIDER ELECTRIC HARMONY 
XB4 NOTCHING TOOL
• Quick and easy installation 
• Control devices and the operating modes of the 
machine do not change 
• Stylish aesthetic, bringing a new look to your control 
panel 
• Flexibility to suit a wide range of applications

9224971 Flush Kit for use with Harmony push button XB4

SCHNEIDER ELECTRIC HARMONY 
XB4 COLLAR
• The collar weighs 0.003 g 
• The mounting hole size of 22 mm 
• It is a green premium product 
• Designed to be used with the Harmony XB4 series of 
push-button switches 
• Comprised of a strong metal material enabling the 
component to hard-wearing and long-lasting 
• Standard head type 
• Mercury and toxic heavy metal free 
• Contributes to a simple and secure setup 
• Metallic grey in colour offering an aesthetically 
pleasing industrial finish

3310142 Metal Fixing Collar Pillar - ZB4BZ009

SCHNEIDER ELECTRIC 3 POLE 
PANEL MOUNT NON FUSED 
ISOLATOR SWITCH

• IP65 Rated 
• 3 pole

4337637 16 A Maximum Current, 5.5 kW Power Rating, 
IP55

AUTOMATION & CONTROL
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RS PRO 4 POLE DIN RAIL NON 
FUSED ISOLATOR SWITCH
• Interlocking lid ensures removal in the OFF position 
only 
• Easy access and switch removal 
• Padlockable handles 
• Flame retardant material 
• Maximum voltage 750V 
• ABS, metal clad, diecast and stainless steel versions 
available

466249 20 A Maximum Current, 7.5 kW Power Rating, 
IP65

466233 25 A Maximum Current, 11 kW Power Rating, IP65

466217 80 A Maximum Current, 30 kW Power Rating, 
IP65

BARTEC CONTROL STATION 
SWITCH

• Pushbutton is supplied with red, green, yellow and 
white coloured push-in inserts 
• ATEX certification 
• IP66 & IP67 rating

2880274 NO/NC, IP66, IP67

LOVATO 4 POSITION 30° ROTARY 
SWITCH

• Compact Size  
• Dual breaking silver alloy contacts  
• Terminals have self-releasing cross-slotted captive 
screws  
• The switches are available in a variety of ratings and 
versions.

8405598 230 V, 600 V, 16 A, Knob Actuator, Phase-N L1-N 
L2-N L3-N

LEGRAND 3 POLE DIN RAIL NON 
FUSED ISOLATOR SWITCH
• Range of 63 A to 160 A visible contact indication 
disconnection switches from the VISTOP series 
• Safety isolating switches with visible load 
disconnection and positive action of the contacts  
• Double break type load switching with self cleaning 
contacts by fast make and break actions  
• With left- or right-hand external side handle. Optional 
front handle  
• Stripping values and tightening torques clearly 
indicated on the switches  
• Available in 3 and 4 pole versions except 22537 (8 mm 
terminal connection)  
• One piece housing, cage terminals, black handle

4185701 63 A Maximum Current, IP55

4185751 125 A Maximum Current, IP55

OMRON SNAP ACTION LIMIT 
SWITCH

• Sealing characteristics that meet IEC IP67 degree of 
protection 
• Triple-sealed construction: Plunger section sealed 
via nitrile rubber packing seal and diaphragm; switch 
section sealed via nitrile rubber cap; cable entrance 
sealed via encapsulating material  
• Multiple mounting possible with Switches with 
Plungers

7482897 Metal, NO/NC, Roller Plunger, 250V, IP67

KRAUS & NAIMER ROTARY SWITCH

• Suitable for standard low voltage control/load 
switching and extra low voltage and electronics 
applications 
• Ring type terminal or Faston push-on cable end 
connectors 
• Switch bodies supplied with appropriate legend plate 
• Thermal rated current IEC 947-3

400501 DP 3 Position Rotary Switch, 690 V, 115 A, Knob 
Actuator

758591 DP 3 Position Rotary Switch, 50 A, Rotary Knob 
Actuator

3115436 6P 2 Position 60¬∞ Rotary Switch, 690 V, 32 A, 
Rotary Knob Actuator

2637115 4P 3 Position Rotary Switch, 690 V, 115 A, Rotary 
Knob Actuator

758636 4P 3 Position Rotary Switch, 50 A, Rotary Knob 
Actuator

2937308 3P 3 Position Rotary Switch, 690 V, 50 A, Knob 
Actuator

3115048 8 Position Rotary Switch, 600 V, 6 A, Rotary Knob 
Actuator

EATON CONTROL SWITCH

• IP65 rated  
• 2, 4, 6 or 8 auxilliary contacts 
• Centre or Flush mounting available 
• 45, 60 or 90° switching angle

1038428 DPST 3 Position 45° Changeover Switch, 690 V 
ac, 20 A, Rotary Knob Actuator

EATON, 3P 2 POSITION ROTARY 
SWITCH
• ATEX certification 
• Rotary Knob 
• 690 V ac maximum current voltage

1769761 690 V ac, 100 A, Rotary Knob Actuator

AUTOMATION & CONTROL 

EATON 2 POLE PANEL MOUNT NON 
FUSED ISOLATOR SWITCH
• The perfect solution for installing as a safety measure 
• Used as an emergency switching off/emergency stop 
device 
• The basic functions are when used as a main switch, 
maintenance switch or manual override switch 
• Thermoplastic, high impact surface mounting 
enclosure with an IP65 rating 
• Lockable in the 0/OFF position, with up to three 
padlocks 
• Red rotary handle and yellow locking ring, providing 
an aesthetically pleasing finish 
• Common accessories: RS Stock Number 262-3784, 
219-1445, 219-1439

2579384 20 A Maximum Current, 6.5 kW Power Rating, 
IP65

ALLEN BRADLEY GUARDMASTER 45° 
CONTROL SWITCH

• IEC Control and Load Switch 
• Changeover 1-2 45° 
• 12 Amp 
• 1 Pole 
• Front / Door

1834357 1P 2 Position, 600 V ac, 40 A

1834366 5P 3 Position, 600 V ac, 40 A

ABB ROTARY SWITCH

• Selection of on- off switches available with 
• Snap-on or screw mounted black handles 
• Modular type grey handle 
• Silver front plate or black front ring (to be used when 
position indications are on the door of the enclosure) 
• Key operation: the key can be removed in all positions, 
includes two key 
• Excellent quality and flame resistant materials 
•Configurable switch body offers horizontal or vertical 
access to terminals 
• Versatile mounting options 
• Wide selection of handles available

8662081 SPST 2 Position 90° Rotary Switch, 400 V, 25 A, 
Handle Actuator

8662108 DPST 2 Position 90° Rotary Switch, 400 V, 25 A, 
Handle Actuator

8662293 8PST 2 Position 60° Rotary Switch, 400 V, 25 A, 
Handle Actuator

8662205 6PST 2 Position 90° Rotary Switch, 400 V, 25 A, 
Handle Actuator

8662154 4PST 2 Position 90° Rotary Switch, 400 V, 25 A, 
Handle Actuator

ABB ROTARY CAM SWITCH

• Black handle and silver front with standard text are 
included 
• 25A modular size for DIN rail mounting 
• Finger-proof tunnel terminals and interconnections 
• IP65 rated, note Key type Cam Switch is IP54 rated

7051096 3P 2 Position, 400 V, 25 A, Key Actuator                                   

ABB NON FUSED ISOLATOR 
SWITCH
• Ingress protection IP65 
• Conform to IEC 947-4-3 
• Lockable in the OFF position with up to three padlocks 
• Robust plastic enclosure with yellow high visibility 
lid which cannot be removed with the switch in the ON 
position

2820856 4 Pole, 50 A Maximum Current, 18.5 kW Power 
Rating, IP65

SIEMENS, SNAP ACTION ROLLER 
LEVER
• Safety function based on positive break contacts in 
accordance with IEC 60947-5-1-3 
• The opening break-before-make contacts are thus 
opened mechanically and reliably by actuator  
• The devices are climate-resistant 
• Various types of drive 
• IP66 & IP67 rating

6842910 Metal, NO/NC, Roller Lever, 400V, IP66, IP67

6842908 Metal, NO/NC, Roller Lever, 400V, IP66, IP67

RS PRO CAPILLARY THERMOSTAT

• Capillary Thermostats which operate from a remote 
bulb linked with a 1m capillary, changeover contacts 
(SPDT) enable use with both heating and cooling loads. 
Supplied with chrome mounting bezel and knob 
• Safety Limit Thermostat
• Suitable for domestic/commercial applications

7334723 SPDT 16 A Capillary Thermostat, Automatic 
Reset, 0to+90degC

7334710 RS PRO SPDT 15 A Capillary Thermostat, 
0to+120degC

JUMO NO/NC CAPILLARY 
THERMOSTAT
• Temperature regulator, for use as built-in thermostat 
• Compensates for ambient temperature 
• Tested in accordance with DIN 3440 
• Changeover contact output

5184361 16 A, 230 V ac

6841191 16 A, 250 V ac

6137811 10 A,

3577828 10 A, 230 V ac/dc
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JUMO CAPILLARY THERMOSTAT

• Measured in Centigrade and unaffected by ambient 
pressure

1584486 NC 10 A, 230 V ac/dc

3579830 +50 to +250°C

3577525 0.25 A @ 230 Vdc, 16 A @ 230 Vac, 0/150 degC

3579824 0.25 A @ 230 Vdc, 16 A @ 230 Vac, 0/100 degC

3577531 0.25 A @ 230 Vdc, 16 A @ 230 Vac, 50/300 degC

3577913 0.25 (dc) A, 10 (ac) A, 20-150degC

3577907 0.25 (dc) A, 10 (ac) A, 0-100 degC

SIRIUS 3SE5 SAFETY SWITCH WITH 
TWIST LEVER ACTUATOR

• The innovative SIRIUS 3SE5 position switches are 
modern in design, compact, modular and simple to 
connect • Twist lever actuator 
• For a high starting speed (v = 1.5 m/s) 
• Variety of starting options 
• Insensitive to oil, grinding dust and coarse-grained 
material 
• Adjustment of the lever in increments of 10° 
• Can be adjusted with left or right switching

7696235 Metal, NO/NC, Limit Switch, 56mm, w/ twist lever

7497599 Metal, NO/NC, Limit Switch, 40mm, w/ twist lever

SIRIUS 3SE5 SAFETY SWITCH WITH 
SPRING ROD ACTUATOR
• The innovative SIRIUS 3SE5 position switches are 
modern in design, compact, modular and simple to 
connect 
• Spring rod actuator 
• Can be used for undefined actuations and changing 
starting conditions 
• Starting from any direction is possible

7497593 Metal, NO/NC, Limit Switch, 40mm, w/ spring 
rod

SIRIUS 3SE5 SAFETY SWITCH WITH 
ROUND PLUNGER ACTUATOR
• The innovative SIRIUS 3SE5 position switches are 
modern in design, compact, modular and simple to 
connect 
• Operation in direction of the plunger axis 
•  Rounded and roller plungers according to EN 50041 
with 3 mm overtravel (total travel 9 mm) for greater 
tolerance when switching

7686507 Metal, NO/NC, Limit switch, 56mm, 1NO/1NC, 
rounded plunger

7686474 Metal, NO/NC, Limit switch, 40mm, 1NO/1NC, 
rounded plunger

7497628 Metal, NO/NC, Limit Switch, 56mm, w/ rounded 
plunger

7497580 Metal, NO/NC, Limit Switch, 40mm, w/ rounded 
plunger

SIRIUS 3SE5 SAFETY SWITCH WITH 
ROLLER PLUNGER ACTUATOR

• The innovative SIRIUS 3SE5 position switches are 
modern in design, compact, modular and simple to 
connect • Round Plunger Actuator 
• Operation in direction of the plunger axis 
•  Rounded and roller plungers according to EN 50041 
with 3 mm overtravel (total travel 9 mm) for greater 
tolerance when switching

7497622 Metal, NO/NC, Limit Switch, 56mm, w/ roller 
plunger

SIRIUS 3SE5 SAFETY SWITCH WITH 
PLUNGER ACTUATOR

7497583 Metal, NO/NC, Limit Switch, 40mm, w/ roller 
plunger

SIRIUS 3SE5 SAFETY SWITCH WITH 
ROLLER LEVER ACTUATOR
• The innovative SIRIUS 3SE5 position switches are 
modern in design, compact, modular and simple to 
connect 
• Roller lever actuator 
•  For actuators made of finely ground steel in the form 
of cams, straight-edges (approach angle 30°) or cam 
disks

7497596 Metal, NO/NC, Limit Switch, 40mm, w/ angular 
roller lever

7497631 Metal, NO/NC, Limit Switch, 56mm, w/ roller 
lever

7497634 Metal, NO/NC, Limit Switch, 56mm, w/ angular 
roller lever

SCHNEIDER ELECTRIC PANEL 
MOUNT MUSHROOM HEAD 
EMERGENCY BUTTON

•  Easy mountable, using a single installer 
(Self-maintaining of the head in its cut-out) 
•  Clip-together component system (head, body, 
contact blocks) 
•  Chromium plated metal, durable and easy to recycle 
•  The switch has great resistance to electric shock, 
conforming to the machine safety standards of the IEC 
(Class 1) 

3309388 Twist to Reset, 40mm, 22mm

IDEC PANEL MOUNT MUSHROOM 
HEAD EMERGENCY BUTTON
• Corrosion resistant octagonal chrome plated licking 
bezel 
• Snap on 10A contacts 
• Modular construction for maximum flexibility 
• NEMA 4X 
• IP65 rated

8317898 Twist to Reset, 65mm, 22.3mm
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JUMO 2 WIRE PT100 SENSOR

• Screw-in resistance thermometer with sealable 
connection head, form J  
• Various installation lengths available  
• Two versions available  
• -400°C type: with continuous protection tube  
• -200°C type: with recessed protection tube for air 
measurement  
• Process connection G1/2  
• Protection tube: Stainless steel 1. 4571, 7 or 6 mm

3376849 -50°C min +400°C max, 150mm Probe Length x 
6mm Probe Diameter

RS PRO 4 WIRE PT100 SENSOR

• Heavy duty Pt100 probe with terminal head 
• Class B, 4 wire connection 
• Available in probe lengths between 150mm & 600mm 
• 6.0mm diameter in 316 stainless steel 
• With or without 1/2”BSP parallel process connection 
• IP67 aluminium alloy weatherproof connection head
• Sensor temperature rating -100°C to +450°C 
• Conforms to IEC 751

4554056 100°C min +450°C max, 250mm Probe Length x 
6mm Probe Diameter, w/IP67 head

WERMA BA15D INCANDESCENT 
BULB
• Bayonet lock fixing 
• Optimised cap ribbing 
• Beacon can be mounted under a plastic bracket or 
positioned under a wire cage 
• Bulbs must be purchased separately

3660043 Clear, 15 W, 24 V

WERMA 883 XENON BEACON

• Extreme durability thanks to low wear wheel and disc 
drive  
• Adaptor for tube mounting (accessory)  
• High impact resistance to 20 Joules

3566109 24 V ac/dc, Rotating, Surface Mount, Yellow

3566137 230 V ac, Rotating, Surface Mount, Yellow

3566092 24 V ac/dc, Rotating, Surface Mount, Red

WERMA 280 YELLOW LED BEACON

• Extremely high light intensity up to 70 cd 
• Wear-free thanks to the absence of any moving 
mechanical components 
• Intensive rotating signal effect with low power 
consumption 
• Life duration up to 50,000 hrs 
• Shock proof and resistant against vibration 
• High impact resistance to 20 Joules

6782938 115 V ac, 230 V ac, Rotating, Surface Mount, 
Yellow

RS PRO XENON MEGNETIC 
BEACON
• Quick and easy installation 
• Available in red or amber 
• Suitable for a range of signalling applications 
• Powerful flashing signal light 
• Snap fit mounting plate design 
• IP56 rating offering protection from dust and water 
ingress 
• Ideal for use both indoors and outdoors 
• Nominal flash rate: 75 per minute

235578 10 → 30 V dc, 2W, Flashing, Magnetic, Red

RS PRO XENON SURFACE MOUNT 
BEACON
• The weatherproof Multi -Voltage Xenon Beacon is IP56 
rated and supports side entry surface cables making it 
ideal for industrial applications 
• Broad voltage range: 10-100Vdc 
• Low power consumption 
• High output xenon beacon 
• Rugged design that will ensure its durability 
• Nominal flash rate: 75 per minute 
• Operating temperature range: -30°C to + 50°C
• Height: 130mm 

235972 10 → 100 V dc, 2W, Flashing, Surface Mount, Red

235944 10 → 100 V dc, 2W, Flashing, Surface Mount, 
Green

236133 10 → 100 V dc, Flashing, Surface Mount, Amber

RS PRO LED BEACON

• Compact LED Beacons ideal for off-road use and are 
also suitable for a variety of vehicles and industrial 
applications 
• IP56 rated 
• Current Consumption: 300 mA, 600 mA 
• Supply Voltage: 10 → 30 V dc

9076037 10 → 30 V dc, Flashing, Surface Mount, Wall 
Mount, Green
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KLAXON FLASHGUARD XENON 
BEACON
• Compact, ultra modern sleek appearance 
• Ease of installation with first-fix option on standard 
models 
• Weatherproof to IP67 (with cable connector) 
• 12V and 24V DC options in one user-selectable unit 
• Vandal-resistant safety locking mechanism

3095764 12 V dc, 24 V dc, Flashing, Surface Mount, Red

3095815 110 V ac, Flashing, Surface Mount, Red

3095865 230 V ac, Flashing, Surface Mount, Red

3095786 12 V dc, 24 V dc, Flashing, Surface Mount, Green

3095837 110 V ac, Flashing, Surface Mount, Green

3095893 230 V ac, Flashing, Surface Mount, Green

3095950 12 V dc, 24 V dc, Flashing, Surface Mount, Clear

3095859 110 V ac, Flashing, Surface Mount, Clear

3095916 230 V ac, Flashing, Surface Mount, Clear

3095988 12 V dc, 24 V dc, Flashing, Surface Mount, Blue

3095843 110 V ac, Flashing, Surface Mount, Blue

3095900 230 V ac, Flashing, Surface Mount, Blue

3095770 12 V dc, 24 V dc, Flashing, Surface Mount, Amber

3095821 110 V ac, Flashing, Surface Mount, Amber

3095887 230 V ac, Flashing, Surface Mount, Amber

E2S SONFL1X-HO HIGH OUTPUT 
SOUNDER BEACON

• The compact, robust housing is ideal for all general 
signalling applications including fire, security and 
process control
• Automatic synchronisation on multi-sounder system
• High output Xenon beacon DC voltage units feature 
multiple flash rates
• Continuously rated
• Stainless steel fixings
• Mounting via internal BESA compatible fixing positions 
or via external mounting lugs
• Duplicate cable terminations (in & out for daisy-chain 
installations)
• Tropicalisation available on request
• Available with custom tone configurations and 
frequencies

6173558 100dB, Red Xenon, 24 V dc, IP66

E2S SONFL1X SOUNDER BEACON

• The compact, robust housing is ideal for all general 
signalling applications including fire, security and 
process control
• Automatic synchronisation on multi-sounder system  
• High output Xenon beacon DC voltage units feature
 multiple flash rate 
• Continuously rated
• Stainless steel fixings
• Mounting via internal BESA compatible fixing positions 
or via external mounting lugs
• Duplicate cable terminations (in & out for daisy-chain 
installations)
• Tropicalisation available on request 
• Available with custom tone configurations and 
frequencies

6173570 100dB, Red Xenon, 115 V ac, IP66

6173592 100dB, Red Xenon, 230 V ac, IP66

E2S E2XC1X05F SOUNDER BEACON

• Very large termination area
• Ratchet adjustable stainless steel bracket 
• Stainless Steel dome guard as standard Xenon tube 
mechanically secured against vibration/shock
• User replaceable Xenon tube assembly
• Automatic synchronisation on multi-sounder system 
• Duplicate cable terminations (in & out for daisy-chain 
installations)
• Tropicalisation available on request
• Available with custom tone configurations and 
frequencies

6157231 116dB, Red Xenon, 24 V dc, IP66

SCHNEIDER ELECTRIC HARMONY 
XVR LED BEACON

• Longer life and maintenance free thanks to motor-less 
LED technology 
• Rotating, blinking, and flashing LEDs 
• 10 lighting modes make it easy to use and simple to 
select 
• Wide voltage input to meet different applications 
• Straight and side wiring possible 
• Simple and easy installation without use of any tools 
• Available in green, red, orange and blue 

9012544 100 → 230 V ac, , Multiple Effect, Base Mount, 
Blue

SCHNEIDER ELECTRIC BA15D 
INCANDESCENT BULB
• ‘LED Protected’ technology offering 100,000 hours 
maintenance free lighting 
• Connector with removable base, axial or side cable 
entry 
• Locking ring for assembly and fixing 
• 3 types of light source 
• Available as incandescent (bulbs must be ordered 
separately) or LED modules 
• Buzzers available with intermittent or continuous tone 

3323974 Clear, 12 V ac/dc, 208 mA

MOFLASH SB150-1 SOUNDER 
BEACON
• Xenon or LED audible and visual signal warning device 
• 4 stage alarm with 63 selectable tones 
• 5-20 watts adjustable power rating 
• Sound output up to 115dB at 1 metre 
• 360° light output around the vertical axis 
• Volume control 
• Dustproof and weatherproof 
• Red (RAL3001) GRP (Glass Reinforced Plastic) 
• IP66 / IP67 protection 
• Temperature -40 to +70°C
• Cable entry 4 x M20 
• Weight 6.5 kg  
• RoHS compliant and CE marked

7872256 115dB, Red LED, 12 → 48 V dc

7872259 115dB, Red LED, 100 → 240 V ac

KLAXON NEXUS SOUNDER BEACON

• IP66 protection

5394647 105dB, Red Xenon, 110 V ac, 230 V ac

AUTOMATION & CONTROL 

KLAXON NEXUS 110 SOUNDER 
BEACON
• High sound output: 116dB (max); 110dB typical 
• Low voltage AC variant 
• 5J xenon and LED beacon options 
• Three alarm stages 
• Quarter turn fasteners for ease of installation 
• First-fix, wire to base technology 
• IP66 rated 
• Volume control for greater flexibility - 20dB 
• 64 tones 
• Separate connections for sounder & beacon

9076315 116dB, Red LED, 24 → 48 V ac, IP66

MOFLASH MARINE HORN

• Suitable for industrial and marine applications 
• 10 mins on / 10 mins off

6277571 115 V ac/dc, 230 V ac/dc Supply Voltage, 111dB 
at 1 Metre, Grey

MOFLASH INDUSTRIAL BUZZER

• Rugged construction 
• Wide voltage range 
• Rated at 15 mins On max / 1 min Off min 
• Suitable for 2 point automotive fixing and 
weatherproof when fitted with AE95-BB back box 
• Dustproof 
• Powder coated mild steel 
• 111 db output 
• IP65 with back box (IP53 without) 
• RoHS compliant 
• CE marked

8513428 Black Panel Mount, 96 mm Diameter, 24 → 48 V 
ac/dc, IP65

MOFLASH AIR HORN

• High (125dB) sound output air horn 
• Air pressure: 55-140p.s.i. 
• Air consumption: 50-133 l/min 
• IP65 rating

132986 Pneumatic Supply Supply Voltage, 125dB at 1 
Metre, 360mm, Black

MOFLASH GREY SOLENOID BELL

• 3 point fix with adjustment slots 
• Dustproof and weatherproof 
• Loop in & loop out cabling option 
• IP66 protection 
• 106 dB or 108 dB 
• Duty cycle: max 10 mins ON, 30 mins OFF 
• AC supply 50/60 Hz 
• UV stable polypropelene back box 
• Zinc powder coated steel gong  
• RoHS compliant

9010693 106dB at 1 Metre, 24 V dc, 168mm diameter

9010700 106dB at 1 Metre, 115 V ac, 168mm diameter

SIEMENS 3RP1 SERIES SPDT TIMER 
RELAY

• Time relay 
• Solid-state 
• On-delay 
• 1 changeover contact 
• 1 time RA 0.5S to 10S, 
• AC24 
• 200 to 240V and DC 24V 
• With LED 
• Screw terminal

3927217 0.5 → 10 s, ON Delay

RS PRO DPDT MULTI FUNCTION 
TIMER RELAY
• 2C/O DPCO contact configuration with
relay output is 5A
• The supply voltage ranging from 24VAC
to 240VAC and 24VDC to 240VDC
• DIN rail mounting
• Flush knobs for better security
• LED indication forruntime and relay status
• Width is 22.5mm
• Excellent noise immunity
• Wide voltage range

8966848 0.1 s → 10 h, 2 Contacts, ON Delay, DIN Rail,  
DPCO Time Relay Multi-range 24-240Vac/dc

OMRON MULTI FUNCTION TIMER 
RELAY
• Eight operation modes selectable with one unit 
• Any desired time can be set digitally within a range 
from 0.1 seconds to 9,990 hrs 
• Four external signal inputs 
• On/Off indicator for control output and bar indicator 
for remaining time 
• Dual power supplies for free AC/DC

8254551 0.1 s → 9990 h, 2 Contacts, 24 V dc, ON Delay, 
Flush Mount, Surface Mount, DPDT

1138134 0.05 s → 300 h, 2 Contacts, 100 → 125 V fc, 100 → 
240 Vac DIN Rail, Flush Mount, Surface Mount, 
DPDT 6 Function Timer

328358 0.05 s → 300 h, 2 Contacts, 100 → 125 V dc, 100 → 
240 V ac DIN Rail, Flush Mount, Surface Mount, 
DPDT 3 Function Timer

328364 0.05 s → 300 h, 2 Contacts, 12 → 48 Vdc, 24 → 48 
V ac DIN Rail, Flush Mount, Surface Mount

328386 0.05 s → 300 h, 2 Contacts, 24 → 48 V ac/dc DIN 
Rail, Flush Mount, Surface Mount

OMRON DPDT MULTI FUNCTION 
TIMER RELAY
• 8 pin models benefit from 2 possible functions of either 
on-delay or on-delay with instantaneous output contact 
• 11 pin models have 6 possible functions of either 
on-delay, flicker off start, flicker on start, signal on/off 
delay, signal off delay and interval 
• Operating temperature range: -10 to +55°C

8254545 0.05 s → 300 h, 2 Contacts, 110 V ac, Flush 
Mount, Panel Mount

8254558 0.05 s → 300 h, 2 Contacts, 220 V ac, Flush 
Mount, Panel Mount
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LOVATO SPDT TIME DELAY RELAY

• Models with multi-scale 0.1 seconds-100 days 
• Wide supply voltage range 12-440V 
• Excellent time accuracy and stability 
• Immunity to industrial ambient noise 
• Operating temperature -20°C - +60°C 
• Robust modular DIN 43880 housing, one module 
• 35mm DIN rail mounting or screw fixing by extricable 
clips 
• Conductor section 0.2-4mm2
• Reliable in most server operating conditions 
• TMLS model (extra features) 
• Connection with up to 50 light-up switches (maximum) 
• Suitable for 3 or 4-wire systems 
• 1 slide switch for manual or automatic operation 
(constant lighting)

9053463 0.1 s → 10 days, 2 Contacts, ON Delay Time 
Relay, DIN Rail

CROUZET SPDT TIME DELAY RELAY

• Slim 17.5 mm modular design 
• Multi-voltage 12-240 V ac/dc 
• Possibility of external load connection in parallel to the 
control input 
• 3-wire PNP sensor compatible 
• Small screw knobs for right tuning 
• Large knobs allow setting of right configuration 
• 2 LED indicators 
• Standard DIN Rail mounting

1363219 0.5 s → 10 days, 1 Contacts, On-Delay, DIN Rail

1363222 0.5 s → 10 days, 2 Contacts, On-Delay, DIN Rail

RS PRO COUNTER

• Positive action mechanism for accurate counting with 
feedback 
• Easy to use reliable count mechanism

7105212 4 Digit, Mechanical, Hand Held/Desk Mounted 
Counter

KUBLER HOUR COUNTER

• 7 or 8-digit hour meter 
• High shock and impact resistance 
• Without reset, small mounting depth 
• Magnified large figures 
• Protection IP52 (optional IP65), suitable for any 
mounting position  
• UL-approved 
• Various front bezel sizes

2971178 7 digits, Screw Connection, 187 → 264 V ac

CROUZET DIN RAIL ADAPTER

• AC: capacity 100.000 hrs (99.999.99 hrs) 
• DC: capacity 1.000.000 hrs (999.999.99 hrs) 
• Operation indicator 
• Panel mounted 
• DIN rail mounted with connector base 
• IP52 protected enclosure 
• Highly resistant to shocks and impacts 
• Excellent visibility due to the large digit size

7259729 26546845 for use with Electromechanical Hour Counter,  CHM48

7259432 26546841 for use with Batch Counter, Chronometer, Multi-Totalizer, Preselection Tatalizer, Tachometer, CTR48

AUTOMATION & CONTROL 
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SWITCHCRAFT STEREO MALE JACK 
AUDIO CABLE ASSEMBLY

• Available in mono or stereo, with straight or 90° plugs  
• 2 versions available: plug-to-bare ends or plug-to-plug 
• Tip, ring and sleeve, nickel-plated brass

6287180 1.8m 3.5 mm Stereo Male Jack to 3.5 mm

BELDEN SCREENED INSTRUMENT 
CABLE

• Polypropylene Insulation  
• PVC Jacket

2074716 152m 2 Core, 300 V, 3.43mm od , 0.33 mm2 
CSA, Grey

TE CONNECTIVITY HEAT SHRINK 
TUBING
• Very flexible conforms to irregular shapes
• Flame retardant (colours only)
• Excellent physical, chemical and electrical properties 
for all round performance
• Provides a resistant barrier to fluids and solvents
• Polyolefin material, commonly used insulating 
material, very flexible and durable.

2196507 6.4mm Sleeve Dia. x 10m Length 2:1 Ratio, DR-25 
Series, Black

2196513 9.5mm Sleeve Dia. x 10m Length 2:1 Ratio, DR-25 
Series, Black

2440854 25.4mm Sleeve Dia. x 30m Length 2:1 Ratio, DR-
25 Series, Black

3962484 76mm Sleeve Dia. x 1.2m Length 2:1 Ratio, RNF-
100 Series, Black

3962490 102mm Sleeve Dia. x 1.2m Length 2:1 Ratio, RNF-
100 Series, Black

2027710 65.5mm Sleeve Dia. x 1.2m Length 3:1 Ratio, BSTS 
Series, Black

TE CONNECTIVITY HALOGEN FREE 
HEAT SHRINK TUBING

• Flexible polyolefin tubing
• Flame retardant (colours only)
• Extremely durable 
• 2:1 and 3:1 shrink ratio meaning when heated the 
tubing shrinks to either half or a third of its original 
diameter
• Good resistance to chemicals and solvents
• Excellent physical and electrical performance
• Colour coded cables for easy identification
• Operating temperature  -40°C to 135°C 
• Heat shrink temperature: 80°C

8739141 51mm Sleeve Dia. x 30m Length 2:1 Ratio, CGPT 
Series, Blue

TE CONNECTIVITY ADHESIVE LINED 
HEAT SHRINK TUBING
• Semi flexible polyolefin tubing
• Flame retardant jacket
• Heat shrink ratio of 4:1 meaning when heated this 
tubing shrinks to a quarter of its original diameter, 
making it perfect for awkward shaped connectors
• High shrink ratio ensures the tube will be able to fit 
over larger connectors and still ensure environmental 
sealing
• High strength bonding due to inner adhesive lining

3440603 4mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

3440619 8mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

3440625 12mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

3440647 16mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

3440653 24mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

3440669 32mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

3440675 48mm Sleeve Dia. x 1.2m Length 4:1 Ratio, HTAT 
Series, Black

TE CONNECTIVITY ADHESIVE LINED 
HALOGEN FREE HEAT SHRINK 
TUBING

• Withstands mechanical abuse 
• Impact and abrasion resistance 
• High level strain relief when installed on splices and 
joints 
• Chemical, moisture and oil resistant 
• Complete moisture proof seal preventing corrosion  
• Adhesive liner formulated uniquely to seal to common 
insulation materials for example PVC, Neoprene 

8087866 90mm Sleeve Dia. x 1.2m Length 4:1 Ratio, RHW, Black

ALPHA WIRE HEAT SHRINK & COLD 
SHRINK SLEEVE

• Chlorinated Polyolefin 
• Temperature Range: -75 to 121°C 
• Shrink Ratio: Approx 2:1

1818976 Black 31.75mm Sleeve Dia. x 7.6m Length 2:1 
Ratio, FIT-600 Series

• Can be easily installed using a torch or heat gun  
• High shrink ratio  
• Halogen Free  
• UV Resistant  
• RoHS Compliant  
• Power distribution

CABLES & WIRES

RS PRO HEAT SHRINK TUBING

• Very flexible 
• 2:1 shrinkage ratio, shrinks to half its original diameter
• Flame retardant
• Operating temperature range of -55 to +135°C and up 
to 200°C for short time durations
• Shrink temperature of 90°C minimum
• Excellent electrical insulation properties
• Resistant to common fluids and solvents
• Meets requirements of SAE-AMS-DTL-23053/5 Class 1

4834201 Grey 38mm Sleeve Dia. x 1.2m Length 2:1 Ratio

7004624 Black 2.4mm Sleeve Dia. x 10m Length 2:1 Ratio

7004630 Black 3.2mm Sleeve Dia. x 10m Length 2:1 Ratio

666919 Black 12.7mm Sleeve Dia. x 10m Length 2:1 Ratio

666925 Black 19.1mm Sleeve Dia. x 6m Length 2:1 Ratio

WURTH ELEKTRONIK EXPANDABLE 
FIBREGLASS

• Features and Benefits 
• Temperature Range: 60°C to +160°C 
• Extremely high screening: >45 dB @ 100 MHz; >29 dB 
@ 1 GHz (based on MIL-STD-225)  
• UL-VW-1

7568708 Nickel Plated Copper Grey Protective Sleeving, 
8mm Diameter, 1m Length

THOMAS & BETTS, TY-FAST SERIES 
STANDARD CABLE TIE

• Moulding Polyamide 6.6, white
• Temperature range -40°C to +85°C 
• Flammability rating UL 94 V-0 
• Halogen-free 
• Silicon-free

8187026 100mm x 2.5 mm, White Nylon

SES, SM SERIES CABLE TIE

• Suitable for various applications 
• Quick-fastening pins save time during installation 
• Operating temperature -40°C to +60°C 
• Made with nylon 12 
• UV-resistant.
• Standard:NFC 20-540

3646895 PA 12780mm x 9 mm, Black

SES STERLING PVC BLACK 
PROTECTIVE SLEEVING
• Ozone, ageing and acid resistance
• Do not spread flames in the event of a fire
• Available in various colours and diameter

3211988 1mm Diameter, 50m Length

3212026 5mm Diameter, 25m Length

3212076 12mm Diameter, 25m Length

SES STERLING EXPANDABLE 
SILICONE RUBBER BLACK 
PROTECTIVE SLEEVING

• Silicone sleeves in various colours that retain their 
properties in extreme temperatures 
• Resistant to ozone, light and weather influences
• Resistant to solvents and most chemicals

3031748 3mm Diameter, 25mm Length, A2 Type

3031754 5mm Diameter, 25mm Length, A3 Type

3031760 7.5mm Diameter, 30mm Length, A4 Type

3031776 10mm Diameter, 35mm Length, A5 Type

SES STERLING CABLE CLIP SCREW 
PVC
• Can be used between -20 and +65°C

1370776 P Clamp, 16mm Max. Bundle, Grey

RS PRO WHITE CABLE TIE MOUNT

• Saddle design offers excellent stability 
• Simple cable mounting - screw mounting and not 
adhesive 
• Available in black and white colours in a range of sizes 
• Self-extinguishing UL 94 V-2 
• Cable tie mounts can be used in various industries and 
environments and are used for: 
• Cable management and organisation

666717 White 10 mm x 15mm, 5mm Max. Cable Tie Width

666739 White 16 mm x 23mm, 9mm Max. Cable Tie 
Width

RS PRO NYLON HEAT STABILISED 
CABLE TIE

• Heat resistant - for use in continuous or extended 
exposure to high temperatures (105°C) 
• Easy to use and fast to install 
• UL 94V-2 Flammability rating 
• Available in black and natural colours  

8111577 Black, 100mm x 2.5 mm

CABLES & WIRES
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RS PRO NYLON CABLE TIE

• Wire tie 
• Hose tie 
• Steggel tie 
• Zap strap 
• Zip tie

178478 Natural, 150mm x 3.6 mm

178484 Natural, 190mm x 4.8 mm

4892156 Natural, 300mm x 4.8 mm

178507 Natural, 368mm x 4.8 mm

233500 Black, 150mm x 3.6 mm

8111697 Black, 250mm x 4.8 mm

233477 Black, 292mm x 3.6 mm

8111678 Black, 450mm x 8 mm

RS PRO SELF ADHESIVE CABLE 
MARKER

• Sticks to cable for permanent identification 
• Can be applied before or after the terminal has been 
connected 
• Cloth type label

8121537 Pre-printed 0  15; -; /; +; A  Z Black on White

RS PRO PVC PROTECTIVE 
SLEEVING

• Flexible and kink resistant 
• Durable with high reistance to abrasion 
• Excellent dielectric properties 
• Resistant to most chemicals and corrosives 
• Resitant to petrol, oil and water 
• High flow characteristics

404140 Black, 3mm Diameter, 40m Length

RS PRO CABLE SLEEVE KIT

• Mixed with different types of heat shrink tubing 
including harmonised colours 
• Box can be stackable or wall mounted 
• Refill packs available

4873852 300 piece, 2:1, 3:1 Shrink Ratio

RS PRO CABLE CLIP WHITE NAIL PE 
ROUND CLIP

• Material: PE

233522 White, 7mm Max. Bundle

RS PRO BRAIDED FIBREGLASS
CABLE SLEEVE
• Excellent high temperature resistance 
• LSZH (Low Smoke Zero Halogen) 
• Self Extinguishing 
• Highly flexible 
• Excellent resistance to solvents 
• Good fray resistance when it is cut 
• High oxygen index 
• Compatible with most impregnating varnish systems 
• Highly resilient and will recover roundness after being 
flattened

6681245 Natural, 6mm Diameter, 5m Length

6681248 Natural, 8mm Diameter, 5m Length

6681242 Natural, 10mm Diameter, 5m Length

RS PRO BRAIDED ACRYLIC 
FIBREGLASS CABLE SLEEVE
• High abrasion and mechanical resistance 
• Excellent resistance to chemicals including oils, fluids 
and aggressive chemical agents 
• Halogen free 
• 1kV dielectric strength 
• Good temperature resistance 
• Maintains electrical properties after flexing 
• Good resistance to fraying when cut 
• Compatible with most insulating varnishes

398751 Black, 2mm Diameter, 5m Length

398874 Green, 4mm Diameter, 5m Length

RS PRO POLYESTER COATED 
STAINLESS STEEL RELEASABLE CABLE 
TIE

•Black polyester coated stainless steel 
• Can be applied manually 
• Releasable and re-usable ‚can be used more than once  
• Excellent resistance to corrosion, radiation and 
abrasion ‚ suitable for both indoors and outdoors 
• Specially designed for industrial applications in 
aggressive environments 
• Flame retardant 
• Highly durable with excellent chemical resistance 

1858686 Black, 330mm x 5 mm

RS PRO POLYESTER COATED 
STAINLESS STEEL LADDER CABLE TIE

• Non-releasable ladder type 
• Excellent resistance to corrosion, radiation and 
abrasion ‚ suitable for both indoors and outdoors
•Specially designed for industrial applications in 
aggressive environments 
• Flame retardant 
• Highly robust and durable with excellent chemical 
resistance 
• Flexible 
• Smooth internal surface that does not damage 
bundles 
• Self-locking design for quick and secure installation

121668 Black, 300mm x 7 mm
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RS PRO STAINLESS STEEL LADDER 
SINGLE LOCK CABLE TIE

• Working Temperature: -80°C to +500°C 
• Fireproof 
• UV-resistant 
• Strong self-locking mechanism 
• Flat and low profile head  
• Larger slot at the end

1834176 316, 300mm x 7 mm

LEGRAND NAIL CABLE CLIP

• Fastenings with tip to hold cables against walls, pillars 
etc 
• The Multifix fastenings are flexible and accommodate 
several diameters

520157 Grey, 10mm Max. Bundle

521128 Grey, 14mm Max. Bundle

521122 Grey, 16mm Max. Bundle

520955 Grey, 20mm Max. Bundle

HELLERMANNTYTON NYLON CABLE 
TIE
• Quick, simple fixing by hand or processing tool 
• Available in various materials, colours and sizes 
• Inside serration for a strong hold onto bundles 
• Operating temperature range: -40 to +85°C 
• Halogen free 
• Flame retardant (UL94 V2 rating)

8103863 T50M Series Black, 245mm x 4.6 mm

6741899 T50I Series Black, 300mm x 4.6 mm

1925247 T120R Series Natural, 380mm x 7.6 mm

7538357 Q18L Series Black, 195mm x 2.6 mm

535307 KR6/35 Series Natural, 356mm x 6 mm

HELLERMANNTYTON POLYESTER 
COATED STAINLESS STEEL LADDER 
CABLE TIE

• Highly durable 
• Easy to install either by hand or with a tensioning tool 
• Marine grade 316 stainless steel 
• Available in with or without a polyester coating that 
improves corrosion resistance

7056524 MAT16SSC7 Series, Black, 430mm x 7 mm

HELLERMANNTYTON METALLIC 316 
STAINLESS STEEL LADDER CABLE TIE
• Highly durable 
• Easy to install either by hand or with a tensioning tool 
• Marine grade 316 stainless steel 
• Available in with or without a polyester coating that 
improves corrosion resistance

7056505 MAT16SS7 Series, Metallic, 430mm x 7 mm

HELLERMANNTYTON WIC SNAP ON 
CABLE MARKER
• Fast and easy to use pre-printed nylon snap-on marker  
• Ideal where termination is completed or for 
maintenance and repair 
• Markers lock together to give perfect text alignment  
• Vibration resistant markers 
• Gripping system locks markers onto wire and resists 
rotation

4084686 Pre-printed 0 → 9 Yellow 2.8 →  3.8mm Dia. 
Range

4084670 Pre-printed 0  9 assorted colours 2.8  3.8mm 
Dia. Range

HELLERMANNTYTON SELF ADHESIVE 
NATURAL CABLE TIE MOUNT

• Screw or self-adhesive versions 
• Allows a 4 way entry for Q-ties 
• Offers a perfect solution with Q-tie cable ties 
• Adhesive with high pull-of force 
• The Q-mount base locks the Q-tie in vertical positon, 
your hands are free to apply the cables

7538521 20 mm x 20mm, 4mm Max. Cable Tie Width

2319801 29 mm x 29mm, 5.4mm Max. Cable Tie Width

HELLERMANNTYTON PROTECTIVE 
SLEEVING
• Available as earth sleeving from 2.0-16.0 mm diameter 
and in phase colours from 2.0-20.0mm diameter

416408 3mm Diameter, 100m Length, PVC Black

CABLES & WIRES
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HELLERMANNTYTON BRAIDED 
FIBREGLASS NATURAL CABLE 
SLEEVE
• Good resistance to chemical atmospheres 
• Good flexibility 
• Fireproof 
• Material: Glass fibre with silicone 
• Dielectric strength : 0.8kV  
• Flammability: Self-extinguishing

480481 2mm Diameter, 25m Length

480504 4mm Diameter, 25m Length

480500 6mm Diameter, 25m Length

ALPHA WIRE PVC PROTECTIVE 
SLEEVING
• Multi-purpose protective tubing  
• Flexible PVC material  
• Good resistance to heat, oil, and abrasion

1681290 9.53mm Diameter, 30m Length, Black

8211598 6.68mm Diameter, 76m Length, Black

RS PRO SPRING STEEL CABLE ROD 
DRAW WIRE

• 50ft of 1/8in (3.2mm) width flat steel tape 
• Blued finish resists corrosion 
• Complete with winder

2902605 Flat steel wiremans tape w/winder,50ft L

RS PRO THREAD CONVERTER
CABLE CONDUIT FITTING
• Ideal for changing threaded entries of pushbutton 
stations, limit switches etc.

623912 PG11-M16, 16mm nominal size

623934 PG13.5-M20, 13mm nominal size

LAPP REDUCER REDUCTION 
FITTING
• Ideal for changing threaded entries of pushbutton 
stations, limit switches etc.

390634 PG9-PG7

390662 PG16-PG13

390678 PG16-PG11

390640 PG11-PG9

LAPP ENLARGER REDUCTION 
FITTING
• Adapt Threaded Bore Hole to Cable Gland Thread
• Robust Construction
• Reliable
• Space Saving Design

390690 PG9-PG11

390729 PG16-PG21

390713 PG13.5-PG16

390707 PG11-PG13

LAPP REDUCER CABLE GLAND

• For use when different thread forms require 
connecting together 
• Temperature Range - Dynamic: -45°C to +250°C - 
Static: -50°C to +300°C

390656 PG13-PG9

ADAPTAFLEX SWIVEL CABLE 
CONDUIT FITTING
• Temperature Range: -45°C to +250°C

123816 M32, Silver 32mm nominal size

SIB WADI-TEC CABLE GLAND WITH 
LOCKNUT
• Each gland features a sealed gland
• Impact resistant
• One piece
• PG Thread 
• Supplied with locknut

530813 PG11, PA 6, IP68

564951 ECEA GSE M12 x 1.5, Nickel Plated Brass, IP68
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SIB SIB-TEC CABLE GLAND WITH 
LOCKNUT
•Operating temperature of -40°C to +100°C
•IP68
•Cable diameter of 2.5mm to 26mm

531103 PG7, Nickel Plated Brass, IP68

531113 PG9, Nickel Plated Brass, IP68

564850 M50, PA 6, IP68

SIB NICKEL PLATED BRASS CABLE 
GLAND LOCKNUT
• For fitting of all types of grommets and cable glands 
onto panels or walls 
• Standard wrench used for tightening
• PG thread

531107 PG07 Thread

531062 PG42 Thread

530970 M10 Thread

531024 M12 Thread

531034 M16 Thread

531030 M20 Thread

531078 M25 Thread

531074 M32 Thread

530885 M40 Thread

SIB BOULAY CABLE GLAND WITH 
LOCKNUT

• IP65  
• PG thread 
• Operating temperature of -30°C to +50°C 
• Machines and accessories and factory installation

564848 PG7, Brass, IP65

SES STERLING NICKEL PLATED 
BRASS CABLE GLAND LOCKNUT
• For fitting of all types of grommets and cable glands 
onto panels or partitions 
• Their hexagonal shape allows them to be tightened 
using a standard spanner

3683002 M6 Thread

SES STERLING A1 CABLE GLAND

• IP68, 10 Bar 
• Nickel-plated brass 
• Choice of PG or Metric thread 
• For use with Non-armoured cable 
• Excellent vibration resistance 
• Double seal protection 
• Inner seal TPE 
• NBR O-ring 
• Wide temperature range 
• -40°C to + 100°C for metric threads 
• -20°C to + 100°C for PG threads 
• Laboratory probes 
• Measuring equipment 
• Robotics 
• Food and beverage 
• Alarm systems

2047168 PG16, Nickel Plated Brass, IP68

RS PRO CABLE GLAND

• Various threads are available
• Completely sealed against dust
• Excellent water resistance
• Locknut supplied
• Made with high quality Nylon 66 
• UL Standard

8229640 PG7, Nylon, IP68

8229644 PG9, Nylon, IP68

RS PRO NYLON CABLE GLAND 
WITH LOCKNUT
• Various threads are available
• Completely sealed against dust
• Excellent water resistance
• Locknut supplied 
• Made with high quality Nylon 66 
• UL Standard

8229675 Black, PG9, IP68

8229653 Grey, PG11, IP68

8229672 Black, PG13.5, IP68

8229656 Grey, PG13.5, IP68

8229681 Black, PG16, IP68

8229650 Grey, PG16, IP68

8229684 Black, PG21, IP68

8229669 Grey, PG21, IP68

8229688 Black, PG29, IP68

8229662 Grey, PG29, IP68

RS PRO NICKEL PLATED BRASS 
CABLE GLAND WITH LOCKNUT
• Various threads are available 
• Completely sealed against dust 
• Excellent water resistance 
• Locknut and seal supplied 
• High quality nickel plated brass

8319046 PG7, IP68

8319040 PG9, IP68

8319052 PG13.5, IP68

8319065 PG21, IP68

8319068 PG29, IP68

8319012 M12, IP68

8319021 M16 x 1.5, IP68

8319024 M20, IP68

8319028 M25, IP68

8319037 M32, IP68

8319030 M40, IP68

8319043 M63, IP68
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RS PRO NYLON 66 CABLE GLAND 
LOCKNUT
• UL Approved Nylon 66

8229694 Grey, PG11 Thread, IP68

8229707 Grey, PG16 Thread, IP68

8229713 Black, PG7 Thread, IP68

8229717 Black, PG9 Thread, IP68

8229729 Black, PG13.5 Thread, IP68

8229732 Black, PG21 Thread, IP68

8229735 Black, PG29 Thread, IP68

8229833 Black, M12 Thread, IP68

8229836 Black, M16 Thread, IP68

8229830 Black, M20 Thread, IP68

8229849 Black, M25 Thread, IP68

8229842 Black, M32 Thread, IP68

RS PRO CABLE COVER

• Lays flat  
• Pre-split base for ease of use  
• Available in a range of colours and sizes to suit your 
requirements

8659543 22mm (Inside dia.), 76.2 mm x 1.83m, Black

RS PRO PA 6 CABLE GLAND LOCKNUT

• A selection of 1.5 mm pitch Metric locknuts
• Temperature Range -20°C to 80°C 
• Threads Metric Conduit BS3643 
• Complies with EU Directive 2002/95/EC-ROHS 
• Complies with EU Directive 2002/96/EU Waste Electrical Equipment-WEEE

127546 Black, M40 Thread

127530 Black, M50 Thread

LAPP SKIPTOP MS CABLE GLAND 
WITH LOCKNUT
• Temperature Range - Dynamic: -25°C to +100°C - 
Static: -40°C to +100°C

390088 PG7, Nickel Plated Brass, IP68

390101 PG11, Nickel Plated Brass, IP68

LAPP SKINTOP ST CABLE GLAND

• Temperature Range - Dynamic: -25°C to +100°C - 
Static: -40°C to +100°C

8079811 PG48, Polyamide, IP68

LAPP SKINTOP CABLE GLAND WITH 
LOCKNUT
• Temperature Range - Dynamic: -25°C to +100°C - 
Static: -40°C to +100°C

1829133 PG42, Polyamide, IP68

2438918 PG36, Nickel Plated Brass, IP68

4058817 M12, Nickel Plated Brass, IP68, IP69

4058839 M20, Nickel Plated Brass, IP69K

4058851 M32, Nickel Plated Brass, IP68

4058867 M40, Nickel Plated Brass, IP68

4058889 M50, Nickel Plated Brass, IP68

4058895 M63, Nickel Plated Brass, IP68

4058823 M16, Brass, IP69K

4058845 M25, Brass, IP69K

LAPP SKINDICHT CABLE GLAND 
WITH LOCKNUT
• Temperature Range: -20°C to +80°C

390606 SR PG11, Nickel Plated Brass, IP65

1572219 PG11, Nickel Plated Brass, IP55

1572225 PG13.5, Nickel Plated Brass, IP55

1572231 PG16, Nickel Plated Brass, IP68

2127775 PG21, Nickel Plated Brass, IP55

2127781 PG29, Nickel Plated Brass, IP55

1572146 PG42, Nickel Plated Brass, IP65
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LAPP BLANKING PLUG

• For use when existing PG-threaded holes are not yet, 
or no longer required

2439292 PG9 Plug, PS, Threaded, IP54

2439191 PG9 Plug, Nickel Plated Brass, Threaded, IP54

2439387 PG48 Plug, PS, Threaded, IP54

2439371 PG42 Plug, PS, Threaded, IP54

2439270 PG42 Plug, Nickel Plated Brass, Threaded, IP54

2439365 PG36 Plug, PS, Threaded, IP54

2439258 PG36 Plug, Nickel Plated Brass, Threaded, IP54

2439359 PG29 Plug, PS, Threaded, IP54

2439242 PG29 Plug, Nickel Plated Brass, Threaded, IP54

2439343 PG21 Plug, PS, Threaded, IP54

2439236 PG21 Plug, Nickel Plated Brass, Threaded, IP54

2439337 PG16 Plug, PS, Threaded, IP54

2439220 PG16 Plug, Nickel Plated Brass, Threaded, IP54

2439315 PG13.5 Plug, PS, Threaded, IP54

2439214 PG13.5 Plug, Nickel Plated Brass, Threaded, IP54

2439309 PG11 Plug, PS, Threaded, IP54

2439208 PG11 Plug, Nickel Plated Brass, Threaded, IP54

LAPP CABLE GLAND ADAPTER

• Enables the use of cable glands with smaller 
connection threads than the existing threaded holes

4059056 PG13.5 → M20, Nickel Plated Brass

2439090 PG21 → PG16, Nickel Plated Brass

2439157 PG21 → PG29, Nickel Plated Brass

2439129 PG29 → PG21, Nickel Plated Brass

2439163 PG29 → PG36, Nickel Plated Brass

2439135 PG36 → PG29, Nickel Plated Brass

LAPP NICKEL PLATED BRASS CABLE 
GLAND LOCKNUT
• Cutting edges cut through the insulating layer, thus 
guaranteeing an optimum EMC contact 
• Suitable for all metric glands used in earthing and 
EMC applications

8395353 PG9 Thread

8395362 PG11 Thread

8395365 PG13.5 Thread

8395378 PG16 Thread

8395371 PG21 Thread

8395375 PG29 Thread

8395384 PG36 Thread

LAPP SKINTOP METAL HALOGEN 
FREE CABLE GLAND EMC
• Nickel-plated brass cable gland especially designed 
for copper-screened cables and is used to achieve a 
low-resistance screen contact, strain relief and high 
protection class 
• The gland is not qualified for cases twisting a gland 
after inserting the cable 
• Temperature Range - Dynamic: -25°C to +100°C - 
Static: -40°C to +100°C

1368519 MS-HF-M SC M32 x 1.5, Nickel Plated Brass, IP68

1368518 MS-HF-M SC M25 x 1.5, Nickel Plated Brass, IP68

1368517 MS-HF-M SC M20 x 1.5, Nickel Plated Brass, IP68

1368516 MS-HF-M SC M16 x 1.5, Nickel Plated Brass, IP68

1368515 MS-HF-M SC M12 x 1.5, Nickel Plated Brass, IP68

LAPP SKINTOP METAL HF CABLE 
GLAND EMC BRUSH
• Nickel-plated brass cable gland especially designed 
for copper-screened cables, used to achieve a 
lowresistance screen contact, strain relief and high 
protection class 
• Contacts the screen much faster than any other 
system 
• Temperature Range - Dynamic: -25°C to +100°C - 
Static: -40°C to +100°C

1368524 MS-HF-M BRUSH M63 x 1.5, Nickel Plated Brass, 
IP68

1368523 MS-HF-M BRUSH M50 x 1.5, Nickel Plated Brass, 
IP68

1368522 MS-HF-M BRUSH M40 x 1.5, Nickel Plated Brass, 
IP68

1368521 MS-HF-M BRUSH M32 x 1.5, Nickel Plated Brass, 
IP68

1368520 MS-HF-M BRUSH M25 x 1.5, Nickel Plated Brass, 
IP68

LAPP NYLON FIBREGLASS 
BLANKING PLUG
• Glass fibre-reinforced polyamide blind plugs with high 
stability for closing pre-threaded holes
• Temperature Range: -40°C to +100°C

4069299 M12 Plug, Threaded, IP54

4069306 M16 Plug, Threaded, IP54

4069328 M20 Plug, Threaded, IP54

4069334 M25 Plug, Threaded, IP54

4069340 M32 Plug, Threaded, IP54

4069356 M40 Plug, Threaded, IP54

4069362 M50 Plug, Threaded, IP54

4069378 M63 Plug, Threaded, IP54
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LAPP NICKEL PLATED BRASS 
BLANKING PLUG
• Brass blind plugs for closing pre-threaded holes, 
assembling with screwdriver 
• Temperature Range - With O-Ring: -30°C to +100°C - 
Without O-Ring: -60°C to +200°C

4069384 Lapp M12 Plug, Nickel Plated Brass, Threaded, 
IP68

4069390 Lapp M16 Plug, Nickel Plated Brass, Threaded, 
IP68

4069407 Lapp M20 Plug, Nickel Plated Brass, Threaded, 
IP68

4069413 Lapp M25 Plug, Nickel Plated Brass, Threaded, 
IP68

4069429 Lapp M32 Plug, Nickel Plated Brass, Threaded, 
IP68

4069435 Lapp M40 Plug, Nickel Plated Brass, Threaded, 
IP68

4069441 Lapp M50 Plug, Nickel Plated Brass, Threaded, 
IP68

4069457 Lapp M63 Plug, Nickel Plated Brass, Threaded, 
IP68

LAPP METRIC TO PGMETAL 
ADAPTOR
• Enables the use of PG accessories in metric threads]
• Temperature Range: -60°C to +200°C

4058996 Lapp M63 → PG42 Cable Gland Adapter, Nickel 
Plated Brass

LAPP NICKEL PLATED BRASS CABLE 
GLAND REDUCER
• Enables the use of cable gland with smaller 
connection threads than the existing threaded holes 
• Temperature Range: -60°C to +200°C

6644536 Lapp M50 → M40 Cable Gland Adapter

6644592 Lapp M40 → M32 Cable Gland Adapter, IP68. 
ATEX

6644599 Lapp M32 → M25 Cable Gland Adapter, IP68, 
ATEX

6644524 Lapp M32 → M25 Cable Gland Adapter

6644580 Lapp M25 → M20 Cable Gland Adapter, IP68, 
ATEX

6644520 Lapp M25 →  M20 Cable Gland Adapter

6644527 Lapp M20 → M16 Cable Gland Adapter

6644518 Lapp M16 → M12 Cable Gland Adapter

LAPP NICKEL PLATED BRASS CABLE 
GLAND ENLARGER
• Enables the use of cable glands with larger connection 
threads than the existing threaded holes 
• Temperature Range: -60°C to +200°C

6644514 Lapp M40 → M50 Cable Gland Adapter

6644511 Lapp M32 → M40 Cable Gland Adapter

6644495 Lapp M12 → M16 Cable Gland Adapter

SKINTOP PG 36 LOCKNUT L/GREY 
RAL7035
• Glass fibre‚ reinforced for maximum mechanical 
stability. Supporting surface for spanner means 
scratches on the housing are avoided

8172645 Grey, PG36 Thread

SKINTOP PG 42 LOCKNUT L/GREY 
RAL7035
• Glass fibre‚ reinforced for maximum mechanical 
stability. Supporting surface for spanner means 
scratches on the housing are avoided

8172649 Grey, PG42 Thread

LAPP POLYAMIDE CABLE GLAND 
LOCKNUT
• Glass fibre reinforced for maximum mechanical 
stability. Supporting surface for spanner means 
scratches on the housing are avoided

8172658 Grey, PG48 Thread

SKINTOP M 63X1,5 LOCKNUT L/
GREY RAL7035
• Glass fibre‚ reinforced for maximum mechanical 
stability. Supporting surface for spanner means 
scratches on the housing are avoided

8172677 Grey, M63 Thread
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LAPP METAL ATEX BLANKING PLUG

• Nickel plated brass blind plugs, high degree of 
protection & cold impact resistance, for mobile 
applications in offshore 
• Temperature Range: -30°C to +90°C

6644546 ATEX M25 Plug, Nickel Plated Brass, Threaded, 
IP68

KOPEX-EX EXE IIC NYLON CABLE 
GLAND
• ATEX approved 
• Exe & Extb • IIC & IIIC 
• Suitable for Zone 1, Zone 2, Zone 21 and Zone 22 
• Increased safety 
• IP66 Ingress protection 
• Wide temperature range - 40°C to + 80°C 
• Choice of M20, M25, M32, M40 and M50 standard 
metric threads 
• Wide range of cable clamping sizes 
• For use with Non-armoured cable 
• Oil and gas 

8134158 CGM M40 Cable Gland, Nylon, IP66, IP68, ATEX

M32 NYLON  GLAND EXE IIC 15.0-
21.0

• ATEX approved 
• Exe & Extb 
• IIC & IIIC 
• Suitable for Zone 1, Zone 2, Zone 21 and Zone 22 
• Increased safety 
• IP66 Ingress protection 
• Wide temperature range - 40°C to + 80°C 
• Choice of M20, M25, M32, M40 and M50 standard 
metric threads 
• Wide range of cable clamping sizes

8134151 CGM M32 Cable Gland, Nylon, IP66, IP68, ATEX

M25 NYLON  GLAND EXE IIC  13.0-
18.0
• ATEX approved 
• Exe & Extb 
• IIC & IIIC 
• Suitable for Zone 1, Zone 2, Zone 21 and Zone 22 
• Increased safety 
• IP66 Ingress protection • Wide temperature range - 
40°C to + 80°C 
• Choice of M20, M25, M32, M40 and M50 standard 
metric threads

8134145 CGM M25 Cable Gland, Nylon, IP66, IP68, ATEX

M20 NYLON  GLAND EXE IIC 
MED10.0-14.0
• ATEX approved 
• Exe & Extb 
• IIC & IIIC 
• Suitable for Zone 1, Zone 2, Zone 21 and Zone 22 
• Increased safety 
• IP66 Ingress protection 
• Wide temperature range - 40°C to + 80°C

8134132 CGM M20 Cable Gland, Nylon, IP66, IP68, ATEX

HELLERMANNTYTON PG48 CABLE 
GLAND

• Available in PG (NV) or metric (TV) thread 
• Easy to use
• IP54 rating 
• Operating temperatures of -35°C to +80°C 
• Protects cables against liquids 

186315 PP, IP54

HELLERMANNTYTON CABLE GLAND 
WITH LOCKNUT
• Nylon 66 
• IP68 ingress protection 
• M16 metric thread 
• 5 mm to 10 mm cable clamping range 
• For used with Non-armoured cable 
• Available in black, red, white grey and light grey 
• Locknut and sealing washer included 
• Moving machine parts 
• Electrical conduit boxes 
• Robotics 
• Automation and control panels 
• Door entry systems

8829941 NGM M16, Nylon, IP68

8829931 NGM M63, Nylon, IP68

ALTECH NICKEL PLATED BRASS 
CABLE GLAND LOCKNUT
• For fitting of all types of grommets and cable glands 
onto panels or walls 
• Standard wrench used for tightening 
• PG thread

9001396 M63 x 1.5 Thread, IP68, Brass; 70 mm; M 63 x 
1.5; 6 mm

ALPHA WIRE FIT BLANKING PLUG

• IP68 up to 5 bar rating for 30 min 
• Large clamping range 
• Robust rubber seals 
• Up to +150°C temperature rating 
• Flammability: V2 (According to UL94)

1753750 PG7, Plastic, Threaded, IP66, IP68
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ALPHA WIRE FIT CABLE GLAND 
WITH LOCKNUT
• IP68 up to 5 bar rating for 30 min 
• Large clamping range 
• Robust rubber seals 
• Up to +150°C temperature rating 
• Flammability: V2 (According to UL94)

1753772 M20 x 1.5, IP66, IP68, Black

1753754 M20 x 1.5, IP66, IP68, Metallic

1753771 M16 x 1.5, IP66, IP68, Black

1753770 M12 x 1.5, IP66, IP68, Black

1753752 M12 x 1.5, IP66, IP68, Metallic

ALPHA WIRE FIT NPT CABLE GLAND 
WITH LOCKNUT

• IP68 up to 5 bar rating for 30 min 
• Large clamping range 
• Robust rubber seals 
• Up to +150°C temperature rating 
• Flammability: V2 (According to UL94)

1722287 3/8, Chloroprene Rubber (O-Ring/Seal),  
Polyamide, IP66, IP68

1753784 3/4, IP66, IP68

1753781 1, IP66, IP68

1722283 1, Chloroprene Rubber (O-Ring/Seal),  
Polyamide, IP66, IP68

RS PRO UNTERMINATED TO 
UNTERMINATED COAXIAL CABLE
• For communication and signal control systems

6655851 Black, URM70, 75 © 5.8mm OD 100m

6655836 Black, RG223/U, 50 © 5.4mm OD 100m

5217887 Black, CT233, 75 © 13.8mm OD 100m

BELDEN UNTERMINATED TO 
UNTERMINATED COAXIAL CABLE
• High conductivity polyester and copper foil with 
braided screen 
• Black PVC outer sheath 
• Suitable as a Drop/Subscriber Feeder Cable

5218199 URM70, 75 © 5.8mm OD 100m, Black

5217994 RG223/U, 50 © 5.39mm OD 100m, Black

5217966 RG179, 75 © 2.8mm OD 100m, Black

466429 RG-6/U, 75 © 6.65mm OD 100m, Black

RS PRO TRACE HEATING KIT 
CONSTANT WATTAGE

•Parallel circuit - constant watt for hazardous areas 
• EX (certificate NO Sira 03ATEX3376U 
•ATEX Approved Hazardous Area termination kit also 
available

6657419 15W/m, Parallel Circuit, 240 V, 50m

7033145 20W/m, 110 V, 50m

7033170 30W/m, 110 V, 20m

6657514 30W/m, 240 V, 20m

6657523 30W/m, 240 V, 50m

7033120 40W/m, Parallel Circuit, 110 V, 20m

RS PRO POWER CABLE, POLYVINYL 
CHLORIDE PVC SHEATH
• Cable be installed in dry and damp areas 
• Highly flexible PVC outer jacket of cable allows easy 
installation 
• PVC sheath and insulation of cable are flame 
retardant to IEC 60332 
• PVC sheath is mechanically tough and resistant to 
most chemicals

1223067 7 Core 1 (6 Core) mm¬≤, 2 (1 Core) mm2, Black, 
25m, 17.5 A @ 2 mm2, 8.75

9028366 5 Core 6 mm2, Grey, 100m, 300 V, 500 V

9028316 4 Core 6 mm2, Black, 50m, 1 kV, 600 V, NYY-J

9028307 4 Core 2.5 mm2, Black, 50m, 1 kV, 600 V, NYY-J

9028303 4 Core 1.5 mm2, Black, 50m, 1 kV, NYY-J

9028329 3 Core 2.5 mm2, Grey, 50m, 500 V

9028290 3 Core 2.5 mm2, Black, 50m, 1 kV, NYY-J

9028322 3 Core 1.5 mm2, Grey, 50m, 500 V

9028296 3 Core 1.5 mm2, Black, 50m, 1 kV, NYY-J

8412265 2 Core 0.75 mm2, 100m, 300 V, 2192Y H03VVH2-F

8114374 2 Core 2.5 mm2, Grey, 100m, 20 A 300 V, 500 V, 
3182Y H05VV-F

RS PRO ARMOURED CABLE WITH 
POLYVINYL CHLORIDE PVC SHEATH

• BASEC Approved (BS5467) 
• Stranded annealed copper to BS EN 60228 
• Black PVC bedding to BS EN 60811-1-1 extruded over 
insulated cores 
• Galvanised steel wires provide protection over the 
bedded cores 
• Outer sheathing is black PVC type 9 to BS7655-4.2

1854004 5 Core, SWA Galvanised Steel Wire

7770526 4 Core, SWA Galvanised Steel Wire, 99 A, 50m

7770517 4 Core, SWA Galvanised Steel Wire, 78 A, 50m

7770529 4 Core, SWA Galvanised Steel Wire, 56 A, 50m

7770548 3 Core, SWA Galvanised Steel Wire, 33 A, 100m

1854002 3 Core, SWA Galvanised Steel Wire

7770488 2 Core, SWA Galvanised Steel Wire, 39 A, 50m

7770523 2 Core, SWA Galvanised Steel Wire, 29 A, 100m

1853991 2 Core, SWA Galvanised Steel Wire, 13.4mm 
diameter

1853993 2 Core, SWA Galvanised Steel Wire, 13.7mm 
diameter

1853995 2 Core, SWA Galvanised Steel Wire, 16.4mm 
diameter

RS PRO POWER CABLE

• Thermoplastic insulation and sheath 
• LSZH (Low smoke zero halogen) 
• Flame retardant 
• Operating temperature range: -5°C to +70°C

8360760 5 Core 1.5 mm2, White 100m, 500 V, H05Z1Z1-F

7051349 4 Core 2.5 mm2, White 100m, 27 A 500 V

8360748 3 Core 2.5 mm2, White 100m, 500 V, H05Z1Z1-F

8360739 3 Core 1.5 mm2, White 100m, 500 V, H05Z1Z1-F

CABLES & WIRES

RS PRO MAINS POWER CABLE 
WITH RUBBER SHEATH

• A high-quality, durable and lightweight H05RR-F 
harmonised flexible mains power cable with rubber 
insulation and outer jacket
• This power cable has a voltage rating of 300 to 500 
V and is ideal for providing power to small portable 
domestic and industrial appliances

536039 3 Core 2.5 mm2, Black Rubber Sheath 50m, 24 A 
300 V, 500 V, H05RR-F

536243 3 Core 1 mm2, Black Rubber Sheath 50m, 13.5 A 
300 V, 500 V, 318TRS H05RR-F

RS PRO MAINS POWER CABLE 
WITH SILICONE RUBBER SHEATH
• High quality 3 core flexible mains power cable with a 
silicone rubber sheath designed for use in 
high-temperature applications

7440997 3 Core 0.75 mm2, Black Silicone Rubber Sheath 
25m, 6.5 A 450 V, High Temperature

RS PRO MAINS POWER CABLE 
WITH POLYVINYL CHLORIDE PVC 
SHEATH

• Flexible 2, 3 and 4 core cable with fine stranded 
copper conductors
 • PVC sheath 
• PVC insulation

7756163 4 Core 2.5 mm2, White Polyvinyl Chloride PVC 
Sheath 100m, 20 A 300 V, 500 V, 3184Y H05VV-F

7756151 4 Core 1.5 mm2, White Polyvinyl Chloride PVC 
Sheath 100m, 16 A 300 V, 500 V, 3184Y H05VV-F

7756154 4 Core 1 mm2, White Polyvinyl Chloride PVC 
Sheath 100, 10 A 300 V, 500 V, 3184Y H05VV-F

7756141 4 Core 0.75 mm2, White Polyvinyl Chloride PVC 
Sheath 100, 6 A 300 V, 500 V, 3184Y H05VV-F

7756148 4 Core 0.75 mm2, Black Polyvinyl Chloride PVC 
Sheath 100m, 6 A 300 V, 500 V, 3184Y H05VV-F

491986 3 Core 4 mm2, Black Polyvinyl Chloride PVC 
Sheath 100m, 25 A 500 V, 3183Y H05VV-F

7756139 3 Core 2.5 mm2, White Polyvinyl Chloride PVC 
Sheath 100m, 25 A 300 V, 500 V, 3183Y H05VV-F

536170 3 Core 1 mm2, Grey Polyvinyl Chloride PVC 
Sheath 100m, 300 V, 500 V, 3183Y H05VV-F

535985 3 Core 1 mm2, Black Polyvinyl Chloride PVC 
Sheath 100m, 300 V, 500 V, 3183Y H05VV-F

7755858 3 Core 0.75 mm2, White Polyvinyl Chloride PVC 
Sheath 100, 6 A 300 V, 2183Y H03VV-F

7755873 2 Core 2.5 mm2, White Polyvinyl Chloride PVC 
Sheath 100, 25 A 300 V, 500 V, 3182Y H05VV-F

7755870 2 Core 2.5 mm2, Black Polyvinyl Chloride PVC 
Sheath 100, 25 A 300 V, 500 V, 3182Y H05VV-F

7756107 2 Core 1.5 mm2, White Polyvinyl Chloride PVC 
Sheath 100m, 16 A 300 V, 500 V, 3182Y H05VV-F

7756104 2 Core 1.5 mm2, Black Polyvinyl Chloride PVC 
Sheath 100m, 16 A 300 V, 500 V, 3182Y H05VV-F

7756094 2 Core 1 mm2, White Polyvinyl Chloride PVC 
Sheath 100m, 10 A 300 V, 500 V, 3182Y H05VV-F

7756090 2 Core 1 mm2, Black Polyvinyl Chloride PVC 
Sheath 100m, 10 A 300 V, 500 V, 3182Y H05VV-F

7756088 2 Core 0.75 mm2, Black Polyvinyl Chloride PVC 
Sheath 100m, 6 A 300 V, 500 V, 3182Y H05VV-F

7756072 2 Core 0.75 mm2, Black Polyvinyl Chloride PVC 
Sheath 100, 6 A 300 V, 2192Y H03VVH2-F

7755855 2 Core 0.5 mm2, Grey Polyvinyl Chloride PVC 
Sheath 100, 3 A 300 V, 2192Y H03VVH2-F

RS PRO MAINS POWER CABLE

• Operating Temperature: -40°C to +90°C

8360842 RS PRO 1 Core 6 mm2 Mains Power Cable, Black 
100m, 750 V, 6381TQ H07BN4-F

RS PRO CY CONTROL CABLE

• Ideal for space saving installations 
• Ideal for indoor use where mechanical stresses are 
present 
• Tinned copper wire braid screen 
• Resistance to oil/water mixes when indoors  
• Flexible cable with copper conductors 
• CY type cable has a grey PVC outer sheath 
• White numbers on the outer sheath

8274142 2 Core, 1 mm2, 50m, Screened

8274145 2 Core, 1.5 mm2, 50m, Screened

522519 3 Core, 0.75 mm2, 50m, Screened

522529 3 Core, 1 mm2, 50m, Screened

522575 3 Core, 1.5 mm2, 50m, Screened

522626 4 Core, 1.5 mm2, 50m, Screened

RS PRO UNSCREENED FOIL 
INDUSTRIAL CABLE

• Premium quality copper conductor 
• 0.055 mm2 and 0.06 mm2 
• Flame retardant 
• Outer black PVC sheath which shields it from the 
elements and eliminates low impact damage 
• Maximum operating temperatures of +60°C, +65°C 
and +90°C offered in this range of cables 
• Cable lengths of 50m and 100m offered in this range 
of cables 
• Screened and unscreened cables are offered in this 
range of cables 

139054 2 Core, 1.5 mm2 Black 50m Reel

138972 3 Core, 1.5 mm2 Black 50m Reel

139183 3 Core, 2.5 mm2 Black 50m Reel

RS PRO UNSCREENED INDUSTRIAL 
CABLE
• Cable suitable for use on industrial sites and for the 
upright columns of building 
• not suitable to lay this cable in ground flooded for 
more than 2 months per year

535953 2 Core, 2.5 mm2 Black 100m Reel
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PRYSMIAN POWER CABLE WITH 
POLYVINYL CHLORIDE PVC SHEATH
• Temperature range: -15°C to +70°C 
• Bending radius r-4D 
• Medium mechanical impact 
• Fire performance BSEN50265-2-1 
• Rigid • Low voltage 300/500 V

4939772 2+E Core 4 mm2, Grey, 50m, 37 A 240 V

4939766 2+E Core 6 mm2, Grey, 50m, 47 A 240 V

4939801 2+E Core 10 mm2, Grey, 50m, 64 A 240 V

4939817 2+E Core 16 mm2, Grey, 50m, 85 A 240 V

PRYSMIAN POWER CABLE

• LSZH Sheath with Reduced Flame Propagation 
• Voltage rating 300V/500V 
• Operating temperature range: -20 to +70°C 
• Easy to install, requires no bending tools 
• The red cable is used for fire alarms and the white 
cable is used for emergency lighting 
• Laminated aluminium tape screen bonded to sheath 
and in contact with full size tinned anealed copper 
circuit protective conductor which provides automatic 
screen earthing

4942560 3 Core 2.5 mm2, White 50m, 27 A 500 V

PRYSMIAN ARMOURED CABLE WITH 
POLYVINYL CHLORIDE PVC SHEATH

• BASEC Approved 
• Stranded annealed copper to BS EN 60228 
• Low smoke to BS7622 
• Temperature rating: -15 to +90°C 
• Halogen free, BS EN 50267-2-1, BS EN 50267-2-3

4682202 2 Core, Black, SWA Galvanised Steel Wire, 38 
A, 100m

NVENT-RAYCHEM TRACE HEATING 
KIT FROST PROTECTION
• Features and Benefits 
• 230Vac 
• Self-regulating cable 
• Cut to length 
• Cannot overheat 
• Safe and reliable 
• Copper braid for earth safety 
• Fluoropolymer outer jacket for mechanical strength 
and chemical resistance 
• Applications 
• For use in hazardous/non-hazardous areas and for 
steam cleaned/non-steam cleaned applications

379889 15W/m, 230 V, Hazardous Area Heating Cable

NEXANSMAINS POWER CABLE 
WITH POLYVINYL CHLORIDE PVC 
SHEATH

• Flexible cables manufactured in accordance with 
harmonised code H03VVH2-F that feature an oval 
shaped PVC sheath. They are commonly used in 
general domestic wiring applications and to power 
small domestic devices such as radios 
• Flexible PVC sheath and insulation 
• Light mechanical resistance 
• Flat/oval shaped reducing installation space 
• Bare copper conductors 
• Good weather resistance 
• Available with a black or white sheath

4390795 2 Core 0.75 mm2, White, 25m, 6 A 300 V, 2182Y 
H03VVH2-F

LAPP MAINS POWER CABLE WITH 
POLYVINYL CHLORIDE PVC SHEATH
• For installation on or under the plaster In bricks and 
concrete, except direct embedding in vibrated or 
compressed concrete 
• In dry, damp or wet interiors 
• Also suitable for outdoor use if protected against 
direct sunlight

7210730 5 Core 10 mm2, Black, 50m, 59 A 1 kV, 600 V, 
NYY-J

7210702 4 Core 1.5 mm2, Black, 50m, 19 A 1 kV, 600 V, 
NYY-J

7210712 4 Core 10 mm2, Black, 50m, 59 A 1 kV, 600 V, 
NYY-J

7210692 3 Core 4 mm2, Black, 50m, 34 A 1 kV, 600 V, 
NYY-J

7210699 3 Core 10 mm2, Black, 50m, 59 A 1 kV, 600 V, 
NYY-J

7210709 3 Core 16 mm2, Black, 50m, 79 A 1 kV, 600 V, 
NYY-J

LAPP MULTICORE MAINS POWER 
CABLE WITH POLYVINYL CHLORIDE
 PVC SHEATH

• Used for fixed installation in dry or damp rooms as well 
as outdoors, underground and under water. Multicore 
cables have a common core covering over the twisted 
cores or a filler 
• Temperature Range - During Installation: 5°C to 50°C - 
After Installation: -40°C to +70°C

7210706 4 Core 2.5 mm2, Black, 50m, 25 A 1 kV, 600 V, 
NYY-J

IGUS CHAINFLEX CONTROL CABLE

• For medium duty applications 
• PVC outer jacket 
• Shielded 
• Flame retardant

1854835 CF140.UL PVC (3G

BELDEN MACHFLEX CY CONTROL 
CABLE
• Designed for applications which are installed in 
occasional flexing and fixed locations. Cable 
applications include precision control sensors, multi axis 
control machines, temperature controllers, control 
panels, machine cutting tools, auxiliary equipment, 
motor speed control, production machinery and many 
more

1762343 5 Core, 1 mm2, 50m, Screened
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LAPP MAINS POWER CABLE WITH 
RUBBER SHEATH
• Heavy-duty, rubber-sheathed cable 
• High stresses 
• Permitted up to 1000 V (0.6/1 kV) alternating voltage 
for protected and fixed installation 
• Arrangements made of single-core, rubber-sheathed 
cables H07RN-F can be used for short circuit-proof and 
short-to-ground-proof installations in accordance with 
VDE 0100 

8179047 5 Core 1.5 mm2, Black, 100m, 18 A 450/750 V, 
H07RN-F

8179040 5 Core 2.5 mm2, Black, 100m, 26 A 450/750 V, 
H07RN-F

8179044 5 Core 4 mm2, Black, 100m, 34 A 450/750 V, 
H07RN-F

406966 4 Core 0.75 mm2, Black, 100m, 12 A 500 V, 
318TRS H05RR-F

8179025 4 Core 1.5 mm2, Black, 50m, 18 A 450/750 V, 
H07RN-F

8179022 4 Core 2.5 mm2, Black, 50m, 26 A 450/750 V, 
H07RN-F

8179034 4 Core 4 mm2, Black, 100m, 34 A 450/750 V, 
H07RN-F

406972 3 Core 0.75 mm2, Black, 100m, 12 A 500 V, 
318TRS H05RR-F

406978 3 Core 1.5 mm2, Black, 100m, 15 A 500 V, 318TRS 
H05RR-F

8179003 3 Core 1.5 mm2, Black, 100m, 18 A 450/750 V, 
H07RN-F

8179006 3 Core 2.5 mm2, Black, 50m, 26 A 450/750 V, 
H07RN-F

8179000 3 Core 2.5 mm2, Black, 100m, 26 A 450/750 V, 
H07RN-F

8179019 3 Core 4 mm2, Black, 100m, 34 A 450/750 V, 
H07RN-F

8179016 3 Core 6 mm2, Black, 100m, 44 A 450/750 V, 
H07RN-F

8178987 2 Core 1 mm2, Black, 100m, 15 A 300/500 V, 
H07RN-F

8178980 2 Core 1.5 mm2, Black, 100m, 18 A 450/750 V, 
H07RN-F

8178993 2 Core 2.5 mm2, Black, 100m, 26 A 450/750 V, 
H07RN-F

NYY-J POWER CABLE 4 CORE

• Used for fixed installation in dry or damp rooms as well 
as outdoors, underground and under water. Multicore 
cables have a common core covering over the twisted 
cores or a filler 
• Temperature Range - During Installation: 5°C to 50°C - 
After Installation: -40°C to +70°C

7210715 4 Core 4 mm2, Black, 50m, 34 A 1 kV, 600 V, 
NYY-J

7210718 4 Core 6 mm2, Black, 50m, 43 A 1 kV, 600 V, 
NYY-J

7210695 3 Core 6 mm2, Black, 50m, 43 A 1 kV, 600 V, 
NYY-J

LAPP UNSCREENED INDUSTRIAL 
CABLE
• Oil-resistant 
• Flexible and numbered for various applications

4440929 5 Core, 2.5 mm2 (CE, CSA, UL) Grey 50m Reel, 
OLFLEX 150 Series

4440812 4 Core, 1 mm2 (CE, CSA, UL) Grey 100m Reel, 
√ñLFLEX 150 Series

141609 4 Core, 1.5 mm2 (CE) Blue 50m Reel, OLFLEX 
EB Series

4440913 4 Core, 2.5 mm2 (CE, CSA, UL) Grey 50m Reel, 
OLFLEX 150 Series

141132 4 Core, 2.5 mm2 (CE) Black 50m Reel, OLFLEX 
CRANE F Series

8199625 4 Core, 4 mm2 (CE, RoHS, UL) Grey 50m Reel, 
OLFLEX CLASSIC 130 H Series

8199634 4 Core, 6 mm2 (CE, RoHS, UL) Grey 50m Reel, 
OLFLEX CLASSIC 130 H Series

8079590 4 Core, 10 mm2 (CE, CSA, UL) Grey 50m Reel, 
OLFLEX CONTROL TM Series

8079596 4 Core, 16 mm2 (CE, CSA, UL) Grey 50m Reel, 
OLFLEX CONTROL TM Series

141435 3 Core, 0.75 mm2 (CE) Blue 50m Reel, OLFLEX 
EB Series

141520 3 Core, 1 mm2 (CE, RoHS, UL) Grey 50m Reel, 
OLFLEX CLASSIC 130 H Series

8078868 3 Core, 1.5 mm2 (CE) Yellow 50m Reel, OLFLEX 
450 P Series

141592 3 Core, 1.5 mm2 (CE) Blue 50m Reel, OLFLEX 
EB Series

8199616 3 Core, 4 mm2 (CE, RoHS, UL) Grey 50m Reel, 
OLFLEX CLASSIC 130 H Series

8199631 3 Core, 6 mm2 (CE, RoHS, UL) Grey 50m Reel, 
OLFLEX CLASSIC 130 H Series

8199552 2 Core, 0.75 mm2 (CE, RoHS, UL) Grey 100m 
Reel, OLFLEX CLASSIC 130 H Series

141429 2 Core, 0.75 mm2 (CE) Blue 50m Reel, OLFLEX 
EB Series

8079259 2 Core, 0.75 mm2 (CE) Black 50m Reel, OLFLEX 
HEAT 180 H05SS-F EWKF Series

7142296 2 Core, 1 mm2 (CE) Red 50m Reel, OLFLEX HEAT 
180 SiHF Series

7142306 2 Core, 1.5 mm2 (CE) Red 50m Reel, OLFLEX 
HEAT 180 SiHF Series

7142316 2 Core, 2.5 mm2 (CE) Red 50m Reel, OLFLEX 
HEAT 180 SiHF Series

IGUS TINNED COPPER BRAID 
INDUSTRIAL CABLE
• Flame retardant 
• CFRIP® tear strip
 • Silicone-free 
• Abrasion-resistant jacket material 
• No corkscrewing 
• High tensile strength core element

5023086 3 Core, 1.5 mm2 Grey 10m Reel, Chainflex CF140.UL Series

CAE GROUPE LIYCYP CY CONTROL 
CABLE
• Assembly in pairs avoids crosstalk disturbances 
• Assembly: in twisted pairs with PES tape 
• Overall shielding via tinned copper braid, 75% 
coverage 
• Supplied as a 50 m reel

1359258 4 Core CY, 0.75 mm2

CAE GROUPE UNSCREENED 
INDUSTRIAL CABLE
• Features & Benefits 
• During production the welding cable is free from 
lacquer damaging substances and silicone 
• RoHS 
• Highly flexible

9107784 1 Core, 16 mm2 (DIN EN 60332-1-1, DIN EN 60332-
1-2, DIN VDE 0282:CE)

9107787 1 Core, 25 mm2 (DIN EN 60332-1-1, DIN EN 60332-
1-2, DIN VDE 0282:CE)

9107781 1 Core, 35 mm2 (EN50525-2-81, IEC 60332-1) 
Black 25m Reel, H01N2-E

CABLES & WIRES
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BELDEN CY CONTROL CABLE

• 3-core: Blue, Brown, Green/Yellow

363367 3 Core, 0.75 mm2, 50m, Screened

ALPHA WIRE 8 CORE UNSCREENED 
UNSCREENED INDUSTRIAL CABLE
• Tinned copper conductors that resist corrosion 
• PVC insulation 
• PVC jacket

8282320 0.56 mm2 (CE, CSA, UL) Grey 30m Reel, Alpha 
Essentials Series

ALPHA WIRE SCREENED TINNED 
COPPER BRAID INDUSTRIAL CABLE

• Temperature Range: -55°C to +105°C

1871991 4 Core, 0.24 mm2 Grey

ALPHA WIRE SCREENED FOIL 
INDUSTRIAL CABLE
• Temperature Range: -20°C to +75°C

1681177 4 Core, 0.56 mm2 (CE, CSA, UL) Grey 30m Reel, 
Alpha Essentials Series

ALPHA WIRE POWER CABLE WITH 
POLYVINYL CHLORIDE PVC SHEATH
• PVC insulation and jacket 
• Available with or without an aliminium/polyester foil 
shield

7417925 3 Core 1.32 mm2, 76m, 300 V, SJT, Black

ALPHA WIRE POWER CABLE

• PVC insulation and jacket 
• Available with or without an aliminium/polyester foil 
shield

7417929 3 Core 2.08 mm2, 76m, 300 V, SJT, Black

RS PRO COILED CABLE WITH 
POLYVINYL CHLORIDE PVC SHEATH
• This specification defines the characteristics of a three 
core coil cord for general power supply applications

7440966 1m 3 Core Coiled Cable 1.5 mm2, 28mm OD, 
13A, White

7440963 1m 3 Core Coiled Cable 1 mm2, 24mm OD, 10A, 
White

7440988 1m 3 Core Coiled Cable 0.75 mm2, 24mm OD, 
6A, Black

HARTING PVC CAT5 CABLE

• Cabling standard in acc. with ISO/IEC 11 801: Class D 
• PVC green sheath 
• 6.5mm cable diameter

6236176 U/FTP, 20m Male RJ45/Male RJ45, Green

DECELECT FORGOS PVC CAT5 
CABLE

• Used for IT connections and category 5 networks. 
These moulded cables provide greater reliability than 
standard non-moulded cables

3336576 FTP, 3m Male RJ45/Male RJ45, Grey

3336560 F/UTP, 2m Male RJ45/Male RJ45, Grey

CABLES & WIRES

DECELECT FORGOS CAT5 CABLE

• Over-moulded RJ45 twisted patch cables 
• These leads are made with twisted pair cable and are 
available in 7 different sizes 
• UTP version, unshielded

3644625 U/UTP, 5m Male RJ45/Male RJ45, Grey

3644631 U/UTP, 10m Male RJ45/Male RJ45

LAPP HIGH TEMPERATURE WIRE

• Areas with high ambient temperatures where 
conventional core insulation materials will embrittle 
after a short while

7244496 0.75 mm2 CSA, Black 100m Reel, OLFLEX HEAT 
Series

7244535 1 mm2 CSA, White 100m Reel, OLFLEX HEAT Series

7244541 1.5 mm2 CSA, Black 100m Reel, OLFLEX HEAT 
Series

TE CONNECTIVITY EQUIPMENT 
WIRE FLEXLITE SERIES
• Features & Benefits 
• Flexible with non-melting insulation 
• Enables bundles to be routed through areas where 
conventional wires cannot be used 
• UL style 1385 
• CSA Class 5851 
• Dual wall insulation (Class 2 equipment) 
• Meets requirements of VW-1 Flammability 
• Excellent fluid and chemical resistance 
• 150°C spec WCD645 
• 600 V rated 
• Lightweight and small size

2085766 1 mm2 100m, White

2085839 1.5 mm2  100m, White

2085788 1.5 mm2, 100m, Black

TE CONNECTIVITY EQUIPMENT 
WIRE 100G SERIES
• Features & Benefits 
• Halogen free, low smoke generation 
• Highly flame retardant 
• Flexible, easy to install 
• Small size, lightweight 
• Good fluid resistance  
• Non-wrinkling insulation 
• Lack of Recoil

2441419 1.5 mm2, 100m, Blue

STAUBLI HOOKUP & EQUIPMENT 
WIRE
• Universal use for test leads and wiring with medium 
mechanical stress and a good cost-benefit ratio

1757467 1 mm2, 25m, Red

1757473 2.5 mm2, 25m, Red

STAUBLI EQUIPMENT WIRE

• PVC sheath material for insulation 
• Various colours to choose from, including red, blue 
and green 
• Sizes range from 0.5 mm2 CSA/27 AWG up to 2.5 mm2 
CSA/20 AWG 
• Variety of conductors, including - BS6004, Class 5 and 
Plain annealed 
• Supplied on a 100 m reel

2857870 0.5 mm2, 100m, Green

TE CONNECTIVITY HARSH 
ENVIRONMENT WIRE
• Features & Benefits 
• Halogen free, low smoke generation 
• Highly flame retardant 
• Flexible, easy to install 
• Small size, lightweight 
• Good fluid resistance 
• Non-wrinkling insulation 
• Lack of Recoil

2441289 1.5 mm2 CSA, 100m Reel, Black

2441504 2.5 mm2 CSA, 100m Reel, White

STAUBLI HARSH ENVIRONMENT 
WIRE

• Temperature range: -50°C to +1500°C

1757485 6 mm2 CSA, 10m Reel, White

CABLES & WIRES
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RS PRO EQUIPMENT WIRE

 • PVC sheath material for insulation
• Various colours to choose from, including red, blue 
and green
• Sizes range from 0.5 mm2 CSA/22 AWG up to 2.5 mm2
CSA/14 AWG
• Variety of conductors, including - BS6004, Class 5 and 
Plain annealed
• Supplied on a 100 m reel 

361715 Black, 1 mm2 Equipment Wire, 100m

361787 Black, 1.5 mm2 Equipment Wire, 100m

361850 Black, 2.5 mm2 Equipment Wire, 100m

361591 Brown, 0.5 mm2 Equipment Wire, 100m

361737 Brown, 1 mm2 Equipment Wire, 100m

361800 Brown, 1.5 mm2 Equipment Wire, 100m

5441771 Brown, 2.5 mm2 Equipment Wire, 100m

361585 Blue, 0.5 mm2 Equipment Wire, 100m

361721 Blue, 1 mm2 Equipment Wire, 100m

361793 Blue, 1.5 mm2 Equipment Wire, 100m

361866 Blue, 2.5 mm2 Equipment Wire, 100m

7482042 Green, 1 mm2 Equipment Wire, 100m

361608 Green/Yellow, 0.5 mm2 Equipment Wire, 100m

361670 Green/Yellow, 0.75 mm2 Equipment Wire, 100m

361743 Green/Yellow, 1 mm2 Equipment Wire, 100m

361816 Green/Yellow, 1.5 mm2 Equipment Wire, 100m

5441793 Green/Yellow, 2.5 mm2 Equipment Wire, 100m

361614 Red, 0.5 mm2 Equipment Wire, 100m

361759 Red, 1 mm2 Equipment Wire, 100m

361822 Red, 1.5 mm2 Equipment Wire, 100m

5441800 Red, 2.5 mm2 Equipment Wire, 100m

361620 White, 0.5 mm2 Equipment Wire, 100m

1113145 White, 0.75 mm2 Equipment Wire, 100m

361765 White, 1 mm2 Equipment Wire, 100m

5441816 White, 2.5 mm2 Equipment Wire, 100m

361636 Yellow, 0.5 mm2 Equipment Wire, 100m

361771 Yellow, 1 mm2 Equipment Wire, 100m

361844 Yellow, 1.5 mm2 Equipment Wire, 100m

5441822 Yellow, 2.5 mm2 Equipment Wire, 100m

RS PRO HOOK UP & EQUIPMENT 
WIRE
 • PVC insulated cables 
• Flame retardant according to IEC 60332
• Operating Temperature: 5 to 70°C 

9028375 Black, 1 mm2 Hookup & Equipment Wire, 100m

8360846 Black, 10 mm2 Hookup & Equipment Wire, 100m

8360855 Black, 16 mm2 Hookup & Equipment Wire, 100m

8360858 Black, 25 mm2 Hookup & Equipment Wire, 100m

RS PRO FLEXIBLE BK TRI-RATED 
CABLE
 • Maximum operating temperature of 70°C 
• A voltage rating of 600 / 1000 V 
• Available in either 25m or 100m length 
• Single core cable design 
• Meets BS6231 standards 
• Flame retardant

8114472 Red, 4 mm2 CSA, 1 kV, 25m

5167934 Red, 6 mm2 CSA, 600 V, 48 A, 25m

8114466 Black, 4 mm2 CSA, 1 kV, 25m

5167906 Black, 6 mm2 CSA, 600 V, 48 A, 25m

5167962 Black, 10 mm2 CSA, 600 V, 68 A, 25m

8114463 Green/Yellow, 4 mm2 CSA, 1 kV, 25m

5167956 Green/Yellow, 6 mm2 CSA, 600 V, 48 A, 25m

RS PRO RIGID BU TRI-RATED CABLE

 • Maximum operating temperature of 70°C 
• A voltage rating of 600V 
• 100m length 
• Single core cable design 
• Meets BS6231 standards 
• Flame retardant 
• Tri-rated cables have a variety of application uses

358961 Black 1 mm2 CSA, 600 V, 15 A, 100m

359015 Black, 1.5 mm2 CSA, 600 V, 20 A, 100m

359065 Black, 2.5 mm2 CSA, 600 V, 28 A, 100m

RS PRO STRANDED BR TRI-RATED 
CABLE

 • Maximum operating temperature of 70°C 
• A voltage rating of 600V 
• 100m length 
• Single core cable design 
• Meets BS6231 standards 
• Flame retardant 
• Tri-rated cables have a variety of application use 

359116 Black 2.5 mm2 CSA, 600 V, 28 A, 100m

RS PRO HARSH ENVIRONMENT 
WIRE
 • Nickel plated copper conductor
• PFA Insulation
• Various wire sizes and strands
• Glass fi bre braid 

8199669 2.5 mm2 CSA, Transparent 50m Reel

1257960 4 mm2 CSA, Transparent 50m Reel

1257961 10 mm2 CSA, Transparent 10m Reel

LAPP SINGLE CORE CONTROL 
CABLE
 • Internal wiring of devices 
• Protected installation in and on lighting equipments 
• Signal systems in and on plaster in tubes 

7244370 H05V-K Brown, 1 mm2 CSA 500 V, 100m

BLOCK ENAMELLED COPPER WIRE

 • Excellent insulation properties 
• Copper possesses good chemical and corrosion 
protection 
• Long term thermal resistance 
• Solderable 
• Motor coil production 
• Transformer winding 
• Inductors for electronics 
• Relay coils 
• Speaker coils 
• Potentiometers 

7790716 Single Core 0.63mm diameter, 28m Long

CABLES & WIRES
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RS PRO STEEL ZINC PLATED HASP & 
STAPLE
• Ideal for general utility services
• Heavy duty style has a square hole on the hinge flap 
that permits the use of a 5/16 in. (8mm) carriage bolt 
and prevents removal
• Mild steel with bright zinc plated finish

751348 125mm length

751354 150mm length

RS PRO STEEL HOOK AND STAPLE 
GATE LATCH
• Screw in holes for easy installation
• Cost Effective
• Black epoxy coating

751304 6 Inch, Black Epoxy Finish

751310 10 Inch, Black Epoxy Finish

RS PRO STEEL BZP DOOR BOLT

• Straight Tower Bolt
• Bright zinc plated steel
• Ideal for surface mounting both in horizontal or 
vertical position

8938619 100mm BZP Straight Tower Bolt

RS PRO BRASS SELF COLOUR 
DOOR BOLT
• Barrel bolt, made of brass

8938650 50mm Brass Straight Barrel Bolt

8938653 75mm Brass Straight Barrel Bolt

RS PRO ALUMINIUM DOOR BOLT

• Straight barrel bolt, aluminium

8938641 100mm Aluminium Straight Barrel Bolt

PINET PLASTIC BALL CATCH

• White plastic roller latch
• Resistance of 1 to 1.5Kg
• Catch and staple ordered separately

2937847 Staple for roller catch

LEGGE SASHLOCK LEVER

• Steel case, size: 64 mm / 2.5 in.
• Available with nickel plated steel or polished brass 
forend and strike
• 2 brass levers
• 24 differs
• Reversible latchbolt
• Suitable for bolt through furniture fixings, 5mm at 
38mm centres
• Suitable for sprung lever furniture with 8mm spindle

2473905 Nickel Plated Steel, 2 Levers, 24 Differs

EURO-LOCKS A LOWE & FLETCHER 
GROUP COMPANY
• A seven lever dead bolt rim lock
• Operated by a flat type key
• Two designs are offered with different lock barrel 
lengths for different panel thicknesses
• Lock body is manufactured from zinc plated steel
• Fixed by rivets or security screws

752149 Long dead bolt rim lock,6.4mm housing

2585266 Metal/wood furniture lock,31mm housing

RS PRO STAINLESS STEEL ROUND 
HINGE
• Robust, with excellent anti-corrosive properties
• Ideal for the food, pharmaceutical and other clean 
industries
• Vibrated and Chrome treated
• Made of high-quality Stainless Steel 304
• Riveted Pin

7491692 78mm x 40mm x 2.5mm

7491706 38mm x 40mm x 2mm

ENCLOSURES, STORAGE & MATERIAL HANDLING

RS PRO STAINLESS STEEL BUTT 
HINGE
• Manufactured from grade 304 stainless steel
• Available in left and right hand versions

6659951 102mm x 78mm x 2.5mm

RS PRO STAINLESS STEEL BUTT 
HINGE SCREW
• Stainless steel riveted pin for additional security
• Supplied with stainless steel sheet metal countersunk 
screws

7264107 60mm x 60mm x 2mm

7264113 100mm x 100mm x 2.5mm

RS PRO SILVER FIRE DOOR SUITA-
BLE DOOR CLOSER

• Compact design
• Silver colour
• Adjustable, Closing Speed, Latching
• Back Check
• Transom and parallel mounting
• Suitable for 2 hour fire doors
• Adjustable arm and settings for ease of installation
• Complete with full installation instructions

7348832 950mm Width, Door Weight Max 65kg, Silver

RS PRO MATTE GLASS 
REINFORCED NYLON PA
• Black square hinges with countersunk holes
• Corrosion-resistant
• Hinges are made of 30% GF polyamide
• Pins are in 304 stainless steel
• Rotation up to 270¬∞
• Application areas: Enclosures, 19” racks, Cabinets, 
Door panels, Stowage boxes, Special machines, etc

7703018 Stainless Steel Butt Hinge Screw, 50mm x 50mm 
x 5.9mm

RS PRO MATTE CONCEALED 
FIXINGS DRAWER HANDLE
• Made up of durable diecast aluminium
• Finished in stylish looking matt-black colour
• Concealed Fixings
• Professional, matt black finish
• Plastic coated aluminium for increased durability and 
comfortable grip
• Easy to clean and maintain
• These handles have been designed with universal use 
in mind. They can be used as drawer handles or door 
handles with wooden, metal or any other type of 
furniture

237435 Aluminium, 113mm, Black

ROCA ELECTRO POLISHED 
STAINLESS STEEL BUTT HINGE 
SCREW

• Robust stainless steel butt hinges
• Stainless steel offers excellent anti-corrosive properties
• Material thickness 1.2mm
• 50mm Long

4237098 50mm x 40mm x 1.2mm

ROCA BRUSHED STAINLESS STEEL 
HINGE SCREW
• For use in environments where extreme corrosion 
resistance is required
• Left and right hand versions available in 3 and 4 hole 
options
• C/sk fixing holes•Fixed pin

3399331 RH lift-off hinge, 123mm x 84mm x 3mm

3399347 LH lift-off hinge, 123mm x 84mm x 3mm

PINET STAINLESS STEEL BUTT HINGE 
SCREW
• General Purpose Fixed Pin

4485247 60mm x 60mm x 2mm

PINET RAW STAINLESS STEEL BUTT 
HINGE SCREW

• Nylon washer and stainless steel pin for increased 
strength and quiet operation
• Supplied with 4.5mm dia S Steel C’sk screws
• Material Thickness 2.5mm
• 75mm L x 80 W

3308262 75mm x 80mm x 2mm, w/nylon washer

ENCLOSURES, STORAGE & MATERIAL HANDLING
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PINET PLAIN STAINLESS STEEL BUTT 
HINGE
• Made of high-quality Stainless Steel 
• Riveted Pin 
• Robust, with excellent anti-corrosive properties 
• Natural raw colour finish

9174551 75mm x 40mm x 1.5mm, w/csk holes

PINET PLAIN STAINLESS STEEL BUTT 
HINGE SCREW
• Made of high-quality Stainless Steel 
• Riveted Pin
• Robust, with excellent anti-corrosive properties
• Natural raw colour finish

9174557 30mm x 30mm x 0.8mm, Small Hinge

9174539 Pinet Plain Stainless Steel Butt Hinge Screw, 
50mm x 50mm x 2mm, Square Hinge

PINET MATTE ALUMINIUM DRAWER 
HANDLE

9174327 Aluminium black handle 75x38mm

PINET BRASS PIANO STYLE HINGE

• 270° opening angle 
• Easy to align and mount 
• Stronger than butt hinges 
• Supports full length of the door
• General Purpose Home applications 
• Yachts 
• Boats
• Motorhomes

3289739 1020mm x 40mm x 1.2mm

BRITON SILVER FIRE DOOR 
SUITABLE DOOR CLOSER

• Small compact unit with pressure diecast aluminium 
body, steel rack and pinion and sintered bearings
• Max door width 950mm
• Max door weight 60kg
• Independent regulator controls for door speed and 
latch control
• Non-handed mechanism
• 180° door opening subject to hinge projection and 
surrounding structure
• Suitable for surface or transom mounting
• All units stove enamelled for improved durability
• Complete with full installation instructions

4934165 Briton compact 121 door closer, compact

BRITON SILVER DOOR CLOSER

• Small, compact unit with pressure diecast aluminium 
body, steel rack and pinion and sintered bearings
• Template adjustable during installation to suit closer 
sizes 2-4
• Max door width 1100mm
• Max door weight 80kg
• Independent regulator controls for door speed and 
latch control
• Non-handed mechanism

4934193 121 series door closer, silver

ZARGES ALUMINIUM COMBINATION 
LADDER
• 3 section aluminium ladder for ‘A’ frame configurations 
• Wide stabilising base with anti-slip feet
• Lockable ladder sections for transport or during use
• Anti-splay, nylon straps
• Stile guide anti-friction plastic inserts protect ladder 
sections from damage
• Tough, replaceable plastic end caps secure the ladder 
in position
• Angle Finder helps position ladder in lean-to 
applications
• 150 kg static load rating
• Durability and flexibility

6601167 18 steps 4.1m open length, 3 Part Skymaster 3x6

ZARGES ALUMINIUM STEP LADDER

• Patented 7 point connection between tread and stile
• Reinforced support rod through the centre of the tread
• Non slip replaceable rubber feet
• Smooth stiles that are comfortable to hold
• Locking side bars offer optimal stability

7990657 6 steps Step Ladder, 1.3m open length

7990650 8 steps Step Ladder, 1.73m open length

7990679 2 x 10 steps Step Ladder, 2.2m open length

7990654 10 steps Step Ladder, 2.16m open length

7990663 12 steps Step Ladder, 2.6m open length

TUBESCA ALUMINIUM STEP LADDER

• Integrated guardrail
• Wide non slip steps
• Large non slip rubber feet for perfect stability

8773302 3 steps, 0.71m platform height

ENCLOSURES, STORAGE & MATERIAL HANDLING

RS PRO FIBREGLASS STEP LADDER

• The ideal step ladder for electricians
• Non-conductive fibreglass reinforced plastic
• Handy tool tray with plenty of space for tools
• Rigid and sturdy connection on both sides
• Double riveted aluminium treads
• Non-slip plastic feet
• Painting and decorating
• Drilling Holes
• Fixing lights
• Loft access

553838 1.0m platform height, 4 steps Stepladder

RS PRO ALUMINIUM STEP LADDER

• Aerospace grade Aluminium construction
• Quick and easy adjustment via rocker locks
• Protective feet to avoid damage to stairs and surfaces 
and for added stability
• Sturdy flexible hinges and wide legs for further 
stability
• Glider wheels for easy movement

7990672 2.13m open length, 4 steps

RS PRO ALUMINIUM EXTENSION 
LADDER

• Strong oval box section stiles
• Deeply serrated round rungs
• Rubber feet top and bottom
• Individual sections secured together with specially 
designed bolts and wing nuts
• Supplied with nylon straps with quick release buckles
• Painting and decorating
• Drilling Holes 
• Fixing lights 
• Loft access

6601179 12 steps, 3.65m Open Length

YALE RATCHET HOIST

• Forged suspension and load hooks 
• Manufactured from non-aging, high alloy tempering 
steel
• Yield under overload instead of breaking

6843828 1.5m 750 kg Hoist, UNO 750

6843831 1.5m 3000 kg Hoist, UNO 3000

6843822 1.5m 1500 kg Hoist, UNO 1500

7938719 1.5m 6000 kg Hoist, UNOplus 6000/2 RLH

YALE MANUAL HOIST

• With an improved design to help stop canting and 
jamming the VSIII uses it’s gearbox, excellent bearings 
and chain sheave to create smooth usability while 
maintaining durability and long life.

7938716 2000 kg Hoist, VSIII 2000/2 HCH

6843816 3m 500 kg Hoist, VS 500

6843825 3m 1000 kg Hoist, VS 1000

YALE UNIVERSAL BOTTLE JACK

• Pressure relief valve
• Lifting plate features grooves for additional grip
• Wide base plate for stability
• Long two piece operating lever
• Precise controlled lowering mechanism
• Additional screw extension of piston on 2-20 tonne 
units

7938817 2T JH-2B With 181mm - 346mm Max Range

7938810 4T 13300004 With 205mm - 391mm Max Range

7938814 6T 13300005 With 219mm - 424mm Max Range

7938823 8T 13300006 With 225mm - 447mm Max Range

7938826 12T 13300007 With 240mm - 473mm Max Range

7938820 20T 13300008 With 240mm - 473mm Max Range

7938839 30T 13300408 With 280mm - 460mm Max Range

RS PRO WIRE ROPE

• The Steel Wire Rope is typically made up of several 
strands of metal twisted together. 
• When the strands are closed over a central core, we 
are in the discovery of producing a rope. 
• It provides a sturdy means for lifting and lowering 
loads reliably and safely. 
• Several different sizes of Wires offer support to users 
in terms of maximum corrosion protection and excellent 
resistance to abrasion.

193051 3mm diameter x 50m length, Galvanised 
Catenary Wire

193067 5mm diameter x 50m length, Galvanised 
Catenary Wire

RS PRO STEEL GALVANISED 
THIMBLE
• Prevents damage to cable
• Preserves the natural shape of look

193001 6mm diameter

2479105 8mm diameter

2479111 9mm diameter

ENCLOSURES, STORAGE & MATERIAL HANDLING
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RS PRO STAINLESS STEEL WIRE 
ROPE CLAMP
• Quality stainless wire rope grips to DIN1142 

2479076 S/steel wire rope grip to DIN741,6mm

RS PRO POLYPROPYLENE ROPE

• Lightweight, making it easy to manoeuvre and store 
when not in use
• Excellent abrasion resistance, reducing wear and tear 
• Does not absorb water, allowing the rope to float
• Resistant to rot mould and marine decay, ideal for use 
in damp and wet conditions
• Polypropylene is resistant to most acids and alkaline
• UV ‚ stabilised against sunlight, making it ideal for 
outdoor use

672958 6 mm Diameter, 220m Long, 500kg Load

672964 8 mm Diameter, 220m Long, 960kg Load

RS PRO GALVANISED METAL WIRE 
ROPE

• Wire Rope stranding SWG 6 (number of strands) / 7 
(number of wires) 
• The safe working load oscillate around 208 kg 
The Wire Rope conforms to all RoHS regulations 
the length for this Wire is 75 m 
• Medium flexibility

1970124 5mm diameter x 75m length

192979 6mm diameter x 50m length

RS PRO EYE BOLT

• Galvanised steel construction 
• Easy to inspect for damage 
• Shock absorbing 
• High resistance to abrasion 
• Fatigue rated at 1 times the working load limit at 20 
000 cycles 
• UNC (unified coarse pitch) thread

673692 M10 x 15mm

673642 RS PRO Eye Bolt M12 x 15mm

673658 RS PRO Eye Bolt M16 x 20mm

673664 RS PRO Eye Bolt M20 x 27mm

673670 RS PRO Eye Bolt M24 x 40mm

673686 RS PRO Eye Bolt M30 x 96mm

RS PRO D-SHACKLE

• Shackles built their reputation as the simple, but solid 
construction providing the most cost-effective method of 
attaching the anchor with chain 
• The primary purpose is lifting heavy objects and 
equipment. Basic models are available for domestic and 
light use, such as for luggage and tow ropes

1835920 Stainless Steel with screw pin, 0.15t, 8mm

3123522 Stainless Steel with screw pin, 0.75t, 16mm

1835914 Stainless Steel with screw pin, 120kg, 5mm

RS PRO BOW SHACKLE

• Stainless steel shackles
• Pin diameter of 5 mm to 16 mm 
• Jaw width of 10 mm to 35 mm 
• Screw pin
• Ideal for use where rusting or contamination are not 
acceptable
• BS EN 13889-2003, RR-C-271D and type IVA standards

3123566 Stainless Steel with screw pin, 0.3t, 8mm

HI-FORCE 20T COMPACT JACK

• High quality
• Sealed hydraulic system
• Pumping mechanism which can rotate through 360°, 
making this jack ideal for lifting or positioning in 
confined spaces
• Spring assisted return
• Safety overload protection valve fitted to all models
• Removable 200mm long operation lever supplied
• Service kit available for 10 ton version

7730521 JCS20 With 102mm - 281mm Max Range

TENTE SWIVEL SWIVEL CASTOR

• Swivel head versions have a double ball bearing head
• Polyamide wheel with roller bearing
• Passivated Body for corrosion resistance

7697440 75kg Load Capacity, 100mm Wheel Diameter

7871363 350kg Load Capacity, 200mm Wheel Diameter

TENTE FIXED CASTOR WHEEL

• Tente Series 3370/3377/3478 plate-fitting castors are 
manufactured from pressed steel, are bright Zinc-plated 
and blue passivated. 
• The castors incorporate a polypropylene wheel 
centre, with a solid rubber black tyre, dustguard and 
threadguards.

7697452 75kg Load Capacity, 100mm Wheel Diameter

ENCLOSURES, STORAGE & MATERIAL HANDLING

RS PRO SWIVEL CASTOR

• Pressed steel bracket
• Ball bearing swivelling head
• Polypropylene Hub
• Braked and non-braked versions available

8286299 70kg Load Capacity, 100mm Wheel Diameter, 
Grey Rubber Tyre

LAG SWIVEL SWIVEL CASTOR

• Swivel and fixed forks are electro-zinc plated, white 
RoHS compliant, top plate mounting
• Low rolling resistance, excellent resistance to shock, 
abrasion and corrosion
• Easy to clean
• Double ball race swivel head castor
• Temperature range -30°C to +80°C
• Wheels with plain bearings
• Wheel series P

6679602 200kg Load Capacity, 150mm Wheel Diameter

8371388 300kg Load Capacity, 175mm Wheel Diameter

4352721 450kg Load Capacity, 130mm Wheel Diameter

LAG FIXED CASTOR WHEEL

• Swivel and fixed forks are electro-zinc plated, white 
RoHS compliant, top plate mounting
• Low rolling resistance, excellent resistance to shock, 
abrasion and corrosion
• Easy to clean
• Double ball race swivel head castor
• Temperature range -30°C to +80°C
• Wheels with plain bearings
• Wheel series P

6679589 200kg Load Capacity, 150mm Wheel Diameter

6679488 205kg Load Capacity, 200mm Wheel Diameter

8371391 300kg Load Capacity, 175mm Wheel Diameter

4352715 450kg Load Capacity, 130mm Wheel Diameter

GUITEL FIXED CASTOR WHEEL

• Handling castors with pressed steel frame. Pivot on 
two bearing crowns and feature shiny, zinc-plated 
protection.
• Wheel with full black rubber tyre, zinc-plated steel 
body, roller bearings and bolted shaft.
• Applications & handling with risk of side impacts

2396713 250kg Load Capacity, 250mm Wheel Diameter

GUITEL BRAKED SWIVEL SWIVEL 
CASTOR
• Handling castors with pressed steel frame. Pivot on 
two bearing crowns and feature shiny, zinc-plated 
protection.
• Wheel with full black rubber tyre, zinc-plated steel 
body, roller bearings and bolted shaft.
• Applications & handling with risk of side impacts.

2396735 250kg Load Capacity, 250mm Wheel Diameter

YALE STEEL HAND TROLLEY 
TROLLEY

• For use with Manual or Electric hoists 
• Beam width range 58-220mm
• Simple and quick to install on the beam
• Precision machined with ball bearing trolley wheels 
• Suspension type: hook

7938713 500kg Load

RS PRO STEEL TWIN CYLINDER 
HANDLING TRUCK
• 200 Kg Capacity tubular Steel Construction
• Accepts Two Cylinders
• Cylinder Capacity - 2 x 40-50 L
• Solid Rubber Tyres
• Rear Stabilising Castors
• Blue Powder Coated Finish
• Factories
• Workshops
• Warehouses

6211701 900 x 760mm, 200kg Load

RS PRO STEEL MESH SIDED 
TROLLEY
• Tubular steel handles
• Frame has mesh infill
• 240mm effective half side depth
• Handle height: 880mm

2924043 900 x 600mm x 165mm, 250kg Load

RS PRO STEEL CYLINDER TRUCK

• Steel tubular frame with a pierced base to disperse 
condensation 
• Designed to carry cylinders up to a maximum 
diameter of 280mm 
• Galvanised chain to secure cylinders 
• Rubber wheels

134257 150kg Load Capacity, 280mm Cylinder Diame-
ter, 1050mm x 483mm

ENCLOSURES, STORAGE & MATERIAL HANDLING
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RS PRO PP TILT TRUCK TRUCK

 • Our professional black tilt truck is ideal for daily use in 
many diff erent commercial and industrial environments 
including warehouses, factories and shops.
• This easy tilt polypropylene truck features a capacity 
of up to 450 L. 
• It also has 2 x 230 mm fi xed rubber wheels with 2 x 100 
mm castors for easy transportation 

1038700 1180 x 780 x 925mm, 450L Load

RS PRO MEDIUM DUTY SACK 
TRUCK

 • Concave framed 
• Strong lightweight construction
• Solid toe-plate 
• Pneumatic wheels designed to carry items over uneven 
surfaces 
• Wheel guards 
• Powder coated in red
• RS Pro medium duty sack truck is the ideal choice for 
moving bulky and heavy objects in warehouses, 
workshops and garages. 

251889 150kg Load, 350 x 200mm, Pneumatic Tyre 
Sackbarrow

RS PRO MEDIUM DUTY FOLDING 
STEEL SACK TRUCK

 • Steel sack trucks are the best for the highest load 
capacities. 
• Duration is great which makes them ideal for heavy 
duty. 
• They are ideal for lifting and transporting heavy loads, 
which reduces the strain put on individuals and the risk 
of injury. Sack trucks are adaptable and as for your 
own convenience, you can use them across many 
industries and environments such as workshops, 
warehouses, mailrooms and even offi  ces. 

251817 120kg Load, 365mm, Tubular Steel Folding Foot 
Stairclimber

RS PRO MEDIUM DUTY FOLDING 
ALUMINIUM SACK TRUCK
 • These Sack Trucks are lightweight but equally as 
strong.
• What does this mean? It means that an aluminium 
truck is highly manoeuvrable, easy to carry and 
transport. 
• Ideal for delivery drivers to use. 

277308 100kg Load, 430 x 710mm, Foldable Trolley

3303740 150kg Load, 570 x 440mm, Mouldpolypropylene 
Extendable Trolley

RS PRO HEAVY DUTY FOLDING 
STEEL SACK TRUCK

 • Made of steel and sturdy enough to hold up to 300kg 
capacity
• Foldable footplate for easy storage
• Converts easily from a basic sack truck into either a 4 
wheeled sack truck or platform truck
• Solid rubber tyres ‚ they are not fi lled with air so they 
will not puncture or go fl at and the bonus is that no 
maintenance is required. 

6693692 300kg Load, 470 x 190mm, Three Position Truck

RS PRO FOLDABLE FLATBED STEEL 
PLATFORM TROLLEY

 • Highly manoeuvrable and safe to handle for the user
• Practical and aff ordable
• Very sturdy
• Can be used for a number of diff erent purposes
• Can be used indoors in factories, workshops and 
warehouses
• Can be used outdoors
• Diff erent sizes available depending upon your 
requirements
• Steel construction 
• Non-marking castors
• Foldable/ Non foldable
• Eco friendly 
• Saves money in the long term 

251952 810 x 470 x 730mm, 150kg Load

251946 608 x 907 x 870mm, 300kg Load

RS PRO FLATBED WOOD 
PLATFORM TROLLEY
 • 500 kg load capacity
• Platform size Length 1000 x Width 700 x Height 240 
mm
• Handle height 880 mm
• Blue steel frame 
• Supplied as a fl at-pack
• 1 Wooden Platform
• Rubber wheels 

2924093 1000 x 700 x 880mm, 500kg Load

RS PRO FLATBED PUR PLATFORM 
TROLLEY

 • Highly manoeuvrable and safe to handle for the user
• Practical and aff ordable
• Very sturdy
• Can be used for a number of diff erent purposes
• Can be used indoors in factories, workshops and 
warehouses
• Can be used outdoors
• Diff erent sizes available depending upon your 
requirements
• Steel construction 
• Foldable/ Non foldable
• Eco friendly 
• Saves money in the long term 

672784 1500 x 760 x 505mm, 750kg Load

PFAFF HEAVY DUTY PALLET TRUCK

 • More cost eff ective than a forklift
• Can lift heavy loads on pallets with ease
• High quality rubber wheels suitable for various fl oor 
surfaces
• Both forks have an epoxy coated fi nish
• Spring guards for increases safety
• 2.5 tonne load lifting capacity 

6843844 1150mm x 160mm, 2500kg, H/held pallet truck

ENCLOSURES, STORAGE & MATERIAL HANDLING
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WISKA COMBI JUNCTION BOX

• Flame Protection: Glow Wire Test 750°C acc 
• Temperature Range: -30°C to 100°C, intermittent up to 
approx 120°C

7719552 IP66, IP67, 160mm x 140mm x 81mm, White

SCHNEIDER ELECTRIC MUREVA 
JUNCTION BOX
• Used as junction box for safety circuits 
• A rugged, sealed and perfectly aligned installation

151779 IP55, 275mm x 120mm x 325mm

SCAME ZENITH P JUNCTION BOX

• Manufactured from 4 mm thick Black GRP 
• Corrosion Proof & suitable for LSOH applications 
• Supplied with or without terminals 
• Pre machined with ATEX certified threaded apertures, 
fitted with stopping plugs 
• Provided with pre-drilled steel earth continuity plates

6655530 IP66, ATEX, 160mm x 75mm x 75mm

SPELSBERG ABOX JUNCTION BOX

• Seal Rabge 17-30mm

3659289 IP65, 180mm x 180mm x 91mm, Plastic, Size 6

ROSE JUNCTION BOX

• IP54 
• Glass fibre reinforced duroplastic polyester enclosure 
• Supplied with SAK terminals DIN rail mounted, cable 
entry holes machined for M20 with blanking plugs, 
earthing plates and earth rail

2290637 IP66, ATEX, 120mm x 255mm x 250mm

RS PRO JUNCTION BOX

• Steel 
• IP66 
• Simple wall mounting 
• All-welded basic body 
• High IP index achieved by all-round knife edges 
against which an expanded PU seal is pressed 
• 2.6 mm gauge steel wall brackets 
• 1.4 mm wall thickness 
• RAL 7032

122096 IP66, 200mm x 200mm x 120mm

BOPLA EUROMAS POLYMAS 
JUNCTION BOX
• 4 moulded-on cable glands 
• PG 11 including clamping cage

2663136 IP65, 98mm x 64mm x 34mm

ABB JUNCTION BOX

• Insallation temperature from -25°C to +60°C 
* Resistant to heat: ball thermopressure up to +85°C 
• Junction boxes made in compliance with IEC 60670-1 
and IEC 60670-22 standards 
• All the boxes are RoHS compliance

454977 IP55, 100mm x 100mm x 80mm

455019 IP55, 150mm x 160mm x 135mm

SIEMENS GREY 2 GANG PLUG 
SOCKET

• Splash-proof IP44 surface sockets 
• Housing made from impact-resistant insulation 
• Fixing holes  4.5 mm 
• Cable entry with push-in nipples for cable 8 → 13.5 mm 
• Hinged cover 
• With no-screw connection terminals 
• Multiple versions, pre wired

397600 16A, Type F - German Schuko

Page 295- 
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SIEMENS BASE MOUNT FUSE 
HOLDER FOR 2 FUSE
• LV HRC fuse base

7352692 400A Base Mount Fuse Holder for 2 Fuse, 1kV

RS PRO MANUAL CAP PANEL 
MOUNT FUSE HOLDER
• 250 Vac 10A max 
• Suitable for 5 x 20 mm size fuses (diameter x length) 
• Insulation Resistance at 500 V DC = 100M© Min 
• Contact resistance = 5m at 1A DC 
• Dielectric Strength for 60 Seconds = AC2000V Min 
• Constructed from a black UL94 V0 flame retardant 
material 
• Screw mounting with hexagonal locking washer for 
secure panel retention 
• Screwdriver knob release for easy access to the fuse
 • Keyed mounting hole for anti-rotation safety

563784 10A Panel Mount Fuse Holder for 5 x 20mm 
Fuse, PC1

MERSEN BASE MOUNT FUSE 
HOLDER FOR 00 FUSE

• SI TT xx/xx for tapped plug fuses sizes 32 and 33 
•SI DIN 110 for fuses to DIN 110 German standards 
• SI 000 DIN 80 for German standard bracket fuses sizes 
00 and 000, economy models 
• SI 00 DIN 80 for bracket fuses to DIN 80 German 
standards sizes 00 and 000 with separate studs for 
fixing and connecting the fuse

3042934 700V ac, DIN80 size 00 panel mount

MERSEN RAIL MOUNT FUSE 
HOLDER
• Modular design 
• Compact design for space saving 
• DIN rail mounting 
• Degree of protection: IP20 
• Finger safe 
• Easy access to the fuse 
• Lockable without accessory 
• Sealable in closed & open position 
• Optional visual blown fuse indicator 
• Multi-pole assembly kit available 

1895336 32A for 10 x 38mm Fuse, 3P, 690V ac/dc

1895335 32A for 10 x 38mm Fuse, 2P, 690V ac/dc

1895338 32A for 10 x 38mm Fuse, 1P, 690 <arrow/> 1000V 
ac/dc

ETI BOTTLE FUSE HOLDER SCREW 
CAP
• For fuse sizes D01, D02, DII and DIII 
• Maximum capacity 50 kA 
• A complete holder requires a base, gauge piece and 
cap

2898815 16A 1 Pole D01, 400V ac

2898916 25A 1 Pole DII, 500V ac

2898843 63A 1 Pole D02, 400V ac

ETI BOTTLE FUSE HOLDER BASE

• For fuse sizes D01, D02, DII and DIII 
• Maximum capacity 50 kA 
• A complete holder requires a base, gauge piece and 
cap

2898821 63A 1 Pole D02, 400V ac

ETI BOTTLE FUSE HOLDER GAUGE 
PIECE
• For fuse sizes D01, D02, DII and DIII 
• Maximum capacity 50 kA 
• A complete holder requires a base, gauge piece and 
cap

2898900 25A 1 Pole DII, 500V ac

BULGIN BASE MOUNT FUSE 
HOLDER
• Open type fuseholder 
• Single hole screw fixing 
• Anti-rotation pegs

2137564 13A for 6.3 x 32mm Fuse, 250V

LITTELFUSE BASE MOUNT 
CARTRIDGE FUSE HOLDER

• Littelfuse fuseholders and clips offer a comprehensive 
solution to a variety of application requirements
• Littelfuse clips allow fuses to be soldered and used in 
board mount technology. The clips allow standard fuse 
types to be used and interchanged easily

7874243 6.3A for Mini Fuse, 250V, 5x20mm
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COOPER BUSSMANN FUSE PULLER

• Fuse pullers to safely and easily extract fuses from 
blocks and holders

8495964 Sizes 13/32 x 13/16in

SIBA CERAMIC CARTRIDGE FUSE

• Ceramic fuses ideally suited to a wide range of 
application requirements

2673464 500mA Ceramic Cartridge Fuse, 5 x 25mm, 
Speed M

2673565 1A, 5 x 25mm, Speed M

2673559 1.6A, 5 x 25mm, Speed M

7211440 1.6A, 5 x 25mm, Speed F

2673537 2A, 5 x 25mm, Speed M

2673391 2A, 5 x 25mm, Speed F

2673521 3.15A, 5 x 25mm, Speed M

2673458 3.15A, 5 x 25mm, Speed F

2673515 4A, 5 x 25mm, Speed M

2673442 4A, 5 x 25mm, Speed F

2673509 5A, 5 x 25mm, Speed M

2673436 5A, 5 x 25mm, Speed F

2673492 6.3A, 5 x 25mm, Speed M

2673420 6.3A, 5 x 25mm, Speed F

2673414 8A, 5 x 25mm, Speed F

2673470 10A, 5 x 25mm, Speed M

2673408 10A, 5 x 25mm, Speed F

LEGRAND CERAMIC CARTRIDGE 
FUSE
• Legrand ceramic cartridge fuse has a high rupture 
capacity (HRC), no indicator lamp. These fuses are 
suitable for a range of domestic appliances. Two hollow 
links are available for the neutral supply. These are fast 
acting fuses (F) and come in a variety of different sizes 

2938266 2A, 8.5 x 31.5mm, Speed F

2938216 16A, 8.5 x 31.5mm, Speed F

EATON BUSSMANN SERIES 
CERAMIC CARTRIDGE FUSE
• A range of product is available for domestic 
applications. These are also available with an optional 
visual indicator 
• Fuse links comply with IEC60269-1, 60269-3, 
60269-3-1 and also meet the requirements of NF and 
UNE standards

7038364 500mA, Fuse gG IEC 60269 10X38mm, 500Vac, 
0.5A

7038368 1A, Fuse gG IEC 60269 10X38mm, 500Vac, 1A

7038409 1A, Fuse gG IEC 60269 14x51mm, 690Vac, 1A

1818586 1A, CYLINDRICAL FUSE 14 X 51 1A AM 690V AC

7038403 2A, Fuse gG IEC 60269 14x51mm, 690Vac, 2A

4894405 2A, Fuse gG 10x38mm, 500Vac 2A

7038447 4A, Fuse gG IEC 60269 22x58mm, 690Vac, 4A

7038412 4A, Fuse gG IEC 60269 14x51mm, 690Vac, 4A

7038370 4A, Fuse gG IEC 60269 10X38mm, 500Vac, 4A

7038415 6A, Fuse gG IEC 60269 14x51mm, 690Vac, 6A

7038374 6A, Fuse gG IEC 60269 10X38mm, 500Vac, 6A

7038419 8A, Fuse gG IEC 60269 14x51mm, 690Vac, 8A

7038383 8A, Fuse gG IEC 60269 10X38mm, 500Vac, 8A

1818880 8A, CYLINDRICAL FUSE 10 X 38 8A AM 500V AC

7038456 10A, Fuse gG IEC 60269 22x58mm, 690Vac, 10A

7038428 10A, Fuse gG IEC 60269 14x51mm, 690Vac, 10A

7038386 10A, Fuse gG IEC 60269 10X38mm, 500Vac, 10A

7038421 12A, Fuse gG IEC 60269 14x51mm, 690Vac, 12A

7038380 12A, Fuse gG IEC 60269 10X38mm, 500Vac, 12A

7038504 12A, Fuse aM IEC 60269 10x38mm, 500Vac, 12A

7038459 16A, Fuse gG IEC 60269 22x58mm, 690Vac, 16A

7038399 16A, Fuse gG IEC 60269 10X38mm, 500Vac, 16A

7038453 20A, Fuse gG IEC 60269 22x58mm, 690Vac, 20A

7038434 20A, Fuse gG IEC 60269 14x51mm, 690Vac, 20A

7038392 20A, Fuse gG IEC 60269 10X38mm, 500Vac, 20A

7038437 25A, Fuse gG IEC 60269 14x51mm, 690Vac, 25A

7038462 32A, Fuse gG IEC 60269 22x58mm, 690Vac, 32A

7038431 32A, Fuse gG IEC 60269 14x51mm, 500Vac, 32A

7038406 32A, Fuse gG IEC 60269 10X38mm, 500Vac, 32A

7038465 40A, Fuse gG IEC 60269 22x58mm, 690Vac, 40A

7038469 50A, Fuse gG IEC 60269 22x58mm, 690Vac, 50A

7038443 50A, Fuse gG IEC 60269 14x51mm, 400Vac, 50A

1818779 63A, CYLINDRICAL FUSE 22 X 58 63A AM 690V AC

7038471 80A, Fuse gG IEC 60269 22x58mm, 500Vac, 80A

1818873 80A, CYLINDRICAL FUSE 22 X 58 80A AM 500V 
AC

7038475 100A, Fuse gG IEC 60269 22x58mm, 500Vac, 
100A

1818735 100A, CYLINDRICAL FUSE 22 X 58 100A AM 
500V AC

7038484 125A, Fuse gG IEC 60269 22x58mm, 400Vac, 
125A

1818876 125A, CYLINDRICAL FUSE 22 X 58 125A AM 
400V AC

COOPER BUSSMANN CERAMIC 
CARTRIDGE FUSE

• Compact design 
• Tool free installation 
• Low temperature rise 
• Available with strikers and indicators 
• Compatible with Eaton Bussmann series modular fuse 
holders

8507063 8A, 22.2 x 58mm

8507076 12A, 22.2 x 58mm

412605 13A, 6.3 x 25mm, Speed F

4894540 16A, 14 x 51mm

4894411 25A, 10 x 38mm, Speed 5ST

8507073 25A, 22.2 x 58mm

4894556 40A, 14 x 51mm

4894562 63A, 22.2 x 58mm, Speed 5ST

ALTECH CERAMIC CARTRIDGE 
FUSE

• Current range from 1 to 100 Amps 
• Available in 4 different sizes 
• Fuses have a porcelain or glass body with metal caps 
at either end

8993014 2A, 10 x 38mm, Speed T

8993036 2A, 14 x 51mm, Speed T

8999709 4A, 10 x 38mm, Speed T

9001563 6A, 8 x 32mm, Speed T

9001550 6A, 10 x 38mm, Speed T

9001554 6A, 14 x 51mm, Speed T

9003455 8A, 10 x 38mm, Speed T

9003459 8A, 14 x 51mm, Speed T

8981263 10A, 8 x 32mm, Speed T

8981266 10A, 10 x 38mm, Speed T

8981269 10A, 14 x 51mm, Speed T

8983060 12A, 14 x 51mm, Speed T

8983379 16A, 14 x 51mm, Speed T

8990709 20A, 8 x 32mm, Speed T

8990926 25A, 8 x 32mm, Speed T

8990914 25A, 10 x 38mm, Speed T

8990923 25A, 14 x 51mm, Speed T

8993938 32A, 10 x 38mm, Speed T

8993931 32A, 14 x 51mm, Speed T

FUSES & ACCESSORIESFUSES & ACCESSORIES
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SCHURTER GLASS CARTRIDGE 
FUSE
• IEC standard fuse 
• Fast-acting fuses 
• Time-delay fuses 
• Super time-delayed fuses
• Low breaking capacity

8657430 50mA, 5 x 20mm, Speed T

1678682 100mA, 6.3 x 32mm, Speed T

1676989 100mA, 5 x 20mm, Speed F

7777467 100mA, 5 x 20mm, Speed F

8668171 125mA, 6.3 x 32mm, Speed T

1677229 200mA, 5 x 20mm, Speed TT

8657626 315mA, 6.3 x 32mm, Speed T

8657629 400mA, 6.3 x 32mm, Speed T

8657632 630mA, 6.3 x 32mm, Speed T

8657718 630mA, 5 x 20mm, Speed T

1678749 750mA, 6.3 x 32mm, Speed T

8668200 800mA, 6.3 x 32mm, Speed T

1677285 1A, 5 x 20mm, Speed TT

8657736 1.5A, 5 x 20mm, Speed T

1677106 2A, 5 x 20mm, Speed F

8668235 4A, 6.3 x 32mm, Speed T

1677134 4A, 5 x 20mm, Speed F

1677140 5A, 5 x 20mm, Speed F

1678632 6A, 6.3 x 32mm, Speed F

8701663 8A, 5 x 20mm, Speed TT

8668253 10A, 6.3 x 32mm, Speed T

7897842 10A, 5 x 20mm, Speed F

8657556 12.5A, 5 x 20mm, Speed T

1676169 16A, 5 x 20mm, Speed T

RS PRO GLASS CARTRIDGE 
FUSE - SPEED T
• Time-delay fuses 
• Glass body, nickel-plated brass ends

6109850 100mA, 5 x 20mm, Speed T

563734 125mA, 5 x 20mm, Speed T

6110197 150mA, 6.3 x 32mm, Speed T

563586 160mA, 5 x 20mm, Speed T

6110204 200mA, 6.3 x 32mm, Speed T

6686060 250mA, 6.3 x 32mm, Speed T

6110232 500mA, 6.3 x 32mm, Speed T

6686063 500mA, 6.3 x 32mm, Speed T

6685985 500mA, 5 x 20mm, Speed T

9113385 750mA, 5 x 20mm, Speed T

6119087 1A, 6.3 x 32mm, Speed T

563558 1A, 5 x 20mm, Speed T

6119093 1.25A, 6.3 x 32mm, Speed T

6110254 1.5A, 6.3 x 32mm, Speed T

6686076 1.6A, 6.3 x 32mm, Speed T

6686079 2A, 6.3 x 32mm, Speed T

563722 2A, 5 x 20mm, Speed T

6686073 2.5A, 6.3 x 32mm, Speed T

6686007 3A, 5 x 20mm, Speed T

6686085 4A, 6.3 x 32mm, Speed T

563542 4A, 5 x 20mm, Speed T

6686089 5A, 6.3 x 32mm, Speed T

563532 5A, 5 x 20mm, Speed T

9113427 6A, 5 x 20mm, Speed T

6110018 6.3A, 5 x 20mm, Speed T

9113439 7A, 5 x 20mm, Speed T

6119122 8A, 6.3 x 32mm, Speed T

563429 8A, 5 x 20mm, Speed T

6686091 10A, 6.3 x 32mm, Speed T

563334 10A, 5 x 20mm, Speed T

RS PRO GLASS CARTRIDGE 
FUSE - SPEED F
• Fast-acting fuses 
• Glass body, nickel-plated brass ends

563479 200mA, 5 x 20mm, Speed F

6685953 250mA, 5 x 20mm, Speed F

563677 315mA, 5 x 20mm, Speed F

563671 400mA, 5 x 20mm, Speed F

6686029 500mA, 6.3 x 32mm, Speed F

6685957 500mA, 5 x 20mm, Speed F

563665 630mA, 5 x 20mm, Speed F

563655 800mA, 5 x 20mm, Speed F

6686023 1A, 6.3 x 32mm, Speed F

6685966 1A, 5 x 20mm, Speed F

563384 1.25A, 5 x 20mm, Speed F

563453 1.5A, 5 x 20mm, Speed F

563457 1.6A, 5 x 20mm, Speed F

6686035 2A, 6.3 x 32mm, Speed F

6685969 2A, 5 x 20mm, Speed F

6686039 2.5A, 6.3 x 32mm, Speed F

563435 2.5A, 5 x 20mm, Speed F

6119043 3A, 6.3 x 32mm, Speed F

563491 3.15A, 5 x 20mm, Speed F

6686041 4A, 6.3 x 32mm, Speed F

6685972 4A, 5 x 20mm, Speed F

6686045 5A, 6.3 x 32mm, Speed F

6685975 5A, 5 x 20mm, Speed F

6110147 6A, 6.3 x 32mm, Speed F

6686054 7A, 6.3 x 32mm, Speed F

6119071 8A, 6.3 x 32mm, Speed F

6685979 8A, 5 x 20mm, Speed F

6686057 10A, 6.3 x 32mm, Speed F

563643 10A, 5 x 20mm, Speed F

6686051 15A, 6.3 x 32mm, Speed F

1778124 20A, 5 x 20mm, Speed F

LITTELFUSE GLASS CARTRIDGE FUSE

• Variety of Current Ratings Available 
• RoHS Compliant 
• Lead Free

7258045 32mA, 5 x 20mm, Speed F

8768296 63mA, 5 x 20mm, Speed T

5414151 80mA, 5 x 20mm, Speed T

5414268 80mA, 5 x 20mm, Speed F

8783356 175mA, 6.3 x 32mm, Speed F

8783602 250mA, 5 x 15mm, Speed T

8783362 375mA, 6.3 x 32mm, Speed F

8783560 500mA, 5 x 15mm, Speed F

8783416 800mA, 6.3 x 32mm, Speed T

8781937 1A, 5 x 15mm, Speed F

1740623 1.5A, 6.3 x 32mm, Speed F

8783889 2A, 5 x 15mm, Speed T

8783772 3.15A, 5 x 20mm, Speed T

8783576 4A, 5 x 15mm, Speed F

8783618 5A, 5 x 15mm, Speed F

1740751 8A, 6.3 x 32mm, Speed F

FUSES & ACCESSORIES

COOPER BUSSMANN GLASS 
CARTRIDGE FUSE
• Available with silver plated fuse caps 
• Various current ratings available

8510952 1A, 14 x 51mm, Speed F

8510962 3A, 14 x 51mm, Speed F

8510987 5A, 14 x 51mm, Speed F

8483040 6A, 5 x 20mm, Speed F

8482936 7.5A, 6.3 x 32mm, Speed F

8482902 30A, 6.3 x 32mm, Speed F

EATON BUSSMANN SERIES GLASS 
CARTRIDGE FUSE
• Cylindrical 
• Various current ratings available 
• Mounting Style - Holder/Clip 
• Nickel plated brass end caps

8527121 12A Glass Cartridge Fuse, 6.3 x 32mm, Speed T

5371127 50mA Glass Cartridge Fuse, 5 x 20mm, Speed F

5378667 63mA Glass Cartridge Fuse, 5 x 20mm, Speed T

8527106 125mA Glass Cartridge Fuse, 6.3 x 32mm, 
Speed T

1699359 250mA Glass Cartridge Fuse, 6.3 x 32mm, 
Speed F

8527266 600mA Glass Cartridge Fuse, 6.3 x 32mm, 
Speed T

1699428 630mA Glass Cartridge Fuse, 5 x 20mm, 
Speed T

8527171 800mA Glass Cartridge Fuse, 6.3 x 32mm, 
Speed T

1699404 1A Glass Cartridge Fuse, 5 x 20mm, Speed F

8482762 25A Glass Cartridge Fuse, 6.3 x 32mm, Speed F

SIEMENS DIV DIAZED FUSE

• DIAZED fuse links, 5SC2 Series 
• Operating class gG

396023 80A, gG, 500V ac

395991 100A, gG, 500V ac

MERSEN DIAZED FUSE

• Suitable for 3-phase applications 
• Breaking capacity 50kA at 500Vac

3770538 2A DII Diazed Fuse, E27 Thread Size, gR, 500V ac

3770437 2A DII Diazed Fuse, E27 Thread Size, gG, 500V

3770342 2A DI Diazed Fuse, E16 Thread Size, gG, 500V

3770544 4A DII Diazed Fuse, E27 Thread Size, gR, 500V ac

3770443 4A DII Diazed Fuse, E27 Thread Size, gG, 500V

3770364 4A DI Diazed Fuse, E16 Thread Size, gG, 500V

3770459 6A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V

3770370 6A DI Diazed Fuse, E16 Thread Size, gG, 500V

3770566 10A DII Diazed Fuse, E27 Thread Size, gR, 500V 
ac

3770465 10A DII Diazed Fuse, E27 Thread Size, gG, 500V

3770386 10A DI Diazed Fuse, E16 Thread Size, gG, 500V

3770588 16A DII Diazed Fuse, E27 Thread Size, gR, 500V 
ac

3770471 16A DII Diazed Fuse, E27 Thread Size, gG, 500V

3770594 20A DII Diazed Fuse, E27 Thread Size, gR, 500V 
ac

3770487 20A DII Diazed Fuse, E27 Thread Size, gG, 500V

3770601 25A DII Diazed Fuse, E27 Thread Size, gR, 500V 
ac

3770493 25A DII Diazed Fuse, E27 Thread Size, gG, 500V

3770623 35A DIII Diazed Fuse, E33 Thread Size, gR, 
500V ac

3770500 35A DIII Diazed Fuse, E33 Thread Size, gG, 500V

3770645 50A DIII Diazed Fuse, E33 Thread Size, gR, 
500V ac

3770651 63A DIII Diazed Fuse, E33 Thread Size, gR, 
500V ac

ETI DIAZED FUSE

• Breaking Capacity 50kA at 500Vac 
• Voltage rating 500Vac 
• Low power loss

413620 2A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413636 4A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413642 6A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413658 10A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413664 16A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413670 20A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413686 25A DII Diazed Fuse, E27 Thread Size, gG - gL, 
500V ac

413743 35A DIII Diazed Fuse, E33 Thread Size, gG - gL, 
500V ac

413765 63A DIII Diazed Fuse, E33 Thread Size, gG - gL, 
500V ac

ETI NEOZED FUSE

• Compact size and low power loss 
• Breaking Capacity 50kA 
• Type D01 is the smaller image / line drawing

415935 2A D01 Neozed Fuse, E14 Thread Size, gG, 
400V ac

415941 4A D01 Neozed Fuse, E14 Thread Size, gG, 
400V ac

415957 6A D01 Neozed Fuse, E14 Thread Size, gG, 
400V ac

415985 20A D02 Neozed Fuse, E18 Thread Size, gG, 
400V ac

SIEMENS NEOZED FUSE

• Minimum Operating Temperature: -5°C 
• Maximum Operating Temperature: +40°C

6220907 2A D01 Neozed Fuse, gG, 400V ac

6221051 10A D01 Neozed Fuse, gG, 400V ac

6221067 16A D01 Neozed Fuse, gG, 400V ac

6221089 25A D02 Neozed Fuse, gG, 400V ac

6221102 35A D02 Neozed Fuse, gG, 400V ac

6221124 50A D02 Neozed Fuse, gG, 400V ac

6221130 63A D02 Neozed Fuse, gG, 400V ac

ETI BOTTLE FUSE

• Breaking Capacity 50kA at 500Vac 
• Voltage rating 500Vac 
• Low power loss

7686106 50A DIII, E33 Thread Size, gG - gL, 500V ac

FUSES & ACCESSORIES
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SIEMENS CENTRED TAG FUSE

• Semiconductor protection fuses, operating class gS 
• With blade contacts, for installation in NH fuse bases 
or load switches 
• SITOR NH fuse links are designed for the overload and 
short circuit protection of cables, wires and power rails 
as well as for semiconductor protection

397389 400A 2 HLS Centred Tag Fuse, gR - gS, 690V ac

396033 500A 2 HLS Centred Tag Fuse, gR - gS, 690V ac

396073 80A 00 NH Centred Tag Fuse, gG, 500V ac

396095 100A 00 NH Centred Tag Fuse, gG, 500V ac

395872 160A 00 NH Centred Tag Fuse, gG, 500V ac

395553 300A 2 NH Centred Tag Fuse, gG, 500V ac

395569 355A 2 NH Centred Tag Fuse, gG, 500V ac

MERSEN CENTRED TAG FUSE

• High quality contacts for low power loss 
• Fitted with leaf spring fuse blown indicator 
• External contacts corrosion protected 
• Voltage conducting grip lug 
• Cadmium and Lead free

3759733 400A 2 NH, gG, 500V ac

EATON BUSSMANN SERIES NH CEN-
TRED TAG FUSE
• High breaking capacity 
• Dual Indication

1821558 315A 2 NH Centred Tag Fuse, gG, 690V ac

7038768 630A 3 NH Centred Tag Fuse, gG - gL, 500V ac

RS PRO F, T FUSE KIT

• 90 Fast-acting glass fuses containing - 250mA, 500mA, 
1A, 1.6A, 2A, 3.15A, 5A, 6.3A & 10A.
• 90 Slow-acting glass fuses containing - 0.5A, 1A, 1.6A, 
2A, 3.15A, 5A, 6.3A, 10A & 16A.
• All fuses have a 250V rating.

8938530 Fuse kit 5x20 fast and Slow Glass 250v

8938534 Fuse kit 6.3X32 fast and slow Glass 250v

8938537 Fuse kit 5x20 fast and slow ceramic 250v

8938543 Fuse kit 6.3X32 fast/slow Ceramic 250v

RS PRO CARTRIDGE FUSE KIT

• Box of 90 fuses 
• 20mm and 32mm glass fuses 
• Segmented (removable partitions) 
• 5 of each fuse 
• Slow Acting 20mm Fuses in Kit: 1A, 2A, 3.15A, 5A 
• Fast Acting 20mm Fuses in Kit: 500mA, 1A, 1.6A, 2A, 
2.5A, 3.15A, 4A, 5A, 6.3A, 10A 
• Fast Acting 32mm Fuses in Kit: 1A, 2A, 5A, 10A 

9182697 Fuse Kit

MERSEN FUSE

• gG and aM fuse-links are for industrial applications 
• Most ratings are available with an optional indicator 
• All industrial fuse-links have the option of a built-in 
striker 
• All cylinder fuse-links have ceramic bodies and 
silver-plated ferrules

3041026 1A, 8 x 32mm, gG Fuse, 400V

1887016 1A, 10 x 38mm, aM Fuse, 500V

2302932 2A, 8 x 32mm, gG Fuse, 400V

1887022 2A, 10 x 38mm, aM Fuse, 500V

2303569 2A, 14 x 51mm, aM Fuse, 690V

2302948 4A, 8 x 32mm, gG Fuse, 400V

1887038 4A, 10 x 38mm, aM Fuse, 500V

2303531 4A, 14 x 51mm, gG Fuse, 690V

2303575 4A, 14 x 51mm, aM Fuse, 690V

2302960 6A, 8 x 32mm, gG Fuse, 400V

1887044 6A, 10 x 38mm, aM Fuse, 500V

2303547 6A, 14 x 51mm, gG Fuse, 690V

2303581 6A, 14 x 51mm, aM Fuse, 690V

2302976 8A, 8 x 32mm, gG Fuse, 400V

2303597 8A, 14 x 51mm, aM Fuse, 690V

2302982 10A, 8 x 32mm, gG Fuse, 400V

1887268 10A, 10 x 38mm, aM Fuse, 500V

2303604 10A, 14 x 51mm, aM Fuse, 690V

2302998 12A, 8 x 32mm, gG Fuse, 400V

2303610 12A, 14 x 51mm, aM Fuse, 690V

2364968 16A, 8 x 32mm, gG Fuse, 400V

1887274 16A, 10 x 38mm, aM Fuse, 500V

1887353 16A, 14 x 51mm, aM Fuse, 690V

3041032 20A, 8 x 32mm, gG Fuse, 400V

2303496 20A, 10 x 38mm, aM Fuse, 500V

1887369 20A, 14 x 51mm, aM Fuse, 690V

2303503 25A, 10 x 38mm, aM Fuse, 400V

1887410 50A, 14 x 51mm, aM Fuse, 400V

1887498 50A, 22.2 x 58mm, aM Fuse, 500V

MERSEN PROTISTOR DIN80

• Fuse blown indicator 
• Breaking capacity 200kA 
• Classification gRB > 125A, URB<125A

3042760 32A 000 FF, gRB, 690V ac

MERSEN PROTISTOR DIN81

• HBC FF (gRB & URB) type fuses featuring ultra-rapid 
operation

3042776 50A 000, gRB, 660V ac

FUSES & ACCESSORIES
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RS PRO FLOOR MOUNTED FAN 
HEATER
• The RS PRO fan heater is a portable, small and a 
practical source of heat 
• It has a high-quality stainless steel heating element 
and adjustable thermostat control
• Also, this fan provides overheat protection with time 
delay
• The insulated handle is for safer carrying
• It is enabled with a built-in high-temperature resistant 
silicone wire

1746567 2kW, Type G - British 3-pin

1746569 3kW, Type G - British 3-pin

EBM-PAPST FINGER GUARD

• One piece, push-on matt black plastic guards for 
square axial fans

512569 80mm, 80 x 80mm Plastic

7374042 80mm, 80 x 80mm PBT

7374055 120mm, 120 x 120mm PBT

SUNON DC AXIAL FAN

• High quality construction
• Reduced noise
• Increased efficiency
• Extended motor life
• RoHS Compliant
• E series MagLev fans can be used in most applications 
where traditional DC Axial Fans are used.
• IT Systems
• Medical equipment
• Automotive
• Industrial applications
• Digital appliances

7588273 24 V dc, 120 x 120 x 38mm, 234.6m3/h, 9.2W

191733 220 → 240 V ac, 120 x 120 x 38mm, 118.9m3/h, 
10W

191777 115 V ac, 120 x 120 x 38mm, 144.4m3/h, 20W

SANYO DENKI DC AXIAL FAN

• Our DC cooling fans have features such as high 
airflow, high reliability, and low noise 
• They can be used in a wide-ranging applications 
including servers and ICT equipment

1919298 12 V dc, 80 x 80 x 25mm, 72m3/h, 2.16W

1919300 24 V dc, 80 x 80 x 25mm, 61.8m3/h, 1.68W

RS PRO FLOOR HEAVY DUTY FAN

• Mancooler fan 300mm for use in commercial industrial 
retail or leisure application 
• Material die casting aluminum alloy housing 
• Finished powder coating in red
• Power input 220-240V‚ 50Hz - 500/ 550Watt
• On/Off
• Volume capacity 65 / 77 M3 / min.
• Static 385 / 450PA
• Noise 89dB (A) 
• Wire guard for safety 
• Portable

8101145 3900m3/h 300mm blade diameter 1 speed 220 → 240 V with plug: Type F - Schuko plug

8101132 9000m3/h 500mm blade diameter 1 speed 220 → 240 V with plug: VDE

KOOLBREEZE FLOOR HEAVY DUTY 
FAN
• Max Airflow 14400m3/hr
• Dimensions H:870 W:550D:770 (mm)
• Weight 61kg
• Electric Supply 230V 50Hz

8132770 14400m3/h 230 V ac with plug: Type C - 
European Plug, 24”

8132782 2580m3/h 250mm blade diameter 230 V ac with plug: Type C - European Plug, 10”

8132795 3600m3/h 300mm blade diameter 230 V ac with plug: Type C - European Plug, 12”

EBM-PAPST DC AXIAL FAN

• External Rotor Motor: Unlike traditional internal rotor 
motors where the rotating shaft is surrounded by 
electromagnetic coils ebm-papst fans feature an 
external rotor motor. In an external rotor motor the 
magnetic coils are encased inside a rotating shell. The 
advantage of this design is that external rotor motors 
are more compact in size, run more efficiently and are 
less prone to overheating than internal rotor motors
• Brushless Motor: These DC fans have brushless motors 
where the electrical switching is carried out by 
electronic circuits rather than metal brushes. As they 
don’t have any brushes to wear out, brushless motors 
are more efficient and reliable than AC motors and have 
a longer life span.

2813779 24 V dc, 80 x 80 x 25mm, 69m3/h, 2W

HVAC & FANS

LIGHTING &  
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SYLVANIA FLUORESCENT TUBE

• Extended life expectancy which can be increased 
by upto 20,000 hours with the use of high frequency 
luminaires.
• Shatter resistant versions available which retain the 
fragments in the event of a breakage.
• Option of triphosphor tubes with internal reflectors, 
which reduce waste light and increase light output by 
up to 75%.
• 16mm (T5) tubes provide a compact alternative to 
T8 tubes, offering peak performance at +35 °C and 
typically provide 5% more efficiency in most ceiling 
applications when compared to equivalent T8 tubes.

7117032 18 W T8, 1350 lm, 600mm, G13, Warm White

7117039 36 W T8, 3350 lm, 1200mm, G13, Cool White

7117048 36 W T8, 3350 lm, 1200mm, G13, Warm White

PHILIPS LIGHTING FLUORESCENT 
TUBE
• Extended life expectancy which can be increased by 
upto 20,000 hours with the use of high frequency 
luminaires
• Shatter resistant versions available which retain the 
fragments in the event of a breakage.
• Option of triphosphor tubes with internal reflectors, 
which reduce waste light and increase light output by 
up to 75%
• 16mm (T5) tubes provide a compact alternative to 
T8 tubes, offering peak performance at +35°C and 
typically provide 5% more efficiency in most ceiling 
applications when compared to equivalent T8 tubes

7923512 18 W T8, 1300 lm, 600mm, G13

7923515 36 W T8, 3250 lm, 1200mm, G13

376821 39 W T5, 3100 lm, 850mm, G5

7923519 58 W T8, 5000 lm, 1500mm, G13

OSRAM FLUORESCENT TUBE

• Extended life expectancy which can be increased 
by upto 20,000 hours with the use of high frequency 
luminaires.
• Shatter resistant versions available which retain the 
fragments in the event of a breakage.
• Option of triphosphor tubes with internal reflectors, 
which reduce waste light and increase light output by 
up to 75%.
• 16mm (T5) tubes provide a compact alternative to 
T8 tubes, offering peak performance at +35°C and 
typically provide 5% more efficiency in most ceiling 
applications when compared to equivalent T8 tubes.
• Fluorescent tubes and lamps have always been popu-
lar in the workplace and at home as they are both cost 
effective and energy efficient. The compact size and 
length of these fluorescent tubes enables them to be 
used in applications where space is at a premium.

4635925 8 W T5, 385 lm, 300mm, G5, White

7973453 8 W T5, 385 lm, 300mm, G5, Cool White

7973466 8 W T5, 385 lm, 300mm, G5, Basic Emergency, 
Cool White

7001384 15 W T8, 950 lm, 450mm, G13, Warm White

7001388 15 W T8, 950 lm, 450mm, G13, Cool White

6561400 18 W T8, 1350 lm, 600mm, G13, Cool White

7926968 18 W T8, 1350 lm, 600mm, G13, Warm White

6561270 18 W T8, 1350 lm, 600mm, G13, Warm White

6561258 18 W T8, 1350 lm, 600mm, G13, Natural

7001378 21 W T5, 1900 lm, 850mm, G5, Warm White

6561393 30 W T8, 2400 lm, 900mm, G13, Cool White

6561242 36 W T8, 3350 lm, 1200mm, G13, Warm White

7926974 36 W T8, 3350 lm, 1200mm, G13, Warm White

6561321 36 W T8, 3350 lm, 1200mm, G13, Cool White

7926987 38 W T8, 3300 lm, 1050mm, G13, Cool White

7926909 39 W T5, 3100 lm, 850mm, G5, Cool White

GE FLUORESCENT TUBE

• Extended life expectancy which can be increased 
by upto 20,000 hours with the use of high frequency 
luminaires.
• Shatter resistant versions available which retain the 
fragments in the event of a breakage.
• Option of triphosphor tubes with internal reflectors, 
which reduce waste light and increase light output by 
up to 75%.

7863296 8 W T5, 400 lm, 300mm, G5

8039986 36 W T5, 3500 lm, 850mm, G5

OSRAM CIRCULAR FLUORESCENT 
TUBE

• Extended life expectancy which can be increased 
by upto 20,000 hours with the use of high frequency 
luminaires 
• Shatter resistant versions available which retain the 
fragments in the event of a breakage 
• Option of triphosphor tubes with internal reflectors, 
which reduce waste light and increase light output by 
up to 75% 

102535 22 W, 216mm diameter , 4000K, Cool White

7972577 40 W, 4000K, Cool White

SYLVANIA LINEAR HALOGEN LAMP

• Crisp white light 
• Excellent colour rendering 
• Up to 25% energy saving compared to incandescent 
lamps 
• Average life 2,000 hours 
• Instant full light

7117095 500 W R7s 8750 lm, 120 V ac

PHILIPS LIGHTING HALOGEN 
CAPSULE BULB
• Single-ended low-voltage halogen capsule giving crisp 
white halogen light

250413 50 W, G6.35, 12 V, 50h

OSRAM LINEAR HALOGEN LAMP

• Brilliant accent lighting, ideal for emphasising and 
accentuating the structure of a room 
• Direct replacement for standard tubular halogen 
lamps 
• Fully dimmable 
• Colour rendering index Ra: 100 
• The average lifetime of approximately 2,000 hours 
• Significantly lower CO2 emissions compared to the 
standard version

6948882 400 W R7s 9000 lm, 230 V ac

LIGHTING & ACCESSORIES

ORBITEC HALOGEN BULB

• Mains direct voltage halogen capsules in a 
conventional incandescent bulb

7059595 42 W, BC / B22d, 240 V, 55mm

8208805 60 W, ES / E27, 230 V, 55mm

ORBITEC LINEAR HALOGEN LAMP

• R7S ECONRJ range bulbs

7059598 400 W R7s, 240 V ac, 10x118mm

7059608 120 W R7s, 240 V ac, 8x118mm

7059591 120 W R7s, 240 V ac, 8x78mm

7059589 230 W R7s, 240 V ac, 10x118mm

GE LINEAR HALOGEN LAMP

• Crisp white light 
• Excellent colour rendering 
• Up to 25% energy saving compared to incandescent 
lamps

2870182 1 kW R7s 21000 lm, 240 V ac

VENTURE LIGHTING TUBULAR 
METAL HALIDE LAMP
• Operate on standard HPS ballasts and ignitors 
• Formed body arc tube for fast starting 
• Open and Enclosed versions available - please see 
“Fitting Type”

6997200 400 W T46, GES/E40, 36000 lm

OSRAM ELLIPTICAL METAL HALIDE 
LAMP
• Single-ended, clear tubular ‘Powerstar®’ Lamps 
• Suitable for low bay lighting in fittings with ignitor/
starter circuits

743454 400 W HQI-E, GES/E40, 34000 lm

743448 250 W HQI-E, GES/E40, 19000 lm

743460 250 W HQI-T, GES/E40, 20000 lm

OSRAM DIFFUSED ELLIPTICAL 
SON-E LAMP
• Bright and very economical 
• 4 year relamping cycle 
• 20% higher efficiency and 25% longer life as a direct 
replacement for NAV® Standard and 4Y 
• Without igniter 
• Ideal for street lighting, floodlighting and indoor 
lighting in heavy industry

234143 70 W, ES/E27, 2000K, 70mm

7193695 400 W, GES/E40, 2000K, 120mm

PHILIPS LIGHTING DIFFUSED 
ELLIPTICAL SON LAMP
• Elliptical style lamps with diffuse finish 
• Internal Ignitor types available 
• Lucalox versions have an amalgam reservoir which 
slows the rise in tube voltage, a chief cause of lamp 
failure 
• SON-E Shatteproof versions are suitable for food 
preparation areas etc., and are FDA approved 
• SON-E Twin Arc versions greatly extend lamp life and 
allow for hot re-strike after power failure

3818472 70 W, ES/E27, 2000K, 71mm

PHILIPS LIGHTING TUBULAR SON-T 
LAMP
• Very good efficiency, low colour rendering, typically 
Ra20 - 39
• Twin Arc versions greatly extend lamp life and allow for 
hot re-strike after power failure 
• SON-T Plus offers 20% greater lumen output and 
longer lamp life

3818523 400 W, Clear, GES/E40, 2000K, 48mm

VENTURE LIGHTING ELLIPTICAL 
SON-T LAMP
• Venture high output clear tubular SON lamps are more 
efficient and therefore energy saving by providing more 
lumens per Watt than standard SON lamps

7393306 150 W, E40, 2000K, 46mm

7393315 250 W, E40, 2000K, 46mm

7393318 400 W, E40, 2000K, 46mm

7193500 1 kW Clear, GES/E40, 2000K, 67mm

LIGHTING & ACCESSORIES
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OSRAM TUBULAR SON-T LAMP

• Lamp survival factor: 95 % after 16,000 h burning time 
• Average lifetime: up to 36,000 h 
• 80 % after 16,000 h burning time (according to DIN 
13201) 
• Service lifetime: 4 years (at approx. 11 h/day) 
• ErP compliant according to EU Regulation 245/2009 
• Dimmable on conventional control gears and 
electronic control gears

7193718 400 W Clear, GES/E40, 2000K, 46mm

RS PRO TELEPHONE SLIDE 
INDICATOR LIGHT
• High-quality light 
• Long lifespan, average life expectancy: 6000 hours 
• Durable and efficient light source

564447 Clear, 6 V, 200 mA, 5000h

2945163 Clear, 24 V, 5000h

2945191 Clear, 24 V, 50 mA, 5000h

564469 Clear, 24 V, 50 mA, 6000h

2945214 Clear, 28 V, 40 mA, 5000h

2945220 Clear, 30 V, 40 mA, 5000h

564475 Clear, 30 V, 40 mA, 6000h

2945236 Clear, 48 V, 25 mA, 5000h

2945242 Clear, 60 V, 20 mA, 5000h

RS PRO SES/E14 INDICATOR LIGHT

• Life: Average life hours are based on rated voltage, 6 
cycle alternating current in a room temperature 
ambient environment, under static conditions 
• Converting Brightness: Mean Spherical Candle Power 
(MSCP) is convertible to lumens

3393327 Clear, 24 V, 200 mA, 3000h

3607424 Clear, 220 → 260 V, 38 mA, 3000h

RS PRO P13.5S INDICATOR LIGHT

• Olive shape B3 1/2 - 11mm glass 
• P13.5s prefocus base 
• Vacuum

569767 Clear, 2.4 V, 500 mA, 15h

6559031 Clear, 3.6 V, 500 mA, 30h

105174 Clear, 4.8 V, 500 mA, 20h

6559104 Clear, 7.2 V, 750 mA, 15h

RS PRO MIDGET GROOVE 
INDICATOR LIGHT
• Bulb diameters 5.84mm 
• Long service life

3607632 Clear, 6.3 V, 200 mA, 20000h

6559621 Clear, 28 V, 40 mA, 4000h

3607660 Clear, 28 V, 40 mA, 10000h

RS PRO MIDGET FLANGE 
INDICATOR LIGHT

104632 Clear, 6 V, 200 mA, 1000h

105001 Clear, 6 V, 100 mA, 5000h

104654 Clear, 14 V, 80 mA, 1500h

3607581 Clear, 14 V, 80 mA, 15000h

RS PRO E10 INDICATOR LIGHT

• Filament lamps will perform to specification and give 
optimum life when
• They are powered at the rated voltage from a 
stabilised 50 Hz AC supply 
• Ambient temperature is in the range 20°C to 25°C 
• No mechanical vibration is present 
• Deviations from these criteria have a significant effect 
on lamp life, particularly with low current filaments 
(<80mA) 

6559312 Clear, 2.5 V, 300 mA, 15h

6559299 Clear, 3.7 V, 300 mA, 10h

6559047 Clear, 6 V, 700 mA, 25h

6559081 Clear, 6.5 V, 150 mA, 3000h

104806 Clear, 6.5 V, 300 mA, 4000h

104878 Clear, 12 V, 95 mA, 5000h

104812 Clear, 12 V, 183 mA, 3000h

6559508 Clear, 24 V, 116 mA, 3000h

104834 Clear, 24 V, 120 mA, 3000h

106335 Clear, 48 V, 100 mA, 1000h

3393254 Clear, 230 V, 13 mA, 1000h

3393260 Clear, 240 V, 13 mA, 1000h

RS PRO BA9S INDICATOR LIGHT

• Midget bayonet (BA9s) base
 • Durable light source 
• High-quality clear light

6559069 Clear, 6.5 V, 150 mA, 3000h

577465 Clear, 12 V, 160 mA, 10000h

3607749 Clear, 12 V, 170 mA, 3000h

104890 Clear, 12 V, 183 mA, 4000h

3607755 Clear, 24 V, 50 mA, 5000h

105067 Clear, 24 V, 50 mA, 10000h

105102 Clear, 24 V, 83 mA, 10000h

104907 Clear, 24 V, 116 mA, 4000h

3607799 Clear, 24 V, 120 mA, 5000h

3607806 Clear, 28 V, 40 mA, 3000h

3607828 Clear, 28 V, 100 mA, 1000h

577487 Clear, 30 V, 66 mA, 5000h

105146 Clear, 30 V, 67 mA, 10000h

3607862 Clear, 48 V, 42 mA, 5000h

6559520 Clear, 50 V, 50 mA, 5000h

577493 Clear, 60 V, 20 mA, 3000h

3607733 Clear, 60 V, 33 mA, 3000h

3393282 Clear, 240 V, 13 mA, 1000h
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RS PRO BA15D INDICATOR LIGHT

• Filament lamps will perform to specification and give 
optimum life when:
• They are powered at the rated voltage from a 
stabilised 50 Hz AC supply.
• Ambient temperature is in the range 20°C to 25°C
• No mechanical vibration is present 
• Deviations from these criteria have a significant effect 
on lamp life, particularly with low current filaments 
(<80mA) 
• Power from a DC supply at the rated voltage can 
reduce the listed life by up to 50% 
• The effect of deviation from the rated operating 
voltage should be noted:
• 5% above will reduce lamp life by up to 50% 
• 5% below will significantly increase lamp life 

3393377 Clear, 12 V, 400 mA, 3000h, 5W

3393383 Clear, 24 V ac, 200 mA, 1000h, 5W

3607446 Clear, 24 V, 200 mA, 3000h, 5W

3393399 Clear, 24 V ac/dc, 250 mA, 1000h, 6W

3393434 Clear, 130 V, 2000h, 5W

3607474 Clear, 220 → 260 V, 27 mA, 3000h, 7W

ORBITEC INDICATOR LIGHT

• Service life: 10,000 hours

1715545 Clear, 12 V, 20 mA, 5000h

1032733 Clear, 12 V, 50 mA, 5000h

1715551 Clear, 24 V, 20 mA, 5000h

1032749 Clear, 24 V, 50 mA, 5000h

1715573 Clear, 28 V, 50 mA, 5000h

1715618 Clear, 48 V, 20 mA, 5000h

1715646 12 V, 50 mA, 5000h

1715696 24 V, 20 mA, 5000h

1715652 24 V, 50 mA, 5000h

1715804 28 V, 25 mA, 5000h

1715668 30 V, 40 mA, 5000h

ORBITEC E10 INDICATOR LIGHT

• Xenon lamps for safety units and hard hats

1717018 Clear, 3.6 V, 1 A, 100h

1717030 Clear, 6 V, 450 mA, 100h

1716150 6.5 V, 100 mA

1716188 Clear, 12 V, 100 mA, 10000h

1716194 Clear, 12 V, 170 mA, 2000h

2212536 Clear, 24 V, 85 mA, 1000h

2212328 Clear, 48 V, 40 mA, 1000h

1716273 Clear, 240 V, 14 mA, 10000h

ORBITEC BA9S INDICATOR LIGHT

• Diameter 10mm 
• Life Service: 1000 hours

1715949 Clear, 6 V, 200 mA, 1000h

1715961 Clear, 12 V, 170 mA, 1000h

2212306 Clear, 12 V, 250 mA, 1000h

1715983 Clear, 24 V, 85 mA, 1000h

1715999 Clear, 24 V, 125 mA, 1000h

1716009 Clear, 28 V, 40 mA, 1000h

1716015 Clear, 28 V, 100 mA, 1000h

1716037 Clear, 30 V, 100 mA, 1000h

2212520 Clear, 48 V, 40 mA, 1000h

1032834 Clear, 220 V, 1.3 mA, 10000h

ORBITEC BA15D INDICATOR LIGHT

• Diameter 35mm 
• Life Service: 2000 hours 
• Bayonet Filament Lamps

1717046 Clear, 24 V, 200 mA, 2000h, 5W

1717074 Clear, 130 V, 2000h, 5W

EAO INDICATOR LIGHT

• The 10 series filament lamps have been designed for 
use with their wide range of human machine interfaces 
• These could be panel mount indicators and illuminated 
pushbuttons and many more 
• They are equipped with a standard T5.5 socket

9039322 Clear, 24 V ac/dc, 50 mA

VCC MIDGET GROOVE INDICATOR 
LIGHT
• Long service life

8897029 14 V, 800 mA, 1500h

CML INNOVATIVE TECHNOLOGIES 
E10 INDICATOR LIGHT

• MES tungsten halogen filament lamps suitable for use 
with many popular torches and handlamps 
• Super-high brightness

1960650 Clear, 2.4 V, 830 mA, 25h
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OSRAM BA20D INDICATOR LIGHT

• Diameter 35mm 
• Life Service: 50 hours

8298895 Clear, 12 V, 50h, 50W

OSRAM BAY15D BASE CLEAR 
NCANDESCENT CAR LAMPS
• Wide product range 
• Reliable quality

579168 12 V, 21 W, 5 W

RS PRO INFRARED (IR) HEAT LAMP

• Virtually instant radiant heat after power-on 
•Low glare 
• Economical to operate 
• Suitable for universal mounting orientations

7960136 10mm R7S Red 254 mm 5000h, 230 V 1 kW

VENTURE LIGHTING LED TUBE 
LIGHT
• T8 linear LED tube 
• Lifetime hours: 50000 
• Glass lens 
• High colour rendering index 
• Available in a choice of lengths 
• Instant warm up time 
• Type of Protection: IP20

1268888 21 W 2170 lm T8, Cool White 4000K 840, G13 
Cap, 220 → 240 V ac

1268891 21 W 2170 lm T8, Cool Daylight 6500K 865, G13 
Cap, 220 → 240 V ac

PHILIPS COREPRO E27 LED GLS 
BULB
• A60 bulb shape 
• Warm accent beam 
• 15000 lifetime hours 
• E27 and B22 cap bases 
• Non-Dimmable

1244324 10 W(75W), 4000K, Cool White, GLS shape

1901884 ST8V-EM 7.6 W 800 lm, Cool White 4000K 840, 
G13 Cap, 220 → 240 V

1901885 ST8V-EM 7.6 W 800 lm, Cool Daylight 6500K 865, 
G13 Cap, 220 → 240 V

1901883 ST8V-EM 7.6 W 720 lm, Warm White 3000K 830, 
G13 Cap, 220 → 240 V

OSRAM LED CANDLE BULB

• Low energy consumption  
• No UV and near-IR radiation in the light beam 
• Instant 100% light, no warm-up time 
• Good colour rendering 
• Robust against vibrations 
• Mercury-free lamps 
• Lifetime hours: 15000 
• Energy Efficiency: A+

1468156 P CLAS A E27 GLS, 5.5 W(40W), 2700K, Warm 
White, Classic Bulb shape

1262171 E14 GLS, 5.7 W(40W), 2700K, Warm White, 
Candle shape

ORBITEC E27 LED GLS BULB

• Large glass globe with an opal finish provides an even 
light distribution
• Rated voltage: 230 Vac
• Lamp base: ES E27
• 56W equivalent
• Non-dimmable

1250708 8 W(56W), 2700K, Warm White, Globe shape

1250702 13 W(100W), 2700K, Warm White, GLS shape

RS PRO LED REFLECTOR BULB

• Colour coded body 
• Varieties of MCD (millicandela) intensity offered in this 
range. This unit of measure impacts the brightness of 
the LEDs 
• Variety of different light output colours offered in this 
range 
• Fantastic life expectancy of 100000 hours offered by 
these LEDs 

204704 E10, Green, Single Chip, 10 mm Lamp, 10mm dia., 
24 V ac/dc

SYLVANIA LED PIPE

• LED T5 replacement batten, high output range: more 
lumens per meter with efficiency up to 125 
lum/watt, seamless linking (up to 10M), Ideal for direct 
lighting such as under cabinet or in kitchens, 
150 degree beam angle, includes switch, includes 0.30m 
stripped cable, white polycarbonate body, 
includes standard and tilting brackets

1876758 G2 HO L1200 WW
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WALDMANN FLUORESCENT TUBE 
DESK LAMP
• All-purpose lamps for workstation lighting 
• Lighting technique suited to the most severe 
conditions. The metal parabolic reflector prevents 
discomfort from direct glare and reflection 
• Fitted with compact fluorescent tubes that supply 
natural and low consumption light 
• Bench clamp and replacement bulb available 
separately

1758693 18 W, Grey, 230 V ac

SERIOUS HALOGEN MACHINE 
LIGHT
• Flexible arm halogen machine lights 
• Halogen lamp supplied 
• 2 metre cable (un-terminated)

7723012 12 V, 50 W, Flexible, 700mm Reach, 700mm Arm 
Length

RS PRO HALOGEN MACHINE LIGHT

• RS Pro strives to provide you with the choice and 
reliability you need in your workplace purchases. 
Whether you’re a hobbyist or fitting out a factory, RS 
Pro can furnish you with lighting solutions to suit your 
requirements.
• Providing high-quality hardware tested by our in house 
experts, RS Pro offers you an assurance of quality at 
competitive prices.
• For workplace lighting in almost any industry, RS Pro 
has the solution you need.

4333045 240 V, 55 W, Articulated, 830mm Reach, 830mm 
Arm Length

RS PRO FLUORESCENT CEILING 
LIGHT
• Single or Twin Battern 
• Lamps not included

1884671 18 W, 230 V Batten Single Batten, 1 Lamp, 
Anti-corrosive, 653 mm Long, IP65

1884678 36 W, 230 V Batten Twin Batten, 2 Lamp, 
Anti-corrosive, 653 mm Long, IP65

LUXO FLUORESCENT DESK LAMP

• Non-reflecting ABS head with polished aluminium inner 
reflector 
• Head orientation can be adjusted in 3 planes 
• Balanced arms allow for movement of the board 
without affecting the balance of the lamp 
• G-clamp bracket incorporates a rotatable socket 
connection for mounting at any angle 
• Ideal for parallel-motion drawing boards 
• Supplied with PL, fluorescent tube, integral starter, 
high frequency ballast to eliminate flicker and 2m of 
double insulated (BS4533) cable 
• 5 year manufacturers warranty

7884785 13 W, Reach:850mm, Adjustable Arm, Black, 240 
V ac, Lamp Included

LEGRAND OVAL BULKHEAD LIGHT

• Metal and glass portholes for internal and external use 
• 3 “T” inputs for ISO20 cable glands, supplied 
• Operating temperature: -30 → +35°C 
• IP55 - ik 04 class I

7055489 100 W, IP55

LEDVANCE FLUORESCENT CEILING 
LIGHT
• Evenly distributed light 
• Energy savings of up to 50 % (compared to luminaires 
that use fluorescent lamps) 
• Very slim housing 
• Easy installation as mounting brackets can be posi-
tioned freely on the luminaire 
• Tool-free electrical connection due to push button 
connector 
• 3 years guarantee 
• Easy access to electrical terminal thanks end caps 
with clip mechanism

1884155 36 W, 240 V Damp Proof Compact, 1 Lamp, 1200 
mm Long, IK08, IP65

LEDVANCE LED CEILING LIGHTING 
& BATTEN
• Compact dimensions 
• Little space required thanks to compact dimensions 
• Seamless connection of up to 10 luminaires in a line 
• High lumen output up to 2500 lm 
• Seamless connection without visible cables when 
connected to Linear Compact Batten 
• Low flicker light thanks to special electronic control 
gear 
• Angled connection possible with included cable 
• Flexible installation in 2 different angles with 2 
different mounting options 
• Flexible application due to a wide range of available 
lengths of 600 to 1500 mm

1798550 15 W, 220 → 240 V Linear Luminaire, 1 Lamp, 873 
mm Long, IK03, IP20

KOPP OVAL BULKHEAD LIGHT

• Oval lamp with wire basket 
• For ceiling and wall mounting 
• Grey plastic base section, clear textured glass cover 
shell 
• Bulb not included

6927210 60 W, 230 V ac, IP43

LIGHTING & ACCESSORIES
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FACOM LED FLOODLIGHT

• 3 Power Setting (Low, Medium, High)
• Up to 1500 lumens (High mode)
• Rechargeable (Up to 7 hours runtime)
• Rotation of head at 180°
• Colour Rendering Index: 83
• IP Rating: IP67
• IK Rating: IK07

1345566 500 - 1500 Lumens, IP67, Adjustable Projector

1345567 5000 lm, IP67, Wired Projector

EDL LIGHTING LIMITED 
INCANDESCENT MEDICAL 
EXAMINATION LIGHT

• Fully enclosed spring balanced 1100mm arm provides 
ease of movement whilst maintaining set position 
• The shade neck assembly allows the bi-directional 
movement of the shade in 2 planes 
• Head remains parallel to surface whilst repositioned 
• Shade diameter 204mm (8 inches) 
• The unit accepts a maximum of 60 watt incandescent 
lamp (not supplied) 
• Self ballasted fluorescent lamps (not supplied) can 
also be used to obtain energy efficiency 

7025239 60 W, Reach:1100mm, Spring Balanced, 230 V

CROMPTON LIGHTING 
ASYMMETRIC HID FLOODLIGHT

• Die-cast aluminum construction for a long durable life 
• Lens - Toughened soda lime glass 
• Reflector - High purity, high reflectance, anodised 
aluminium 
• IP65 dust tight and water jet proof for stay clean 
operation 
• Anti-light pollution design avoids sky glow and light 
trespass
 • Inbuilt inclinometer aids aim and set up 

7959296 SON-T 400 W, IP65, Die Cast Aluminium, Lamp 
Supplied

RS PRO HALOGEN FLOODLIGHT

• IP44 rated
 • No need for ballast or ignitor circuits 
• Die-cast aluminium body 
• Epoxy matt black finish 
• Hinged toughened glass lens sealed with a silicone 
rubber gasket 
• Dimpled anodised aluminium reflector provides a wide 
spread of light 
• Halogen bulb supplied

7918276 400 W, Indoor, Outdoor, IP44 Halogen, 
220 → 240 V

RS PRO ANTI-CORROSIVE LIGHT 
FITTING

• Robust, lightweight and slimline construction for use 
with bi-pin fluorescent lamps 
• GRP body with polycarbonate diffuser and stainless 
steel clips 
• Unrestricted breathing enclosure 
• Electronic HF ballast for longer tube life and lower 
running costs 
• 2 X M20 cable entries (1 plugged) with 3 wire and earth 
terminals for 2.5mm cable

5396980 2 x 58 W, 2, Fluorescent, Temp T4, 240 V ac

PETREL FLAMEPROOF LIGHT 
FITTING
• HF control gear for improved lamp life, flicker free  
starting and lower running costs (not 8W emergency 
unit) 
• End plates unscrew allowing gear tray removal for 
ease of maintenance 
• Horizontal or vertical mounting via 2 M8 tapped holes 
at each end 
• Polycarbonate with adonised light alloy body 

4067928 2 x 18 W, 1, 2, Twin Fluorescent, Temp T4, 240 
V ac

4067934 2 x 36 W, 1, 2, Twin Fluorescent, Temp T4, 240 
V ac

CEAG EX-E FLUORESCENT LAMP

• Uses twin T8 linear fluorescent tubes 
• Easy installation 
• Suitable for offshore environments 
• Hinged access to terminal compartment with 6mm 
terminals at both ends allowing through wiring 
• Integral switch isolates the lamps when cover is 
removed 
• High frequency electronic ballast 
• Smooth outer surface for easier cleaning 
• Lightweight polycarbonate and GRP housing

3272573 2 x 18 W Light Fitting, 1, 2, Twin Fluorescent, 
Temp T4, 120 → 240 V ac

3272589 2 x 36 W Light Fitting, 1, 2, Fluorescent, Temp T4, 
120 → 240 V ac

RS PRO WALL MOUNT ROCKER 
LIGHT SWITCH

• 2-Way 
• 2-Gang 
• BS standard 
• IP20 rated

7758100 White 10 A, White 7 mm, 2 Way Screwed Matte, 2 
Gang BS Standard, 250 V 86mm

MK ELECTRIC FLUSH MOUNT 
ROCKER LIGHT SWITCH
• 2-Way 
• 2-Gang 
• BS standard 
• IP2X rated

2228244 White 10 A,  White 7 mm, 2 Way Screwed Semi 
Gloss, 2 Gang BS Standard, 250 V ac 86mm
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TRIDONIC ELECTRONIC 
FLUORESCENT LIGHTING BALLAST
• Dimming range 10-100% 
• Lamp start at 10% 
• 1.5 second start time 
• Safe shutdown of defective lamps 
• Integrated SMART interface 
• Auto restart after lamp replacement

7897933 2 x 58 W, 220 → 240 V

7897930 2 x 36 W, 220 → 240 V

7754007 10 W, 220 → 240 V

7812923 14 W, 21 W, 28 W, 35 W, 220 → 240 V

TRIDONIC ELECTRONIC COMPACT 
FLUORESCENT LIGHTING BALLAST
• Flicker free operationLow noiseFixed outputSafety 
shutdown at end of life 
• Automatic start after replacement of defective lamps 
• Constant luminous flux irrespective of fluctuations in 
mains voltage 
• Large temperature range 
• Devices can operate either 1 or 2 lamps 
• For luminaires of protection class I and protection 
class 
• IIIntelligent Voltage Guard (overvoltage indication and 
undervoltage shutdown)

5463002 18 W, 22 W, 24 W, 26 W, 32 W, 40 W, 42 W, 220 
→ 240 V

SYLVANIA FLUORESCENT LIGHT 
STARTER

• For single and twin fluorescent lamps 
• Reliable with quick start-up 
• Suitable for ambient temperatures between -20°C to 
80°C

9011668 24442, 4 → 65 W, 48 mm length

RS PRO ELECTRONIC COMPACT 
FLUORESCENT LIGHTING BALLAST
• Compact size ballast to be integrated 
• Can be used for lighting equipment in protection Class 
I and II 
• Suitable for connection to emergency equipment in 
compliance with EN 60598-2-22 
• Start with pre-heating to increase the life of the lamp 
• Protection: in case of disconnection of the lamp 
(re-start with pre-heating), lamp failure or end of life 
• Ballast can be secured with slots for screws 
• Rapid coupling input and output terminals 
• Range of application 198...254 V 
• RoHS compliant

7210850 4 → 16 (Fluorescent) W, 5 → 16 (CFL) W, 220

RS PRO ELECTRONIC COMPACT

• Compact size ballast to be integrated 
• Can be used for lighting equipment in protection Class 
I and II 
• Suitable for connection to emergency equipment in 
compliance with EN 60598-2-22 

7210841 1 x 10 W, 1 x 10 → 16 W, 1 x 16 W, 1 x 4 → 14 W, 1 
x 5 → 11 W

7785326 18 → 36 (T8) W, 18 → 36 (TC-F) W, 18 → 40 (TC-L) 
W, 24 and 39 (T5 HO) W

PARMAR SON LIGHTING BALLAST

• Thermal cut out  (5°C): 160°C

7840515 400 W, 450 W, 220 → 240 V

OSRAM ST111LL GLOW 
FLUORESCENT LIGHT STARTER
• DEOS® ST 171 SAFETY, DEOS® ST 172 SAFETY and 
DEOS® ST 173 SAFETY are safety starters 
• DEOS®ST 172 SAFETY is a safety starter for series 
circuits (tandem circuits) 
• DEOS® ST 171 SAFETY, DEOS® ST 172 SAFETY and 
DEOS® ST 173 SAFETY are designed to operate with 
conventional control gear (CCG) and low-loss gear 
(LLG) 

7927003 65 W, 220 → 240 V ac, 40.3 mm length , 21.5mm 
Diameter

809223 65 W, 220 → 240 V ac, 40.3 mm length , 21.5mm 
Diameter (Pack of 10)

OSRAM ELECTRONIC 
FLUORESCENT LIGHT STARTER
• DEOS® ST 171 SAFETY, DEOS® ST 172 SAFETY and 
DEOS® ST 173 SAFETY are safety starters 
• DEOS® ST 172 SAFETY is a safety starter for series 
circuits (tandem circuits) 
• DEOS® ST 171 SAFETY, DEOS® ST 172 SAFETY and 
DEOS® ST 173 SAFETY are designed to operate with 
conventional control gear (CCG) and low-loss gear 
(LLG) 

7927006 ST 172 SAFETY DEOS, 18 → 22 W, 220 → 240 V ac, 
40.3 mm length

1921908 854106, 36 → 65 W, 220 → 240 V ac

OSRAM ELECTRONIC COMPACT 
FLUORESCENT LIGHTING BALLAST

• Automatic restart after lamp replacement
•Supply voltage: 220-240V 
• Line voltage: 198-254V
•Line frequency: 50 Hz 
• Automatic shutdown of defective lamps and at end 
of life

6692964 5 W, 7 W, 9 W, 5.5 (HF) W, 7 (HF) W, 8 (HF) W, 
220 → 240 V

6692961 18 W, 24 W, 15 (HF) W, 20 (HF) W, 220 → 240 V

8735120 13 W, 220 → 240 V

8735123 20 W, 220 → 240 V
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OSRAM GLOW FLUORESCENT 
LIGHT STARTER
• DEOS® ST 171 SAFETY, DEOS® ST 172 SAFETY and 
DEOS® ST 173 SAFETY are safety starters 
• DEOS® ST 172 SAFETY is a safety starter for series 
circuits (tandem circuits) 
• DEOS® ST 171 SAFETY, DEOS® ST 172 SAFETY and 
DEOS® ST 173 SAFETY are designed to operate with 
conventional control gear (CCG) and low-loss gear 
(LLG) 

106537 4050300854083, 4 → 22 W, 230 V ac, 35 mm 
length , 21.5mm Diameter

OSRAM ELECTRONIC 
FLUORESCENT LIGHTING BALLAST
• Long lamp life 
• No adverse effect from frequent on/off switching 
• Automatic restart after lamp replacemen 
• Perfect lamp start for applications with motion sensors 
• Very high energy efficiency due to cut-off technology 
• Supply voltage: 220-240V 
• Line voltage: 198-264V 
• Line frequency: 0 Hz

8735035 40 W, 220 → 240 V, x1 Lamp

8735038 40 W, 220 → 240 V, x2 Lamps

RS PRO LIGHTING STARTER

• Electrical testing and visual inspection 
• RoHS 2002/95/EC compliance

7560120 Fluorescent, Strobe, Xenon, Trigger Coil 200V 
10kV min 0.022uf

BJB LIGHT BRACKET FOR 
FLUORESCENT LAMPS
• Wall Bracket

561915 4.3mm Fixing Hole Diameter

ORBITEC LAMP HOLDER SCREW

• Black, thermohardening resin sockets for E14 and E27 
bulbs, 60 W maximum, supplied as 3 pre-screwed parts 
• Copper alloy ferrule; cap with threaded M10 metal 
connector with stopper and anti-rotation locking screw 
• Half-threaded sleeve with ferrule in insulating material 
• The corresponding rings must be ordered separately

2203087 140065, M10 Mount ES E27

2203065 140035, M10 Mount SES E14

LAMP HOLDER BAYONET

• Plastic socket for 230 V bulb, 150 W maximum 
• Screw terminal connection, brass 
• Polyamide socket

499093 140561, B22D 230V 150W M10

STUCCHI LAMP HOLDER

• E27 Base 
• Screw and Bayonet lampholders

1483349 1690151, E27 White (D)

BJB HALOGEN LAMP HOLDER

• Screw fixing 
• Wires: Cu, nickel plated 
• 0.75 square mm, with ferrule 
• Insulation: PTFE 
• Cable length: 220 mm

171001 R7 - 25.803.3814.00

RS PRO HALOGEN LAMP HOLDER 
SNAP-FIT

• 10/250 nominal rating 
• Fixing holes for screws M3 
• 15.7g light weight 
• Snap-fit 
• Screw mounted 
• 10A current rating 
• 250V voltage rating

7777808 1000W
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BJB HALOGEN LAMP HOLDER 
SCREW
• GZ10 lampholder which also fits GU10 lamps 
• Can also be used with insulating cap for M10 threaded 
mounting or non-retained applications

6683291 25.818.2910.00 GU10 w/leads

BJB GLS HID LAMP HOLDER 
SCREW
• ES/E27 lamp holder for discharge lamps 
• Housing porcelaine 
• Screw fixing 
• Connection: screw terminal 
• For screws ISO 1207 - M4, ISO 1580 - M3 
• Starting voltage to 5 kV

4823728 29.311.3700.00, ES E27

S LILLEY & SON GLS LAMP HOLDER 
SNAP-FIT
• Switch always remains in the off position if a lamp is 
not fitted 
• Thicker case material 
• Extended cap on the interior moulding 
• Switch bars with larger finger pads
• Integral cable clamp to ensure flex terminations are 
relieved from strain

2935986 3011E, BC Cap Brass

2935958 3003E, BC Cap Brass Unswitched

2935920 1413E, BC Cap Brass Switched

2935964 1021E, SBC Cap Brass Unswitched

2935942 1003E, BC Cap Brass Unswitched

GE GLOW FLUORESCENT LIGHT 
STARTER
• Lead free glass component 
• Radioactive free design 
• Outstanding reliability up to 10,000 switches 
• Flame-retardant plastic canister for safety 
• Reliable operation in a wide ambient temperature 
range

7806442 37864, 75 → 125 W, 220 → 240 V ac, 36 mm 
length , 21.5mm Diameter

BJB FLUORESCENT LAMP HOLDER 
SNAP-FIT
• Snap in pins with spring 
• Lamp base T8 / T12 
• T-Marking 130 
• Wiring: through the body 
• Max temperature at air pass rotor: 130°C 
• Max temperature at rear: 110C 
• Material: PC

561943 T8/T12 - 26.422.1113.50, Back Mount

561959 T8/T12 - 26.308.1125.50, Side Wire

2701569 T8/T12 - 26.290.4012.50, Bottom Wiring

4422820 T5 - 26.620.2001.50, Bottom Wiring

BJB FLUORESCENT LAMP HOLDER 
SCREW
• A range of white BJB fluorescent lampholders with a 
maximum operating temperature of 110°C suitable for 
indoor use

561971 T8 - 26.424.1001.50, Push-On

ELT ELECTRONIC FLUORESCENT 
LIGHTING BALLAST
• Ignition with pre-heating in cathodes for long lamp life 
without flashes and flickering 
• Constant total power and stabilised luminous flux 
• High frequency operation 
• High energy efficiency 
• Corrected stroboscopic effect 
• Allows the use of Class I and Class II luminaires with-
out screening to earth in the lamps 
• Over voltage protection 350Vac (2 hours) 
• Rapid conncetor with fixing spring. Circular conductor 
section: 0.5 - 1.5 mm2

7141420 14 W, 18 W, 110 → 260 V

7785281 18 W, 24 W, 30 W, 36 W, 39 W, 220 → 240 V

7141439 36 W, 110 → 260 V

7785284 54 W, 55 W, 58 W, 220 → 240 V

BJB COMPACT FLUORESCENT TC-L 
LAMP HOLDER SNAP-FIT
• A separate two-piece cradle support is available with 
adjustable support height 
• Suitable for use with 2G-11 tubes

170985 26.726.U310.50

LIGHTING & ACCESSORIES
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BJB COMPACT FLUORESCENT TC-L 
LAMP HOLDER PUSH IN
• For Lamps TC-L 
• Screw fixing horizontally 
• Holes diameter 4.5 mm 
• Screws ISO 1207 - M4 
• Wiring through separate opening in the fixing plate or 
from above the fixing plate 
• Slim version 
• PBT Housing

7777801 26.746.1004.84

LEGRAND BATTEN LAMP HOLDER 
SCREW
• Plexo  70 mm directional round lighting fixture with 
four direct end caps for straight or angled mount 
depending on cover position 
• Screw terminal connection 
• Uses: attics, stairwells, etc 
• For E27 or B22 socket base 
• Max. power: 100 W

5116138 0 601 52, E27

MK ELECTRIC SURFACE MOUNT 
ROCKER LIGHT SWITCH

• Outer casing is manufactured from tough mild steel 
with a scratch resistant paint finish 
• 3-pin operated safety shutter on all sockets 
• Easy to install 
• Double pole switches on all products 
• Neutral contact makes first and breaks last for added 
safety 
• Minimum 3mm contact gap for safety switch isolation 
• Fuse carrier can be padlocked in open position for 
safe maintenance 
• Surface mounted sockets are supplied with back box; 
for flush mounting, a flush mount box will be required

2469603 10 A, 2 Way, 1 Gang, 250 V ac

WOLF SAFETY HALOGEN 
HANDLAMP
• CE marked to ATEX Directive 
• EN50014, EN50019, EN50020, EN50281-1-1 Apparatus 
standards 
• Suitable for use with dust Zones 21 and 22 
• Robust antistatic enclosure constructed from 
thermoplastic resin 
• 6mm scratch resistant toughened glass lens 
• Halogen bulb with high intensity spot beam 
• Supplied with a detachable shoulder strap

3407224 2.4W, 5 m Beam, Focusing, Hazardous Area

WOLF SAFETY ATEX LED TORCH

• ATEX Directive Compliant 
• IECEx Scheme Certified 
• T4/T5 temperature class 
• Ultra small size 
• Lightweight, ergonomic design 
• Proven impact resistance 
• Single handed switching 
• Switch protection shroud 
• Integral pen style pocket clip 
• IP67 water and dust tight

6259494 M-10, 0.7 lm

6259523 M-60, 90 lm

WOLF SAFETY ATEX LED TORCH 
RECHARGEABLE
• ATEX and IECEx certified for use in Zone 1 hazardous 
areas 
• Ultra bright high power LED light 
• Spot and flood switchable beam options (XT70H) 
• Power save mode 
• Emergency illumination power fail mode

7012867 XT-70H, 350 lm, 100-230V

7012864 XT-50H, 350 lm, 100-230V

WOLF SAFETY ATEX IECE X XENON 
TORCH
• T6 and T4 models 
• Simple, robust design 
• Ultimate light output 
• High energy alkaline cell certified 
• ATEX explosive gas and dust approval 
• IECEx Scheme certified 
• Low power indicator option (+)

9176648 TS-26, 170 lm

WOLF SAFETY ATEX IECEX LED 
TORCH RECHARGEABLE
• High Power 3W LED 
• ATEX certified 
• Two levels of light 
• Compact and lightweight 
• Low battery indicator 
• Low maintenance 
• Li-Ion battery 7.4V;2.4Ah 
• Mains and vehicle quick check options 
• 80 Lumens 
• Emergency Function

7012833 R-55H ATEX, 80 lm

7012839 R-50H ATEX, 80 lm

WOLF SAFETY ATEX IECEX LED 
TORCH
• ATEX certified for explosive gas and dust approval 
• High output LED light source 
• Duration up to 27 hours from 2 x 
• 1.5V D Cells LR20 
• T4 temperature class 
• IP67 dust and watertight 
• Low battery indicator 
• Simple, robust design 
• Straight and right-angle versions 
• Single handed switching 
• LED module can be retro-fitted to Wolf T4 bulb torches 
• All models are supplied with wrist straps

7692748 TR-30+ ATEX, 70 lm

1246600 M-85 ATEX, 210 lm

LIGHTING & ACCESSORIES

WOLF SAFETY ATEX XENON TORCH

• ATEX Directive Compliant 
• IECEx Scheme Certified 
• T4/T5 temperature class 
• Ultra small size 
• Lightweight, ergonomic design 
• Proven impact resistance 
• Single handed switching 
• Switch protection shroud 
• Integral pen style pocket clip 
• IP67 water and dust tight

6259517 M-20, 15 lm

WOLF SAFETY ATEX IECEX LED 
HEAD TORCH
• ATEX Directive compliant 
• IECEx Scheme certified 
• Zone 0 explosive gas, vapour and mist and Zone 20 
dust certified 
• T4/T3 temperature class 
• High Power LED light source 
• Lightweight, ergonomic design 
• Single handed switching 
• Hands free operation 
• IP66 water and dust tight 

7692741 HT-650 ATEX, 130 lm

RS PRO INCANDESCENT 
HANDLAMP

• Suitable for use with GLS rough service ES lamps up 
to 60W 
• Robust construction with a rubber handle 
• Toughened glass enclosure 
• Supplied with locking key and 10 metres of cable 
• Zone 0

4632730 60W No 240 V Explosion Proof ATEX

RS PRO ATEX LED TORCH

• The LED can operate at 130 LM (lumens) at the high 
setting and 65 LM at low 
• High efficient heatsink 
• The LED torch has high and low operating modes that 
allow users to operate for high brightness or 
long-duration lighting 
• Screw fastener for safety precautions 
• rop resistance of 1 metre 
• ATEX certified which is protection against explosive 
atmospheres 
• Beam distance of 140m on the high mode and 100m on 
the low mode 
• Powered by 3xC alkaline batteries

8903008 130 lm

8902995 157 lm

PETZL ATEX LED HEAD TORCH - 
RECHARGEABLE
• Integrated rechargeable Lithium-Ion polymer battery 
and quick charging dock 
• CONSTANT LIGHTING technology 
• Several lighting modes adapt to each situation 
• Automatically switches to reserve mode when battery 
is almost drained 
• Easy to use knob, even with gloves on 
• Charging dock for direct charging of the headlamp or 
only the battery 
• May be used in explosive atmospheres ATEX: Zone 2/22 
• Excellent resistance to falls (2 m), impacts, and crush-
ing (80 kg) 

8697488 PIXA 3R, 90 lm

PELI ATEX LED TORCH

• Certified to ATEX Zone 0 (Category I) 
• Resistant to water, corrosion and extreme 
temperatures 
• LEXAN EXL resin body 
• Polycarbonate lens 
• ABS lens shroud 
• Unique thumb slider on/off switch 
• Suitable for securing to hard hats for hands-free 
operation

1831600 1965, 87 lm

9145004 2410, 126 lm

9145017 3315, 110 lm

NIGHTSEARCHER LED HANDLAMP 
WATER RESISTANT
• USB Rechargeable LED searchlight, powered by Li-ion 
battery 
• 550 Lumens output - 600 metre light beam 
• Four light modes: high, half power, flashing and 
emergency-on 
• Tough durable construction 
• Runtime: 3 hours on full & 7 hours on half power 
• USB output socket to charge mobile phones 
• Emergency function - Requires optional AC mains 
charger 
• Water and shock resistant

9076453 TRIO-550 Rechargeable, 600 m Beam 12 V dc

MAG-LITE LED TORCH

• Multi-mode electronic switch 
• Powerful new LED technology with superior optics 
• New focus system moves easily from spot to flood 
• New ECO mode for extended battery life 
• Function sets for General, Outdoor, Law Enforcement 
and Tactical users 
• Requires 3 D Cell Batteries (not included)

8998438 ML300L, 625 lm

MAG-LITE MINI LED TORCH

• Easy to use Powerful projecting beam 
• Four selectable modes: 
• High Power 
• Low Power (25%) 
• Blink Mode 
• SOS

104496 Maglite AA LED Torch and Holster, 77 lm

LIGHTING & ACCESSORIES
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MAG-LITE MINI KRYPTON TORCH

• Spot to flood focus by twisting the flashlight head 
• Precision engineered aircraft aluminium casing 
• Anodised inside and out for improved corrosion 
resistance

174145 14 lm

MAG-LITE MAG CHARGER LED 
TORCH
• Includes: 
• LED Torch 
• Charging cradle 
• NiMH rechargeable battery pack 
• 12V car charging adapter 
• UK wall plug

8724870 Rechargeable, 680 lm

MAG-LITE KRYPTON TORCH

• Spot to flood focus by twisting the flashlight head 
• Precision engineered aircraft aluminium casing 
• Anodised inside and out for improved corrosion 
resistance

174189 D-Cell, 19 lm

LED LENSER LED TORCH

• Excellent Ledlenser lighting quality 
• Brightness, beam distance and lighting duration are 
ideally coordinated for the energy source Solid lighting 
performance 
• Up to 120 meters1 beam distance with up to 200 
lumen1 of luminous flux From the homogeneous circle of 
close range lighting (defocused) to a sharply bundled 
long-distance beam (focused) 
• The patented3 Advanced Focus System with reflector 
lense enables efficient, tailored lighting Long operating 
time 
• Up to 15 hours1 For a long lifetime 
• Robust metal housing and high-quality gold contacts

8276463 P6, 200 lm

LED LENSER RECHARGEABLE LED 
TORCH
• Rechargeable pen-light torch with contact charging 
docking station 
• CREE Power LED Light Chip 
• State-of-the-art, reliable German engineering 
• Patented reflector and lens combination Advanced 
Focus System

8902929 i6ER, Rechargeable 30 lm

KOPP FLUORESCENT HANDLAMP

• Economical inspection light with an 8 W fluorescent 
tube 
• Protective glass cover and hanging hook 
• Not detachable 
• Protection index: IP20 
• Length of light component: 250 mm 
• Total length: 410 mm

6927213 8W

KOPP HANDLAMP

• Portable lights with bell jar and zinc-plated wire basket 
• E27 socket 
• 230 Vac voltage 
• Protection system IP20 
• 5 m power lead with European plug 
• Bulb not included

7010518 60W

LIGHTING & ACCESSORIES
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OMRON 8 PIN RELAY SOCKET

• Omron Push-In Plus relay sockets suitable for use with 
a range of Omron relays 
• The Push-In plus feature allows wires to be inserted 
with no tools required, reducing time and work involved 
in wiring

1113062 DIN Rail for use with MY Series General Purpose 
Relay

TE CONNECTIVITY COIL 
NON-LATCHING RELAY
• KRPA Series relay from TE Connectivity are general 
purpose with industry standard octal-type 8 pin 
termination

7830530 110V dc DPDT, 10A Switching Current Plug In, 
2 Pole

RS PRO COIL NON-LATCHING 
RELAY
• Reliable, economical
• Use PCB mounting socket 196-6153 
• Use DIN rail mounting socket 196-6147 
• Contact material: Au clad; Ag alloy
• Operating temperature range: -55 to +70°C
• Switching current 3A

1217834 12V dc 3PDT, 10A Switching Current Plug In, 
3 Pole

3949093 24V ac 4PDT, 5A Switching Current Plug In, 4 
Pole

4500302 110V ac DPDT, 10A Switching Current Plug In, 
2 Pole

4500324 230V ac DPDT, 10A Switching Current Plug In, 
2 Pole

RELPOL COIL NON-LATCHING 
RELAY
• R2N (2 CO), R3N (3 CO) and R4N (4 CO)
• Miniature dimensions
• Cadmium-free contacts
• AC and DC coils
• Relays may be provided with test buttons (non 
latching) and plugs
• RoHS compliant

8052201 24V dc DPDT, 10A Switching Current Plug In

1232075 110V ac 3PDT, 10A Switching Current Plug In, 
3 Pole

376470 230V ac 4PDT, 5A Switching Current Plug In, 
4 Pole

PHOENIX CONTACT COIL 
NON-LATCHING RELAY

• Plug-in industrial relay with power contacts  
• 2 PDTs 
• Test button 
• Status LED 
• Freewheeling diode 
• Mechanical switch position indicator 
• Polarity: A1+, A2- 
• Input voltage: 220 V DC

8571342 220V dc DPDT Plug In

PANASONIC COIL NON-LATCHING 
RELAY
• Switching across a range of low to high power load
• PCB Mounting
• Typical applications: Control panel, PSU equipment, 
Welding equipment, Agricultural

6995623 12V dc 4PDT, 5A Switching Current PCB Mount

OMRON COIL NON-LATCHING 
RELAY
• The Omron MY series plug-in mount versatile 
non-latching relay has a contact configuration of DPDT. 
• It is actuated with 24VAC coil voltage and 10A 
switching current.

4882597 24V ac DPDT, 10A Switching Current Plug In, 
2 Pole

HONGFA EUROPE GMBH COIL 
NON-LATCHING RELAY
•7 A switching capability
•1.5kV dielectric strength
• RoHS compliant

1762764 5V dc DPNO, 10A Switching Current PCB Mount, 
2 Pole

1762766 12V dc DPNO, 10A Switching Current PCB Mount, 
2 Pole

9232540 24V dc 4PDT, 5A Switching Current Chassis 
Mount, 4 Pole

1762767 24V dc DPNO, 10A Switching Current PCB 
Mount, 2 Pole

FINDER COIL NON-LATCHING 
RELAY

• Contact rating: 10A @ 250Vac
• Test button and mechanical indicator
• Coil To Contact rating of 2000 V
• Contact Material: AgNi  
• Operating Temperature Range of -40 to +70°C

1829779 6V dc DPDT, 10A Switching Current PCB Mount, 
2 Pole

350620 12V ac DPDT, 10A Switching Current Plug In, 
2 Pole

350715 12V ac 3PDT, 10A Switching Current Plug In, 
3 Pole

2533473 24V dc 3PDT, 10A Switching Current PCB Mount, 
3 Pole

2533518 230V ac 3PDT, 10A Switching Current PCB 
Mount, 3 Pole

RELAYS
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RS PRO SP-CO SHORT ROLLER 
LEVER MICROSWITCH
• Glass fibre reinforced nylon enclosure
• Fully sealed conforming to IP67
• Pre-wired lead length; 0.5 metre

7972549 5 A @ 250 V ac

7972536 15 A @ 250 V ac

RS PRO SP-CO PIN PLUNGER 
MICROSWITCH
• Single pole reverse acting changover switches 
available with a variety of actuators

7972527 15 A @ 250 V ac

JOHNSON ELECTRIC SP-CO 
ROLLER LEVER MICROSWITCH

• Monoblock construction assures high sealing 
capability and is ideal for dusty places or where water 
is sprayed
• IEC IP50 rated (solder/pcb terminal), IEC IP67 rated 
(wire lead )
• RoHS compliant
• Contact rating: 3A@30Vdc/125Vac, 2A@250Vac
• Contact configuration: SPDT
• Operating temperature range: -40 to +80°C

8831811 5A

JOHNSON ELECTRIC SP-CO 
PLUNGER MICROSWITCH
• Sealed to IP67
• SPCO contact configuation
• UL94-V0 flame retardant housing
• Dimensions: H10 x W6.5 x D20 (solder), H17 x W 6.5 x 
D20 (pre-wired)
• Operating Temperature range: -40 to +85°C

8831726 5A

8831653 12A

RS PRO SP-CO LONG ROLLER 
LEVER MICROSWITCH
• Glass fibre reinforced nylon enclosure
• Fully sealed conforming to IP67
• Pre-wired lead length; 0.5 metre

7972558 5A @ 250 V ac

APEM TOOL KIT FOR A01 & A02 
SERIES

• Kit consists of fixing nut key and bulb remover

2415757 2 piece Modular Switch Tool Kit

OTTO SINGLE POLE DOUBLE 
THROW (SPDT) MOMENTARY PUSH 
BUTTON SWITCH
• Stainless steel vandal resistant case
• Watertight to IP68S and IP69K
• Positive tactile feedback
• Less than 25m© contact resistance
• Mechanical life 1 million cycles
• UL1500 ignition protected

9144443 IP64, IP68S, IP69K, Flush Mount, 28 V dc, 115 V ac, 10A

APEM 1NO MOMENTARY PUSH 
BUTTON SWITCH
• Contact rating of 4A @ 250Vac, 8A @ 125Vac, 4A @ 
24Vdc
• Contact resistance of 10m© 
• Insulation resistance of 1000M© min. @ 500Vdc
• Dielectric strength of 2000Vrms
• Silver Contact material 
• Mechanical life of 10000 operations
• Operating temperature of -20 to +55°C
• Panel cut-out: 12.2mm dia.

1036280 12.2 (Dia.)mm, Panel Mount, 250V ac, Black

TE CONNECTIVITY SPST TOGGLE 
SWITCH

• Compact panel mount
• 3 A @ 125 Vac or 28 Vdc resistive

7182540 Latching, Panel Mount, On-Off

SWITCHES

MARQUARDT SPST TOGGLE 
SWITCH
• Suitable For low level switching
• The terminals sealed with epoxy resin to protect them 
against dust and fluff

7411006 Latching, IP40, Panel Mount, 4.8mm tab, On/Off

ARCOLECTRIC SPST TOGGLE 
SWITCH
• Nylon toggle switches
• Ratings up to 20A, 250V ac
• Single and double pole
• Wide choice of terminals
• Choice of circuit options including 3 position
• Flat & round actuator options

350204 Latching, IP40, Panel Mount, 16A

APEM DPST TOGGLE SWITCH

• Moulded body with slow-break silver plated contacts 
and pear-shaped toggle
• The blade terminals are suitable for 250 (1/4 in) 
receptacles or soldering
• Mounting bush 0.468in dia., length 11mm, single 
locating slot
• The terminals sealed with epoxy resin to protect them 
against dust and fluff.

5185314 On-Off-On, Panel Mount, 15A

SWITCHES
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ATP USB STICKS

• Endurance of more than 60,000 program/erase cycles 
• High Speed USB 2.0 (480Mbps) compliant and backward compatible with USB1.1 (12Mbps) 
• Operating temperature ranges between -400°C and 850°C 
• Plug and play 
• SLC ICs can retain data for up to 10 years 
• True‚ Plug and play connection support hot swap 
• Read speed up to 33Mbps and write speed up to 22Mbps 
• Operating temperature ranges between -40°C and 85°C

7761945 ATP 2 GB NanoDura USB Stick

CERATECH KEYBOARDS

• USB Interface•Black case and keycaps with white key legends
• Laser etched key legends for long life and durability
• Full height contoured keys for comfortable typing
• Keycaps are finger tip shaped to allow for ease of use
• Standard keyboard size
• Full keyboard key layout with numeric keypad
• Membrane key technology
• Responsive tactile feedback keys
• Fold out feet to provide keyboard tilt
• Status LED’s for Caps, Number & Scroll Lock)

8418333 Wired USB, QWERTY (UK) Black

FACOM LAPTOP BAG

• Protection guaranteed: Interior foam padding to protect a 15-inch laptop 
• Storage: 3 flap pockets in the front of the bag to store a few tools and the PC charger 
• The bag can also be used for A4 format documents 
• Easy to carry 
• By hand with the double carrying handle 
• On the shoulder with the padded strap 
• Installed on the folding handle of the roller PROBAG BS.R20 
• High strength 1200-denier fabric

1914011 With Shoulder Strap 390mm x 70mm x 300mm

VERBATIM BLANK DVD’S

• DVD-R is a recordable disc providing 4.7GB capacity
• 120 minutes of DVD
• AZO recording layer
• Highest Level of recording stability
• Superior Archival life
• Can be written on with a CD/DVD marker pen

7504824 Blank DVD 4.7 GB 16X DVD-R, 50 Pack

VERBATIM REWRITABLE CD’S

• Compliant with Orange Book Part III Volume 2 
specifications
• CD-RW with 12x speeds will not work in slower drives

7504818 700 MB 12X Rewritable CD-RW CD-RW, 10 Pack

BARTEC DIGITAL CAMERAS

• Can be used in low light/darkness 
• Dedicated camera button 
• Easy media transfer to PC 
• Fast autofocus lens 
• 4.3inch sunlight readable display 
• High battery capacity 
• High-resolution 480 x 800 pixels image sensors 
• Light and user friendly 
• Operation temperature ranges between -20°C and 45°C 
• Three HD camera 
• View media instantly

9075707 Bartec PIXAVI Gravity X Digital Camera ATEX, IECEx

COMPUTING & PERIPHERALS

OFFICE 
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TOA MEGAPHONES

• Mouthpiece, microphone and handle are antibacterial 
treated
• Long life battery
• ABS or ASA high durability resin construction
• Lightweight and compact
• Enhanced audio quality with a wide frequency range
• Neodymium magnets
• Polyimide speaker diaphragms
• Audible extended range

8091152 Red Hand Grip Megaphone, ER-520S, 6 W, Siren

8091158 Grey Hand Grip Megaphone, ER-520, 6 W

RS PRO CLOCKS

• White ABS case with shatterproof front lens
• Standard stepping second hand movement
• Clear, easy to read dial with 12 and 24 hour markings
• Quartz movement with R6 battery supplied

7064789 White Wall Clock, 215mm

AVERY LETTER RACK

• Heavy duty black 5 tier letter rack
• Wall or desk mountable

4562344 Black Letter Rack

CASIO HAND HELD CALCULATOR

• Two way power 
• Auto Power Off 
• Dual Powered / Solar and Battery
• Metallic finish
• Mark up (MU) function 
• 1 x LR54 battery included
• Dimensions 7 x 57 x 102 mm 
• Weight 35 g

3608001 HS-8VA metallicfinish hand held calculator

CASIO DESK CALCULATOR

• EXTRA LARGE LC-Display
• Two Way Power (solar - battery)
• Plastic Keys 
• Rubber Feet
• Key Rollover
• Percentage Calculation incl. Profit Margin
• Currency Conversions
• TAX-Calculation
• 3-Key Memory
• 3 Digit Comma Markers
• Function Command Indicator
• Key for changing plus/minus sign

8601197 MS-10B 10 Digit Desk Calculator

CASIO MINI DESK CALCULATOR

• The Casio MS-8B calculator has all the basic functions 
you need along side additional ones like Tax & change 
sign key
• The extra large display makes it easier on the eye

8601210 MS-8B 8 Digit Mini Desk Calculator

DURABLE DESK MATS

• Transparent desk mat
• Flexible and anti-glare surface
• Size 650 x 500 mm 

4464981 Transparent Non-Glare Desk Mat, 650mm x 
500mm

DURABLE PRESENTATION FOLDER

• Display panel
• Wall support in metal
• 20 coloured A4 display
• 5 red, 5 yellow, 5 green, 5 dark blue

7320165 Wall Mounted 20 Panel Presentation Folder

DURABLE A4 FOLDER

• Polypropylene pockets
• With slot
• Tear-resistant and very strong
• Resists print transfer
• Box of 100 corner-opening pockets
• A4 format

4728796 Blue A4 folder

4728869 Clear A4 folder

OFFICE SUPPLIES

PHOENIX CONTACT PANEL 
MARKERS
• UniSheet labeling range includes self-adhesive device 
markers with good adhesive properties 
• The markers, which are supplied in uniform sheets, can 
be labeled quickly, easily, and cost-effectively using the 
THERMOMARK CARD 
• The perforated markers are easy to separate and can 
be easily fitted 
• The sheets provide space for including function texts

8579438 Panel Marker 0828891

8564177 Panel Marker 0803041

8564158 Panel Marker 0802727

8564145 Panel Marker 0802697

LEGAMASTER NOTICE BOARDS

• Blue felt surface
 • Aluminium frame with light grey plastic, protective 
corner caps
• Can be mounted either horizontally or vertically
• Fixing materials included with the board
• Two sizes: 60 x 90cm 

3011520 Legamaster Notice Board Blue Felt, 900 x 
600mm

3011536 Legamaster Notice Board Blue Felt, 1200 x 
900mm

STANLEY DESK ACCESSORIES

• Packs of 1000 and 5000
• Flat and Curved Head
• Light or Heavy Duty Staples
• 6, 8, 10, 11, 12 and 14mm size staples

7769964 6mm Cable Staples Cable Size 11mm x 1000

7769951 12mm Cable Staples x 5000

7769961 10mm Cable Staples Cable Size 11mm x 1000

FELLOWES GUILLOTINE

• Cuts 10 sheets (80gsm) at a time
• Accredited with TUV & GS safety approval 
• Full metal cutting base with integrated anti-slip feet
• Variable paper clamp minimises paper movement 
when cutting
• Cutting guides for DIN sizes, photos and radius for 
angled cuts
• Secure park position for cutting handle ensures safe 
blade exchange and transportation
• Ergonomic and user-friendly design
• Carry points for easy portability

6695525 A3 Rotary Guillotine, 460mm Cutting Length

LEITZ STAPLER

• Refill system allowing the staples to be changed
 according to the thickness to be stapled; from 2.5 to 
8 mm
• Supplied with 4 stapler refills
• Paper insertion depth: 40 mm.

255645 5551 Full Strip Stapler

4725084 5545 Full Strip, Plier Stapler

LEITZ HOLE PUNCH

• Two-hole large capacity hole punch with ergonomic handle
• Punches up to 65 sheets of paper (80 gsm) 
• Powersave technology means effortless punching 
• In diecast steel, with locking mechanism for easy storage
• Plastic guide rail for formats up to A3
• Non-slip coated lever ensures good grip
• Easy to empty, hinged waste box
• 10 year guarantee and GS safety tested

4577273 2 Hole Manual Hole Punch

4585909 1 → 4 Hole Manual Hole Punch

LEITZ RING BINDERS

• Easy opening or closing of the mechanism with a 
single gesture
• 2 satin-like PP personalisation pockets
• Maxi format for binding pockets and dividers
• Available in three sizes.

6154800 White A4 Soft Click Ring Binder

6154771 Black A4 Lever Arch Ring Binder

NOVA RING BINDER

• Suitable for Nova Capacitor kits

4896423 A4 Ring Binder

OFFICE SUPPLIES



94 95View more online at export.rsdelivers.com      View more online at export.rsdelivers.com      

RS PRO GRIP CLIPS

• Metal
• Size 30mm 
• Colour: Black

7777697 Grip Clips 30mm Black Pack 10

RS PRO NOTEPADS

• Spiral Notepad
• Feint white ruled paper
• Headbound
• 80 Pages (160 sheets)
• Size: 200 x125mm

7777599 125 x 200 mm Headbound Notepad, 160 Ruled 
Sheets

E2S HORN SPEAKER

• Marine grade, corrosion proof, LM6 aluminium 
enclosure 
• Ratchet adjustable stainless steel bracket 
• Rated Power: 15 Watts RMS 
• Stainless steel fixings 
• Ingress protection IP66/67 
• Dual M20 cable entries 
• IECEx KEM 10.0003X
• ATEX KEMA 99ATEX6312X 
• TR-CU Ex EAC certificate: RU C-GB.AA71.B.00109 
• INMETRO certificate: 10-IEx-0009

3395569 15W, ATEX, Aluminium, IP66, IP67

RS PRO SPEAKERS

• 100V line
• 15W, 10W, 5W, 3W and 1W power taps
• Coverage: 130° 
• Weather-resistant, IP66 rated
• Fitted with swivel U-bracket

5350300 RS PRO Horn Speaker, 15W, Metal, IP66

RS PRO SPEAKERS

5350322 RS PRO Horn Speaker, 10W, ABS, IP66

TOA SPEAKERS

• Three power ratings 10W, 15W and 30W
• Stainless steel bracket
• Powder coated horn
• Weatherproof and corrosion resistance
• Shock resistant aluminium
• Panel mounted input impedence selector
• Unobtrusive colouring

8091114 Horn Speaker, Aluminium, IP65

• An economically priced 
• IP66 rated
• Indoor use
• ABS rectangular horn loudspeaker for speech use

OFFICE SUPPLIES

PLANORGA MAGENTIC PLOTS

• Assortment of magnetic blocks for holding documents 
onto whiteboards or presentation boards

5102971 12 MAGNETIC PLOTS 30MM

5114536 20 MAGNETIC PLOTS 10MM

RS PRO PAPER CLIPS

• Polished steel paperclips
• Large plain clips
• Length: 33mm

7777716 Paper Clips Large Plain Boxed 1000

LEGAMASTER WHITEBOARD  & 
ACCESSORIES
•  It has 1200mm writing surface height, 1800mm writing 
surface wide, and 11mm deep
• This is suitable for working on dry wipe board markers.
• It has an aluminium frame with dark grey plastic 
corner caps and 30cm maker tray
• It is enabled with an easy wall mounting with a 
concealed slot system
 •  It can be mounted either horizontally or vertically. 
• This product consists of a complete mounting set, 
marker tray, and a board marker

4562877 120 x 180cm Magnetic White Board

LEGAMASTER WHITEBOARDS & 
ACCESSORIES
• Dry erasers for quick cleaning of boards  
• Colour: anthracite  
• Dinemnsions approx. L 17 x W 7 cm

2578482 Whiteboard cleaning magnetic eraser

PLANORGA WHITE BOARDS

• The Planorga magnetic whiteboard is a high-quality product made of 
lacquered board surface
• It has 900mm writing surface height and 1200mm writing surface wide
• It has a grey aluminium frame with injected 
polystyrene corners
• Available with grey PVC runnel of 30cm, this whiteboard is supplied with 
hardware as well

5102965 WHITEBOARD ECO 90 x120

5102959 WHITEBOARD ECO 60 x90

AT BROWN STENCILS

• The 1in., 2in. and 3in. sets are manufactured from brass 
• The 4in. sets are manufactured from zinc
• Interlock to enable signs to be made quickly 
• Easy to assemble, use, clean and dismantle 
• A-Z, 0-9 and alpha/numeric sets available 
• Alpha/numeric sets contain 105 pieces

3772512 Zinc Stencil, 4in

3772764 Zinc Stencil, 4in

3122901 Brass Stencil, 3in

3122917 Brass Stencil, 3in

3122866 Brass Stencil, 2in

3122894 Brass Stencil, 2in

3122923 Brass Stencil, 2in

3122888 Brass Stencil, 1in

8749609 HB Mechanical Pencil, 0.7mm

OFFICE SUPPLIES

PLANORGA WHITE BOARDS

5102943 WHITEBOARD ECO 45x60

• Frame Material : Aluminium
• Surface Colour : White
• Board Type : Enamel Steel
• Magnetic : Yes

RS PRO STENCILS

• The 1in., 2in. and 3in. sets are manufactured from brass
 • The 4in. sets are manufactured from zinc 
• Interlock to enable signs to be made quickly 
• Easy to assemble, use, clean and dismantle  
• A-Z, 0-9 and alpha/numeric sets available 
• Alpha/numeric sets contain 105 pieces

609332 Brass Stencil, 1in
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PAPER MATE FLEXGRIP PEN

• Quality retractable ball pen with gripping area
• Bright solid all-metal cone for added strength
• Contains Lubriglide ink for smooth performance
• Water and light-resistant ink

6961793 PaperMate Flexgrip - RT x12 Tuck

6961780 PaperMate Flexgrip - RT x12 Tuck

OFFICE SUPPLIES

EDDING 8300 MARKER PENS

• Permanent marker 
• Bullet shaped tip

4177154 Edding 8300 red industry marker pen

4177160 Edding 8300 blue industry marker pen

4177148 Edding 8300 black industry marker pen

EDDING 4 PACK MARKER PENS

• Permanent marker pen with pointed tip for fine line 
marking 
• Pack contains Black, Blue, Green, Red 
• Bullet shaped tip 
• The permanent, low odour ink is: Xylene, Toulene and 
Butyl Acetate free

1871011 Mixed colours permanent marker pen

POST-IT NOTES

• Yellow Post It notes
• Post-it products are designed for indoor use

1860487 Yellow Sticky Note, 100 Notes per Pad, 34.9mm 
x 47.6mm

EDDING MARKER PENS

• Durable, low-odour, waterproof, fast drying ink that is 
resistant to abrasion
• Useable immediately
• Stroke width: 1.5 → 3 mm
• Bullet nib 
• Refillable/replacement nibs: Yes

2314610 White board bullet tip pen, 1.5-3mm tip

3125168 Whiteboard drywipe fine point pen set

EDDING PERMANENT MARKER PEN

• Quick drying ink 
• Waterproof 
• Smudge proof

9106980 e-2000C permanent marker black

EDDING PAINT PASTE MARKER PEN

• Paint marker 
• Permanent marker 
• Bullet shaped tip

PAPER MATE PENS

• Water-based ink resists smearing, blobbing 
and skipping
• Ink won’t bleed through paper
• Metal pocket clip
• Barrel and cap indicate ink colour
• Thickness 0.8 mm   
• Box of 12

8749652 Red Ball Point Pen

ROTRING PEN

• Refillable ink reservoir
• Push on sleeve allows easy access to ink helix
• Complies with ISO 128 and DIN 15
• Complies with ISO 3098 1 and DIN 6776

570818 Isograph Pen Nib, 0.35 mm

ROTRING PENCILS

• Fully retractable tip
• Button clip
• Eraser available and exchangeable
• Ideal for drawing with a ruler and stencil
• HB Hardness: HB

7951387 HB Retractable Pencil, 0.5mm

8749615 HB Refill, 0.5mm

SHARPIE PENS

•  Permanent on most hard to mark surfaces 
• Precise, narrowed tip for extreme control 
• Long lasting durable fibre tip
• Fade and water resistant
• Quick-drying ink
• Fine Tip Line width: 1.0mm
• AP certified nontoxic formula

6961803 Fine Marker Black 12 Tuck

906072 Blue

4892572 Broad, Extra Broad, Medium Tip Black Marker Pen

OFFICE SUPPLIES

EDDING CHISEL TIP MARKER PEN

• Permanent marker 
• Chisel shaped tip

2314581 Extra Fine, Fine, Medium Tip Black Marker Pen

EDDING CD MARKER PEN

• CD marker 
• Permanent marker 
• Bullet shaped tip

4000969 Green CD marker pen, 1mm stroke width
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ABUS ALL WEATHER PADLOCKS

• All-weather safety padlock 
• The body is made of solid brass with hardened steel 
NANO PROTECT coated shackle and rust-free inner 
components 
• It is a keyed-alike lock-off where the same key can be 
used to open any number of locks from the same suite 
and of the same body width

3399397 XR0060 30 All Weather Brass, Steel Padlock 30mm

3399404 XR0060 40 All Weather Brass, Steel Padlock 40mm

3399410 XR0060 50 All Weather Brass, Steel Padlock 
50mm

3399460 XR006040K2 All Weather Brass, Steel Padlock 
Keyed Alike 40mm

4683536 XR006050K2 All Weather Brass, Steel Padlock 
Keyed Alike 50mm

ABUS TITALIUM PADLOCKS

• High quality TITALIUM body with stainless steel 
appearance: For corrosion resistance
• Through hardened steel alloy shackle: Resists saw 
attacks
• Rustfree internal components and chrome plated 
cylinder: Durable security
• Large tulip shaped keyhead: Convenient security

7689704 64TI/60 All Weather Titalium Weatherproof 
Padlock 60mm

7689714 64TI/60 KA6607 All Weather Titalium 
Weatherproof Padlock Keyed Alike 60mm

7689720 80TI/45 All Weather Titalium Weatherproof 
Padlock 45mm

ROTTNER COMSAFE SAFES

•  Made from high quality steel
• Handle on the top to carry the cashbox
• Cylinderlock - 2 keys provided
• Strong hinges
• Compartments for notes/coins

7757693 Large Silver Steel Cash Box 300x245x90

7757712 21L Fire Resistant Safe Safe

RS PRO BRASS PADLOCKS

• Tough brass body and lock cylinder that has great 
resistance to corrosion 
• Pin tumbler structure for great pick resistance test 
• Different sizes of lock body and shackle for different 
choices  
• High precision key 

7815997 All Weather Brass Padlock 30mm

7816007 All Weather Brass Padlock 50mm

RS PRO STEEL PADLOCKS

• Solid aluminium core with steel plastic-covered shackle 
for best physical strength
• Body and shackle insulated against electric shock
• NANO-PROTECT‚ shackle for superior corrosion 
resistance
• Intrinsically safe, key retaining
• Automatic locking for user convenience
• Compact and lightweight
• High precision 6-pin cylinder for better tamper 
resistance

8055483 All Weather Aluminium, Steel Safety Padlock 
38mm

RS PRO BRASS PADLOCKS

• Brass padlock with steel shackle 
• Body width 43mm 
• Suited for all types of outdoor and weather 
environments 
• Suitable for indoor and outdoor use

8274394 All Weather Brass Padlock 43mm

RS PRO ALUMINIUM PADLOCKS

• Special aluminum lock body with great endurability
• Hardened steel shackle for extra cut resistance
• Tumbler cylinder for added pick resistance
• Double locking for added protection of rapping and 
prying
• Different sizes of lock body and shackle height for 
your choices

8274410 All Weather Aluminium Safety Padlock 40mm

SECURIKEY CARD HOLDER

• Clear plastic wallet with PVC spine accepts 
replacement index cards 
• The key user signs a tab which is then hung in place of 
the borrowed key
• An ideal way to control the issue and return of keys
• Allows spot check of “Keys Out” in seconds

218753 Index Card Holder

RS PRO WELDING FILTERS

• This flip-front welding mask is designed to provide the 
highest degree of protection, whilst at the same time 
offering maximum comfort to the operator

7902824 Black Filter for use with Welding Face Shield

SITE SAFETY & SECURITY

RS PRO WELDING FILTERS

• This fibreglass welding hand shield offers 
industry-standard face and eye protection for welders 
• This heavy-duty welding mask offers exceptional 
protection for the operator 
• Lens colour: black 
• Lens shade: 11

7902830 Black Filter for use with Welding Hand Shield

BM POLYCO WORK GLOVES

• Produced in high-grade grain leather for long-lasting 
strength and protection 
• Features an elasticated safety cuff to keep the gloves 
safely in position 
• Soft leather provides good grip and comfort and 
minimises hand fatigue

5081379 BM Polyco, Beige Work Gloves, Size 9

BM POLYCO ELECTRICIANS 
GLOVES

• Latex Material: Excellent electrical resistance 
• Anatomical Shape: For greater user comfort 
• 1 pair per bag

5178108 Electricians Gloves, Brown Work Gloves, Size 9

BM POLYCO BLUE GLOVES

• Suitable for food contact, tested in accordance with 
EN1186
• Protects against acids, alcohol and other chemicals
• Medium-weight glove for improved strength whilst 
maintaining dexterity
• Slip-resistant pattern
• Soft cotton flock lining to absorb perspiration
• Food handling•Kitchen duties
• Cleaning and janitorial
• General handling/processing
• Manufacturing and assembly

6133134 Optima, Blue Work Gloves, Size 9.5

HEXARMOR ARM GUARDS

• Engineered to provide the highest levels of needle and 
cut protection
• Helps to reduce injuries in the harshest working 
environmemts
• Comprises of two layers of Super Fabric brand 
material
• Sleeves won’t fall down•Lightweight and cool
• Spandex wrist insert with thumbhole, snap fasteners
• Needstick,cut, puncture, abrasion resistant

7608897 Black Reusable SuperFabric Needle Resistant 
Arm Protector 8in XL

RS PRO SHOE COVERS

• Heat-sealed, elasticated edges
• Deeply embossed, non-slip sole 
• Supplied vacuum-packed
• Laboratories and cleanrooms, or any other dust/dirt-
free environments
• Food processing and packaging environments
• Pharmaceutical and biotechnological industries
• Hospitals and medical environments
• Nurseries

8295363 Blue Over Shoe Cover, One Size

WIKA GLOVES

• Excellent resistance to abrasion and tear
• Pressure tested for integrity
• Actifresh treated cotton interlock liner for additional 
comfort

563062 Red PVC Coated Work Gloves, Size 10

3M PELTOR PROTAC III EAR 
DEFENDERS
• The 3M Peltor ProTac III headset is designed for use in 
tough and noisy environments 
• With a level dependent function and hands-free use 
with voice guided menus these Peltor ear defenders 
combine comfort and wearability with functionality for 
improved efficiency within your workplace operations

1238888 X5 37dB Electronic Ear Defenders and Head-
band, Black

3M PELTOR OPTIME EAR 
DEFENDERS
• The 3M Peltor Optime ear defenders are designed to 
provide a moderate level of attenuation that meets the 
needs of tough and noisy environments 
• The Peltor Optime‚ I ear defenders combine comfort 
and wearability with functionality for improved 
efficiency within your workplace operations 
• The soft wide cushions are made from a polyether 
foam has great energy absorption and helps to reduce 
pressure around the ears and improve comfort

4496477 Optime I 27dB Ear Defender and Headband, 
Yellow

SITE SAFETY & SECURITY
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3M PELTOR OPTIME EAR 
DEFENDERS
 • The 3M Peltor Optime III ear defenders are designed 
for use in extremely tough and noisy environments
 • These provide high levels of attenuation, particularly 
with sound dominated by low frequencies
 • The PeltorOptime III ear defenders combine comfort 
and wearability with functionality for improved 
effi  ciency within your workplace operations. 

4496499 Optime III 35dB Ear Defender and Headband, Red

3M PELTOR SAFETY GLASSES

 • Safety glasses with a wraparound lens design off ering excellent peripheral 
vision and lateral side protection
• Lightweight at only 22g
• Anti-Scratch & Anti-Fog coating for increased durability and improved vision
• Extremely lightweight at only 22g
• Adjustable neck cord for increased comfort and convenient storage 

278020 Tora Anti-Mist UV Safety Glasses, Clear

BOLLE FACE SHIELDS

 • Lightweight fl ip front protector 
• Anti fog acetate
• Thickness of 1.5mm protecting you against short 
circuit electric arcs
• Fully adjustable headgear 

7401407 Clear Flip Up PC Face Shield, Resistant To 
Electric Arc

BOLLE SAFETY GLASSES

 • Excellent for working in low light conditions
• Revolutionary wrap-around design
• Panoramic vision
• One piece polycarbonate lens
• Adjustable side arms for diff erent face sizes
• Comfortable to use over long periods
• Class 1 optical
• Supplied with neck cord
• Anti-mist coating
• Smoke anti-glare coating 

4680818 Viper UV Safety Glasses, Grey

JSP EAR PLUGS

 • Easy insertion
• Soft energy absorbing polymer foam
• Washable with soap and water
• Cord length 66cm 
• SNR = 26dB 

6899667 Blue, Yellow Corded Reusable Ear Plugs, 26dB

JSP FACE SHIELDS

 • 8” /20cm face shield
• Polycarbonate chin and brow guards
• Polycarbonate, aluminium edged visor
• Wheel ratchet adjustable head hardness
• Impact and chemical protection
• Clear visor
• Complete face protection
• Face shield sweatband also available
• Clean with soap and warm water and dry with a soft cloth 

2853171 Clear Flip Up PC Face Shield with Brow, Chin Guard , Resistant To Impact

SITE SAFETY & SECURITY PERSONAL
PROTECTIVE
EQUIPMENT

PERSONALPERSONALPERSONAL
PROTECTIVEPROTECTIVEPROTECTIVE
EQUIPMENTEQUIPMENTEQUIPMENT

uk.rs-online.com We’re by your side

W E  O F F E R  Y O U  A  W I D E  R A N G E  O F  B R A N D S 
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3M ANTI-SLIP MAT

• Dirt-resistant mat, designed for high traffic areas such 
as corridors and entrances 
• Indoor use 
• Retains dust and absorbs damp 
• Traffic up to 1000 people per day 
• Thickness: 7 mm 
• Polypropylene fibres, non-slip vinyl underlay

398906 Softex Anti-Slip, Entrance Mat, Carpet, Indoor 
Use, Brown, 600mm 900mm 7mm

COBA ANTI-FATIGUE MATS

• Loose lay floor mat 
• Fine ribbed, fluted 
• Can be used as a cover for work benches 
• Anti-fatigue 
• Slip resistant 
• Made from natural rubber  
• Suitable for wet and dry environments 
• Some noise insulation
 • Colour: Black 
• Temperature range -20°C to +80°C 
• Insulated against cold floor surfaces 

4181068 COCArib Roll Rubber Anti-Fatigue Mat x 900mm, 
10m x 3mm

4181096 COCArib Roll Rubber Anti-Fatigue Mat x 900mm, 
10m x 6mm

COBA ANTI-SLIP MATS WITH HOLES

• Non-slip surface 
• Hole size 30mm x 30mm
• Cross ribbed in both directions for added grip 
• Resistant to mild acids and alkalis 
• Applications: Any industrial area where swarf is 
present

2371540 Black Anti-Slip PVC Mat With Holes Surface 
Finish 5m (Length) 600mm (Width) 12mm 
(Thickness)

COBA ENTRAPLUSH ANTI-SLIP MATS

• High traffic 
• Indoor use
• Cutpile surface
• Crush resistant
• Durable
• Scrape action
• UV Resistant 
• 100% Polypropylene 2950 Denier continuous filament 
solution dyed yarn

4181210 Entraplush Anti-Slip, Door Mat, Carpet, Indoor Use, Grey, 600mm 900mm 7mm

4181254 Entraplush Anti-Slip, Door Mat, Carpet, Indoor Use, Grey, 900mm 1.5m 7mm

4181298 Entraplush Anti-Slip, Door Mat, Carpet, Indoor Use, Grey, 1.2m 1.8m 7mm

COBA STEP ANTI-SLIP MATS

• Indoor use only
• Sticky (tacky) peel off individual sheets
• 60 Sheets/layers per pad
• Refillable
• Non-slip
• Protects from dust, debris, bacteria, airborne pollution
• Peel back sheets are a Blend of polyolefin resins
• Protects against growth organisms (bacteria, mould, 
mildew)
• Frame is rigid polystyrene

3253522 Clean Step Anti-Slip, Entrance Mat, Adhesive 
Peel Sheet, Indoor Use, White, 600mm 800mm 
6.5mm

COBA VYNAPLUSH ANTI-SLIP MATS

• Slip resistant (door mat stays in place)
• Stain resistant
• Scraping surface
• PVC Backing•Cutpile surface finish
• Indoor use only
• The pile is 100% polypropylene
• It has a Cutpile surface finish
• The door mat backing and frame is PVC, non-slip and 
stain resistant

464990 Vynaplush Anti-Slip, Door Mat, Carpet, Indoor 
Use, Black/Grey, 600mm 900mm 7mm

COBAWASH ANTI-SLIP MATS

• Indoor use
• Durable and washable
• Traps in dirt and water (90%)
• Non-slip
• UV Resistant
• Backing is Nitrile rubber
• UV Resistant 
• Anti-static

7243633 COBAwash Anti-Slip, Door Mat, Carpet, Indoor 
Use, Black/Blue, 850mm 1.5m 9mm

7243645 COBAwash Anti-Slip, Door Mat, Carpet, Indoor 
Use, Black/Grey, 850mm 1.2m 9mm

RS PRO ANTI-SLIP FLOORING

• Easy to install
• Hard wearing
• Self-adhesive backing
• Adds underfoot grip to any smooth surface

7621512 Black Anti-Slip Flooring Polymer Tile With Solid 
Surface Finish 140mm (Length) 140mm (Width) 
0.05mm (Thickness)

SITE SAFETY & SECURITY

HUGHES EYEWASH STATION

• Incorporates water flow control
• Meets current Health and Safety regulations
• Wide range of applications
• Easy to install and maintain
• 2.0 bar G minimum pressure

763492 Wall Mounted Eyewash Station

NO CLIMB SOLO423 MAINS 
POWERED HEAT DETECTOR TESTER

• Suits fixed temperature, rate of rise and combination 
detectors up to 194°F / 90°C 
• Mains powered 
• Rapid activation times 
• Designed for use at height and at angles 
• Supplied with 5m / 16ft cable 

4530555 Heat Detector Tester, 9m Maximum Reach

NO CLIMB SOLO461 CORDLESS 
HEAT DETECTOR TESTER
• Kit contents: Heat Dectector Tester, Solo 726 Battery 
Charger, Solo 760 Battery Batons x 2 
• Suits fixed temperature, rate-of-rise and combination 
detectors up to 194°F / 90°C 
• UL & ULC listed 
• Detector manufacturer endorsed 
• Rapid activation 
• Designed for use at height and at angles 
• Battery powered

1466804 Cordless Heat Detector Tester

NO CLIMB SOLO330 AEROSOL 
SMOKE DETECTOR TESTER
• Used in conjunction with the Solo smoke aerosol 
(425-2889)
 • The dispenser contains the test aerosol and ensures 
that it is contained and applied correctly 
• Compatible with the widest range of detectors, the 
dispenser enables testing at low level and at heights 
of up to 9 metres - when used with the Solo range of 
access poles

2013137 Smoke Detector Tester

NO CLIMB SOLO365 ELECTRONIC 
SMOKE DETECTOR TESTER

• Kit contents: Product Registration Card, Quick Start 
Gudie, Solo 365 Head Unit, Solo 365 Smoke Detector 
Tester, Solo 365 Universal USB Charger, Solo 370 Li-Ion 
Batter Pack, Solo 371 Smoke Generator, Solo ES3 Smoke 
Cartridge, USB Lead 
• Slim-line design, allows easy access to hard-to-access 
detectors 
• Auto LED torch
• On-demand smoke 
• Non-pressurised cartridge

1466808 Smoke Detector Test Kit

NO CLIMB URBAN365 SMOKE 
DETECTOR TEST KIT

• Kit contents: Solo 365 Smoke Test Kit, Urban 4-Section 
Telescopic Pole 1.75 m, Urban Backpack (Pole Bag), 
Urban Extension Pole 0.5 m x 3 
• Engineers are able to test smoke, heat, CO, or
 multi-sensor detectors at heights up to 5 metres 
• Weighs less than 4kg

1466820 Smoke Detector Test Kit, 1.75m Maximum Reach

NO CLIMB SOLO900 SMOKE 
DETECTOR TESTER
• Kit contents: Solo 100 Pole 4.5m, Solo 101 Extension 
Pole 1.3m x 3, Solo 200 Removal Tool, Solo 365 Smoke 
Kit, Solo 610 Bag

1466813 Smoke Detector Test Kit, 9m Maximum Reach

NO CLIMB TELESCOPIC ACCESS 
POLES
• Access poles provide access to detectors which are out 
of normal reach 
• 1.13m extension pole which can be used on it own or as 
an extension to the Telescopic Access Pole (201-3092) 
• Designed for use with the Solo aerosol dispenser 
(201-3137), detector removal tool (201-3121) and both the 
mains powered (453-0555, 453-0561) and cordless heat 
detector tester (384-6944)

2013115 Telescopic Access Pole, 1.13m Maximum Reach

2013092 Telescopic Access Pole, 4.5m Maximum Reach

RS PRO EYEWASH STATION

• Bottle stabilisers can be found within the kit, the 
durable hinges firmly hold the contents in place
• Supplied with a quick release wall fixing bracket and 
identification labels
• The eyewash solution is also suitable for flushing 
wounds
• The translucent plastic case that holds the contents of 
the kit also has durable hinges
• 2 x 500ml Hypaclens sterile eyewash bottles  

4992048 Wall Mounted Eye Wash Kit

SITE SAFETY & SECURITY
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TYPES OF PROTECTION - GAS

Type of protection ATEX Code Standard

General Requirements – EN 60079-0

Intrinsic Safety Ex ia & ib EN 60079-11

Increased Safety Ex e EN 60079-7

Flameproof Ex d EN 60079-1

Pressurisation Ex p EN 60079-2

Powder Filled Ex q EN 60079-5

Encapsulation Ex ma&mb EN 60079-18

Oil Immersion Ex o EN 60079-6

Non-incendive Ex n EN 60079-15

TYPES OF PROTECTION - DUST

Type of protection ATEX Code Standard

General Requirements – EN 61241-0:2006

Protection by Enclosures tD EN 61241-1:2004

Protection pD EN 61241-4:2006

Intrinsic Safety iD EN 61241-11:2006

Encapsulation mD EN 61241-18:2004

TYPE N ACCORDING TO EN60079-15

Enclosed break device nC

Non-incendive component nC

Hermetically sealed device nC

Sealed device nC

Encapsulated device nC

Energy limited apparatus & circuits nL

Restricted breathing enclosure nR

Non sparking nA

CLASSIFICATION OF HAZARDOUS AREAS TO EN 60079-10

Area Classifi cation
Zone Criteria

Gases Dusts

Zone 0 Zone 20 present continuously or for long periods
(>1000hrs per annum)

Zone 1 Zone 21 likely to occur in normal operation occasionally
(>10hrs, <1000hrs per annum)

Zone 2 Zone 22 unlikely to occur in normal operation, if it does will only be for short periods
(<10hrs per annum)

Hazardous areas are classifi ed into zones on the basis of the frequency and duration 
of the occurrence of an explosive atmosphere. Durations on table are typical.

EQUIPMENT GROUP AND EQUIPMENT CATEGORY

Equipment 
Group

Equipment 
Category

Protection 
Level

Hazard
Use

Gas Dust

I
Mining

M1 Very High Protection - - Operatable in Ex atmosphere

M2 High Protection - - De-energised in Ex atmosphere

II
Industrial

1 Very High Protection
G Zones 0,1,2

D Zones 20,21,22

2 High Protection
G Zones 1,2

D Zones 21,22

3 Normal Protection
G Zone 2

D Zone 22

APPARATUS GROUPS AND TEMPERATURE CLASSES 
FOR COMMON EXPLOSIVE GASES AND VAPOURS

Gas/Vapour
Temperature

Gas 
Group Temperature Class

Acetic acid IIA T1

Acetone IIA T1

Acetylene IIC T2

Ammonia IIA T1

Benzene IIA T1

Butane IIA T2

Cumene IIA T2

Cychlohexane IIA T3

Ethanol (ethyl alcohol) IIA T2

Ethylene IIB T2

Hydrogen IIC T1

Methane (industrial) IIA T1

Methanol IIA T1

Petroleum IIA T1

Propane IIA T1

Toulene IIA T1

Turpentine IIA T3

Xylene IIA T1

A more comprehensive list of gases and vapours is provided in IEC 60079-20.

IGNITION TEMPERATURES FOR COMMON COMBUSTIBLE DUSTS

Dust Cloud Ignition Temperature

Aluminium 590°C

Coal dust (Lignite) 380°C

Flour 490°C

Grain dust 510°C

Methyl cellulose 420°C

Phenolic resin 530°C

Polythene 420°C

PVC 700°C

Soot 810°C

Starch 460°C

Sugar 490°C

Dust Groups - IEC60079-0 (2007)

Combustible Flyings IIIA

Non-conductive Dust IIIB

Conductive Dust IIIC

Further information on dangerous substances and combustion potential is available at 
www.hse.gov.uk/fi reandexplosion/about.htm

TEMPERATURE CLASS

T-Class Max surface temp in °C

T1 450

T2 300

T3 200

T4 135

T5 100

T6 85

II  2  D  Ex  tD  A21  IP66  T80°C
Complies 

with European 
Directive

Notifi ed Body 
Number

EC Mark Equipment
Group

Equipment 
Category

Dust

Explosion 
Protection

Type Of 
Protection

Ingress protection level 
and maximum surface 

temperature

xxxx

MARKING FOR DUST OR AIRBORNE FIBRE HAZARDSMARKING FOR GAS HAZARDS

Complies with 
European 
Directive

Notifi ed Body 
Number

EC Mark
Equipment 

Group

Equipment 
Category

Gas

Explosion 
Protection

Type Of 
Protection

Gas Group* 
A, B or C

*if omitted
suitable for ALL 

gas groups

Temperature 
Class 

(T1 to T6)

xxxx
II   2   G   Ex   d  IIC T4

MINING

INDUSTRIAL

 With one of the largest ranges of 
ATEX products, you can find all the 
solutions you need from RS.

ATEX APPROVED PRODUCTS
Puch Button & 

Control Stations

Terminals Torches &
Headlamps

Pressure
Calibrators

Cable 
Accessories

Sensors &
Transducers

Signal Isolation
& Barriers

Loop & Multifunction 
Calibrators Multimeters Junction Boxes Lighting Sounders 

& Beacons

Machine Guarding & Safety Switches Cable Control Relays & Signal 
Conversion Conduit Level Sensing Power SuppliersDigital CamerasEnclosuresPower Connectors

 ATEX

SHIPPING

With one of the largest ranges of 
ATEX products, you can find all 
the solutions you need from RS.
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INGRESS 
PROTECTION (IP) 
RATINGS

IP ratings are represented 
by combining the digits 
of the columns below.

0

1

2

3

4

5

6

0

1

2

3

4

5

6

7

8

9K

No Protection

Protected against solid objects 
greater than 50mm.

Protected against solid objects 
greater than 12.5mm.

Protected against solid objects 
greater than 2.5mm.

Protected against solid objects 
greater than 1.0mm.

Protected against dust that could 
cause suffi  cient harm.

Protected against all dust.

No Protection

Protected against drops of water.

Protected against drops of water at 
a 15 degree angle.

Protected against water spray at a 
60 degree angle.

Protected against water spray 
splashing from any angle.

Protected against water jets from 
any angle.

Protected against powerful jets of 
water or heavy seas.

Protected against temporary 
immersion in water (30 minutes 
at 1M).

Protected against the eff ects of 
permanent immersion in water (up 
to 5M).

Protected against close-range high 
pressure, high temperature spray 
downs (80 degC water at 80-100bar 
for 30sec x 4 angles.

1st digit = Degree of protection against solid objects 2nd digit = Degree of protection against water

Example:

IP 4 4
Protected against water 
spray splashing from 
any angle.

Protected against 
solid objects greater 
than 1.0mm.

TEST &
MEASUREMENT
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FLUKE 707, LOOP CALIBRATOR

• Slow ramp, fast ramp and step ramp options
• Measures V DC to 28 V
• 0-100% span check (fast confirmation of zero and span
• Push button with 25% steps for linearity checks
• 0-20 mA or 4-20 mA default start up modes
• Protective yellow holster featuring test lead storage
• 24 V loop supply with mA measure
• -10°C to 55 °C operating temperature

4262678 Fluke 707, 24mA Current Loop Calibrator

RS PRO NETWORK CABLE TESTER

• Tests for faults such as: mis-wiring, short, reversed 
wires or broken connections
• Use with RJ45 connectors
• Adapters are included for RJ11
• No need for a power supply, only a 9V battery
• Operating temperature of -20 to 60 °C
• Simplified for easy use so there is no complications J11 
adaptors and an instruction manual

557414 Network Cable Tester Network Tester RJ11, RJ45

FLUKE 1503 & 1507 INSULATION 
TESTERS
• Accepts optional fluke TPAK magnetic hanging system 
• Auto discharge of capacitive voltage for added user 
protection 
• Automatic calculation of polarisation index and 
dielectric absorption ratio 
• Live circuit detection prevents insulation test when 
voltages is above 30V 
• Remote test probe for rapid, repetitive or hard to reach 
testing

5185998 Fluke 1503, Insulation Tester 1000V 2G© CAT III 
600 V, CAT IV 600 V

5186008 Fluke 1507, Insulation Tester Bundle 1000V 10G© 
CAT III 600 V, CAT IV 600 V

FLUKE 1587 FC INSULATION 
MULTIMETER 
• Combining a digital insulation tester with a 
full-featured, true-rms digital multimeter into a 
compact, hand-held unit, the 1587 model provides 
maximum versatility for both troubleshooting and 
preventative maintenance 
• This model is supplied with a remote probe, test leads 
and alligator clips
• In addition the Fluke 1587 FC Insulation Multimeter 
adds four powerful new diagnostic functions through 
the Fluke Connect Measurements app

9055920 Fluke 1587 FC, Insulation Tester 1000V 2G© CAT 
III 1000 V, CAT IV 600 V

METRISO 5024 INSULATION 
TESTING DEVICE
• Analogue insulation measuring device, low-impedance 
measuring device and voltmeter with beeper in one 
device 
• Quick measurements in accordance with VDE 0413 
part 1 / 2 / 4 
• Insulation measurements with measuring voltages of 
100, 250, 500 V 
• Low-impedance measurements of earth wire and 
potential wire resistance, continuity 
• Beeper and flashing LED as alarm for faulty or 
implausible measurements 
• Fluctuating indicator as final indicator of warning 
functions

6063625 METRISO 5024, Insulation Tester 500V 400M© 
CAT II 600 V

MARTINDALE 500V INSULATION AND 
CONTINUITY TESTER

• All specified accuracies are at 23°C ± 5°C, <80% RH 
for 1 year
• Temperature coefficient:
Add 0.1 x (specified accuracy) per °C (0°C to 18°C, 28°C 
to 40°C)
• All accuracies below are expressed as ± (percentage 
of reading + digits)

379476 Martindale IN2101, Insulation Tester 500V 1G© 
CAT III 600 V

• The large 58 mm (2.3 in) jaw capacity is suitable for 
large or multiple conductors
 • CAT IV 600 V, CAT III 1000 V rating for added user 
protection 
• In-rush current measurement captures 
• High voltage measurement of 1000 V ac + dc true-rms, 
600 V ac, and 1000 V dc allows the user to perform 
multiple tests with only one tool (355 only) 
• Resistance to 400K ohms 
• Accurately measure frequency up to 1 kHz for optimum 
troubleshooting 
• Quickly analyze readings using the MIN, MAX, and AVG 
functions 
• A large backlit display

411970 Fluke 355 Multifunction Clamp Clampmeter, 
Max Current 2kA ac, 2kA dc CAT III 1000 V, CAT 
IV 600 V

• 600 A ac current measurement with fixed jaw 
• 600 V ac and dc voltage measurement 
• True-RMS ac voltage and current for accurate 
measurements on non-linear signals 
• State of the art signal processing allows for use in 
noisy electrical environments while providing stable 
readings 
• Large, easy to read, backlight display automatically 
sets the correct measurement range so you do not need 
to change switch positions while taking a measurement 
• CAT IV 300 V, CAT III 600 V safety rating 
• Soft carrying case

7051948 Fluke 373 Multifunction Clamp Clamp Meter, 
Max Current 600A ac CAT III 600 V, CAT IV 300 V

FLUKE FLK2AC/200-1000V ACV 
DETECTOR
• Voltage detection from 200 to 1000 V ac, suitable for 
a wide range of residential, commercial and industrial 
needs
• Using special low power circuitry to sustain battery life 
and ensure your 2AC is always ready
• Category IV, 1000 V overvoltage rated product for best 
in class user protection
• Integrated clip design, optimized for pocket storage
• Powered by 2x AAA batteries (included)
• Operating temperature: -10 °C to 50 °C

7406698 Fluke 2AC Non Contact Voltage Detector, 200V 
ac to 1000V ac

FLUKE 355 AC/DC CLAMP METER

 

FLUKE 373 AC CURRENT CLAMP 
METER

TEST & MEASUREMENT

• 1000 A ac and dc current measurement with fixed jaw 
• 2500 A ac current measurement with iFlex flexible 
current probe 
• 1000 V ac and dc voltage measurement 
• True-rms ac voltage and current for accurate 
measurements on non-linear signals 
• Frequency measurement to 500 Hz with both jaw and 
iFlex
• 500 mV dc measurement range to interface with other 
accessories

9055914 Fluke 376 FC Multifunction Clamp Clamp Meter, 
Max Current 1kA ac, 1kA dc CAT III 1000 V, CAT 
IV 600 V

• Single cursor allows instant measurement of the 
distance to the fault 
• Auto set up for instant use 
• Ultra-fast pulse for near end fault identification 
• Trace hold 
• Designed for use on all metallic cable pairs 
• Backlit graphics monochrome LCD (256 x 128)

7642834 Megger TDR500/3 TDR Cable Fault Locator, 
5000m

RS PRO ATEX MAGNET STICK

• Powerful red light indicator
• Lightweight
• Ambient Temperature: -20°C to +40°C 
• Weight: 40 gms
• Checking the functionality of relays, contactors, 
solenoids and coils

1411996 RS PRO ATEX Magnetic Field Detector 0.3mT

RS PRO MAGNET STICK

• Easy to use
• Powerful red light indicator
• Lightweight
• Checking the functionality of relays, contactors, 
solenoids and coils 
• Testing solenoid valves in pneumatic and hydraulic 
equipment 
• Automotive relay fault finding
• Air conditioning servicing 
• Fault finding 
• Testing solenoid valves when servicing oil burners

3755422 Magnetic Field Detector 0.3mT 1000V ac

RS PRO VOLTAGE STICK AC 
INDICATOR

• 230V: range 220 to 400Vac (with respect to ground 
potential). The sensitivity is optimised for detecting 
230V 50Hz mains voltages 
• - 110V: range 90 to 400Vac (with respect to ground 
potential) 
• The sensitivity is optimised for detecting 110V 50Hz 
voltages as found in factory and other industrial 
applications 
• Supplied with two AAA batteries 
• Pen style design‚ small and compact easy to carry 
around in your pocket 
• Clip for pocket or tool bag storage

214467 Non Contact Voltage Indicator

FLUKE 1ACII VOLTALERT  
NON-CONTACT VOLTAGE DETECTOR
• Self-testing
• Non-intrusive, optical and acoustic detection of AC 
voltages
• Quick and easy detection of cable breaks in exposed 
cables, for example cable reels
• Compact, pocket-size practical and ergonomic design

8104712 Fluke 1AC Non Contact Voltage Detector, 200V to 
1000V With RS Calibration

• The Fluke 320 series True-RMS clamp meter measures 
current up to 400A AC and voltage up to 600V AC/DC 
• Designed to verify the presence of load current, AC 
voltage, and continuity of circuits, switches, fuses, and 
contacts 
• It also offers DC and frequency measurements and is 
supplied with test leads, a soft case and a user manual

7653658 Fluke 323 Multifunction Clamp Clamp Meter, 
Max Current 400A ac CAT III 600V, CAT IV 300V

7653667 Fluke 324 Multifunction Clamp Clamp Meter, 
Max Current 400A ac CAT III 600V, CAT IV 300V

7653660 Fluke 325 Multifunction Clamp Clamp Meter, 
Max Current 400A ac, 400A dc CAT III 600V, 
CAT IV 300V

MARTINDALE CM87 HIGH CURRENT 
AC/DC TRUE RMS

• Large size clamp meter with 57mm jaws
• True RMS technology ensures accuracy on irregular 
waveforms
• Tests AC current to 1500A and DC current to 2000A
• AC voltage measurements to 750V and DC current 
measurements to 1000V
• Capacitance measurements to 6.6mF
• Frequency testing to 1MHz
• Duty cycle from 5 to 95%

8654743 Martindale MARCM87 Multifunction Clamp 
Clamp Meter, Max Current 1.5kA ac, 2kA dc CAT 
II 1000 V; 10 A, CAT III 1000 V;

• For simulating resistance transducers and for 
laboratory, industrial and educational use
• Required resistance is set by clearly marked 
thumbwheel switches, colour coded to aid identification

610297 1051 Decade Box, Decade Box Type Resistance, 
Resistance Resolution 0.01©, Best Maximum 
Resistance

TIME ELECTRONIC RESISTANCE 
DECADE BOX

MEGGER TDR500/3 TIME DOMAIN 
REFLECTOMETERS

FLUKE 376 FC BLUETOOTH AC-DC 
FLEXIBLE CLAMP METER

FLUKE 323, 324 & 325 AC CURRENT 
CLAMP METERS

TEST & MEASUREMENT
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FACOM ENGINEER PROTRACTOR

• This protractor is made from hardened stainless steel 
for durability and accuracy when measuring
• The base of the sector divided in mm and the diameter 
of the sector is 85 mm
• The ruler length is 170 mm and the whole protractor 
weights 150 g

7211569 Metric Depth Gauge Protractor, 180° Range, 
170mm Stainless Steel Blade

PROTRACTOR WITH MAGNIFIER

• Protractor made from stainless steel, reading sections 
• Matt chrome-plated 
• Parallax-free reading thanks to new design and 
magnifier 
• Sector: 4 x 90 ° 
• Reading: 1 / 12 ° = 5 min 
• Supplied in plastic box, external dimensions L x W x H 
(mm): 305 x 108 x 30

3048190 Metric Bevel Protractor, 360° Range, 200mm 
Stainless Steel Blade

RS PRO METRIC PROTRACTOR

• Tempered steel, satin chrome finish
• 0-180° 
measurement range, 0-5° resolution
• 152mm blade with Knurled lock nut 
• 50 x 84mm protractor head

2643592 Metric Protractor, 180° Range, 6in Steel Blade

FACOM COMPASS (DIVIDERS)

• Spring compass in polished steel with tempered points
• Quickly adjusted using a screw mechanism. Quick 
release by simply pressing on the branches to release 
the screw

3006506 200mm Spring Caliper, Metric

FACOM METRIC FEELER GAUGES

• Blades are easily removable
• The feeler gauges are in metric units
• Available in calibrated versions
• Feeler gauges are mostly used in engineering to 
accurately measure the clearance between two parts to 
ensure that mechanical parts are in safe working order

3006556 804.L Feeler Gauge, 19 Blades

 FACOM VERNIER CALIPERS

• Ground stainless steel with anti reflective matt finish
• Equipped with a lock screw
• 40 HRc hardness
• Class 0 option has 1/50th 0.02 mm accuracy
• Standard has 1/20th 0.05 mm accuracy
• 20, 000 cycles minimum
• Supplied in a case with a certificate
• Available in calibrated version

7947782 150mm Vernier Caliper 0.02 mm, ,Metric & 
Imperial

• The Kleffmann & Weese feeler gauge has 20 blades 
measuring from 0.5mm to 1mm 
• It is an efficient tool for metric measurement 
• This gauge has stainless steel blades with plastic 
sheath

3049121 Kleffmann & Weese 1705 Feeler Gauge, 20 
Blades

CAST IRON FRAMES MICROMETER

• Graduated 0.001in./0.01mm
• Accurate to BS870
• Steel spindles with ground threads and measuring 
faces tipped with hard micro-lapped tungsten carbide
• Positive spindle lock fitted
• Thimble is fitted with a ratchet stop to ensure a 
constant measuring force and consistent readings

572088 103-137 Micrometer External 0-25mm

572101 103-138 Micrometer External 25-50mm

572123 103-139-10H Micrometer External 50-70mm

 MITUTOYO VERNIER CALIPERS

• Dual scale vernier calipers
• Scale accuracy of 0.001in./0.02mm respectively

732482 180mm Vernier Caliper 0.02 mm ,Metric & 
Imperial

732498 280mm Vernier Caliper 0.02 mm ,Metric & 
Imperial

KLEFFMANN & WEESE 1705 FEELER 
GAUGE

TEST & MEASUREMENT

MITUTOYO VERNIER DEPTH GAUGE 

• Hardened stainless steel vernier slide body
• 100mm standard size base plate
• Vernier scale allows resolution to 0.02mm
• Fine adjustment screw
• Vernier lock screw

734185 527-102 Stainless Steel Vernier Depth Gauge, 
200mm

734191 527-103 Vernier Depth Gauge, 300mm

MITUTOYO VERNIER CALIPER

• Solar-powered SuperCaliper that is eco-friendly with 
no battery 
• The impact resistance of the display unit has been 
increased for improved usability in workshop conditions 
• IP67 protection assures waterproof reliability 
• This SuperCaliper uses components that do not 
contain harmful substances and is compatible with 
RoHS Directives

3976641 150mm Vernier Caliper 0.02 mm, Metric

MITUTOYO VERNIER DEPTH GAUGE 

• Made of hardened stainless steel 
• Base and measuring faces are hardened and 
micro-lapped 
• Wider extension bases are available

7243888 527-101 Stainless Steel Vernier Depth Gauge, 
150mm

MITUTOYO MICROMETER

• The ratchet spindle gives 2 mm of feed for every 
revolution 
• 0 to 25 mm or 25 to 50 mm options 
• Available with and without SPC data output 
• 0.001 resolution 
• LCD Display 
• Rated to IP65 
• Takes 1 SR44 battery (supplied) 
• Coolant proof micrometer range rated to IP65 that 
gives a quick responce due to it’s spindle design 
• Its rapid action is backed up by a highly stable frame 
and heat shield to provide professional results and high 
accuracy

7943525 293-141 Micrometer Special

MITUTOYO DIAL BORE GAUGE 
GAUGE SET
•Set of three gauges 
•Wide range accuracy is 2 µm (0.00008in) 
•Repeatability is 0.5 µm (0.00002in) 
•Adjacent error is 1 µm (0.00004in) 
•Interchangeable anvils 
•Highly accurate measurement 
•Carbide ball contact point 
•Smoother contacts for better durability

7959899 3 Piece Bore Gauge Set

MITUTOYO DIGITAL CALIPER

• Step-measurement capable 
• Battery life of approximately 3.5 years has been 
achieved under normal use through the adoption of 
Mitutoyo’s absolute scale 
• The slider configuration features an ergonomic, 
thumb-friendly shape 
• Resolution of 0.01mm 
• Accuracy of 0.02mm 
• Button-type silver oxide battery power supply

8336449 150mm Digital Caliper, Metric

RS PRO DIGITAL CALIPER

• Vernier Caliper
• Clear LCD display
• Stainless Steel construction
• Origin setting 
• Switchable On/Off
• Thumbwheel for fine adjustment
• Knurled locking screw
• Supplied with battery

247206 150mm Digital Caliper 0.03 mm, Metric

RS PRO SCREW PITCH GAUGE

• Thread gauges for identifying the pitch of 
screwthreads
• Inch/metric OR metric only version
• 60° metric thread angle
• 55° imperial thread angle
• Screw blade lockscrew on each cassette
• Penknife style

3870183 28 Blades Thread Pitch Gauge, Imperial/Metric 
thread type

RS PRO GENERAL WORKSHOP 
GRADE
• High carbon steel (k-7) for feeler gauge blades 
• Medium carbon steel (s-1045c) for holder 
• Low carbon steel screws, plastic screw lock

4499628 10 Blades

4499640 25 Blades

TEST & MEASUREMENT
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RS PRO SPRING DIVIDERS

• Solid nut style
• Easy adjustment over entire range
• Balanced legs with uniform tension
• Polished natural steel finish

6830719 100mm Spring Caliper, Metric

6830728 150mm Spring Caliper, Metric

RS PRO SCREW PITCH GAUGE

• Suitable for Metric 60° threads 
• Narrow blades permit use for internal & external screw 
threads 
• Locking device each end secures blades for storage 
or use 
• Correct pitch is determined by matching blade teeth 
with threads 
• Blades protected in sturdy steel case

6830731 18 Blades Thread Pitch Gauge, Metric thread 
type

6830756 27 Blades Thread Pitch Gauge, Imperial thread 
type

RS PRO DIGITAL MICROMETER

• Standard external micrometer with flat 6.5mm anvils 
• Accuracies of 0.01mm 
• Ranges of 50 to 600mm 
• Non-glare satin chrome barrel and sleeve 
• Each set consists of a micrometer head with locking 
screw

7051210 Digital Micrometer, 25-50mm/1-2in

RS PRO EXTERNAL MICROMETER 
SET
• A set of 6 micrometers which cover the sizes most 
commonly required in engineering workshop/
maintenance areas 
• Supplied with setting rods, adjustment tools and 
storage case 
• Satin Chrome finish spindle and thimble 
• Carbide measuring faces 
• Conform to accuracy parameter of BS870

7051213 Metric External Micrometer Set

RS PRO METRIC DEPTH 
MICROMETER
• Interchangeable rods provide a wide measuring range 
• High accuracy interchangeable rods enable that 
reading does not have to be rest when changing rods 
• Resolution: 0.01mm (metric); 0.001” (inch) 
• Satin chrome finish

7051248 Metric Depth Micrometer, 0-150mm range

RS PRO MICROMETER

• Carbide measuring faces 
• Painted faces 
• Metric

7255702 25-50mm

7255724 0-25mm

RS PRO TUBULAR ROD INSIDE 
MICROMETER
• Professional range of mechanical tubular rod inside 
micrometers supplied with a fitted case and adjustable 
tools 
• Set contents: Micrometer, Spindle Locking Knob, Barrel, 
Sleeve, Fitted Storage Case 
• Resolution: Metric 0.01mm 
• Micro fine graduations for accurate reading 
• Tungsten carbide tips 
• Non-glare satin chrome barrel and sleeve

7857847 Tubular Rod Inside Micrometer 50-250mm

RS PRO VERNIER CALIPERS

• 300mm / 12 in dual scales 
• Hardened stainless steel body with satin chrome 
plated finish 
• Four-way measurement for Outside, Inside, Depth and 
Step 
• Scale graduations: 0.001” and 0.02mm 
• RS PRO fine adjustment Vernier Calipers feature 
dual scales with both metric and imperial readings of 
internal and external precision measurements 
• The adjustable mechanism has two lockscrews so you 
can accurately measure objects with ease 
• The calipers sliding surfaces are raised to prevent wear 
to the scale 
• Internal jaws, external jaws and a sliding depth rod 
provide four ways to measure

8412530 145mm Vernier Caliper 0.001 in, Metric & Imperial

8412533 300mm Vernier Caliper 0.001 in, Metric & Imperial

RS PRO PLUNGER DIAL INDICATOR

• Rotating bezel with bevel lock 
• Adjustable dial 
• Built in tolerance pointers 
• M2.5 diameter ball anvil measuring contact 
• Lug back mounting fitted as standard

8412561 Plunger Dial Indicator, Range 0-10 mm

TEST & MEASUREMENT

STARREN INSIDE MICROMETERS 

• Precision manufactured to BS959 
• Accuracies of 0.01mm/0.0004in
• Ranges of 50 to 300mm/2 to 12in 
• Each set consists of a micrometer head with locking 
screw, 10 range identified measuring rods, 12mm/ 1/2in. 
lapped collar and 2 adjustment spanners 
• The micrometer has 13mm/ 1/2in. movement graduated 
(0.01mm/0.001in.)

572561 DW934 Micrometer Internal

STARRETT SPRING CALIPER

• These feature hardened fulcrum studs which have a 
large bearing surface to minimise side deflection 
• A quick release nut enables fast opening and closing 
of the calipers

2245413 Starrett 150mm Spring Caliper - nut inside

2245441 Starrett 150mm Spring Caliper - nut divider

2689122 Starrett 100mm Spring Caliper - nut divider

2691119 Starrett 150mm Spring Caliper - nut outside

HANNAH INSTRUMENTS POCKET PH 
AND CONDUCTIVITY METER 

• Waterproof and designed to float
• Dual Liquid Crystal Display (LCD) 
• pH 0.0 to 14.0 and temperature readings displayed 
simultaneously
• Renewable junction• Easy 1 or two point automatic 
calibration
• 1000 hour battery life 
• Renewable junction
• Platinum electrode
• Range up to 999 mV
• 700 hours battery life

218970 pH Meter, 0 →+14 pH HI-98107

INSTRUMENTS DIRECT PH 
INDICATOR STRIP
• Take a single-use testing strip and briefly dip the 
end into the sample or solution to be tested for a few 
seconds
• Remove the test strip from the solution and carefully 
shake off any excess liquid
• Compare the test strip with the supplied colour chart
• Do not allow the strip to dry out before colour 
matching
• Full range pH testing 0.2pH to 14pH

2618603 Single Parameter(s) pH pH Test Strip, max. 
measurement 14pH

KERN SALT REFRACTOMETER

• ATC models feature automatic temperature 
compensation 
• Die-cast copper-aluminium alloy housing with a 
chrome coating 
• Refractometers designed for either sugar, salt, 
industrial/automotive or expert applications 
• Featuring multiple selectable scales, manually 
calculated conversions and errors of the user are 
avoided 
• The scales are specially developed, exactly calculated 
and checked. They are also characterized by their thin 
and clear lines 
• The prism cover and optical system are made from a 
special material. Allowing for low-tolerance measuring 

8998012 100% max, 0% min, Analogue

RS PRO BATTERY HYDROMETER

• High-quality glass tube 
• Easy reading test results thanks to high-precision scale 
in Baume degrees and specific weight with coloured 
sections
• A quick and accurate measure of specific gravity of 
individual cells of a battery
• A hydrometer is a device Designed for use in the 
automotive industry, this battery hydrometer offers 
a fantastic degree of precision when measuring the 
state of charge of lead-acid batteries when servicing 
automotive batteries

1968187 Glass Battery Hydrometer

BRANNAN HYDROMETERS

• Graduated to measure Relative Density/Specific 
Gravity

3805044 GP Hydrometer, 1 → 1.2 °SG

3805072 BS Hydrometer, 1  1.1 g/ml

FLIR DM92 HANDHELD LCD DIGITAL 
MULTIMETER
• LoZ Mode eliminates ghost voltage readings associated with long-run 
applications
• Powerful Worklights eliminate the need for a flashlight while 
performing tests in dim lighting
• Automatic AC/DC voltage detection
• DC/AC voltage measurements to 1000V
• AC/DC current measurements to 10A
• Resistance to 40MΩ 
• Capacitance testing
• Analog Bargraph
• Automatic power off
• Rated to IP54
• METERLiNK technology wirelessly sends the meters electrical readings 
to compatible FLIR infrared cameras, embedding the data into live and 
saved thermal images

8777105 DM92 Handheld Digital Multimeter, 10A ac 1000V ac 10A dc 1000V dc 40MΩ

TEST & MEASUREMENT
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FLUKE 28II EX DIGITAL MULTIMETER

• Tested for drops of up to 3 m
• Dustproof per IEC60529 IP6x
• Waterproof per IEC60529 IPx7
• 4 1/2 digit mode for precise measurements (20 000 
Counts)
• Measures up to 1000 V and 10 A ac and dc
• Frequency to 200 kHz and % duty cycle to help you 
diagnose VSDs and switching power supplies
• Resistance, continuity and diode test 
• 10 000 uF capacitance range for components and 
motor caps

7600398 Fluke 28EX Handheld Digital Multimeter, 10A ac 
1000V ac 10A dc 1000V dc 50M©

GOSSEN METRAWATT METRAHIT 
HANDHELD DIGITAL MULTIMETER
• Precision multimeter with data recorder and 
thermometer for extreme conditions
• Automatic range selection
• Real-time testing (AC)
• Digital filter for interference compensation
• Measures resistance and temperature with Kelvin 
adapter
• MIN / MAX memory
• 128 kB built-in measurement data memory
• IR data interface
• Protection classes: CAT III 300 V,  CAT II 600 V

6063760 METRAHIT AM BASE Handheld Digital Multimeter, 
10A ac 1000V ac 10A dc 1000V dc 40MΩ

• AC/DC Voltage Ranges: 200 mV, 2 V, 20 V, 200 V, 600 V • AC/DC 
Voltage Accuracy: ±(1.0 % rdg + 1 dgt) DC; ± (1.5 % rdg + 4 dgts) 
AC 
• AC/DC Current Ranges: 400 ºA, 4 mA, 40 mA, 300 mA, 10 A 
• AC/DC Current Accuracy: up to ¬±(1.5 % rdg + 1 dgt) DC; ¬±(2.0 
% rdg + 4 dgts) AC 
• Resistance Ranges: 200 Ω, 2 kΩ, 20 kΩ, 200 kΩ, 2 MΩ, 20 MΩ 
• Resistance Accuracy: up to ¬±(1.0 % rdg + 4 dgts) 
• Non-contact voltage detector: 70 to 600 VAC 
• Continuity: Audible Indication < 75  
• UL Listed

411665 30XR-A Handheld Digital Multimeter, 10A ac 600V ac 10A dc 600V dc 20M©

METRIX MX 24B HANDHELD DIGITAL 
MULTIMETER
• Bandwidth of up to 100 kH 
• An optical RS 232 link to process the data on a PC with 
high-performance, user-friendly software
• 11mm digit, 5000 count with 34 segment bargraph 
display 
• 500mV range for sensor output measurements 
• Resistance range, diode and audible continuity
• 50000uF capacitance range• 500kHz frequency 
counter
• Complies with IEC1010-1 (safety standard) 600V 
installation cat III

7124835 MX 24B Handheld Digital Multimeter, 20A ac 
750V ac 20A dc 1000V dc 50M©

BEHA-AMPROBE HEX120 HANDHELD 
DIGITAL MULTIMETER
• Digital Multimeter with particularly large display 
screen
• 3 3/4 digit, digital display with 4000 digits
• True RMS measurement
• Voltage, current and resistance measurement
• Capacitance and frequency measurement
• Diode test and continuity beeper
• Thermometer
• Automatic and manual range selection
• Safety in compliance with DIN VDE 0411, EN 61010, 
IEC61010, CAT III/600 V

7943241 HEX120 Handheld Digital Multimeter, 10A ac 
1000V ac 10A dc 1000V dc 40MΩ

BEHA-AMPROBE HEX340 
HANDHELD DIGITAL MULTIMETER, 
WITH RS CALIBRATION

• Display: 3 3/4 digit LCD 5000 count
• Analogue display: Bargraph display with 52 segments
• Voltage, current and resistance measurement
• True RMS measurement
• Capacitance and frequency measurement
• Diode test and continuity beeper
• Temperature measurement
• Continuity Test 
• Infrared RS232 interface
• Safety in compliance with DIN VDE 0411, EN 61010,IEC 
61010, CAT IV/600 V, CAT III/1000 V

9119992 HEX340 Handheld Digital Multimeter With RSCAL 
calibration , 10A ac 1000V ac 10A dc 1000V dc 
50MΩ

FLUKE TL81A DELUXE ELECTRONIC SET

• 1.0m silicone lead terminated at one end with 4mm shrouded right 
angled plug and stainless steel test probe on the other end. Rated 10A
• Insulated crocodile clip. Rated 5A 
• Insulated probe tip extender. Rated 3A
• 1.0m silicone modular test lead terminated at one end with 4mm 
shrouded right angled plug and straight 4mm on the other end. Rated 10A
• Modular hook-style clip test lead with 4mm connector. Rated 5A
• Modular pinch style clip with 4mm connector. Rated 5A
• Modular crocodile clip with 4mm connector. Rated 5A
• Slide on IC probe tip adaptor (rated 3A) and test lead couplers
• 2 bare spade plugs with 4mm connectors, rated up to 10A, 60V dc max

3245975 Test Lead TL81A Electronic Test Lead Kit, CAT II 300 V

AMPROBE 30XR-A HANDHELD 
DIGITAL MULTIMETER

TEST & MEASUREMENT

FLUKE 177 DIGITAL MULTIMETER 

• 6000 count LCD with 33 segment bargraph
• True rms (a.c.) measurement
• EN61010-1 safety standard compliance to Cat IV 600V 
& Cat III 1000V
• Resistance, continuity and diode measurement
• Capacitance measurement up to 10000Ω
• Frequency measurement up to 100kHz
• Min/Max/Average recording
• Display and Auto Hold
• Separate battery and fuses access without breaking 
the calibration seal

3944486 Fluke 177 Handheld Digital Multimeter, 10A ac 1000V ac 10A dc 1000V dc 50MΩ

FLUKE 114 DIGITAL MULTIMETER

• It has a 6000 count resolution
• An integrated tilt stand with a removable holster
• Min/Max/Average records signal fluctuations over a 
period of time
• CAT III 600 V safety rated
• AutoVolt feature that detects AC or DC voltage
• DC Voltage Accuracy: 0.5% + 2 
• DC Voltage Lowest Resolution: 0.1mV 
• AC Voltage Accuracy: 2.0% + 3 
• AC Voltage Lowest Resolution: 0.1mV 
• AC Voltage Max Frequency: 1kHz 
• Display Count 6000 
• Display Update 4/sec 
• Bar Graph Segments 33 
• Bar Graph Update 32/sec

6161498 Fluke 114 Handheld Digital Multimeter 600V ac 
600V dc

FLUKE 115 MULTIMETER

• Frequency and capacitance• Maximum Voltage ac/
dc 600V
• 10A ac/dc current measurement 
• Min/Max/Average to record signal fluctuations
• CAT III 600 V safety rated
• DC Voltage Accuracy: 0.5% + 2 
• DC Voltage Lowest Resolution: 0.1mV
• AC Voltage Accuracy: 2.0% + 3 
• AC Voltage Lowest Resolution: 0.1mV 
• AC Voltage Max Frequency: 1kHz 
• Display Count 6000 
• Display Update 4/sec 
• Bar Graph Segments 33
• Bar Graph Update 32/sec

6161454 Fluke 115 Handheld Digital Multimeter, 10A ac 
600V ac 10A dc 600V dc 40M©

FLUKE 117 MULTIMETER

• Current measurement 20A (30 seconds momentary 10A continuous)
• Fluke 322 Compact Clamp Meter
• ToolPak Magnetic Meter Hanging Strap 
• 11A, 1000V FAST fuse (Fluke part no. 803293)
• CAT III 600 V safety rated
• DC Voltage Accuracy: 0.5% + 2d
• AC Voltage Accuracy: 2.0% +3d 
• DC Current Accuracy: 1.0% +3d 
• AC Current Accuracy: 1.5% +3d 
• Resistance Accuracy: 1.5% + 2d 
• Diode Test Range: 2.000V
• Diode Test Resolution: 0.001V 
• Diode Test Accuracy: 0.9% +2d 
• Capacitance Accuracy: 1.9% +2d
• Display Count: 6000 
• Display Update: 4/sec 
• Bar Graph Segments: 33 
• Bar Graph Update: 32/sec

6161460 Fluke 117 Handheld Digital Multimeter, 10A ac 600V ac 10A dc 600V dc 40M©

FLUKE 175 DIGITAL METER

• Analogue bargraph / segments, updates 40 times per second 
• Min-Max-Average recording mode with Min/Max Alert  
• Temperature readings (bead thermocouple probe included)
• Audible continuity and diode test 
• Unsafe voltage alert warns for voltages above 30 V 
• Ergonomic case with integrated holster 
• Easy battery and fuse exchange without opening the complete case
• Selectable sleep mode preserves battery life
• CAT III 1000V and CAT IV 600V safety rated

3944470 Fluke 175 Handheld Digital Multimeter, 10A ac 1000V ac 10A dc 1000V dc 50M©

TEST & MEASUREMENT

FLUKE 113 HANDHELD 
DIGITALMULTIMETER

• True RMS for accurate ac measurements of non-linear 
loads
• VCHE measurement function to test for voltage or 
continuity simultaneously through low input impedance 
(3 kΩ) inputs
• Diode test for testing general purpose germanium, 
silicon, and power diodes 
• Auto and Manual ranging
• Category CAT III 600 V and Category IV 300 V safety 
rated

501382 Fluke 113 Handheld Digital Multimeter 600V ac 
600V dc 60kΩ
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FLUKE 116 HANDHELD DIGITAL 
MULTIMETER
• Compact, Ergonomic design and can be used with 
one hand 
• Built-in thermometer allows Temperature 
measurement from -40°C to +400°C using the Type K 
thermocouple input adaptor 
• Capacitance up to 10000ºF to test motor start and 
run capacitors 
• 4000 count auto ranging Multimeter 
• 40MΩ resistance range 
• 33 segment analogue bargrapgh on display 

6161476 Fluke 116 Handheld Digital Multimeter, 600ºA ac 
600V ac 600ºA dc 600V dc 40M©

FLUKE 83V DIGITAL MULTIMETER 

• Accurate measurements of noisy pulse-width 
§modulated AC voltage at the VSD and the motor 
terminals
• Accurate frequency measurements on VSD
• Built-in thermometer
• Peak Min Max mode captures intermittent as fast as 
250 ºs
• Easy-to-read large digit display with bright, two-level 
backlight
• CAT III 1000V, CAT IV 600V safety rated

4802361 Fluke 83 Handheld Digital Multimeter, 10A ac 1000V ac 10A dc 1000V dc 50M©

FLUKE 287 DIGITAL MULTIMETER

• Over 200 hours logging capacity with new 
power-saving function
• Full range True-RMS multimeter, including: current to 
20A for 30s, capacitance for 1 nF, temperature (with 
separate probe) 
• Data log up to 15000 events over time 
• Large 50000 Count, 1/4 VGA display with backlight 
• DC accuracy: 0.025% 
• 100 kHz AC bandwidth

156724 Fluke 287 Handheld Digital Multimeter, 10A ac 
1000V ac 10A dc 1000V dc 500M©

FLUKE 87V/E2 MULTIMETER COMBO 
KIT
• New and improved 87V multimeter 
• Built-in thermometer 
• Large digit display - two level back-light 
• Unique function for accurate voltage and frequency 
measurements on adjustable speed motor drives and 
other electrical noisy equipment

237160 Fluke 87 Multimeter Kit

FLUKE 27 II INDUSTRIAL 
MULTIMETERS 
• Designed to withstand 3 metre drop 
• -15° C to + 55°C extended operating temperature range 
• Extended AC voltage bandwidth, 15Hz to 20 kHz 
• Average responding voltage and current for measurements 
• Withstands hazardous 8,000 volt spikes caused by load switching 
and faults on industrial circuits
• US Mine Safety & Health Administration approval (MSHA)
• Dimensions: 61 X 102 X 203 mm
• Safety rating  CAT IV 600 V , CAT III 1000V
• Works in the toughest environments
• IP 67 (Waterproof and Dustproof)

6698322 Fluke 27 Handheld Digital Multimeter, 10A ac 1000V ac 10A dc 1000V dc 50M©

FLUKE TP175 AND TL175 
TWISTGUARD TEST PROBES
• Patented twist top test probes to extend or reduce tip 
exposure 
• Probes always show correct category rating for tip 
exposure being used
• Includes removable 4 mm lantern tips 
• Compatible with all instruments that accept standard 
4 mm shrouded banana plugs
• EN61010-031 safety ratings CAT III 1000 V, CAT IV 600 V, 
CAT II 1000 V, 10 A max

7051276 Test Lead TL175E Test Lead, CAT II, CAT II 1000 V, 
CAT III 1000 V

RS PRO PRESSURE GAUGES

• Laminated Safety Glass Window
• 316TI Stainless Steel Element & Movement
• 304 stainless Steel case with G 1/2 in. BSPM 
connection 
• Bottom entry connection
• Ambient Operating Temperature between -20 and 
+60°C
• Operating Temperature (Medium) +100°C
• 1.6 Per DIN 16005 Accuracy Class

2582324 Analogue Positive Pressure Gauge Bottom Entry 
3bar, Connection Size G 1/2

3425862 Analogue Positive Pressure Gauge Bottom Entry 
25bar, Connection Size G 1/2 RS Calibration

INDUSTRIAL MANOMETERS Ø 63 
MM.
• Glycerine bath pressure gauges in stainless steel 
casing
• Polycarbonate glass
• 63 mm, 1/4 in. connection, graduation in bars

4578967 1613004 Analogue Positive Pressure Gauge 
Bottom Entry 4bar, Connection Size G 1/4

4578973 1613005 Analogue Positive Pressure Gauge 
Bottom Entry 6bar, Connection Size G 1/4

4578989 1613006 Analogue Positive Pressure Gauge 
Bottom Entry 10bar, Connection Size G 1/4

4578995 1613007 Analogue Positive Pressure Gauge 
Bottom Entry 16bar, Connection Size G 1/4

4579005 1613008 Analogue Positive Pressure Gauge 
Bottom Entry 25bar, Connection Size G 1/4

WIKA ANALOGUE PRESSURE 
GAUGES
• Robust construction giving good pulse, shock and 
vibration resistance
• Accuracy 1.6% FSD (EN837-1/6 classification 1.6)

110848 9626926 Analogue Positive Pressure Gauge 
Bottom Entry 40bar, Connection Size G 1/4

110854 9626935 Analogue Positive Pressure Gauge 
Bottom Entry 100bar, Connection Size G 1/4

540198 9314195 Analogue Positive Pressure Gauge Back 
Entry 10bar, Connection Size G 1/4

540205 9314196 Analogue Positive Pressure Gauge Back 
Entry 25bar, Connection Size G 1/4

540211 9314197 Analogue Positive Pressure Gauge Back 
Entry 40bar, Connection Size G 1/4

540227 46852703 Analogue Positive Pressure Gauge 
Back Entry 100bar, Connection Size G 1/4

540233 9314200 Analogue Positive Pressure Gauge Back 
Entry 160bar, Connection Size G 1/4

2435830 7075597 Analogue Positive Pressure Gauge 
Bottom Entry 25bar, Connection Size G 3/8

2435846 7075601 Analogue Positive Pressure Gauge 
Bottom Entry 40bar, Connection Size G 3/8

2435868 7075635 Analogue Positive Pressure Gauge 
Bottom Entry 160bar, Connection Size G 1/2

2435931 7075538 Analogue Positive Pressure Gauge Back 
Entry 6bar, Connection Size G 1/4

2435953 7075554 Analogue Positive Pressure Gauge Back 
Entry 16bar, Connection Size G 1/4

4146419 7656056 Analogue Positive Pressure Gauge 
Back Entry 40bar, Connection Size G 3/8

BRANNANDIAMETER PRESSURE 
GAUGE
• Bourdon tube pressure gauges for use on sealed 
(pumped) systems
• Phosphor Bronze Element and Brass Movement
• Dual scale bar & psi
• Steel Case with Acrylic Window
• Loose red pointer which can be set at normal 
operating pressure
• Complete with safety blow out disc
• 3/8 in BSP Bottom Entry connection
• To BS EN837 -1:1998
• Calibrated versions available where stated

3248508 34/654/0 Analogue Positive Pressure Gauge 
Bottom Entry 6bar, Connection Size BSP 3/8

3248520 34/655/0 Analogue Positive Pressure Gauge 
Bottom Entry 10bar, Connection Size BSP 3/8

3248536 34/656/0 Analogue Positive Pressure Gauge 
Bottom Entry 16bar, Connection Size BSP 3/8

DRUCK DIGITAL PRESSURE GAUGE

• Has an accuracy of 0.05% FS including non-linearity, 
hysteresis, repeatability and temperature effects from 
14°F to 122°F (-10°C to 50°C)
• Up to 99 DPI 104 instruments can be connected 
together in a daisy chain-configured network
• UPM modules can be connected to the DPI 104 to 
enhance the accuracy and extend the pressure range
• Free of charge monitoring and control software
• Eleven selectable pressure units
• Pressure ranges to 20,000 psi (1400 bar)

7874656 Druck Hydraulic, Pneumatic Digital pressure 
indicator, DPI104

TESTO TACHOMETER BEST 
ACCURACY CONTACT
• Simple one-handed operation 
• Measurement of rpm, speeds and lengths 
• Storage of mean, maximum and minimum values as 
well as the last reading 
• Operating temperature ranges between +32°F and 
+122°F 
• Includes accessories such as reflective markers, 
protective case and transport case

3276395 0563 0470 Tachometer, Best Accuracy ±0.02 % 
Contact, Optical LCD 99999rpm

TEST & MEASUREMENT
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COMPACT STE3 ELECTRONIC 
STETHOSCOPE KIT
• Adjustable sound volume 
• Excellent volume quality helps to detect possible 
sources of sounds reliably 
• Two measuring sensors (70 and 300 nm) due to which 
nearly every spot is reachable 
• User-friendly and easy to handle

5466843 Electronic stethoscope kit

FLUKE 9100 SERIES DRYWELL HEAT 
SOURCES
• Drywell ideal for checking dial gauges, digital 
thermometers, bulb switches, and other sensors that 
need calibration below ambient
• Fast and easy calibrations of temperature sensors 
• Temperature range‚ 10°C to 122°C, expandable to 10 °C 
to 375 °C when used with a  9100S drywell
• Direct interface to the Fluke 744 Documenting Process 
Calibrator

537048 Fluke 9102S/RS-256 Drywell Calibrator, RTD

JUMO 8002 SERIES DIAL 
THERMOMETER
• Dial thermometers with bi-metallic measurement 
system
• Unaffected by ambient temperature
• Mounted via sliding connector

6137849 Dial Thermometer, Centigrade Scale, -50 → +50 
°C, 100mm dia. Immersion

RS PRO DIGITAL  THERMOMETER 

• Water resistant probe thermometer with 130mm 
stainless steel probe
• Probe - stainless steel 
• 4mm dia, 130mm long probe 
• Rubberised handle 
• 1 x AAA battery (supplied)
• Overall dimensions 290 x 40 x 27 mm 
• Temperature Scale: Centigrade and Fahrenheit 
• Resolutions in 0.1 degree increments 
• Instrument Measurement Range: 0 to +200°C

4659218 Digital Thermometer, 1 Input Probe

TESTO INFRARED THERMOMETER

• -30°C to 400°C temperature range
• Fast readings
• Audible and visual alarms
• Back-lit display
• Adjustable emissivity 0.2 to 1.0
• Includes 9V PP3 battery and factory calibration 
certificate

7644395 testo 830-T2 Infrared Thermometer, Max Temper-
ature +400°C, ±1.5 °C, Centigrade

BRANNAN GLASS THERMOMETER 
CASE
• For Use With Laboratory Thermometer

2068884 47/432/0 Thermometer Case, For Use With 
Laboratory Thermometer

BRANNAN GENERAL PURPOSE 
WALL THERMOMETER
• General Purpose Wall Thermometer

3047175 Brannan Wall Mount Glass Thermometer, 
Laboratory, -20 → +50 °C

BRANNAN ALUMINIUM CASED 
POCKET TEST THERMOMETER
• This robust red spirit filled pocket test thermometer 
comes complete with a slot front armour aluminium 
case, complete with pocket clip, for those ‘heavy duty 
applications’ 
• Scaled -10°C to +110°C total immersion 
• Spirit/Mercury Filled Thermometers

3805016 Brannan Pocket Glass Thermometer, General 
Purpose, -10 → +110 °C

RS PRO SONOSCOPE 

• Simple diagnostics tool for listening to engine’ gearbox 
and alternators’
• Complete with extended Probe
• Professional mechanic quality
• Provides a fast and easy way to detect problems
• Plastic and rubber parts make this piece shock proof

4998967 Sonoscope with extension piece

BRANNAN IMMERSION GLASS 
THERMOMETER
• The new laboratory thermometer uses LO-tox™, an 
organic filling specifically chosen to achieve a wide 
temperature span and provide the lowest practical 
levels of hazard

7989115 Brannan Immersion Glass Thermometer, Labora-
tory, -10 →+50 °C

COMARK WIRED DIGITAL 
THERMOMETER
• High accuracy reference thermometer for checking 
the calibration of all types of thermometer/probe 
combinations
• Pt100 sensor and permanently attached probe for 
highest system accuracy
• 0.1 °C resolution, ±0.2 °C accuracy
• Battery type 9V IEC 6LF22 alkaline (PP3)
• Battery life 100 hours approx

3741293 KM20 Digital Thermometer, 1 Input Handheld, 
PT100 Type Input

TESTO INFRARED THERMOMETER 
AND IR / TYPE K SET
• 30:1 optics for measuring temperature at a distance 
even on small objects
• Two point laser measurement spot marking
• Unit is capable of providing contact temperature 
measurement and emissivity determination with an 
attachable TC probe (probe is only supplied in the Set)
• Input of upper and lower limit value
• Adjustable emissivity 0.2 to 1.0
• Includes battery & factory calibration certificate
• Includes 9V PP3 battery & factory calibration 
certificate

7644408 testo 830-T4 Infrared Thermometer, Max 
Temperature +400°C, ±1 °C, Centigrade

MUELLER ELECTRIC CROCODILE 
CLIP CLIP
• Micro plier-type battery clips with screw or crimp 
connection
• These battery clips are made from nickel-plated steel 
• The length of these plier type battery clips is 58mm 
with a 19mm maximum jaw opening

7148253 Crocodile Clip, Nickel-Plated Steel Contact, 15A, 
Black

ORBITEC CROCODILE CLIP 

• Single insulated crocodile clips
• 2mm Socket and Crimp Ranges

1034947 Crocodile Clip, Black

RS PRO INSULATED CROCODILE 
CLIP
• Miniature crocodile clips also known as spring clips 
• PE Insulated material - provides full insulation with 
good plug compatibility 
• Nickel-Plated Steel - offers good resistance to corrosion 
and is widely used in industrial crocodile clips 
• Choice of colours - red and black clips are available

483859 Crocodile Clip, Nickel-Plated Steel Contact, 
Black

STAUBLI CROCODILE CLIP

• Current rating of 32A and voltage rating of 1000V 
• Jaw opening of 20mm 
• Clamping capacity 20mm 
• Overall length 82.2mm

5181047 Crocodile Clip, 32A, Black, Red

HIRSCHMANN TEST & 
MEASUREMENT BANANA PLUG 
• Spring wire plugs with shatter-proof insulation have 
transverse 4mm holes for cross connecting
• The touch proof versions incorporate lateral supports 
• Solder terminated and rated to 60Vdc
• Nickel-plated/ brass

7872451 Green Male Banana Plug - Solder, 30 V ac, 60 V dc

7872455 White Male Banana Plug - Solder, 30 V ac, 60 V dc

8848712 Black Male Banana Plug - Solder, 30 V ac, 60 V dc

8848721 Red Male Banana Plug - Solder, 30 V ac, 60 V dc

TEST & MEASUREMENT

BRANNAN MERCURY-FREE MIN/
MAX THERMOMETER
• Quick Set Push Button Maximum/Minimum 
Thermometer

4475492 Brannan Wall Mount Min-Max Glass Thermome-
ter, Garden, Green House, -35 → +50 °C
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STAUBLI MULTI-CONTACT TEST LEAD 
PLUG AND SOCKET CONNECTORS 
• SEB2-R series 2 mm press-in sockets with a rigid 
insulation sleeve for pressing into predrilled panels
• These sockets have a 600 V, CAT III / 10 A rating

1393522 Red Female Banana Plug - Press Fit, 600V

1393516 Blue Female Banana Plug - Press Fit, 30 V, 60 V dc

8112794 Red Female, Male Banana Plug - Press Fit, 30 
V, 60 V dc

1393562 Yellow Female Banana Plug - Press Fit, 600V

HIRSCHMANN TEST & 
MEASUREMENT BANANA
PLUGS

• L. 59.5 mm
• Fully mating connector, hardwearing, flexible 
insulating sleeve with through hole
• The tapering ferrule end prevents the conductor from 
kinking
• Screw connection up to maximum conductor 
cross-section of 1.5 mm
• Nickel-plated brass contact material

8848724 Blue Male Banana Plug - Solder, 30 V ac, 60 V dc

1560036 Yellow Male Banana Plug - Screw, 60V dc

RS PRO TEST PROBE STACKABLE 
LEADS
• The inline stackable plugs offer additional versatility 
• PVC (Polyvinyl Chloride) insulated lead which is flame 
retardant
• Current Rating of 2.5 A
• Voltage Rating of 50 Vac 
• Insulation Material UL94V-0 PVC

6684581 Test lead, 2.5A, 50V ac, Red, 50cm Lead Length

6684572 Test lead, 2.5A, 50V ac, Black, 50cm Lead Length

6684584 Test lead, 2.5A, 50V ac, Black, 1m Lead Length

6684588 Test lead, 2.5A, 50V ac, Red, 1m Lead Length

HIRSCHMANN TEST & 
MEASUREMENT TEST LEADS
• Moulded test leads fitted with 4 mm male plugs on 
each end with cage springs and same-diameter sockets 
for tower connection
• These leads are made from very flexible, multi-strand 
twisted wire, with double insulation
• The assembly is designed to be crush resistant

3469238 16A, 60V dc, Black, 1.5m Lead Length

3469222 16A, 60V dc, Red, 1.5m Lead Length

MUELLER ELECTRIC TEST LEAD 
PLUG TO PLUG

• Stackable Banana Plug on both ends
• Hands free testing at 300V Category II, 5 Amps

8883998 4 mm Test lead With Needle Test Probe Male, 
600V, 10A, 1.2m Lead Length - prod to right angle 
banana plug

8883976 4 mm Test lead With Needle Test Probe Male, 
600V, 10A, 1.2m Lead Length - banana to test 
probe

STAUBLI PLUG TO CROCODILE CLIP LEAD

• Flexible PVC
• Shrouded plug at one end to large shrouded crocodile clip 
(clamping limit 20mm) at other
• Rated 1000V CAT II 15A
• Supplied in 1m lengths

3130946 15A Red Test lead, Male, 1000V ac Rating - 1m Length

3130952 15A Black Test lead, Male, 1000V ac Rating - 1m Length

KERN ELECTRONIC HANGING 
SCALES
• Adjusting program (CAL)
• Stainless steel snap link with safety catch and 15 mm 
aperture
• Up to 200 kg weighing range
• Tare function
• Data hold function for easy reading of weighing results
• Stainless steel S-hook with 25 mm aperture
• 12 mm LCD display
• Auto-Off function
• Battery operated

7006948 Weighing Scale, 50kg Weight Capacity

KERN INDUSTRIAL HANGING SCALE

• The scales meet the requirements of the standard EN 
13155 (Non-fixed load lifting attachments/Breakage 
resistance) and EN 61010-1 (Electrical safety) 
• Ideal for rapid control in goods-in and goods-out 
• LCD display, digit height 12 mm 
• Ready for use: Batteries included, 3 x 1.5 V AA, 
operating time up to 300 h

7007055 Weighing Scale, 200kg Weight Capacity

KERN PLATFORM SCALES

• North American 3-pin, Type C - European Plug, Type 
G - British 3-pin 
• Highly mobile, light weight compact professional 
platform scales 
• 150kg Weight Capacity

7248745 Platform Scales, 60 kg, 150 kg Weight Capacity 
Europe, UK, US

RS PRO SPRING BALANCE

• Impact and chemical resistant polycarbonate body
• Stainless steel spring and hook
• 2 x range overload capacity
• Zero calibration adjustment nut

7243847 White Spring Balance, 10 g Resolution, Metric 
Scale, 5 N, 500 g Weight Capacity

7243853 Green  Spring Balance, 50 g Resolution, Metric 
Scale, 1 kg, 10 N Weight Capacity

DYMO ELECTRONIC SCALES

• Rugged, heavy-duty, portable digital shipping scale 
weighs parcels and packages up to 50kg 
• Displays weight in 100g increments 
• Built-in wrap-around handle for easy portability
• Detachable LCD screen allows convenient hand-held 
or wall-mounted viewing 
• Displays weight in an accurate, easy-to-read digital 
format, in kg/g (0 kg 000g) or lbs/oz (0 lb 00.0 oz) 

7335833 Dymo Electronic Scales, 100kg Weight Capacity 
Type G - British 3-pin

7335839 Dymo Electronic Scales, 50kg Weight Capacity 
Type G - British 3-pin

FACOM INSPECTION MIRRORS 
WITH FLEXIBLE SHAFT
• High-quality glass mirror crimped on plastic 
• Articulated Flexible shaft 
• 360 degree rotatable mirror design
• Available in two size options
• Inspection mirrors, also known as dental mirrors are 
tools designed to allow safe inspection of inaccessible 
areas of electrical equipment, machinery, car engines 
and other engineering applications, also they are 
commonly used in medical applications

7845951 55mm mirror dia., flexible

NOGA BASE & ARM

• An upright arm is a 12mm diameter with M8 x 1.25 
thread 
• Lever indicators held by a spigot 
• Magnetic base with fine adjustment arm 
• Plunger indicators held by lug back or up to 8mm 
diameter stem 
• Switchable magnetic has 80 kg pull

4144766 Noga Base & Arm -  Standard linear magnetic 
base

4144772 Noga Base & Arm - Fine adjustment linear 
magnetic base

RS PRO INSPECTION MIRROR 
PROBE
• Extended, allows access to recess, 485mm long, mirror 
folded up
• Chrome plated steel extension tube, pocket clip and 
mirror body
• 32mm diameter glass mirror is fully articulated
• Retracted. 260mm long, mirror folded up
• Extended allows access to deep recess, 700mm long, 
mirror folded up
• Chrome plated steel extension tube and mirror body
• 55mm diameter glass mirror is fully articulated

394172 Inspection Mirror Probe, 50mm mirror dia. , 
Adjustable , Telescopic

4718806 Inspection Mirror Probe, 14 mm, 23 mm, 30 mm 
mirror dia., flexible, Illuminated, with Magnifier

RS PRO LIGHT DUTY MAGNETIC 
BASE
• Push button style switchable magnetic base with 
ON/OFF button 
• Magnetic base can be attached in various positions to 
help with precision measurement 
• Supports Plunger Dial and Lever Indicators 
• Clamp onto curved and flat surfaces 
• Temporary magnetic bases prevent accidental 
re-positioning during setup 
• Arm on the bases can reach various positions 
• Large 25 kg magnetic hold
• 230 mm high
• Upright post 12.5 mm with a M8 x 1.25 thread
• Solid cross arm 6.3 mm x 150 mm

8412577 RS PRO Base & Arm - Light Duty Magnetic Base

8412580 RS PRO Base & Arm - Fine Adjustment Base

TEST & MEASUREMENT

KERN WEIGHING SCALES

• PRE-TARE function for manual subtraction of a known 
container weight, useful for checking fill-levels 
• Backlit LCD display, digit height 15 mm 
• Rechargeable battery pack internal, operating time up 
to 48 h without backlight, charging time approx. 8 h 

7007095 Electronic Scales, 2kg Weight Capacity Europe, 
UK, US



Test & Measurement for your needs.

RS PRO off ers a wide range of test & 
measurement products for electrical 
and electronic applications, all with a 
3 year warranty.

TEST & MEASUREMENT 
EQUIPMENT FINE-TUNED 
FOR QUALITY AND 
PERFORMANCE

To view the full RS Pro range visit 
export.rsdelivers.com

To view the full RS Pro range visit 
export.rsdelivers.com
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ABRASIVES

At RS Components we’ve been supporting the world’s engineers with 
high-quality products on-time and on-budget since 1937. As the leading 
high-service distributor of electronics and maintenance products we 
serve over 1 million customers worldwide. With over 500,000 products 
from premium brands and an ever-growing range of more than  
70,000 RS Pro products available, we make it easy for you to find and 
buy what you need. 

A GLOBAL TRACK 
RECORD OF SERVICE 
EXCELLENCE

You can count on us  
for more than products 

A single point of contact 
for quotations & orders

Global delivery locations & 
freight options supported

Hazardous packaging to 
IATA standards for vessels  

Direct deliveries to 
freight forwarders

IMPA Codes 
recognition

ShipServ interface 
integration 
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RS PRO BRASS ROD

• The RS Pro range of Brass bar, rod and sheets, 
offer great machining qualities and a high degree of 
resistance to corrosion
• Suitable for different types of applications

682646 500mm x 12mm Diameter

RS PRO NATURAL ALUMINIUM 
SHEET
• Flexible alloy  
• Easily formed  
• Good weathering and chemical resistance  
• Ideal for pressing and panelling applications  
• Medium/high strength alloy  
• Easily anodised, machined and welded  
• Provides a multipurpose, durable and heat resistance 
material  
• Suitable for structural applications

434043 200mm Long, 2.71g/cm2, 300mm x 1.2mm

434059 300mm Long, 2.71g/cm2, 500mm x 2mm

187328 300mm Long, 2.7g/cm2, 500mm x 3mm

188400 300mm Long, 2.7g/cm2, 500mm x 12mm

RS PRO HE30TF ALUMINIUM ROD

• A medium strength alloy with good corrosion 
resistance

495243 3in x 24in

RS PRO 2011I ALUMINIUM ROD

• RS PRO stock aluminium rods in a range of sizes, 
varying in rod diameters from 0.5 inches to 3 inches

495259 1in x 24in

495253 2in x 24in

RS PRO BRASS ROD

• Toughness at all temperatures  
• Corrosion resistance  
• Low magnetic permeability  
• Good machinability and formability

682624 500mm x 5mm Diameter

682630 500mm x 6mm Diameter

682680 500mm x 24mm Diameter

681003 609.6mm x 25.4mm Diameter

RS PRO BRASS SHEET

• Radiators  
• Heat exchangers  
• Scientific applications  
• Decorative applications

8411903 600mm x 300mm x 0.9mm 300 → 550 MPa

RS PRO LEADED GUNMETAL TUBE

• Conforms to SAE 660 (SAE 660 can also be used as an 
alternative to BS 1400 LB4)

1819445 13in x 2in OD x 1in ID

RS PRO LEADED GUNMETAL ROD

• Conforms to SAE 660 (SAE 660 can also be used as an 
alternative to BS 1400 LB4)

1819473 13in x 1in OD

1819489 13in x 1.1/4in OD

1819502 13in x 1.5in OD

1819524 13in x 2in OD

1819467 13in x 7/8in OD

RS PRO VISCOSE WOOL FELT 
SHEET
• Medium density felt ideal for filtration, absorption, 
cladding and sealing applications  
• Manufactured from 70% wool and 30% viscose  
• Density 250 kg/m

7336775 1m x 500mm x 3mm

7336779 1m x 500mm x 6mm

RS PRO COPPER SHEET

• A high conductivity, corrosion resistant, malleable 
copper in rod, bar and sheet form

680959 300mm x 300mm x 0.35mm

680965 300mm x 300mm x 0.45mm

RS PRO COPPER ROD

• A high conductivity, corrosion resistant, malleable 
copper in rod, bar and sheet form

684276 1m x 15mm Diameter

684282 1m x 20mm Diameter

684298 1m x 25mm Diameter

RS PRO GLASS FIBRE ROPE

• Glass Rope Lagging is manufactured from a central 
core of glass fibre sliver  
• Contained by an open over-braid of texturised 
continuous filament glass yarn  
• Low thermal conductivity offers ideal and cost efficient 
method of insulating pipe work   
• High temperature flue sealing and caulking 
applications are also alternative uses for this type of 
product  
• Max. operating temperature +550°C

7495127 30m x 20mm

RS PRO FLAME RETARDANT GLASS 
FIBRE TAPE
• Glass Rope Lagging is manufactured from a central 
core of glass fibre sliver  
• Contained by an open over-braid of texturised 
continuous filament glass yarn  
• Low thermal conductivity offers ideal and cost efficient 
method of insulating pipe work  
• High temperature flue sealing and caulking 
applications are also alternative uses for this type of 
product  
• Max. operating temperature +550°C

7495111 30m x 3mm x 25mm

7495115 30m x 3mm x 50mm

RS PRO FLAME RETARDANT GLASS 
FIBRE ROPE
• 30m length 
• 25mm diameter
• The low thermal conductivity offers an ideal and cost 
efficient method of insulating pipe work
• High temperature flue sealing and caulking 
applications are also alternative uses for this type of 
product
• The maximum operating temperature recommended 
is 550°C

1034056 30m x 25mm

DUPONT FEP ELECTRICAL & CHEMICAL INSULATING FILM

• Thermoplastic film that can be heat sealed, thermoformed, vacuum formed, heat bonded, 
welded, metalized, laminated‚ combined with dozens of other materials, and can also be used 
as an excellent hot-melt adhesive  
• This wide variety of fabrication possibilities combines with the following important properties 
to offer a unique balance of capabilities not available in any other plastic film
• Superior anti-stick and low frictional properties
• Superior reliability and retention of properties over large areas
of film
• Continuous service temperature –240 to 205°C (–400 to 400°F)

5363996 304mm x 200mm x 0.127mm

RS PRO CALCIUM-MAGNESIUM 
SILICATE THERMAL INSULATION SHEET
• Made of Superwool 607 HT long fibres  
• Flexible blanket of high temperature insulation wool  
• Excellent thermal insulating performance  
• Contains no binder or lubricant that can cause fumes  
• Thermal stability and low heat storage  
• Flexible and resilient with a good resistance to tearing 
- easy to wrap around hot equipment  
• Highly resistant to chemicals, solvents and thermal 
shock  
• Efficient insulation for temperatures of up to 1300°C  
• Easy to cut to shape required  
• Woll CAS number 329211-92-9

7248912 4.75m x 610mm x 13mm

RS PRO TOOL STEEL SQUARE BAR

• High quality tool steel fully annealed and free from 
carburisation  
• Precision ground to close tolerances, enables finished 
components to be produced with minimum machining  
• Suitable for hardening with excellent dimensional 
stability and resistance to wear  
• Conforms to BS4659: 1971 BO1 
• Applications include gauges, punches, dies, jigs, 
templates, cams, machine parts etc. 
• Tolerance Imperial; W -0.000 +0.005in; T -0.001 
+0.001in 
• Tolerance Metric; W -0.000 +0.127mm; T -0.000 +0.050 
mm

682371 500mm x 20mm x 20mm

ABRASIVES ABRASIVES



132 133View more online at export.rsdelivers.com      View more online at export.rsdelivers.com      

RS PRO TOOL STEEL RECTANGULAR 
BAR
• High quality tool steel fully annealed and free from 
carburisation  
• Precision ground to close tolerances, enables 
finished components to be produced with minimum 
machining  
• Suitable for hardening with excellent dimensional 
stability and resistance to wear  
• Conforms to BS4659: 1971 BO1  
• Applications include gauges, punches, dies, jigs, 
templates, cams, machine parts etc.  
• Tolerance Imperial; W -0.000 +0.005in;T -0.001 
+0.001in  
• Tolerance Metric;    W -0.000 +0.127mm;T -0.000 
+0.050 mm

4478801 500mm x 15mm x 3mm

682113 500mm x 20mm x 3mm

682141 500mm x 25mm x 3mm

4478766 500mm x 25mm x 4mm

855579 500mm x 25mm x 6mm

4478744 500mm x 25mm x 12mm

682179 500mm x 50mm x 3mm

682220 500mm x 75mm x 10mm

682258 500mm x 100mm x 10mm

855614 500mm x 150mm x 12mm

RS PRO TINNED STEEL SHEET

• Highly resistant to corrosion and chemical attack  
• Easily formed and soldered, with good electrical 
conductivity  
• Natural inter-metallic bonding  
• Electrolytic tinplate (0.2, 0.3, 0.4 mm thick), otherwise 
hot dipped  
• To BS 1449 Part 1 CR4; BS 1872; FE/Z/SN/GD; DIN 
1623//1541; BS 2920  
• Tin plating thickness  6 microns, tin purity  99.987%  
• Sheet size 500mm x 300mm (minimum)

682450 500mm x 300mm x 0.3mm

682466 500mm x 300mm x 0.4mm

682472 500mm x 300mm x 0.5mm

682488 500mm x 300mm x 0.6mm

RS PRO SILVER STEEL ROD

• Tool steel to BS1407  
• Controllers ground and polished  
• Metric or Imperial sizes  
• Applications include punches, dowels, mandrels, 
spindles, shafts, pinions, gauges etc

682056 330mm x 5mm OD

682107 330mm x 15mm OD

4377067 1m x 6mm OD

4377073 1m x 8mm OD

4377203 1m x 10mm OD

4377174 1m x 14mm OD

RS PRO MILD STEEL TUBE

• Electric resistance welded mild steel round tube 
conforming to BS-6323 part 5  
• Basic general purpose tube  
• 18 swg wall thickness  
• Supplied in 2000mm lengths

4377376 2m x 1/2in OD x 18SWG

4377411 2m x 3/4in OD x 18SWG

4377427 2m x 1in OD x 18SWG

4377433 2m x 1-1/4in OD x 18SWG

RS PRO MILD STEEL ROD

• Supplied in 1m lengths  
• Easily machined and welded, and suitable for heat 
treatment  
• Typical tensile strength 460N/mm
• To BS970:1983:080A15

770406 1m x 8mm OD

770412 1m x 10mm OD

770428 1m x 12mm OD

770434 1m x 16mm OD

770440 1m x 20mm OD

770456 1m x 25mm OD

770462 1m x 30mm OD

770484 1m x 40mm OD

770507 1m x 50mm OD

RS PRO MILD STEEL RECTANGULAR BAR

• Supplied in 1m lengths  
• Easily machined and welded, and suitable for heat treatment  
• Typical tensile strength 460N/mm  
• To BS970:1983:080A15

770557 1m x 25mm x 10mm

770513 1m x 30mm x 6mm

770529 1m x 40mm x 6mm

770535 1m x 50mm x 6mm

770585 1m x 50mm x 10mm

770614 1m x 50mm x 20mm

RS PRO MILD STEEL ANGLE

• Square edges, roots and corners  
• Finish is untreated plain steel  
• Supplied in 1m lengths

770620 1m x 20mm x 20mm x 3mm

770636 1m x 25mm x 25mm x 3mm

770642 1m x 40mm x 40mm x 5mm

770658 1m x 50mm x 50mm x 6mm

RS PRO CAST IRON ROD

• Good machinability at high speeds 
• Clean surface finish  
• Suitable for copper or chrome plating and vitreous 
enamellng 
• Withstands hydraulic and pneumatic pressures  
• Absorbs heavy vibrational stresses due to high 
dampening capacity  
• Cost and time efficient  
• Physical and metallurgical controlled properties  
• Close dimensional tolerances  
• No static casting defects  
• Consistent machinability improving tool life

7781686 1m x 25mm OD

RS PRO OPAQUE FLUOROPLASTICS 
PTFE ROD
• Extremely high chemical resistance  
• Wide temperature range - maximum service 
temperature 260°C  
• Low friction and low adhesion  
• Resistant to Radiation  
• Excellent dielectric performance

680628 1m x 10mm Diameter

680634 1m x 15mm Diameter

680640 1m x 20mm Diameter

680656 1m x 25mm Diameter

752587 1m x 32mm Diameter

752593 1m x 38mm Diameter

752600 1m x 40mm Diameter

752616 1m x 45mm Diameter

752622 1m x 50mm Diameter

RS PRO OPAQUE FLUOROPLASTICS 
PTFE SHEET
• From RS Pro a range of high-quality PTFE solid plastic 
sheets available in a range of sizes and thicknesses

1970051 300mm x 300mm x 6mm

680678 600mm x 300mm x 3mm

RS PRO BLACK NATURAL RUBBER 
SHEETS
• Natural rubber sheet with an insertion of polyester 
fabric to give improved properties  
• Polyester fabric insertion  
• Sheets up to 3mm thick are single ply  
• Sheets over 3mm thick are two ply  
• Sheet size 1000 x 600mm

5063078 1m x 600mm x 1.5mm

5063090 1m x 600mm x 3mm

5063006 1m x 600mm x 6mm

5063028 1m x 600mm x 10mm

RS PRO BLACK FLUOROCARBON 
RUBBER SHEET
• Chemical grade  
• Good resistance to mineral oils, fuels, non-polar 
solvents, including high aromatic and chlorinated types  
• Temp. Range -18°C - +204°C  
• Sheet size 600 x 600mm

5062974 600mm x 600mm x 1.5mm

5062980 600mm x 600mm x 3mm

RS PRO SHIM SHEET

• PRECISION BRAND Brass Shim Stock is a half 
hard,cold rolled, CDA 260 Alloy  
• Rockwell Hardness:30T 56-68  
• Meets SAE-CA-260, CDA 260, ASTM B-19 & B-36  
• Tensile strength: 57-67,000 p.s.i.  
• Elongation: 18 to 42% in 2”

518839 Yellow Brass, 2.5m x 150mm x 0.1mm

RS PRO STAINLESS STEEL TUBING

• Properties C = 0.03 maximum, Ni 12.0, Cr17, Mo 2.25  
• Seamless tube to ASTM A269/213  
• Related specifications AS2837-1986-316L, BS970-316 S11 
& S13, AISI TYPE 316L  
• Low carbon version of 316 quality stainless steel offers 
added resistance to weld decay  
• Properties increased by cold working  
• Maximum working temperature +300°C  
• Imperial supplied in 72in lengths  
• Metric supplied in 2000mm lengths

6614908 316L, 1.8m x 1/2in OD x 16SWG

6614898 316L, 2m x 25mm OD x 22mm ID x 1.5mm

RS PRO 304S15 STAINLESS STEEL 
SHEET
• Bar-rolled edge  
• Rod - BS970 pt 3 BSEN 10088-3  
• Angle - BS970 pt 1 BSEN10051  
• Square - BS970 pt 3 BSEN 10088-3  
• Sheet - BS1449 pt 2 BSEN 10088-2 (2B surface finish)  
• Excellent material for polishing  
• Suitable for food and dairy processing equipment, 
laundry and chemical industry, process plant and tanks

3656858 500mm x 300mm x 0.5mm

6614800 500mm x 300mm x 2.5mm

6614804 500mm x 300mm x 3mm

7702977 1m x 1m x 1mm

682006 1.219m x 610mm x 1.5mm

ABRASIVES ABRASIVES



ADHESIVES

RS PRO is the only global brand that gives you 

every part you need, across all industries, at the 

quality and price you expect.

export.rsdelivers.com

EVERY PART 
MATTERS
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3M HIGH PERFORMANCE DOUBLE 
COATED TAPE 9084
• Double coated tape with tissue carrier.  
• Thin, double-coated film tape with acrylic adhesive.  
• High tack, immediate bond, quick stick, high adhesion 
and good initial adhesion to a wide variety of materials 
or surfaces. 
• High strength. 
• Solvent resistant tape.
• Tear easily by hand and handles with ease due to its 
conformability 
• Get versatility, cost-effectiveness and multiple 
applications across many industries

5034698 Double Sided Paper Tape, 50mm x 50m, 0.1mm 
Thick, Beige

3M SCOTCH® 92 POLYIMIDE FILM 
ELECTRICAL TAPE 92
• Polyimide film tape with a silicone adhesive system for 
exceptional heat resistance 
• Specially designed for high-temperature applications 
requiring a thin puncture-resistant backing 
• 1 mm film 
• Printable 
• UL 510 Flame retardant

1921661 Polyimide Electrical Tape, 19mm x 33m, Orange

3M SCOTCH® RUBBER SPLICING 
TAPE 23
• Use Scotch® Rubber Splicing Tape 23 for low or high 
voltage applications and joints up to 69 kV 
• 0.76 mm thick
• Can be stretched up to 100% for void-free, 
moisture-resistant insulation 
• Featuring a special polyester liner that will not stick 
when unwinding, this tape is ideal for moisture sealing 
electrical connections 
• Stretch up to 100% for void-free, moisture-resistant 
insulation 
• Non-vulcanising and shelf stable 
• Highly conformable, self-amalgamating EPR (Ethylene 
Propylene Rubber) based tape 
• Ideal for moisture sealing electrical connections 
• Black

1921611 EPDM Electrical Tape, 25mm x 7m, Black

3M SCOTCH® SUPER 33+ VINYL 
ELECTRICAL TAPE
• Highly conformable with good flexibility for moisture-
tight electrical and mechanical protection with 
minimum bulk 
• Keep a high level of performance in ambient 
temperatures up to 105°C 
• Suitable for cold weather applications down to 18°C, 
without becoming brittle 
• UL, CSA and VDE approved

1701192 19mm x 20m, Black

3M SCOTCHFIL ELECTRICAL TAPE

• UL Recognised‚ Category OCOT2, File No.E59951.  
• Non-corrosive, synthetic rubber.  
• Excellent electrical properties.  
• Excellent ageing properties.  
• Will not dry out.  
• Applies cleanly without waste.

6113225 Black Synthetic Rubber Electrical Tape, 38mm 
x 1.5m

3M WHITE MASKING TAPE

• Adhesive Material Repositionable acrylic   
• Backing Material Bond Paper  
• Inside Diameter 1 Inch  
• Length 700 Inch

6118933 25.4mm x 18m, White

3M 9086 HIGH PERFORMANCE 
DOUBLE COATED TAPE
• 0.19mm, thick double coated tape with tissue carrier.  
• Thick, double-coated film tape with acrylic adhesive. 
• High tack, immediate bond, quick stick, high adhesion 
and good initial adhesion to a wide variety of materials 
or surfaces.  
• Tear easily by hand and handles with ease due to its 
conformability 
• Get versatility, cost-effectiveness and multiple 
applications across many industries

5034711 Double Sided Paper Tape, 9mm x 50m, 0.19mm 
Thick, Translucent

3M PTFE FILM ELECTRICAL TAPE 60

• PTFE Film resistant to chemicals have high arc 
resistance 
• Great for non-stick applications 
• High-temperature use 
• Flame retardant tape 
• Aggressive rubber resin adhesive 
• 600V rated

8855123 19mm x 33m x 0.10mm, Translucent, Silicone 
Adhesive

8855126 25mm x 33m x 0.10mm, Translucent, Silicone 
Adhesive

3M PTFE GLASS CLOTH TAPE 5453

• Premium glass cloth reinforced backing provides 
greater tensile strength and resistance to tears and 
punctures than typical PTFE film backed tapes 
• Silicone adhesive offers high-temperature performance 
and long ageing 
• Provides a non-stick, low friction surface on heat 
sealing and packaging equipment 
• Thicker backing helps extend the service life over 
thinner versions when subjected to abrasion and wear 
• Performs under a wide range of temperatures, 
including up to 500°F/260°C 
• Very low moisture absorption allows the tape to 
perform in many humid environments 
• Excellent chemical resistance enables the tape to 
withstand challenging applications

2795104 PTFE Tape 25mm x 33m x 0.21mm, Brown

ADVANCE TAPES AT10 - BLACK PVC 
ELECTRICAL TAPE
• UV and water resistant  
• High abrasion resistance  
• Flame retardant  
• Self-extinguishing  
• Flexible and conformable to awkward shapes  
• Non-corrosive adhesive  
• Heavy duty  
• Useable as corrosion and abrasion protection for 
pipework above or under ground

9054245 Black PVC Electrical Tape, 38mm x 33m

2009740 222 Purple Threadlocking, 250 ml, 6 h Cure Time

ADVANCE TAPES AT4001 - 
ELECTRICAL TAPE
• Rubber thermosetting adhesive   
• High temperature resistance  
• High mechanical strength

4089394 White Glass Cloth Electrical Tape, 19mm x 55m

496007 222 Purple Threadlocking, 50 ml, 24 h Cure Time

ADVANCE TAPES AT7 - ASSORTED 
PVC ELECTRICAL TAPE
• High breakdown voltage for excellent electrical 
insulation
• -5 to +70 °C working temperature for industrial and 
residential use
• Available in 10m, 20m and 33m rolls
• 12mm, 19mm and 28mm tape widths for various scale 
working
• Water Resistant
• UV Resistant
• Non-corrosive adhesive to protect surfaces
• Flame retardant and self-extinguishing for safe use

5042403 PVC Electrical Tape, 19mm x 10m, Assorted

4804086 19 g stick

ADVANCE TAPES AT7 - PVC 
ELECTRICAL INSULATION TAPE
• High breakdown voltage for excellent electrical 
insulation  
• -5 to +70 °C working temperature for industrial and 
residential use  
• Available in 10m, 20m and 33m rolls  
• 12mm, 19mm and 28mm tape widths for various scale 
working  
• Water Resistant 
• UV Resistant  
• Non-corrosive adhesive to protect surfaces  
• Flame retardant and self-extinguishing for safe use

5114299 Black PVC Electrical Tape, 19mm x 20m

5114407 PVC Electrical Tape, 19mm x 20m, Red

5114441 PVC Electrical Tape, 19mm x 20m, Blue

5114429 PVC Electrical Tape, 19mm x 20m, Green

5114413 PVC Electrical Tape, 19mm x 20m, Yellow

5114306 PVC Electrical Tape, 19mm x 20m, White

5114283 PVC Electrical Tape, 19mm x 20m, Grey

7350692 10 g syringe

EVOSTIK ACETATE BASED 
WEATHERPROOF ADHESIVE
• Suitable for internal and protected external 
applications 
• Not suitable for assemblies immersed in water or 
where there is a continuous static building load

2641372 White Polyvinyl Acetate Adhesive, 500 ml Liquid 
Bottle

496079 250 ml Tube, -55 +150 °C

HENKEL SEALANT GUN

• Gun applicator for manual extrusion of viscous 
products contained in cartridges, such as Super Tack 
putty, Silocomet silicon, neoprene and polyurethane. 
• Flat aluminium model, light and easy to store in a 
toolbox.

6797678 Manual Sealant Gun Aluminium

7877393 Liquid Bottle 50 ml, -55 +230 °C

ITW DEVCON EPOXY ADHESIVE

• 16 hour cure time  
• Titanium Filler Material  
• 20 minute setting time  
• Compatibile with metal

691139 Epoxy Adhesive for Metal, Grey Tub, 500 g

3731498 Liquid Bottle 50 ml, -55 +175°C

ITW DEVCON EPOXY PUTTY 
ALUMINIUM TUB
• 16 hour cure time  
• Maximum operating temperature of +121°C

691218 Epoxy Putty Aluminium Tub, 500 g, Maximum 
of +121°C

496136 Grey High Strength, Retaining Compound 
Urethane Methacrylate Gel Bottle 50 ml, -55 
+150°C

LOCTITE HYSOL 3430 EPOXY 
ADHESIVE
• Loctite Hysol 3430 is a two component epoxy adhesive 
which cures rapidly at room temperature after mixing

7877422 50 ml cartridge

ADHESIVES ADHESIVES
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LOCTITE PE COATED SILVER DUCT 
TAPE
• Power Duct Tape  
• Super strong adhesive  
• Toughened fabric layer  
• Waterproof layer  
• Easy tear

3730518 50mm x 25m

LOCTITE SI 5366 TRANSPARENT 
SILICONE SEALANT PASTE
• No mixing required  
• Stable under normal conditions of use and storage 
• Bonds and protects  
• Use up to 250°C  
• Flexible  
• High temperature resistance

2585941 310 ml Cartridge

RS PRO ALUMINIUM FILLED EPOXY 
PUTTY
• Cost effective for repairs to aluminium castings, 
components and equipment  
• Resistant to CFCs and many more chemicals  
• Mix ratio of 9:1  
• Dry service temperature maximum - 121°C  
• Cure time of just 16 hours to reach full properties  
• Compatible with aluminium and a host of other metals  
• Non conductive putty  
• Shear strength 18 MPa

691195 Tub, 500 g

RS PRO BLACK HAZARD TAPE

• Abrasive grit “anti-slip” tapes  
• Self-adhesive backing• Additional grip underfoot on 
smooth surfaces 
• Ideal for indicating hazardous areas or safe escape 
routes• Long lasting colour 
• Available in a range of grades, lengths and widths 
• Hard wearing and easy to install 

7621500 Anti Slip Tape, Black, 102mm x 18.3m

RS PRO BLACK SELF 
AMALGAMATING TAPE
• Quick and cost effective insulation build up  
• Can be compressed and moulded by hand  
• Conformable to irregular shapes

1469002 38mm x 10m

RS PRO BLACK/YELLOW 
REFLECTIVE TAPE
• Specially designed for application to plastic and 
rough substrates, as well as the more usual metal types 
of substrate  
• Should be applied at temperatures between 0°C and 
+25°C  
• Recommended for use on flat surfaces  
• Although flexible, this tape may not conform to 
embossed or compound curved surfaces  
• Rell length of 25m

2197881 100mm x 25m

2197897 50mm x 25m

RS PRO EPOXY ADHESIVE - METAL, 
STEEL
• Fast curing epoxy putty for permanent emergency 
repairs  
• Machinable and ready for service in 1 hour  
• Rapid curing and suitable for low temperature use  
• Dry Service Temperature (Max °C) 93°C  
• Mix ratio: 1.7:1

691173 Grey Tub, 500 g

RS PRO EPOXY ADHESIVE - 
VARIOUS MATERIALS
• Repairs pumps, valves, flanges and seals  
• Prevents abrasion and erosion of metals  
• Maximum operating temp 121°C  
• Pot life 60min  
• Mix ratio 9:1  
• Cure time with respect to +22°C

691151 Grey Tub, 500 g

RS PRO EXTRA THICK PTFE TAPE

• Extra thick PTFE tape designed for sealing threads in 
just one wrap  
• Only requires 50% overlap on the thread for BS21 
thread up to 2 inches  
• Suitable for more aggressive environments where 
acids, gases or solvents may be present  
• Easy to apply and handle  
• Robust pressure resistant

231964 White PTFE Tape 12mm x 5m x 0.2mm

RS PRO MANUAL DISPENSER 
SEALANT GUN
• Manual sealant dispenser  
• Trigger ratio - 7:1  
• Supported cartridge volumes: 305 / 310 / 380 / 400 ml  
• Supported cartridge dimensions: 260mm (length) x 
50mm (diameter)

174791 Manual Dispenser Sealant Gun for 305 ml, 310 
ml, 380 ml, 400 ml Cartridges

RS PRO NON-ADHESIVE BARRIER 
TAPE
• Made from non-adhesive polyethylene
• Strong and highly visible 
• Ideal for warning of danger and cordoning off 
potential hazards

7632049 Polyethylene Non-adhesive Barrier Tape, 75mm 
x 100m

RS PRO POLYESTER TAPE

• Rubber thermosetting adhesive  
• High temperature resistance  
• Recognised by UL  
• High electrical strength - breakdown voltage 4.5kV  
• Good resistance to solvents

4089495 Class B 130°C Polyester Tape, Yellow, 19mm 
x 66m

RS PRO SYRINGE NOZZLE

• Suitable for adhesive applications

9181408 50ml Syringe Nozzle

9181417 400ml Syringe Nozzle

RS PRO WHITE SILICONE SEALANT 
PASTE
• A one part, neutral curing silicone sealant  
• Excellent un-primed adhesion to both porous and 
non-porous construction substrates 
• 7 (23°C) days cure time  
• Operating Temperature Range: -50 +100°C

512799 White Silicone Sealant Paste, 310 ml Cartridge

TAPE 9086 50MM X 50M

• 0.10mm, thick double coated tape with tissue carrier. 
Hand tearable, conformable and easy handling. Paper 
liner. 
• Thick, double-coated film tape with acrylic adhesive
• High tack, immediate bond, quick stick, high adhesion 
and good initial adhesion to a wide variety of materials 
or surfaces.  
• Tear easily by hand and handles with ease due to its 
conformability 
•Get versatility, cost-effectiveness and multiple 
applications across many industries

5034761 3M 9086 Translucent Double Sided Paper Tape, 
50mm x 50m, 0.19mm Thick

TEMFLEX 1500 VINYL ELECTRICAL 
TAPE
• PVC insulation tape with good electrical and 
mechanical properties  
• High dielectric strength 40 kV/mm  
• Self extinguishing  
• Good resistance to abrasion, moisture, alkalis, acids, 
corrosio, varying weather conditions and ultraviolet 
exposure  
• Suitable for indoor and outdoor applications  
• For insulating, bundling and colour coding

7785376 15mm x 10m, Green/Yellow

TESA 4089 TRANSPARENT PACKING 
TAPE
• General purpose carton sealing tape  
• Manual and automatic sealing of light and medium 
weight cartons

692637 Transparent Packing Tape 66m x 50mm

3731511 Transparent Packing Tape 66m x 75mm

TESA 4323 MASKING TAPE

• Tesa 4323 is a standard masking tape for simple 
indoor painting tasks  
• Indoor applications  
• Painting work  
• Fixing masking materials  
• Sealing, packing, marking

2826674 Beige Masking Tape 19mm x 50m

2826719 Beige Masking Tape 75mm x 50m

ADHESIVES ADHESIVES
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AMBERSIL LUBRICANT COPPER 
ANTI-SEIZE TIN
•Reduces friction and wear, even when the base oil has 
already evaporated 
•High pressure and high temperature resistance 
•Ensures accurate assembly 
•Enables easy disassembly of threaded parts, gaskets 
and flanges, even after long operational periods 
•Threaded parts remain in good condition and can be 
re-used 
•Separating film ensures favourable release behaviour 
of the threaded connections 
•Excellent sealing even in corrosive atmospheres 
•Resistant to hot and cold water 
•Lead-free and nickel-free

558029 500g

CONVAC VACUUM BAG

• For use with: 535-130 Vacuum Cleaner, 685-471 
Vacuum Cleaner, 685-493 Vacuum Cleaner
• Pack of 10 bags

685487 x10 Bags

COTTAM BROS PAINT BRUSH

• Grey Bristle Head/Nickle Plated Ferrule, Wood Handle

9092893 35mm dia x 50mm brush head.610mm x 22mm 
dia Handle

COTTAM BROS PAINT HANDLE

• Medium pile for emulsion on semi-rough and smooth 
surfaces  
• Long pile for emulsion and masonry paint on rough 
surfaces  
• Padded pile for masonry paint on rough surfaces  
• For extension handle for 12in roller please order

3152283 Extension for 12” roller

DEB STOKO MULTI-PURPOSE 
CLEANER
• Caustic Alkali for effective and heavy duty degreasing 
• Rapide can be diluted for less aggressive cleaning

7118527 5 L Bottle

KARCHER VACUUM BAG

• Karcher fleece filter bags that are Class M for dust, 3 ply and tear resistant.
• For use with: BV 5/1 BP Vacuum Cleaner, BV 5/1 Vacuum Cleaner, T7/1 Vacuum Cleaner, 
T9/1 BP Vacuum Cleaner

7074935 x10 for BV 5/1 BP Vacuum Cleaner, BV 5/1 Vacuum Cleaner, T7/1 Vacuum Cleaner, T9/1 BP Vacuum Cleaner

7073614 x5 for A 2234 PT, A 2534 PT, WD 3.200, WD 3.300 M, WD 3.500 P Vacuum Cleaners

7083276 x5 for NT 45/1 Tact Vacuum Cleaner

KARCHER VACUUM CLEANER

1768880 NT 22/1 for Wet/Dry Areas, 6m Cable, 110V, 
UK Plug

8183481 NT 27/1 for Wet/Dry Areas, 7.5m Cable, 220 → 
240V, UK Plug

KIMBERLY CLARK MICROFIBRE 
CLOTHS
• Blue for Surface Cleaning Use

456478 40x40 cm, Bag of 6

RS PRO BROOM

• Available in both blue and red brush heads  
• Soft polyester bristles sweeps up light dust and debris 
with ease  
• Double locking handle system ensures extra security 
and durability when cleaning

4497981 With Nylon Bristles for Hygienically Sensitive Areas

8988248 Blue With PET Bristles for Indoor

9033478 Brown With Natural Coco Bristles for Indoor and 
Outdoor Areas

674263 Red With Bassine, Cane Bristles for Industrial, Yard

8988242 Red With PET Bristles for Indoor

RS PRO DE-IONISED WATER

• De ionised water can be used for a wide range of 
applications such as:- PCBs (printed circuit boards), 
electronic equipment, empty pumps, trigger/adjustable 
nozzle aerosols  
• Container which allows aerosol

2513687 5L for PCBs

RS PRO DUST MOP & SWEEPER

• Scissor action handle - extends to 1.6 m when fully 
open  
• Very hard-wearing  
• Fast and efficient cleaning - makes cleaning floors 
quickly  
• Cleans better than a broom  
• Sweeper brushes and floor mops are essential tools 
for workplace hygiene for sanitising floors and clearing 
dust and debris.

7056252 1600mm, Scissor Action

RS PRO DUST PAN

• Sturdy loop handle  
• 279 mm wide  
• This dustpan has fantastic application in a wide 
variety of industries as well home uses

9127693 Black, Metal

RS PRO FOAM COTTON BUD & 
SWAB
• 150mm long plastic stick with a foam bud attached, 
which is suitable for use in awkward corners and 
difficult to reach parts of computer hardware. 
• The absorbent foam material ensures thorough 
cleaning of surface

494562 150mm, Box of 25

RS PRO HANDHELD MINI VACUUM 
CLEANER
• Portable mini vacuum cleaner for small particles has 
been designed to be used with office and laboratory 
equipment. 
• Conductive utensils clipped into the lid 
• 4.6-litre capacity  
• ESD safe 
• 3m long power cord for comfortable operation 
• Hepa filtration to 0.3micron 
• Large round handle in balanced position, for 
comfortable long-distance carrying 
• Warning light indicates when filter bag is full 
• Thermal protection prevents overheating 
• 800W 240V, CE Approved 
• 3 year warranty

3878991 VAC3000C for Small Particles, 3m Cable, 220 → 
240V ac, UK Plug

RS PRO HANDLE FOR BRUSH HEAD

• Natural Wood handles  
• Various Lengths available 
• Environmentally friendly  
• Versatile and adaptable  
• Economic  
• Long work life   
• These mop and brush handles provide an excellent 
solution where you require a truly versatile and 
adaptable handle.  
• Can be used in any industrial, commercial and home 
environment

9148463 Natural Wood, 1.4m, No Brush

RS PRO HARD NAIL BRUSH

• Application: Hand/Nail cleaning  
• Dimensions: 90 x 40 x 35mm  
• Materials: Plastic stock  
• Synthetic filament  
• Double sided fill

2076560 White Nylon Nail Brush for Cleaning Hands

RS PRO LUBRICANT GRAPHITE 
POWDER
• Finely ground natural graphite, grease free and 
odourless  
• Lubricates car and cylinder locks, hinges, latches etc  
• Provides extensive protection against squeaking and 
creaking  
• Prevents locks from freezing up  
• Sealed with a leak proof sealing cap

7031086 50g Bottle

• Suction hose 1.9 m - 2.5 m 
• Metal suction tube, 2 x 0.5 m 
• Filter bag Paper 
• Wet and dry floor tool 300 mm 
• Crevice tool 
• Cartridge filter 
• Bumper bar 
• Safety class II 
• Maintenance free suction fans

ADHESIVES ADHESIVES
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RS PRO MOP BUCKET WITH 
WRINGER
• 12L of liquid  
• Detachable Wringer

2186724 12L, Red

RS PRO HYGIENE COLOUR CODED 
MOP HANDLES
• Hygiene handle, 1400 x 25 mm  
• Lightweight aluminium construction 
• A range of alloy poles from RS PRO that will fit both 
mop sockets and Kentucky holders 
• The mop holders are strong and totally rust free 
and will withstand boiling water and most cleaning 
chemicals

2186718 Blue, Aluminium, 1.4m

2371449 Yellow, Aluminium, 1.4m

2371443 Green, Aluminium, 1.4m

2187727 Red, Aluminium, 1.4m

RS PRO PAINT BRUSH

• Application: Painting/Touch Up Brush  
• Materials: Wood Varnished Handle  
• Pure White Bristle

2379190 Thin 6.4mm with Round Bristles

3152132 Thin 9.5mm with Flat Bristles

2379235 Thin 9.5mm with Round Bristles

3152148 Thin 12.7mm with Flat Bristles

2379207 Thin 16mm with Round Bristles

3152154 Thin 19mm with Flat Bristles

3152160 Thin 22mm with Flat Bristles

2379184 Extra Broad 150mm with Flat Bristles

RS PRO PAINT BUCKET

•Plastic Paint Bucket  
• 15 Litre  
• To take 12 inch roller

3152334 300mm (Long Pile) 15litre

RS PRO PAINT ROLLER

• Short pile for gloss and eggshell paints on smooth 
surfaces  
• Medium pile for emulsion on semi-rough and smooth 
surfaces  
• Long pile for emulsion and masonry paints on rough 
surfaces  
• Padded pile for masonry paints on very rough surfaces  
• Woven pile rollers for long life, to hold more paint and 
allow better paint flow

2076481 102mm (Long Pile)

3152261 12” x 1-3/4”(Medium Pile)

2076475 9” x 1-3/4” (Long Pile)

3152198 9” x 1-3/4” (Medium Pile)

2076469 1-3/4” (Long Pile)

3152328 102mm (Short Pile)

RS PRO PAINT TRAY

• Plastic paint tray  
• 229 mm wide  
• To take 9 Inch roller

2076510 229mm

RS PRO PLASTIC BIN BAG

• Yellow bags also offered in this range   
• High tensile strength 40 mu Tri-ex blend film  
• 160 and 200-gauge bags offered in this range. The 
gauge is the measurement of the thickness of standard 
low-density plastic bags

7716572 50 x Black, 160 Gauge, 80 → 90L

7716563 50 x Black, 200 Gauge

RS PRO PLASTIC BUCKET

• Highly durable   
• Fully colour coded range of buckets are available  
• Can withstand boiling water, strong chemicals and 
detergents

2371382 10L, Red with Handle

7056274 40L,Green with Handle

RS PRO RADIATOR BRUSH

• Dimensions: 320mm x 2 inch head  
• Materials: Plastic handle, pure bristle/synthetic mix 
70/30  
• Suitable for oil/water based paint

3152621 Medium 50.8mm Synthetic, Angled with Flat 
Bristles

RS PRO SILICONE GREASE

• Silicone grease is a water repellent, non-melting 
silicone grease lubricant  
• Commonly used to lubricate plastic and polythene 
water pipes, rubber washers and other fluid pipework 
during assembly  
• Working temperature range is between -50°C to 200°C  
• This item is non-toxic  
• Acting as waterproof or air tight seal

494124 100g Tube

RS PRO WIRE BRUSHES

• High quality brushes  
• RS PRO range of high quality brass and steel wire 
hand brushes with either 3 or 4 rows of bristles
• Wire brushes are essential hand tools for any trades-
man, workshop, garage or metal fabrication application 
for general cleaning and rust removal
• 37mm bristle length

822608 3 row steel wire brush, plastic handle

822658 4 row stainless steel wire brush, plastic handle

822636 4 row brass wire brush, plastic handle

822642 3 row stainless steel wire brush, plastic handle

822614 4 row steel wire brush, wooden handle

STRONG HOLD WHITE CLOTHS

• White t-shirt rags  
• Soft for polishing and wiping 
• Absorbent for good cleaning  
• High quality cleaning rag

6673118 Drying Use, 3kg Box

SWARFEGA HAND CLEANER

• Solvent free formula  
• Deep cleaning action  
• Moisturises and freshens hands

7118521 Citrus Orange - 4.5L Tub

VIKAN BOTTLE BRUSH

• Tube Brush suitable for cleaning bottles, tubes and 
gaps between lines on conveyor belts  
• Material: Polypropylene, Polyester, Stainless Steel

8847557 Green, 500mm x 20mm

VIKAN BROOM
• Polyester stock and bristle 
• Ideal for stubborn debris

3904781 Blue With PET Bristles for Dry Areas, 300 x 75mm

3905009 Red With PET Bristles for Food Industry, Wet 
Floors, 300 x 75mm

3904949 Red With PET Bristles for General Purpose, 400 
x 50mm

VIKAN DETAIL BRUSH

• Handle has a built in hanging hole for easy and safe 
storage  
• Rounded edges provide better hygiene 
• Easy to clean after use  
• Excellent hand support with a plane upper side 
• Meets FDA and EU food regulations  
• Narrowed brush head 12 mm wide  
• Ergonomic  
• Comfortable grip  
• Stiff and angled bristles  
• Autoclave and dishwasher safe  
• Various colours available

8847545 White 15mm PET Extra Hard Scrub Brush

VIKAN MOP HANDLE

• Size: 31(Dia) x 1300mm

3904696 Blue, Aluminium, 1.31m for Vikan Brush, Vikan 
Mop

3904703 Red, Aluminium, 1.31m for Vikan Brush, Vikan 
Mop

3904731 Blue, Aluminium, 1.575m for Vikan Brush, Vikan 
Squeegee

ADHESIVES ADHESIVES



FASTENERS
& FIXINGS

RS PRO is the only global 
brand that gives you every 
part you need, across all 
industries, at the quality 
and price you expect.

EVERY PART 
MATTERS

OUR RANGE,
YOUR CHOICE

To view the full RS Pro range visit 
export.rsdelivers.com



148 149View more online at export.rsdelivers.com      View more online at export.rsdelivers.com      

JUBILEE ZINC-PLATED MILD STEEL 
HOSE CLIP
• Jubilee Multiband is made from mild steel and 11 mm 
wide in a dispenser of 30 metres  
• Banding allows the user to cut the band to the desired 
length  
• Features and Benefits  
• System uses 11mm wide by 1mm thick banding 
• Simply cut to size, insert into housing and tighten  
• Can for used with Jubilee housings and screws

1870399 11mm Band Width, 30m L

HI-GRIP STEEL SLOTTED HEX 
WORM DRIVE
• Standard worm-drive hose clips to BS5315 available in 
either BZP steel or A2 grade 18//8 stainless steel  
• Clips are marked with BS kitemark and appropriate BS 
size number  
• Clips are 13mm wide, except for 12-20mm sizes which 
are 10mm wide  
• 7mm slotted hexagonal adjustment screw  
• Recommended tightening torque is dependent upon 
clip size as follows: 12-20mm=3Nm 22-45mm=6Nm 
50-220mm=6Nm

525177 9mm Band Width, 9.5mm - 12mm Inside Diameter

525183 9mm Band Width, 11mm - 16mm Inside Diameter

525199 9mm Band Width, 13mm - 20mm Inside Diameter

525212 13mm Band Width, 17mm - 25mm Inside Diameter

525228 13mm Band Width, 22mm - 30mm Inside Diameter

525262 13mm Band Width, 35mm - 50mm Inside Diameter

525284 13mm Band Width, 45mm - 60mm Inside Diameter

277856 13mm Band Width, 60mm - 80mm Inside Diameter

277862 13mm Band Width, 70mm - 90mm Inside Diameter

277878 13mm Band Width, 80mm - 100mm Inside 
Diameter

277884 13mm Band Width, 90mm - 120mm Inside 
Diameter

HI-GRIP STAINLESS STEEL SLOTTED 
HEX WORM DRIVE
• Standard worm-drive hose clips to BS5315 available in 
either BZP steel or A2 grade 18//8 stainless steel  
• Clips are marked with BS kitemark and appropriate BS 
size number  
• Clips are 13mm wide, except for 12-20mm sizes which 
are 10mm wide  
• 7mm slotted hexagonal adjustment screw  
• Recommended tightening torque is dependent upon 
clip size as follows: 12-20mm=3Nm 22-45mm=6Nm 
50-220mm=6Nm

528378 9mm Band Width, 9.5mm - 12mm Inside Diameter

528384 9mm Band Width, 11mm - 16mm Inside Diameter

528407 13mm Band Width, 14mm - 22mm Inside Diameter

528413 13mm Band Width, 17mm - 25mm Inside Diameter

528429 13mm Band Width, 22mm - 30mm Inside Diameter

530220 13mm Band Width, 35mm - 50mm Inside Diameter

530242 13mm Band Width, 45mm - 60mm Inside Diameter

277907 13mm Band Width, 55mm - 70mm Inside Diameter

277913 13mm Band Width, 60mm - 80mm Inside Diameter

277929 13mm Band Width, 70mm - 90mm Inside Diameter

277941 13mm Band Width, 90mm - 120mm Inside 
Diameter

RS PRO CRINKLE COPPER 
WASHERS
• Kit contains 1160 crinkle washers  
• Supplied in a moulded compartment storage case

289815 1160 piece

RS PRO STEEL SCREW/BOLT KIT

• To DIN912 
• High tensile steel  
• Black oxide finish  
• Kit contains a total of 450 metric cap & grub screws  
• Supplied in hinged-lid storage box

524051 M3, M4, M5, 450 piece

849423 3155 piece, M2, M2.5, M3, M4, M5, M6

RS PRO BRIGHT STEEL ROUND 
NAILS
• Plain bright steel finish  
• Supplied in 500g bags

3850000 40mm x 2.36mm; 500g Bag

RS PRO BRASS PLAIN J HOOK

• Useful choice of J hooks (cup hooks) in bags of 10

3974932 6mm

RS PRO BRASS PLAIN I HOOKS

• Shouldered right-angle or square hooks

3974960 13mm

RS PRO ZNPT STEEL 1 COIL SPRING 
WASHER
• Bright zinc plated steel spring construction
• Spring washers - single coil
• Locking and anti-vibration washer

526782 M2

526827 M4

526833 M5

526849 M6

530090 M8

530107 M10

530113 M12

276803 M16

276819 M20

RS PRO ZINC PLATED STEEL PLAIN 
WASHER
• Zinc plated steel

560316 0.3mm Thickness, M2

560338 0.5mm Thickness, M3

RS PRO STAINLESS STEEL PLAIN 
WASHER
• RS PRO washers are an essential part of any fastener 
assembly, as they serve to incorporate spacing and 
distribute load when placed between a nut and bolts.  
• These washers will help prevent wear and distortion of 
installation surfaces over time.

527347 0.3mm Thickness, M2 (Form A), A2 304

527369 0.5mm Thickness, M3 (Form A), A2 304

527381 0.8mm Thickness, M4 (Form A), A2 304

527397 1mm Thickness, M5 (Form A), A2 304

530797 1mm Thickness, M8 (Form B), A2 304

530804 1.25mm Thickness, M10 (Form B), A2 304

527404 1.6mm Thickness, M6 (Form A), A2 304

530810 1.6mm Thickness, M12 (Form B), A2 304

275715 2mm Thickness, M16 (Form B), A2 304

275721 2mm Thickness, M20 (Form B), A2 304

RS PRO ZINC PLATED STEEL 
HEXAGON FULL NUT
• Offer an easy fasten and loosen experience for the 
users  
• Accessible from a 360 degree angle because of their 
dynamic shape  
• The hexagonal shaped nut makes it easy to work with 
and is versatile - ideal for tight spots  
• Steel full hex nut, bright zinc plated (BZP)  
• Grade 8  
• Available in different finishes and materials  
• Hex nuts are the most common type of nut and are for 
general-purpose fastening applications  
• Automotive applications  
• Construction industry  
• Machinery & workshops  
• DIY enthusiasts and professionals  
• DIN 934

560293 M3

525896 M4

525903 M5

525919 M6

527612 M8

527628 M10

530078 M12

276768 M16

276774 M20

RS PRO STAINLESS STEEL HEX NUT

• Hex nuts metric  
• To DIN934  
• A2 grade 18/8 stainless steel (Type 304 S15)  
• Good resistance to corrosion  
• Value for money   
• Due to the hexagon nut having six sides it makes it 
easier to work with and is very versatile  
• Easy to tighten and loosen  
• Accessible from 360 degrees due to their shape  
• Hex nuts are the most common type of nut and are for 
general-purpose fastening applications.
• Automotive applications  
• Construction industry  
• Machinery & workshops  
• DIY enthusiasts and professionals

527230 M3, A2

527252 M4, A2

527268 M5, A2

527274 M6, A2

530769 M8, A2

530775 M10, A2

530781 M12, A2

1839045 M12, A4

275670 M16, A2

275686 M20, A2

RS PRO BRASS HEX NUT

• RS PRO brass hex nuts come in various sizes ranging 
from M2 to M12 and are ideal for use in construction and 
assembly  
• Brass is durable and resists corrosion without rusting, 
therefore, these fasteners will last a long time. 
• The water-resistant and anti-corrosive features make 
them ideal for use around the sea and underwater or 
outside. 
• These nuts are the most common hexagonal fastener 
that has internal threads that screw on to the shank of a 
bolt or a hex cap screw 
• Metric hex nuts  
• To DIN934  
• Ideal for exterior use  
• Easy to tighten and loosen  
• Accessible from 360 degrees due to their shape  
• Manufactured from high-quality solid brass  
• These RS PRO hex nut fasteners come in various thread 
sizes

4832542 M8

4832558 M10

4832564 M12
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RS PRO BRIGHT ZINC PLATED 
STEEL PLAIN WASHER
• Zinc plated

525925 0.8mm Thickness, M4

525931 1mm Thickness, M5

527634 1.6mm Thickness, M8

525947 1.6mm Thickness, M6

527640 2mm Thickness, M10

530084 2.5mm Thickness, M12

276926 3mm Thickness, M16

276932 3mm Thickness, M20

RS PRO BRIGHT ZINC PLATED STEEL 
INTERNAL TOOTH SHAKEPROOF 
WASHER
• Shakeproof Washers  
• External Bright zinc plated for corrosion-resistance  
• Ideal for dynamic loads and vibration environments

526574 M3

RS PRO BRIGHT ZINC PLATED STEEL 
EXTERNAL TOOTH LOCK WASHER
• Shakeproof Washers - External  
• Bright zinc plated for corrosion-resistance  
• Ideal for dynamic loads and vibration environments

276881 M6

RS PRO STAINLESS STEEL SPRING 
WASHER
• Durable and high-quality spring washers  
• A2 stainless steel construction, type 304  
• Single coil  
• Square version

825231 A2, M3

530826 A2, M4

530832 A2, M5

530848 A2, M6

530854 A2, M8

530860 A2, M10

530876 A2, M12

275737 A2, M16

275743 A2, M20

RS PRO BRIGHT ZINC PLATED 
STEEL WINGNUT
• Dependable wing nuts  
• Bright zinc plated  
• Ideal for finger tightening

521888 36mm, M8

521872 30mm, M6

RS PRO STAINLESS STEEL EXTERNAL 
CIRCLIP
• Stainless Steel circlips conform to DIN 471 Standard 
(BSC SF 14) & also meet BS3673  
• Available in packs of individual sizes of External and  
‘E’ types  
• Suitable  RS circlip pliers available

2096621 10mm Shaft Diameter, 9.6mm Groove Diameter

RS PRO EXTERNAL, INTERNAL STEEL 
CIRCLIP KIT
• Black Phosphated Steel clips conform to the 
requirements of BS3673  
• Available in packs of individual sizes of External and  
‘E’ types

523165 890 piece E Type

RS PRO EXTERNAL, INTERNAL STEEL 
CIRCLIP KIT
• Available in packs of individual sizes of External and 
‘E’ types
• Made of black phosphated steel and conforms to the 
requirements of BS3673
• It comes in a pack of 450
• For 13 to 20 mm and 14 to 25 mm dia. shaft
• Fits 9.95 to 14.95 mm, 13.4 to 23.9 mm and 14.6 to 26.2 
mm dia. groove

523171 450 piece E Type, for 13 → 20 mm, 14 → 25 mm 
Shaft Diameters

RS PRO GALVANISED STEEL SPRING 
PIN
• Corrosion resistant zinc plated carbon steel 
• Suitable for use as locating dowels or retaining pins 
• Positive locking action in holes drilled to normal 
production tolerances 
• Supplied in packs of four different lengths 
• Each pack contains an equal quantity of each length 
• DIN Standard 1481 (ISO 8752 + only length tolerances) 
• Designed for plain drilled holes

374020 3mm Diameter

RS PRO PLAIN IMPERIAL DOWEL 
PIN KIT
• Supplied in a polypropylene storage box  
• Ideal for service and maintenance departments

279521 350 piece

RS PRO PLAIN METRIC TAPERED 
DOWEL PIN KIT
• Supplied in a polypropylene storage box 
• Ideal for service and maintenance departments

279509 345 piece

RS PRO PLAIN METRIC DOWEL PIN 
KIT
• Supplied in a polypropylene storage box  
• Ideal for service and maintenance departments

279515 315 piece

RS PRO BRIGHT ZINC PLATED 
STEEL SPLIT PIN
• These cotter pins are made from mild steel which is 
bright zinc plated

270120 1-1/4in, 5/64in Diameter

CK PLAIN RIVET SET

• This economic set contains pliers, length 260 mm with 
PVC handles, and a set of aluminium rivets, 3.2 and 4 
mm  
• Rivets can also be ordered separately.

1202184 3.2 → 4mm Diameter

POP PLAIN CARBON STEEL BLIND 
RIVET
• Standard open type domed head rivet, for general 
purpose use  
• Aluminium alloy (3.5% magnesium) body, carbon steel 
mandrel  
• Standard open type domed head steel rivet  
• Increased strength and temperature resistance  
• Carbon steel body and mandrel  
• Mandrel head retention  
• Excellent hole fill capabilities  
• Large blind side bearing area  
• High shear and tensile values to standard steel 
products  
• Carbon steel body and mandrel

3513357 9.3mm, 4.8mm diameter, 3.2 →  4.8 mm Thickness

POP PLAIN ALUMINIUM ALLOY 
BLIND RIVET
• Standard open type domed head rivet, for general 
purpose use  
• Aluminium alloy (3.5% magnesium) body, carbon steel 
mandrel  
• Standard open type domed head steel rivet  
• Increased strength and temperature resistance  
• Carbon steel body and mandrel  
• Mandrel head retention  
• Excellent hole fill capabilities  
• Large blind side bearing area  
• High shear and tensile values to standard steel 
products  
• Carbon steel body and mandrel

3513212 8mm, 3.2mm diameter, 3.2 → 4.8 mm Thickness

POP PLAIN CARBON STEEL BLIND 
RIVET
• Standard open type domed head rivet, for general 
purpose use  
• Aluminium alloy (3.5% magnesium) body, carbon steel 
mandrel  
• Standard open type domed head steel rivet  
• Increased strength and temperature resistance  
• Carbon steel body and mandrel  
• Mandrel head retention  
• Excellent hole fill capabilities • Large blind side bearing 
area  
• High shear and tensile values to standard steel 
products  
• Carbon steel body and mandrel

3513341 8.5mm, 4mm diameter, 3.2 → 4.8 mm Thickness

POP PLAIN STAINLESS STEEL BLIND 
RIVET
• Standard open type domed head rivet, for general 
purpose use  
• Aluminium alloy (3.5% magnesium) body, carbon steel 
mandrel  
• Standard open type domed head steel rivet  
• Increased strength and temperature resistance  
• Carbon steel body and mandrel  
• Mandrel head retention  
• Excellent hole fill capabilities  
• Large blind side bearing area  
• High shear and tensile values to standard steel 
products  
• Carbon steel body and mandrel

3513385 6.4mm, 3.2mm diameter, 1.6 → 3.2 mm Thickness

3513414 7.6mm, 4.8mm diameter, 1.6 → 3.2 mm Thickness
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RS PRO PLAIN RIVET SET

• Designed for quick, manual fixing of thin-sheet  
• Suitable for 3,4 & 5mm rivets  
• Spring-return handles with PVC grips

544358 200 piece

POP PLAIN ALUMINIUM ALLOY BLIND RIVET

• Standard open type domed head rivet, for general purpose use  
• Aluminium alloy (3.5% magnesium) body, carbon steel mandrel  
• Standard open type domed head steel rivet  
• Increased strength and temperature resistance  
• Carbon steel body and mandrel  
• Mandrel head retention  
• Excellent hole fill capabilities  
• Large blind side bearing area  
• High shear and tensile values to standard steel products  
• Carbon steel body and mandrel

3513234 10.5mm, 4mm diameter, 4.8 → 6.4 mm Thickness

3513256 11mm, 4.8mm diameter, 4.8 → 6.4 mm Thickness

3513616 14mm, 4mm diameter, 7.9 → 9.5 mm Thickness

POP PLAIN STAINLESS STEEL BLIND 
RIVET
• Standard open type domed head rivet, for general 
purpose use  
• Aluminium alloy (3.5% magnesium) body, carbon steel 
mandrel  
• Standard open type domed head steel rivet  
• Increased strength and temperature resistance  
• Carbon steel body and mandrel  
• Mandrel head retention  
• Excellent hole fill capabilities  
• Large blind side bearing area  
• High shear and tensile values to standard steel 
products  
• Carbon steel body and mandrel

3513408 10.2mm, 4mm diameter, 3.2 → 6.4 mm Thickness

RS PRO STAINLESS STEEL HEX BOLT

• A2 Type 304 Stainless Steel  
• Good corrosion resistance  
• Recyclable  
• Non-magnetic

9176229 M6 x 30mm, A2

9176222 M6 x 35mm, A2

9176226 M6 x 40mm, A2

9176235 M6 x 45mm, A2

RS PRO PAN HEAD

• Finish : Nickel Plated Material : Brass  
• Head Shape : Pan  
• Drive Type : Slot

4828650 M4, 12mm Brass Slot Nickel Plated

560580 M3, 6mm Steel Pozidriv Bright Zinc Plated

RS PRO HEX SOCKET ZINC PLATED STEEL

• Various thread sizes available, including M3, M4, M5, M6, M8, M10 and M12  
• Manufactured from Bright Zinc Plated Steel (BZP)  
• Used in applications where a wider head and lower profile is required  
• Also used in many internal joinery applications  
• Have the marking on the head  
• More resilient than 8.8 grade  
• Nominal strength of 1040 N/mm  
• Yield strength of 940 N/mm  
• Although uses may vary, as standard, these screws are fasteners for 
industrial equipment or machines which requires parts to be fixed onto a 
surface or together. 
• The socket will need to be the same metric thread as the screw itself

4915158 M6 x 30mm, Countersunk Screw Bright

4838348 M6 x 30mm, Cap Screw Bright

4915300 M6 x 30mm, Button Screw Bright

RS PRO POZIDRIV COUNTERSUNK 
STEEL WOOD SCREW
• Similar insertion speeds to twin-threaded woodscrews 
• May be used in end grain section  
• No pilot hole required in the majority of timber  
• Bright zinc plated and yellow passivated hardened 
steel

2631808 Yellow, 3mm Thread, 12mm Length, Passivated

529135 No. 8 Thread, 2in Length,  Bright

RS PRO PLAIN STAINLESS STEEL HEX 
BOLT
• A2 Type 304 Stainless Steel  
• Good corrosion resistance  
• Recyclable  
• Non-magnetic

7976288 M8 x 30mm, A2

5080900 M8 x 35mm, A2

5080916 M8 x 40mm, A2

5080922 M8 x 50mm, A2

5080944 M8 x 60mm, A2

5080972 M8 x 90mm, A2

7976282 M10 x 35mm, A2

5080994 M10 x 40mm, A2

5081010 M10 x 50mm, A2

5081026 M10 x 60mm, A2

7976298 M10 x 75mm, A2

5081054 M10 x 80mm, A2

5081060 M10 x 90mm, A2

7976308 M12 x 45mm, A2

5081098 M12 x 50mm, A2

5081105 M12 x 60mm, A2

5081127 M12 x 70mm, A2

5081133 M12 x 80mm, A2

5081149 M12 x 90mm, A2

5081155 M12 x 100mm, A2

5081177 M16 x 50mm, A2

5081183 M16 x 60mm, A2

7976301 M16 x 65mm, A2

5081206 M16 x 70mm, A2

5081212 M16 x 75mm, A2

5081256 M16 x 100mm, A2

5081284 M20 x 80mm, A2

5081307 M20 x 100mm, A2

RS PRO PLAIN BRASS HEX BOLT

• To DIN931/933  
• Self-colour plain brass finish

4832429 M8 x 25mm

RS PRO BRIGHT ZINC PLATED 
STEEL ROUND U-BOLT
• Galvanised steel round U-Bolt  
• The round bend-form makes them ideal for a variety of 
pipework applications

829946 M10 43mm

829952 M10 49mm

829968 M10 61mm

829974 M12 78mm

829980 M12 90mm

829996 M12 116mm

HOLO-KROME HEX SOCKET CAP 
SCREW
• Thermos forged meaning 15 to 18% increased 
resistance to fatigue failure  
• High tensile alloy steel means that they have better 
mechanical properties than carbon steel 
• These Holo-Krome metric socket cap screws are 
stronger than conventional screws of the same size as 
they are Thermo Forged®, meaning that you use fewer 
to complete the job 
• Dimensional Control 
• Precision Threads

3764791 M6 x 40mm, Black, Self-Colour Steel

RS PRO CLEAR PASSIVATED ZINC 
STEEL HEX BOLT
• Good corrosion resistance  
• Recyclable  
• Non-magnetic  
• Construction  
• Machine repairs  
• Outdoor

279537 M6 x 30mm

279543 M6 x 35mm

279559 M6 x 40mm

279565 M6 x 50mm

279571 M6 x 60mm

279587 M8 x 35mm

279593 M8 x 40mm

279616 M8 x 50mm

279622 M8 x 60mm

279650 M8 x 80mm

279672 M8 x 100mm

279688 M10 x 40mm

279694 M10 x 45mm

279701 M10 x 50mm

279717 M10 x 60mm

279723 M10 x 70mm

279739 M10 x 80mm

279767 M12 x 40mm

279773 M12 x 45mm

279789 M12 x 50mm

279795 M12 x 60mm

279802 M12 x 65mm

279818 M12 x 70mm

279846 M12 x 90mm

279852 M12 x 100mm

279868 M16 x 50mm

279874 M16 x 55mm

279880 M16 x 60mm

279896 M16 x 65mm

279903 M16 x 70mm

279919 M16 x 75mm

279925 M16 x 80mm

279931 M16 x 90mm

279947 M16 x 100mm

279953 M16 x 120mm

279969 M20 x 60mm

279975 M20 x 65mm

279981 M20 x 70mm

277569 M20 x 100mm
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RS PRO BRIGHT ZINC PLATED 
STEEL HEX BOLT
• Good corrosion resistance  
• Recyclable  
• Non-magnetic  
• Construction  
• Machine repairs  
• Outdoor

9173084 M5 x 25mm

9173087 M5 x 30mm

9173090 M5 x 40mm

9173093 M5 x 45mm

9173107 M6 x 25mm

9173104 M6 x 55mm

9173116 M6 x 70mm

9173110 M6 x 75mm

9173138 M8 x 30mm

9173144 M8 x 110mm

9173163 M10 x 35mm

9173166 M10 x 55mm

9173160 M10 x 65mm

9173179 M10 x 75mm

9173191 M10 x 160mm

9173208 M12 x 55mm

9173205 M12 x 120mm

9173220 M12 x 160mm

9173249 M14 x 50mm

9173258 M14 x 55mm

9173255 M14 x 65mm

9173264 M14 x 70mm

9173270 M14 x 100mm

9173289 M16 x 45mm

9173295 M16 x 140mm

9173309 M16 x 160mm

9173302 M16 x 170mm

9173312 M20 x 75mm

9173321 M20 x 110mm

RS PRO BRIGHT ZINC PLATED 
STEEL COACH BOLT
• Bolt to DIN 603  
• Nut to DIN 555

5121130 M10 x 100mm

RS PRO STEEL HEXAGON BLACK GRUB SCREW

• RS PRO range of hexagon grub screws features excellent 
capabilities within machine repair and fixing applications
• They are generally used in tight areas where you do not want 
the head sticking out, or a little bit countersunk from the top of the 
material so nothing can hit it and interfere with the operation of the 
application
• Various thread sizes available, including M2, M2.5, M3, M4, M5, 
M6, M8 and M10 
• Manufactured from steel 
• Colour: Black 
• Although uses may vary, as standard, these screws are fasteners 
for industrial equipment or machines which requires parts to be 
fixed onto a surface or together

529949 Black, M4 x 6mm Grub Screw

RECOIL THREAD REPAIR INSERT

• Lightweight yet robust design gives superior holding 
power  
• Quick and simple installation process  
• Length is 1.5D

528665 M8 x 1.25, Drill Size 8.3mm

RS PRO ZINC PLATED STEEL 
THREADED BAR
• Zinc plated steel studding  
• Grade 4.6 mild steel

530292 M3, 1m

530309 M4, 1m

530315 M5, 1m

530321 M6, 1m

530337 M8, 1m

530343 M10, 1m

530359 M12, 1m

276500 M16, 1m

276516 M20, 1m

RS PRO RS PRO PLAIN STEEL 
STUDDING
• Unequal Thread Lengths  
• Finish: Plain

7696302 M12, 50mm, DIN938

FASTENERS & FIXINGS

 HAND     
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FACOM 449B SERIES CRIMPING 
PLIERS
• Crimping pre-insulated terminals: 1.5-2.5-6 mm2 
• Crimping bare terminals: 1.5-2.5-6 mm2 
• Stripping: 0.75 to 6 mm2 
• Built-in wire-cutting function 
• Weight: 260 g 
• Maintenance & repair 
• Electrical Installations 
• Cable assemblies

8764878 For Insulated Terminals

HELLERMANNTYTON CABLE TIE 
GUN
• Tensions and cuts cable with ease 
• Simple blade replacement 
• Cut with no protrusions to damage neighboring 
components 
• Ergonomic design with secure and comfortable grip 
handle 
• Extended slim nose for use in narrow spaces 
• Easy to use trigger 
• Easily adjust tension settings 
• Plastic lightweight fibreglass reinforced housing 
• Standard grip span (90 mm) and short grip span (80 
mm) available

7898071 4.8mm Capacity

1704179 8mm Capacity

KLAUKE PLIER CRIMPING TOOL 
FOR BUTTSPLICE
• Designed to work with a wide range of terminals and 
cables in a cross-section from 0.75mm2 to 16mm2 
• A ratchet mechanism that guarantees a high-quality, 
consistent results 
• Ergonomically designed handles 
• Compact size: only 325 mm of length 
• Weight: 600g

3983043 K2,325mm L

KLAUKE PLIER CRIMPING TOOL 
FOR CRIMP CONTACT
• Designed to work with a wide range of terminals and 
cables in a wide range of cross-sections 
• A ratchet mechanism that guarantees a high-quality, 
consistent results 
• Ergonomically designed handles 
• Cross-section assignments marked on dies

3982270 K05

KLAUKE PLIER CRIMPING TOOL 
FOR TUBULAR RING TERMINAL
• Designed to work with a wide range of terminals and 
cables in a wide range of cross-sections 
• A ratchet mechanism that guarantees a high-quality, 
consistent results 
• Ergonomically designed handles 
• Cross-section assignments marked on dies

3982309 K09

LEGRAND CABLE TIE GUN

• Colson ties are designed to hold, fix and identify 
strands, tubes and cables in internal or external 
installations. 
• Excellent resistance to ultraviolet light. 
• Tightening pliers and accessories are also available.

2951310 6 → 9mm Capacity

RS PRO HYDRAULIC CRIMPING 
TOOL FOR TUBULAR CABLE LUG
• RS Pro Hydraulic Crimp Tool 
• Plastic Case
• Spring-loaded handles
• 180° rotational head
• Supplied with Die Sets

6241285 25-185sq.mm

RS PRO INSULATED ELECTRICIAN’S 
KNIFE
• The RS PRO 1000V approved cable knife, ideal for use 
on or around energised systems 
• Sickle shaped strong and durable stainless-steel blade 
for long lasting blade life and can easily and efficiently 
cut the cable sheath without the risk of damaging the 
cable 
• Insulated moulded handle for optimum user 
ergonomics and comfort 
• A blade guard is incorporated into the design of the 
handle to avoid slipping and causing injury to the user 
• The handle features a lanyard hole for use when 
working at heights to ensure everyone’s safety

8296518 220 mm, VDE/1000V Approved, Cable Knife

RS PRO PLIER CRIMPING TOOL 
FOR BOOTLACE FERRULE
• Supports a wire size of 0.5 to 16 mm2 
• Suitable for crimping bootlace ferrules 
• Ensures integrity the connector termination 
• The indents are clearly marked with the different wire 
size ranges 
• Maintenance & repair 
• Electrical Installations 
• Computer Interfacing 
• Cable assemblies

779554 0.5-10sq.mm

RS PRO PLIER CRIMPING TOOL 
FOR INSULATED TERMINAL
• Crimp capacity: 1.75 to 6 mm 
• Wire stripping capacity: 0.75 to 6 mm 
• Compatible with the RS range of red, yellow, and blue 
terminals 
• Bolt cutter: M2.6 to M5 
• Insulated - comfortable hand grip 
• Provides two-hand grip in the final phase of crimping, 
increasing comfort and productivity

534812 4 in 1

RS PRO PLIER CRIMPING TOOL 
FOR QM MULTIPOLE
• Made from glass fibre reinforced plastic  
• Conforms to DIN 43651 standards  
• Supports a wire size of 16 to 24 AWG  
• High quality hardened steel jaws 
• Blacked pressed steel handles 
• PVC handle sleeves 
• Maintenance & repair 
• Electrical Installations 
• Computer Interfacing 
• Cable assemblies

468686 DIN 43651, 850 mm, 16 to 24 AWG

RS PRO SMT PLCC EXTRACTION 
TOOL
• A spring assisted chip carrier extraction tool 
• Specially designed for the safe removal of PLCC’s from 
sockets without damage to component parts 
• Steel tongs inserted at the socket corners lift carriers 
with a simple squeeze on the tool grips

4803005 100Lx50Wmm

TE CONNECTIVITY BANTAM  
ROTA-CRIMP CRIMPING TOOL
•Bantam ROTA-CRIMP commercial grade hand 
operated crimp tools for crimping SOLISTRAND and 
CABLEMARKER crimp terminals with a wide wire size 
range of 8 AWG to 1/0 AWG to stranded copper wire. 
• These Bantam ROTA-CRIMP commercial hand tools 
feature rotating crimp dies that are rotated into 
position.

373459 SOLISTRAND Crimp Terminals and Splices

WEIDMULLER PLIER CRIMPING 
TOOL
• Manual Tool designed for use with wires and cable 
ferrules over the complete cross-section range of 0.25 
to 6.0 mm2 
• Precise Ratchet mechanism guarantees perfect 
crimping every time 
• Release option in the event of incorrect operation 
• Compact size: only 200mm long 
• Weight: 423g

4258821 PZ6/5 for Bootlace Ferrule, 0.25-6sq.mm wire

BERNSTEIN BENCH VICE

• BERNSTEIN clamping vices SPANNFIX constructed on 
ball-and-socket joints are rotatable easily in all
directions and capable of being set securely with 
maximum working capacity by simple operation.
• A set screw below the ball socket allows an individual 
adjusting of the ball power
• Long life is guaranteed by highest black powder-
coated aluminium casting and surface-refined 
steel-parts 
• With a surface resistance between 107
 and 108 Ω the ESD types ensure a safe dissipation of 
static charges

6388227 38mm 50mm x 70mm, 0.56kg, Screw-on

BESSEY C CLAMP

• Clamping force up to 18000 N 
• Drop forged, stable 
• Copper plated spindle prevents the adhesion of weld 
spatter

1253776 204mm x 125mm

CAMLOK DRUM CLAMP

• Designed to lift and transport steel drums  
• If moving empty or sealed drums then one clamp is 
sufficient on its own  
• If lifting an open full drum, then 2 clamps should be 
used with a 2 leg chain sling  
• This clamp is extremely light weight and very quick 
and easy to use

7938804 21mm x 30mm, 500kg

CAMLOK PLATE CLAMP

• Options form 500 to 2000 kg 
• Service friendly 
• A pair can be used on longer loads 
• Options with a spring loading jaw or locking lever 
• Safety lock even prevents opening with no load

7938775 112mm x 112mm, 4000kg, Horizontal

7938763 96mm x 96mm, 200-2000kg, Vertical

7938769 70mm x 70mm, 100-1500kg, Vertical

7938766 47mm x 47mm, 50-500kg, Vertical

HAND TOOLS HAND TOOLS
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FACOM CLAMP TOOL HOLDER

• Can fit any cylindrical tool from 0.5 mm to 3.5 mm 
• 110 mm in length 
• 35 g

7947802 0.5 → 3.5mm, 0.03kg

FACOM G CLAMP TABLE VICE

• This vice from the Micro-Tech range provides the user 
with precise adjustment in the workpiece area, for 
enhanced comfort and precision while working 
• A locking lever immediately and securely locks the ball 
in the desired position 
• The mounting clip allows the vice to be quickly and 
securely mounted on a table edge up to 80 mm thick

1620582 38mm 50mm x 70mm, 1.4kg

IRWIN G CLAMPS

• High quality steel lead screws 
• Finished in blue enamel 
• Suitable for both wood and metalworking applications 
• Pads create friction and reduce marking on workpiece 
• Adjustable steel swivel shoe‚ great for clamping uneven 
surfaces

542447 50mm x 25mm

542431 75mm x 50mm

IRWIN HINGED PIPE VICE

• S.G. Ductile Iron construction guarantees high-impact 
resistance, increased strength and long life operation 
• Main screw manufactured from high-quality steel that 
guarantees firm and secure pipe holding 
• Finished in enamel blue colour

1457905 60mm

IRWIN PROFESSIONAL HEAVY-DUTY 
MECHANICS VICES
Introducing the heavy-duty, professional Bench Vice from IRWIN Record
• This vice features robust and rigid design and has been manufactured from a 
combination of grained grey iron and high-quality, hardened steel 
• The IRWIN Mechanics Vice also features a fused steel handle that will bend 
before the vice can be overstressed and a two-start rolled acme thread that can 
fully open the jaws in the minimum of winding 
• It’s an ideal tool for every workshop or garage

8793034 75mm 114mm x 140mm, 19kg

542217 70mm 100mm x 120mm, 15kg

8793022 83mm 127mm x 165mm, 24kg

IRWIN MEDIUM DUTY WORKSHOP VICES

• The body and sliding jaw are cast from close-grained grey iron which is machined 
on all friction surfaces for a smooth, reliable action 
• Main screw made from hardened, high-quality steel 
• Anvil included on the rear of the body 
• Swivel base allows for 360-degree rotation 
• Safety Stop system prevents the slide from being separated from the body 
• Hardened steel jaws extend the life of the jaws and are replaceable 
• Unbreakable S.G. Iron Nut can be replaced when worn 
• Fused Steel Handle will bend before the vice can be overstressed 
• Twin-Start rolled acme cold rolled thread for faster and smoother operation

8793047 50mm 100mm x 80mm, 3.9kg

8793044 60mm 102mm x 102mm, 7.6kg

8793038 70mm 125mm x 125mm, 14.9kg

RECORD FIBRE GRIPS FOR IRWIN 
ENGINEERS VICES
• Designed for holding & protecting copper, aluminium, 
brass and similar soft metals without marking or 
scratching 
• Precision CNC machined 
• Special fibre is more durable than lead or copper 
• Supplied in pairs

602303 Record Replacement Jaws

RS PRO BENCH VICE

• This high-quality drop-forged bench vice is ideal for 
general purpose applications.  
• With parallel jaws for precision clamping, the vice 
is designed to be bolted to a bench for the secure 
clamping and holding of workpieces and materials.  
• The fixed base and strong gripping jaws allow for 
complete confidence in professional applications.

7719284 75mm 125mm x 160mm, 9.3kg

554409 75mm 152.39mm x 100mm, 14kg

7719297 100mm 150mm x 190mm, 17kg

554425 101.6mm x 100mm, 5.8kg

554415 101.6mm x 100mm, 6.5kg

RS PRO C CLAMP

• Forged steel construction 
• Strong clamping spindle for firm grip

8296155 100mm x 60mm

8296151 50mm x 39mm

7719357 150mm x 95mm

7719350 200mm x 78mm

RS PRO DRILL PRESS VICE

• RS Pro 4.5 kg drill press vice is a robust machine vice 
with a large workload capacity.
• Perfect for the most difficult drilling operations. 
• It measures 32.5 x 100 x 100 mm.
• Hardened alloy steel jaw
• Perfect for the most difficult drilling operations
• Cast iron frame and movable parts

8296133 32.5mm 80mm x 80mm, 4.5kg

RS PRO FINE MECHANIC VICE

• Ideal for precision clamping 
• Secures onto a bench to enable precision working 
• Can be used for mechanical and electrical items 
• 50 and 75 mm jaw capacities 
• 360° swivel base to give an optimal working angle 
• High grade hardened and tempered jaws 
• Die forged rear jaws with a small anvil 
• Capable for use with power work

8296149 34mm 50mm x 35mm, 1kg

RS PRO G CLAMP

• Very strong g clamp due to cast iron frame 
• Forged steel spindle 
• Firm grip is ensured due to the strong clamp spindle 
• Wide surface area on the clamp 
• Long spindle bar for speedy tightening and securing 
• Different sized G clamps are available dependent 
upon your requirements

7719348 300mm x 96mm

STANLEY BENCH VICE

• Cast iron construction for strength and durability 
• Roll-formed screw threads ensure smooth operation 
and durability 
• Base bolts directly to work bench for stability 
• Base swivels and locks for versatility 
• Chrome-plated to resist corrosion

512112 65mm x 115mm

511917 95mm x 125mm, 18kg

STANLEY MAXSTEEL G CLAMPS

• High-visibility, corrosion-resistant finish
• Advanced frame design resists flexing and bending
• Heavy-duty, malleable iron and steel construction
• Roll-formed screw threads ensure smooth operation 
and durability
• Oversized “T” handle for extra torque

511941 100mm x 75mm

511945 150mm x 89mm

511951 200mm x 100mm

BAHCO BALL-PEIN HAMMER

• Two-component fiberglass handle 
• High strength and hardness 
• Excellent corrosion resistance 
• Magnetic 
• Material: AISI 420 Stainless Steel

1876936 1.4kg

HAND TOOLS HAND TOOLS
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BAHCO CROW BAR

• Tapered rolling head 
• Phosphated finish 
• Polished head 
• Hardened alloy steel construction

7179305 304 mm Length

1248335 460 mm Length

7179302 508 mm Length

7179291 609 mm Length

BAHCO SLEDGEHAMMER

• Sledge hammer with convex (domed) striking face 
• Special heat treated impact head

7179248 2.7kg

7179241 3.6kg

7179245 4.5kg

7179254 5.4kg

FACOM NYLON MALLET

• The mallet face is made from premium quality nylon 
for added durability and long-lasting use 
• Replaceable nylon face, making it a more 
cost-effective solution to purchasing a new mallet 
• The mallet head is made from steel which adds 
additional strength and stability to the design and also 
contains steel micro balls which eliminate the rebound 
effect and reduces bounce back when in use for more 
accurate striking 
• Ergonomic and lightweight fibreglass handle provides 
a non-slip comfortable grip reducing hand fatigue 
• Designed for low power, precise impact adjustment 
applications 
• Crimped rotating cable design that provides user 
flexibility across all areas of working

9103307 1.7kg With Replaceable Face

FACOM SLS HEIGHT SAFE CHISEL

• Tool fitted with a FACOM SLS attachment solution, 
preventing any risk of accidental falls 
• The turning crimped cable solution, chosen and tested 
by FACOM, preserves the ergonomics of use of the tool 
• Engineers chisels

1468719 25 mm

FACOM STEEL BALL-PEIN HAMMER

• Hammer heads are made of carbon steel  
• This forged alloy guarantees excellent metal fibre, 
which enhances overall tool performance  
• Metal hardness is exceedingly high on the hammer 
area (52 → 58 HRc) 
• With user safety in mind, the bevelled edge limits any 
potential risks of splintering 
• Shaped Hickory handle and metal fitting

255730 1kg

GEAR WRENCH CROW BAR

•Indexable to 180° for greater leverage 
• Puts the pry bar where you need it for best leverage 
• Exceeds ANSI requirements for proven strength 
• Can be adjusted by hand - no tools required
• 14 locking positions for unmatched access
• Push button to extend pry bar
• Grooved profile adds traction

6673402 8” Length

9139384 17” Length

GEAR WRENCH MALLET

• Fitted with two removable faces with polished finish 
• One side hard is a hammer for harsher hammering 
applications 
• The opposite side is a shock absorbent head for use 
with more delicate work 
• Moulded rubber handle

7687089 340.0g With Replaceable Face

GEDORE BALL-PEIN HAMMER

• Forged hammer head 
• Tapered collar, fixing plate and wood screw bond the 
head to the handle for maximum strength and long tool 
life  
• DIN 1041

8478192 Engineers, 190g

RS PRO CARBON STEEL CLAW 
HAMMER
• Claw hammer with forged, heat treated and polished 
head 
• The plated tubular steel shaft has a moulded vinyl grip

4499836 567g, 343 mm

RS PRO CHROME VANADIUM STEEL 
COLD CHISEL
• Complete with hand guard 
• Designed to prevent chipping

6685764 5 x 150mm

6685751 13 x 150mm

RS PRO CHROME VANADIUM STEEL 
MASONRY CHISEL
• Silver-coloured chisel blades 
• Octagonal grip shank, painted gold

4730727 23 mm

4676544 25 mm

RS PRO COPPER RAWHIDE MALLET

• Round copper and hide faces on each end of the 
hammer 
• Ashwood handle 
• Small striking area

539097 1.1kg

RS PRO CROW BAR

• A tool for the levering and prying of objects during 
removal or moving 
• Manufactured from high-quality carbon steel, this 
crowbar is strong and durable 
• Claw and chisel ends 
• Length 600 mm

4444101 600 mm Length

RS PRO HARDWOOD MALLET

• With laminated hardwood head and self locking 
tapered handle, these tough cylindrical mallets have 
excellent impact resistance and long life

2221619 750.0g

RS PRO MEDIUM CARBON STEEL 
SLEDGEHAMMER
• 7 lb (3.17kg) general-purpose sledgehammer 
• Fibreglass shaft 
• Thermoplastic rubber grip 
• Medium carbon steel Head

251463 3.2kg, Fibreglass Handle

RS PRO NYLON MALLET WITH 
REPLACEABLE FACE
• All sizes have cellulosed ash handles 
• Supplied fitted with two screw-on Nylon faces 
• Serrations in the chrome- plated zinc head prevent the 
faces from loosening in use

3814701 250.0g

547852 450.0g

732577 700.0g

600795 900.0g

RS PRO NYLON REPLACEMENT MAL-
LET FACE
• All sizes have cellulosed ash handles 
• Supplied fitted with two screw-on Nylon faces 
• Serrations in the chrome- plated zinc head prevent the 
faces from loosening in use

3814830 0.5lb

547868 1lb

732599 1.5lb

600802 2lb

RS PRO POLYETHYLENE MALLET

• Thorex super-plastic mallets 
• With ultra-high molecular weight polyethylene heads, 
fitted with ash handles 
• The head, which will not fracture or delaminate, is 
safely held by both a wooden and brass spark resistant 
wedge 
• It has very high impact strength combined with 
durability and high abrasive resistance 
• Will not discolour or leave marks on work surfaces

539110 320.0g

2221530 480.0g
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RS PRO SOLID COPPER MALLET

• Positive blow without risk of damage 
• Ash wood handle 
• Made from solid copper 
• Available with various size heads

3814745 500.0g

3814767 1.1kg

3814773 2.1kg

RS PRO STEEL CLAW HAMMER

• Heat treated 16oz medium carbon steel claw head, 
offering excellent durability and strength 
• Carbon steel tubular handle with black PVE moulded 
casing, providing excellent grip and comfort 
• Durable  hammer built to a professional standard 
• Suitable for a variety of tasks 
• The flat side is ideal for providing powerful blows to 
objects and materials, whereas the curved claw side is 
perfect for removing nails from objects 

4499858 453.6g

537007 567g

STANLEY FATMAX DYNAGRIP STRIKE 
CAP CHISELS
• Ergonomic soft grip CAB handle for comfort and 
control 
• Forged high Chrome-Carbon steel blades for edge 
retention 
• Full-length blade guard for added safety 
• Lacquered blade for corrosion protection 
• Longer handle design for shock/shatter resistance in 
use 
• Pre-sharpened blade ready for immediate use 
• Specifically made for intensive use 
• Steel strike cap can be used with a steel hammer for 
increased striking efficiency

317276 18 mm HCS Wood Chisel

STANLEY FATMAX SIDE STRIKE CHISEL

• Sharpened side edge for chopping out, cutting, shaving and shaping 
• Hardened steel strike cap for durability and use with steel hammers 
• Tempered, professional grade Carbon-Chrome steel blade for a 
durable cutting edge and maximised edge retention 
• The most popular blade width of 25mm (1”) 
• Steel core for a long life operation 
• The bi-material handle is comfortable to use and has been designed 
to reduce vibration 
• Hardened strike cap for surfaces for superior durability

7904817 25 mm Carbon Steel Wood Chisel

STANLEY HCS BALL-PEIN HAMMER

• Heat-treated, HCS head 
• Tempered Rim  
• Patented head-to-handle design 
• Moulded jacket over graphite handle for overstrike 
protection 
• Cushioned grip and moulded jacket to absorb shock 
• Contoured grip - ribbed to ventilate hand 
• The flared end provides excellent control and reduces 
slip 
• 5 types available 
• Overall length: 311 mm, 345 mm or 380 mm

2035250 340g

2035266 450g

2035288 910g

STANLEY STEEL CLAW HAMMER

• Patented tuning fork design reduces harmful 
vibrations that can cause wrist and arm injuries 
• Magnetic nail starter groove on head prevents damage 
to fingers and helps start nail in hard to reach areas 
• One piece forged steel head for larger sweet spot and 
better balance 
• Anti-slip soft grip for comfort and performance

8224718 450g

BAHCO BERYLLIUM COPPER 
SCRAPER
• Long blade scraper with beech handle 
• Sharp blade 
• Labour saving 
• Material: Copper Beryllium 
• Non-sparking 
• Anti-magnetic and high corrosion resistance

1249810 1 piece, Non-Sparking Long Scraper, 100x225mm

1249812 1 piece, Non-Sparking Flex Scraper, 80mm

BAHCO HACKSAW

 • Two-component handle 
• Steel tube core plastic coated frame allows high 
tension for straight accurate cutting 
• Alternative 55° blade mounting pins for flush cutting 
• Comfortable soft grip handles 
• High blade tension, retained after blade change 
• Easy Blade Change Mechanism

4420515 300 mm, 2 Position

BAHCO HAND SAW

• Comfortable screwed one piece plastic handle 
• Long lasting sharpness from the Universal toothing, 
hardpoint teeth 
• Heavy steel back for rigidity and accurate cutting 
• Screwed, 1 piece, plastic handle

6566304 305 mm, 13, 14 TPI

4638205 198 mm, Foldable Pruning Saw

BAHCO HSS HAND SAW BLADE

• All Hard HSS (Bahco 3801)  
• A fully hardened, high-alloyed, super high-speed steel 
blade for sawing stainless steel steels, hard metals and 
other hard to cut materials 
• High-speed steel hacksaw blade 
• Suitable for use on modern machines with skilled 
operators and a high degree of control 
• Flexible Bi-metal (Bahco 3806) 
• An unbreakable and shatterproof blade, for all kinds 
of metal sawing 

4847550 300.0 mm, 18 TPI

4847566 300.0 mm, 24 TPI

BAHCO HSS HAND SAW BLADE

• HSS hacksaw blades designed to cut a wide variety of 
materials from aluminium to stainless steel 
• Blade length 300 mm

4847572 300.0 mm, 32 TPI

CK FLAT KNIFE BLADE

• Spare 9 mm Snap-Off Trimming Knife Blades from CK 
• Each pack contains 10 blades and is supplied in 
protective packaging 
• Blades feature 12 breakable segments

9107242 9mm snap-off Trimming Knife Blades (x10)

CK RETRACTABLE UTILITY SAFETY 
KNIFE WITH SNAP-OFF BLADE
• A professional quality snap-off trimming knives and 
blades
• Designed with the high quality you would expect from 
a CK product 
• The T0951 series trimming knife features a stainless 
steel body with lightweight and tough ABS handle grips
• The retractable blade has a push button for added 
control and safety 
• The internal storage can hold up to two extra blades

9107245 9.0mm

COOPER TOOLS HIGH CARBON 
STEEL HAND SAW BLADE
• Bi-metal saw blades 
• Hardened steel teeth for 30 % faster cutting 
• Hardened steel teeth cutting edge, welded to the 
spring steel support for a longer service life 
• Blades are available in packs of 10

159054 304.0 mm, 18 TPI

2809742 304.0 mm, 24 TPI

159149 304.0 mm, 32 TPI

FACOM STAINLESS STEEL 
SCISSORS
• Anti-slip, bi-material rubberised moulded handles for a 
firm and safe grip 
• Super sharp and durable stainless-steel blades  
• Ultra-strong thanks to the PP reinforced fibre 
• Ergonomically shaped for ultra-comfortable right-
hand operation 
• Lightweight yet sturdy construction 
• Long blades ensure better flow of the material being 
cut and make them ideal for cutting long length 
• Dimensions: Total length 232 mm, Blade length 112 mm 
• Weight 210g 
• Designed for intensive use

6698192 232 mm

HARDWOOD PUTTY KNIFE 
SCRAPER WITH POLISHED BLADE
• Ideal for multiple uses 
• Hardened and tempered blade 
• Carbon Steel blade 
• One-piece blade for added strength 
• Machine ground to give a sharper edge 
• Polished blade  
• Hard wood scales with 3 rivets to handle  
• Comfortable and strong to use

794711 125 x 38 mm, 5 x 1-1/2” Blade

794727 125 x 75 mm, 5 x 3” Blade

IRWIN FLAT SAFETY KNIFE BLADE

• Shatter-proof 
• Last 3 times longer 
• Spring heel 
• Fits most knifes 
• 10 Pack or 100 Pack Trapezoid Blades Available 
• 5 Pack or 50 Pack Snap off Blades Available

8793062 BiMetal Trapezoid Blades 10pk
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IRWIN RETRACTABLE UTILITY 
SAFETY KNIFE
• Bi-Metal Blade offering up to 3 x longer life 
• Quick change blade mechanism 
• Hinged blade storage for up to 10 blades 
• Trigger grip 
• Lightweight 
• 3-Step retraction for multiple cutting depths 
• Aluminium Body 
• Ergonomic Design

8793050 With Straight Blade

RS PRO ADJUSTABLE HACKSAW

• An adjustable tension frame for 250-300 mm blades 
and tension files 
• Carbon steel frame 
• Zinc alloy handle 
• Spare blades and tension files can be stored in the 
hollow bow 
• Supplied with one 300 mm HSS bi-metal blade

4499577 300 mm

RS PRO BI-METAL HAND SAW BLADE

• These ultra-reliable replacement hacksaw-blades are 
made from flexible bi-metal steel 
• Bi-metal steel blades are renowned for their fatigue 
resistance and maintaining a straight cut 
• They are highly suited for use on different forms of 
metals 
• These hacksaw blades are precision machined and 
heat-treated, for a high-quality and dependable tool 
• BS 1919:1993 and ISO 2336

1853669 300.0 mm, 18 TPI

1853675 300.0 mm, 24 TPI

1853681 300.0 mm, 32 TPI

RS PRO HIGH CARBON STEEL 
HAND SAW BLADE
• From RS PRO, these ultra-reliable replacement 
hacksaw-blades are made from high carbon steel 
• Carbon steel blades are renowned for keeping their 
sharp edge, resulting in a fine cut over a long tool life 
• They are highly suited for use on soft metals and 
plastics 
• These blades are precision machined and 
heat-treated, for a high-quality and dependable tool

1853710 150.0 mm, 32 TPI

RS PRO HIGH TENSION HACKSAW

• Heavy-duty die-cast grip 
• Large section steel back for stability 
• On tool blade storage 
• Tensioning screw allows positive tensioning of the 
blade to improve blade life & resulting in a straighter 
cutting action 
• Suitable for all 300 mm hacksaw and tension saw 
blades

537603 300 mm, 24 TPI

RS PRO JUNIOR HACKSAW

• Hacksaw with Carbon Steel Blade, 24 TPI 
• Carbon Steel frame with polish nickel finish 
• 24 TPI Carbon Steel Blade included 
• Ergonomic handle design

7894574 24 TPI, 6”

RS PRO RETRACTABLE HEAVY DUTY 
SAFETY KNIFE WITH SNAP-OFF BLADE
• Automatic blade lock promotes not only safety but 
also helps with keeping the blade is a good condition, 
the blade auto-lock contributes to easy storage of the 
knife too  
• Comprised of a strong and robust plastic material 
(ABS) and TPR soft grip, making it easier to handle and 
reducing the chance of accidents 
• Ergonomic thumb control helps with the handling of 
the knife 
• Including the blade, the weight is 0.7kg 
• Dimensions are 160 mm x 48 mm 
• The blade can be snapped off to reveal a new one 
each time it is worn down or lost its sharpness 
• Has the capacity to store up to two blades

7894590 9.0mm

7894600 18.0mm

RS PRO SNAP OFF KNIFE BLADES

• Fits all standard 9 mm or 18 mm snap off knives 
• Plastic storage dispenser 
• Supplied in packs of 10

8132764 9mm

8132773 18mm

RS PRO SOFT-FEEL SCRAPER SET

• Ergonomically designed soft-feel handle for optimum 
grip and comfortable use 
• For removing of high spots on machined surfaces and 
to give a smoother surface on slide-ways, bearings, cast 
iron surface plates, precision marking out plates, etc 
• Set contains: Three-square blade 140mm long, flat 
blade and curved half round blade 150mm long and 
curved half round blade, 200mm long

4055026 4 piece

RS PRO STAINLESS STEEL SCIS-
SORS
• The ergonomically designed handle provides users 
with comfort and ease whilst in use, this design also 
improves the grip 
• The overall length of the scissors is 150 mm 
• ABS shatter-resistant handles 
• Ultra-durable stainless steel blades offer high-
performance cutting of general materials 
• Lightweight and sturdy construction 
• Left-handed and right-handed functionality

5099960 150 mm

5099948 200 mm

8352706 203 mm

182442 220 mm

8352703 254 mm

RS PRO TUNGSTEN CARBIDE HAND 
SAW BLADE
• A hacksaw blade with a tungsten carbide grit edge for 
the cutting of awkward materials such as iron, steel, tile, 
brick, glass etc

5417330 300.0 mm

SPEAR & JACKSON JUNIOR 
HACKSAW
• The junior hacksaw takes standard 150mm hacksaw 
blades, that are easy to install and replace when 
needed 
• It is designed for cutting metal, wood or plastic with 
adjustable tension to suit the material at hand.

7839925 150 mm

SPEAR & JACKSON PROFESSIONAL 
HACKSAW
• Length - 465mm 
• Height - 130mm 
• Weight - 0.7kg 
• Diecast Handle

7839928 300 mm

STANLEY FLAT KNIFE BLADE

• Durable - ensures a sharp cutting edge is always to 
hand 
• Safety design- plastic blade dispenser included with 
built in blade snapper for safe removal and storage 
• Compatible with several knives 
• Width: 9mm 
• Quantity of blades included: 10

841378 9mm L

841788 18mm L

STANLEY HAND SAW

• Comfortable soft grip handle 
• 2 sided hardened and tempered teeth 
• Long life hardened blade

7769860 500 mm, 7 TPI

STANLEY RETRACTABLE INTERLOCK 
SAFETY KNIFE WITH SNAP-OFF BLADE
• Retractable knife 
• Die-cast and solvent resistant metal body 
• Quick and easy blade replacement thanks to the 
notch wheel feature. No other tools are required 
• Patented wedge lock safety feature ensures the blade 
is secure within the knife 
•Safety knives are a type of cutter and are commonly 
used in industries that require an ergonomic and safe 
way to cut through materials

494137 18.0mm

STANLEY RETRACTABLE LIGHT DUTY 
SAFETY KNIFE WITH SNAP-OFF BLADE
• Retractable safety knife 
• A two-part moulded body that allows a rapid blade 
changing 
• Multi-position push-button for quick, easy use 
• Blade snapper included in handle for safety

536004 9.0mm

663932 18.0mm

STARRETT BI-METAL HAND SAW 
BLADE
•Bi-metal edged blades highly resistant to mechanical 
shocks and stress for use in power driven reciprocating 
hacksaw

1855047 350.0 mm, 10 TPI, 14x1x0.5in
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STARRETT HSS HAND SAW BLADE

•Long life, high performance, Molybdenum HSS blades 
for power driven reciprocating hacksaws

1855176 350.0 mm, 10 TPI, 14x1x1/4in

1855154 350.0 mm, 10 TPI, 14x1x0.5in

1855148 300.0 mm, 14 TPI, 12x1x0.5in

CARBON STEEL WAREHOUSE 
SCISSORS
• Forged from carbon tool steel 
• Powerful general purpose design 
• Rounded tips for safety 

7073042 165 mm

STAINLESS STEEL LABORATORY 
SCISSORS
• Forged from surgical grade stainless steel 
• One sharp/ one blunt tip 
• Sprung pocket clip 
• Long handles - powerful cut 
• Suitable for a wide range of materials 
• Including rubber, leather, packaging, most fabrics

7073052 127 mm

STAINLESS STEEL SURGICAL 
SCISSORS
• Surgical grade stainless steel 
• Two sharp points for accurate flush cutting 
• Long handles - powerful cut

7073064 152 mm

WILLIAM WHITELEY & SONS STEEL 
SIDEBENT SCISSORS
• High carbon tool steel 
• Large offset handles to facilitate cutting on work-
benches 
• Powerful blades for thicker materials

3143706 203 mm

7073055 254 mm

RS PRO GREASE NIPPLE KIT

• Made from steel which is Zinc passivated 
• Supplied with its own box 
• Total of 150 grease nipples, x50/3.

1954037 Contains H1 Straight 1/4 in BSF (x50); H2-45 1/4 
in BSF (x50); H3-90 1/4 in BSF (x50); Box

1954021 Contains H1 Straight 1/8 in BSP (x50); H2-45 1/8 
in BSP (x50); H3-90 1/8 in BSP (x50); Box

RS PRO STEEL MANUAL GREASE 
GUN
• High pressure (2500 psi) 
• Pistol grip lever operated 
• Manufactured in steel  
• Heavy-duty 4-jaw connector 
• Capacity 3oz (85g) 
• 9mm diameter rigid spout 
• Dispenses an average 1.5 g of grease per pump action

672150 2500psi, 120 cm2

672166 7000psi, 16 oz

SKF MANUAL GREASE GUN

• Capacity is 500cm3 
• Easy to use with one-hand operation 
• Flexible hydraulic type hose that can be bent and 
mounted both horizontally, as well as, vertically on the 
gun 
• Heavy duty with an operating pressure up to 30MPa 
• Manual drive 
• Suitable for use with most SKF grease

1347570 300bar, 500 cm3

1347614 400bar, 500 cm3

BAHCO STAINLESS STEEL 
COMBINATION SQUARE
• Features and Benefits  
• Adjustable depth for repetition marking and scribing 
• Precision machined body for greater accuracy 
• Diecast zinc with a stainless steel blade for durability 
• Black precision etchings for accurate measurements 
• For marking 45° and 90°

6672459 6”, 150 mm

6672452 12”, 300mm

6672456 16”, 400mm

CK ALUMINIUM METRIC RULER

• For convenient cutting measuring and marking 
• Strong anodized aluminium blade with tough plastic 
handle 
• Hanging hole for storage 
• Metric graduation at 1mm intervals

2517213 1m

CK PUNCH CENTRE

• Punch with a steel body, equipped with a knurled 
section for better grip

1201147 1 piece

FACOM ANGLED; STRAIGHT 
CHROME VANADIUM STEEL SCRIBE
• Scriber point in chrome-vanadium steel
 • Specially treated points.

3009965 190mm L

FACOM DRIFT PUNCH 
ANTI-VIBRATION
• Sheathed drift punch 150mm 
• Ultra-comfortable anti-roll sheath 
• Long shank 
• Head hardened to 43 HRc 
• Shank hardened to 58 HRc

7554107 1 piece Punch Anti-Vibration, 2.95mm Sheathed

FACOM DRIFT PUNCH CENTRE

• 1.9 and 2.5 mm Nickel drift punch
• Polished tip
• Centre slides within a guide to prevent distortion

7845945 1 piece Punch Centre, 2.5mm Precision

FACOM ENGINEERS TRY SQUARE

• 90° Joiners squares / Engineers Try Squares 
manufactured from high-grade for long-life operation 
and increased durability
• Precisely grounded to produce parallel edges for 
increased accuracy
• Deep engravings
• Anodise aluminium heel

3006859 300 x 170 mm

3006483 300 x 200 mm

FACOM STAINLESS STEEL METRIC 
RULER
• Engraved on both sides
• Lines and figures are etched and appear in black due 
to oxidation
• Anti-glare finish - for clear visibility of the scale
• High-quality class II rulers

3006613 150mm

3006641 300mm

FISHER STEEL COMBINATION 
SQUARE SET

• A general purpose combination square set for
 workshop or maintenance use
 • All heads are manufactured from cast aluminium and 
are enamel finished
, Rule: 305mm/12in. steel rule with etched graduations
• Mitre head: Locates centres in cylindrical 
surfaces.,Protractor head: 0 - 180° scale in both 
directions graduated every degree. Incorporates a spirit 
level on rule plain

2029592 12”, 305mm Steel Combination Square Set

GREENLEE HEAVY DUTY HOLE 
PUNCH
• Circular 
• Hydraulic operation

3630547 40.5mm, ISO40 slug splitter

3630569 50mm, ISO50 slug splitter
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GREENLEE ISO HAND PUNCHES

• All punches are ISO standard sizes
• Use with manual, ratchet or hydraulic punch drivers
• Will punch mild steel, aluminium, fibreglass and 
plastic up to 3 mm

3986070 64mm, ISO63 slug buster hole punch

GREENLEE SPECIAL SIZE HOLE 
PUNCH
• Die alignment marks for accurate alignment
• Supplied complete with punch, die, draw stud and 
counter nut
• 3mm cutting capacity for mild steel
• 1.5mm cutting capacity for stainless steel

4778779 20mm dia

4778791 25mm dia

4778943 76.2mm dia

KLEFFMANN & WEESE ANGLED/
STRAIGHT SCRIBE
• Scribers with knurled steel grip

3049008 250mm

KLEFFMANN & WEESE ENGINEER 
SQUARE

• Hardened
• Stainless steel
• With bevelled measuring edge

3048314 100 mm, Bevelled Steel Square

3048342 100 mm, Flat Angle

3048421 100 mm, Try Square 609

3048364 150 mm, Flat Angle

3048437 150 mm, Try Square 609

3048443 200 mm, Try Square 609

3048459 250 mm, Try Square 609

KLEFFMANN & WEESE STAINLESS 
STEEL METRIC RULER
• Hardened spring band steel 
• Stainless 
• Grading: mm / 1/2 mm

3048819 300mm

3048825 500mm

3048831 1m

3048847 2m

LUFKIN TAPE MEASURE

• Unique pistol grip design measuring tape 
• Compact size and fits in a standard tool box 
• Non-stretch steel tape 
• Attachment ring with zero marked on the inside of the 
ring

6900707 FT50CM 50m, Metric

RS PRO ANGLED STRAIGHT SCRIBE

• Both scribes have hardened and tempered points
• The standard scribe has a single straight point while 
the double end scribe has a straight point and a 90° 
bend point
• Scribes are supplied with protective sleeves for the 
points.,Standard L.150 Dia. 4.3,Double end L.180 Dia. 6.5

394201 2 Ended Steel Scribe, Aluminium

RS PRO CARBIDE POINT 
AUTOMATIC CENTRE PUNCH
• Self striking, requiring no hammer or mallet
• Carbide point offers excellent durability and wear 
resistance
• Pen style design with clip allowing you to attach it to a 
pocket for convenience
• Lightweight and portable
• Automatic centre punches are a type of hand tool 
ideal for creating dimples and dents in a piece of 
material prior to cutting

2905109 1 piece, 3mm

RS PRO CENTRE PUNCHES

• Polished pin
• Octagonal grip shank, painted gold

4676623 1 piece 10mm

4730698 1 piece100 x 8mm

4730705 1 piece 120 x 10mm

4730711 1 piece 150 x 14mm

RS PRO ENGINEERS TRY SQUARE

• High quality engineers squares for workshop and 
inspection applications
• Accuracy conforms to BS939 grade B for squareness 
(see table)

7244055 4”

7244052 6”

7244024 12”

RS PRO ENGRAVING LETTER 
PUNCH SET
• Hand punches for permanent identification marking
• Hardened and tempered to give long life and maximum 
security
• Capable of indenting material up to 40 Rockwell C 
hardness
• Supplied in sturdy plastic boxes

8754733 4mm x 27, (A to Z)

8754755 8mm x 27, (A to Z)

251693 6mm x 27, (&, Letters: A ‚Üí Z)

8754730 5mm x 27, (A to Z)

RS PRO ENGRAVING NUMBER 
PUNCH SET
• Hand punches for permanent identification marking
• Hardened and tempered to give long life and maximum 
security
• Capable of indenting material up to 40 Rockwell C 
hardness
• Supplied in sturdy plastic boxes

8754724 4mm x 9, (0 → 8)

8754736 5mm x 9, (0 → 8)

8754749 6mm x 9, (0 → 8)

8754746 8mm x 9, (0 → 8)

RS PRO PRECISION SHAFT SPIRIT 
LEVEL
• Accuracy 0.02 mm/m
• Cross bubble for genera alignment
• Ground flat base with V groove
• Supplied in a protective box
• One vial
• Spirit Levels and Inclinometers are tools designed for 
precision levelling measurement in a multitude of jobs, 
from something as simple as putting a shelf up making 
sure it does not slope, to checking how level bricks are 
in a new wall

7857897 150x44x40mm, User Calibrated

RS PRO PUNCH PARALLEL PIN SET

• High-quality rivet punches forged from steel with a 
plastic storage case with size markings
• Chemically blackened finish offering prolonged life 
and corrosion resistance
• Manufactured using durable steel

3814903 8 piece, 1/16 → 7/32 in, w/plastic storage case

8754764 8 piece, 1/16 → 7/32 in

RS PRO SPIRIT LEVEL

• Different lengths are available

8513551 600 x 23.5 x 50mm, Box Level

RS PRO STAINLESS STEEL IMPERIAL 
METRIC RULERMAGNETIC
• Suitable for fixing to machine guides, fixed guillotine 
blades and sheet metal during marking out
• Rule contains encapsulated button magnets
• Satin chrome steel rule conforms to BS4372
• Etched graduations and markings are black paint 
filled to provide excellent clarity
• All rules have square ends and are rigid style

3870098 24in/600mm

RS PRO TAPE MEASURE

• ABS shell•Medium carbon steel slide hook
• Stainless steel belt clip
• High-quality
• Imperial and metric
• Harmonized design
• Class III certificate

9131550 20m, Imperial, Metric

9131554 30m, Imperial, Metric

9131563 50m, Imperial, Metric

RS PRO TEMPERED STEEL 
COMBINATION SQUARE SET
• A combination set which is ideal for workshop use, 
particularly with sheet metal work applications
• All heads are manufactured from hardened and 
tempered steel

7857888 300mm, 4 piece
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STAHLWILLE PUNCH PARALLEL PIN

• Chrome Vanadium Steel construction
• 10mm octangle shaft & striking end

7372793 STAHLWILLE 1 piece, 108/150/3

7372797 STAHLWILLE 1 piece, 108/150/4

STANLEY 12 PIECE PUNCH AND 
CHISEL KIT
• This punch set has been designed for increased 
strength and durability for retained accuracy when 
marking out centre lines, hole locations and pilot drill 
starting points
• Quality forged Chrome Vanadium Steel for increased 
strength and durability and longer tool life
• Chrome Vanadium Steel also adds durability to the 
striking ends and allows for excellent edge retention
• Supplied with a convenient carry case for safe storage 
and protection of the tools, as well as portability to and 
from worksites
• Punch sets are ideal for punching neat holes in a 
variety of materials

494076 12 piece Punch, 1.5 → 6 mm

STANLEY FATMAX TAPE MEASURE

• High visibility, impact resistant yellow ABS case
• 10mm (3//8 in.) wide polymer coated steel blade
• Graduated Imperial/Metric
• Easy to rewind drum

517432 30m

STANLEY MAGNETIC BASE 
TORPEDO SPIRIT LEVEL
• Constructed from a durable cast Aluminium body
• Provides best in class accuracy with 1mm/m accuracy
• Protected central vail including a vertical and vertical 
vail as well as a 45-degree vial for angled levels
• Magnified centre vial for improved visibility
• Pipe groove through the level for use on rounded 
surfaces
• Integrated magnets for hands free holding power, even 
on a slope or vertical angle

7243721 229mm, Aluminium

STANLEY PROTO PUNCH AND 
CHISEL SET
• Proto® punches and chisels are hardened quenched 
and tempered to precise specifications for durable hard 
tips and cutting edges 
• Each Proto® punch and chisel offers a modified 
parabolic struck end for greater resistance to 
mushrooming and chipping
• Every Proto® cold chisel is designed with a cutting 
edge that is hand ground to exact angles for cutting 
through soft cast iron, brass, copper, aluminium, mild 
steel, bolts and rivets
• Proto® standard duty punches have a two piece 
design that allows the tip to have a separate hardness 
to prevent peening and alows the tip to be produced 
straighter elimnating binding

282782 12 Piece, 1/4 → 7/16 in Diameter

STANLEY PROTO PUNCH SET

• Made from S2 steel and specially heat-treated for 
greater strength and durability
• Two-piece design allows the tip to be hard for 
durability while allowing it to be produced straight to 
help prevent binding
• Modified parabolic striking end to help reduce 
mushrooming and chipping
• Black-Oxide finish to help prevent rust corrosion; 
extending tool life and performance
• A polished identification panel on one of the flats is 
marked with the tool number and size in a black inlay
• Includes a pouch for a convenient storage solution

2642426 7 piece

STANLEY TYLON TAPE MEASURE

• Compact, bi-material Tylon case for comfort and ease 
of use
• Metric and Imperial scales for easy, flexible measuring
• Positive blade lock holds the blade in place securely
• Belt clip for ease of storage and comfortable carrying 
• Class II accuracy, suitable for the majority of 
professionals, providing a reassuring +/-0,5mm error 
tolerance at 1m
• Highly dust-resistant spring return mechanism 
designed for hassle-free, long-life operation

7769775 3m, Imperial, Metric

7769784 5m, Imperial, Metric

STARRETT ALUMINIUM SPIRIT LEVEL

• General purpose inspection/set up pocket levels for 
inspectors/service personnel have a satin finish alloy 
hexagon bar with dome end stops

7243771 67mm L

7243774 96mm L

SYBREN METRIC RULER

• Longlife - 1m/40in,This white virtually unbreakable 
wooden rule has tipped ends and one bevelled edge to 
reduce measuring error
• The 38mm wide rule has a metric scale on one side 
and an imperial scale on the reverse side.,Wooden - 
1m/39in,Features brass hinges with mild steel pins
• The ends are brass tipped
•  The rule is graduated 1//8 in or 1mm and has square 
edges

2029615 1 m, 36in Wood Imperial

WIHA TOOLS PLASTIC METRIC 
RULER
• White folding rulers made from glass-reinforced 
polyamide in accordance with EU standard
,  Accuracy Class II
• Patented, no-play, extremely durable hinges
• Each has 10 joints and can be assembled at right 
angles
• Resistant to weather, abrasion, scratches and 
chemicals
• Millimetre and centimetre embossed scale on both 
sides, in black with multiples of ten in red

4715778 1m

BAHCO END CUTTERS

• Black finish, anti-corrosion- treated high performance 
alloy steel
• Orange PVC coated handles
• ISO 5748
• DIN4748

3270763 160 mm

3270779 200 mm

BAHCO FLUSH CUTTERS

• With handles for work on live voltages up to 1000 V
• Cable cutter to cut Aluminium/Copper cables with or 
without messenger wire
• For non-ferrous material, use the notches on the 
blades

6879972 552 mm for Copper and Aluminium

BAHCO PIPE CUTTER

• Double flaring adapter 3/16 in,  in, 5/16 in, 3/8 in and  
in

519816 5 → 13 mm, Cuts Soft Steel; Brass; Aluminium

BAHCO PLIER WRENCH

• Flat and pipe grip jaws
• Self-locking jaws grip tightly at three points
• Nickel and chrome-plated, anti-corrosion treated finish
• Thermoplastic surface on tough polypropylene which 
gives a superior grip
• Ergonomic design for maximum gripping comfort
• ISO 8976; DIN 8976

734264 160 mm, Slip Joint

BAHCO SIDE CUTTERS

• Maximum comfort with minimum effort due to the 
ergonomic design
• Round shaped jaws give improved accessibility in 
confined spaces
• Comfortable handles giving an excellent grip
• Easy operation with a unique on/off self-opening 
spring system
• Screw joint that provides excellent running and 
accurate alignment of the cutting edges

1246108 140 mm

3594772 200 mm, 1000V

BAHCO STEEL BOLT CUTTER

• Insulated bolt cutters
• 4th coating in black to further protect handle edges
• Forged head with induction hardened cutting 
edges
• Long arms with lever-action head, cut hard wires with 
very little effort
• 3 layers of insulation coating with different colours: 
Red: safety/ Orange: danger/ Yellow: high danger

6879984 2820VBC 630 mm

BAHCO STEEL PLIERS

• High performance alloy steel pliers with ergonomically 
designed non-slip hand grips which allow increased 
access into tight areas
• Black finish, anti-corrosion treated
• These products also feature a unique return spring 
which has an on/off function
• Manufactured to ISO 5745

3270713 140.0 mm With 37.0mm Jaw Length, Round Nose

1847642 140 mm With 40mm Jaw Length, Flat Nose

1847620 160 mm With 33mm Jaw Length, Combination

3270729 160 mm With 46mm Jaw Length, Bent Nose

733851 180 mm With 36mm Jaw Length, Combination

1847636 200 mm With 39mm Jaw Length, Combination

6879934 200 mm With 70mm Jaw Length, Bent Nose

4568055 200 mm With 72mm Jaw Length, Long Nose, 
VDE/1000V Approved

BAHCO WIRE STRIPPER

• Insulated wire stripping pliers, for stripping copper 
cables up to 5 mm
• For work on live equipment up to 1000 V
• IEC 60900, VDE certified
• Chrome plated and anti-corrosion treated finish
• High performance alloy steel
• 3 layers colour insulation coating: Red: Safety, 
Orange: danger, Yellow: high danger
• 4th coating in black to further protect handle edges

6879953 160 mm, 0.5mm - 5mm

HAND TOOLS HAND TOOLS
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CK SHORT SNIPE NOSE PLIERS

• Pliers available in different sizes and styles
• Hardened steel blade for longer life
• Contoured handle design for extra comfort
• Black oxidised finish for corrosion resistance and 
reduced glare
• Smooth-action spring return
• Durable stainless steel rivet

9107188 145.0 mm Ecotronic ESD With 31.0mm Jaw 
Length

CK WIRE STRIPPER

• Suitable for stripping all common wire insulation types 
• Special tool steel blades, hardened for long-term 
performance•Integrated shears for cutting soft copper  
wires up to 3 mm (8 AWG)
• Nose with serrated tips for gripping and looping wires
• Electrostatic discharging handles
• Contoured design for comfortable handling
• Locking mechanism to secure blade pairs in a closed 
position
• Black oxidised finish for corrosion resistance and 
reduced glare
• Smooth-action return spring

7055325 160 mm, 0.3mm - 5mm

9107197 168 mm, 0.4mm - 1.3mm

9107191 168 mm, 0.8mm - 2.6mm

CRESCENT BENT NOSE LOCKING 
PLIERS
• Bent-nose locking pliers and wire cutter
• Teeth for easy clamping, regardless of the angle
• Solid nickel-plated finish to resist rust and corrosion

537224 127 mm, Curved Jaw

CRESCENT STRAIGHT NOSE 
LOCKING PLIERS
• Locking pliers manufactured using a high-quality 
process to guarantee performance and long-term 
service life
• Their straight-nose design allows them to be used in 
tight spaces
• Solid nickel-plated finish to resist rust and corrosion

537177 178 mm, Straight Jaw

EGA-MASTER PIPE CUTTER

• Extra cutting wheel at knob 
• Extractable reamer can work assembled in the tubing 
cutter or independently Gold Medal 
• Zinc alloy body material

1780347 42 mm, Cuts Copper

ESD 6” FLAT NOSE PLIERS

• Static electric protection
• Spring action

8640782 6”, Long Nose

EXPERT BY FACOM STEEL BOLT 
CUTTER
• Chrome-molybdenum forged jaws 
• Steel-cutting capacity up to 160kg/mm2 flush cut 
• Tubular arms

1883111 E117750 350 mm

FACOM CHROME BOLT CUTTER

• Professional Forged Bolt Cutters cutting steel up to 
160Kg/mm2
• Hardened Chrome Blades for improved performance 
and long-life operation
• Eccentric screw adjustment of play between blades
• Heat-treated body guarantees superior durability and 
minimal arm flexions
• Rubber handles with guard for a firm and comfortable 
grip

7059078 990.BF1 600 mm, 7 - 10mm

7059084 990.BF4 1050 mm, 10 - 18mm

FACOM CHROME VANADIUM 
MOLYBDENUM STEEL PLIERS
• Suitable for a wide range of gripping, manipulating 
and precision cutting tasks, making them an essential 
hand tool for professionals 
• The cutting edges of the pliers are designed to cut all 
types of wire including piano wire up to 2mm 210kg/
mm2 
• Long lever arm with offset pivot allowing for greater 
efficiency and minimum cutting effort 
• Made from chrome vanadium steel for outstanding 
durability and performance 
• The pliers have a chrome finish for corrosion resistance

4171594 185 mm With 36mm Jaw Length, Straight 
Combination

8765196 250 mm, Locking Pliers

FACOM FORGED BOLT CUTTERS

• Professional Forged Bolt Cutters cutting steel up to 
160Kg/mm2
• Hardened Chrome Blades for improved performance 
and long-life operation
• Eccentric screw adjustment of play between blades
• Heat-treated body guarantees superior durability and 
minimal arm flexions
• Rubber handles with guard for a firm and comfortable 
grip

7059074 450 mm, 5.5 - 7mm Pincers

7059087 750 mm, 8 - 13mm Pincers

FACOM PIPE CUTTER

• Capable of cutting copper and light alloy pipes 
3-25mm
• Four grooved guided rollers for cutting flanged tubes
• Light Alloy body with enamel finish
• Folding Rotary deburrer 
• Produces a clean and precise cut with ease
• Supplied with two cutting wheels

7243866 3 → 35 mm, Cuts Copper

FACOM PLIER WRENCH

• Multigrip pliers for large or small hands
• Fast and precise adjustment button with safety lock
• Narrow jaw opening for greater resistance to twisting 
and bending
• Controlled operating clearance
• High frequency treated teeth; hardness 62 HRC
• Anti-pinch handle
• Self-locking teeth for grip on pipes and nuts, adapted 
to grip without damaging nuts and an integral wire-cut-
ter
• 181.CPE: Chrome-plated, comfort grip handles
• 181.G: Dipped, handles with PVC

401090 130 mm, Water Pump Pliers

7653373 145 mm, Water Pump Pliers

4171689 250.0 mm, Water Pump Pliers

FACOM PLIERS

• The slim joint allows for precise work with a 
high-quality finish, while the tapered plier tip 
accommodates a range of look sizes, making it a 
versatile and useful tool
• The pliers feature a side cutter that is able to cut 
copper and hard steel wire with a maximum 
specification of 160kg/mm2
• Complies with NF ISO 5745, ISO 5745, DIN ISO 5745, 
ASME B107.500 standards

1760668 190 mm, 35mm Capacity, Locking Pliers

7691741 200.0 mm With 69.0mm Jaw Length, Round 
Nose Pliers

FACOM STEEL PLIERS

• Ideal for use in difficult to reach spaces
• Polished with plastic sheath finish
• Ergonomic handles for comfortable use

9094177 340 mm With 81mm Jaw Length

GEDORE CHROME VANADIUM 
STEEL PLIERS
• Opening springs
• Clamping protection
• Chrome Vanadium Steel construction
• Oil hardened, tempered finish
• Plastic dipped handles

7724251 305 mm

7724242 320 mm

7724270 322 mm

GEDORE HEAVY DUTY PINCERS

• High quality tool steel
• Ground heads
• Black finish
• Induction hardened to 61 - 63 HRC
• Plastic dipped handles

7724148 160 mm

GEDORE STEEL PLIERS

• Ideal for bending, gripping & cutting applications
• Manufactured from drop forged, hardened, tempered 
steel
• Induction hardened cutting edges to 61 - 63 HRC
• Bi-material handles for comfortable, firm grip
• Chrome plated finish

7724160 160 mm With 50mm Jaw Length, Straight, Long 
Nose

7724154 180 mm, Straight, Long Nose

7724194 180 mm With 38.5mm Jaw Length, Straight, 
Combination, VDE/1000V Approved

IDEAL INDUSTRIES WIRE STRIPPER

• Two knife blade strippers 
• The precision ground blades ensure a clean and 
precise cut 
• All steel construction 
• Corrosion resistant 
• Spring loaded for automatic opening

243112 0.15mm - 1.0mm
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KLAUKE FLUSH CUTTERS

• Mechanical hand-held cable shears
• Interchangeable cutter head
• Cutting capacity K101/1 and K105/1 max. 26 mm
• Weight: K101/1 approx. 1.8 kg, K105/1 approx. 1.4 kg
• Length: K101/1 approx. 600 mm
• K105/1 adjustable between 350 and 520 mm with 
telescopic handle

3983065 600 mm, K101/1

KNIPEX CABLE SHEARS

• Forged from special high strength grade steel
• Designed for cutting copper and aluminium cable, 
single and multi-strand

2481978 200 mm

6656230 500 mm

2972036 500 mm, Insulated, VDE/1000V Approved

KNIPEX CARPENTER PINCERS

• Used to attach twisting pliers quickly and reliably 
• Binding wire can be twisted and cut from the roll in a 
single operation 
• High level of precision and long service life 
• Made from oil-hardened and tempered special tool 
steel

7276712 210 mm

KNIPEX CHROME VANADIUM STEEL 
BOLT CUTTER
• Two-hand operation for maximum cutting force
• 60% less effort required compared to high leverage  
diagonal cutters of the same size
• 40-fold increase of manual force due to special joint 
design
• With gripping surface below the joint for gripping and 
pulling wires with a diameter as from 1.0 mm
• Induction-hardened precision blades: cutting edge 
hardness approx. 64 HRC
• Chrome vanadium heavy-duty steel, forged, 
multi-stage oil-hardened

1245816 71 01 250 250 mm, 9 mm cut capacity

7276737 71 72 610 610 mm, 5.6 mm cut capacity

KNIPEX CHROME VANADIUM STEEL 
CIRCLIP PLIERS
• Solid style, forged construction with polished head
• Non-slip, solid tips 
• Chrome Vanadium electric steel, oil-hardened and 
tempered 
• PVC-coated handles 
• Fitted with return spring

3371490 125 mm, Bent, 3 → 10mm, External

3371513 125 mm, Bent, 10 → 25mm, External

3371406 130 mm, Bent, 8 → 13mm, Internal

3371412 130 mm, Bent, 12 → 25mm, Internal

3371361 140 mm, Straight, 12 → 25mm, Internal

3371456 140 mm, Straight, 3 → 10mm, External

3371462 140 mm, Straight, 10  → 25mm, External

5001480 140 mm, Straight, 8 → 13mm

3371428 170 mm, Bent, 19 → 60mm, Internal

3371529 170 mm, Bent, 19 → 60mm, External

3371377 180 mm, Straight, 19 → 60mm, Internal

3371478 180 mm, Straight, 19 → 60mm, External

3371535 200 mm, Bent, 40 → 100mm

3371484 210 mm, Straight, 40 → 100mm

5001317 210 mm, Bent, 40  → 100mm, Outer Ring

5001373 210 mm, Bent, 40  → í 100mm, Precision

3371434 215 mm, Bent, 40 → 100mm

3371399 225 mm, Straight, 40 → 100mm, Int/Ext

5001266 225 mm, Straight, 40 → 100mm, Outer Ring

5001503 225 mm, Straight, 40 → 100mm, Precision

KNIPEX CHROME VANADIUM STEEL 
COMBINATION PLIERS

• Cutting edge 60HRC
• Chrome vanadium steel jaw
• Plastic-dipped grip 
• Insulated with two-colour dual component handles

1585300 180 mm, Straight Combination

KNIPEX CHROME VANADIUM STEEL 
FLAT NOSE PLIERS
• Special tool steel, oil-hardened and tempered, 
polished plier head
• Cutting edges also inductive hardened
• Dual component handles
• Short, flat jaws, serrated gripping surfaces
• Plastic-coated handles
• Short, round jaws, smooth gripping surfaces

106149 160 mm With 30mm Jaw Length, Straight, Flat 
Nose

KNIPEX CHROME VANADIUM STEEL 
LONG NOSE PLIERS
• Precision tools for gripping components and for 
bending and setting relay contacts 
• Flat, polished gripping surfaces 
• Chrome-vanadium electric steel, oil-hardened and 
tempered, edges carefully deburred 
• Plastic-coated handles 

5178417 135 mm With 34mm Jaw Length, Straight

7276715 160 mm With 46.5mm Jaw Length, Straight

6324706 160 mm With 55mm Jaw Length, Straight

KNIPEX CHROME VANADIUM STEEL 
PLIER SET
• Combination pliers with serrated jaws, pipe grip and 
side cutter suitable for cutting up to 2.5mm hard steel 
wire, 2mm piano wire and 11.5mm diameter
• High leverage diagonal side cutter suitable for cutting 
4mm soft wire, 2.5mm hard wire and 2mm piano
• Cobra water-pump pliers with pipe capacity 2 inch 
and for nuts 46mm

2481798 175 mm, 3 piece set

KNIPEX CONCRETER PINCERS

• To twist and cut wire in one operation: fast, reliable 
andeconomical
• Unobtained precision and long service life make these 
the most widely purchased concretors nippers in the 
world
• Special tool steel, oil-hardened and tempered

112617 220 mm

4153855 250 mm

112639 300 mm

KNIPEX END CUTTERS

• End cutters for soft and hard wires
• Special, premium tool steel, oil-hardened and 
tempered
• Cutters hardened with extra insulation, 61 HRc
• For twisting and cutting tie wires when working with 
twisting pliers

106155 160 mm

106161 180 mm

KNIPEX PLIER WRENCH

• Box joint construction
• Self-gripping jaws on pipes and nuts operated with 
one-handed downward pressure
• Patented parallel jaw design, grips the hex by four 
sides not just two eliminating nut burring
• Plastic Handle Grip Material
• DIN5231D

1585467 115 mm Water Pump Plier, Cobra Utility

6656236 125.0 mm Water Pump Plier

8156366 130 mm Water Pump Plier

5178530 150.0 mm Water Pump Plier

5178473 300.0 mm Water Pump Plier

KNIPEX SIDE CUTTERS

• The cutting edges of the KNIPEX diagonal cutters are 
made from vanadium electric steel and have a long 
service life
• They are made using precision machining and are 
extremely sharp‚ ensuring clean cutting of soft and 
hard wires

6010671 110 mm, Engineers

1585726 125 mm, Super-Knips

1585574 125 mm, Engineers

5001468 125 mm

1585322 140 mm

1585619 160 mm

1585338 160 mm, VDE/1000V Approved

1585596 160 mm, Engineers

2971960 160 mm, VDE/1000V Approved

2483025 180 mm, Engineers

4420852 180 mm

KNIPEX TOOL STEEL PLIERS

• Gripping zones for flat and round material, suitable 
for versatile use 
• Cutting edges for soft and hard wire 
• Long cutting edges for thicker cables 
• Cutting edge hardness approx. ca. 60 HRC 
• Special tool steel, forged, oil-hardened

2483738 140 mm, Straight Combination

2483722 160 mm, Straight Combination, Engineers

4420830 160 mm, Straight Combination

4440020 160 mm, Straight Combination, VDE/1000V 
Approved

1585502 180 mm, Straight Combination

7055934 180 mm, Straight Combination, Engineers

2481805 200 mm, Straight, Combination, Engineers

4420896 200 mm, Straight Combination

4440008 200 mm, Straight Combination, VDE/1000V 
Approved

7276709 225 mm, Straight Combination, VDE/1000V 
Approved

KNIPEX VANADIUM STEEL PLIERS

• Fully functional professional pliers in small format 
• Special tool steel, oil hardened and tempered
• Cutters also induction hardened, 60 HRC 
• High quality special tool steel, oil-hardened and 
tempered, head polished

5178388 110 mm

1576205 160 mm

KNIPEX WIRE STRIPPER

•For single, multiple and fine stranded cables with 0.1 
up to 0.8 mm dia. with plastic or rubber insulation 
• Easy adjustment to the required diameter of solid or 
stranded wire with knurled screw and lock nut 
• Opening spring 
• Mirror polish and a fine film of oil offer the best 
possible rust protection
• No circuit faults caused by peeling chrome from 
plated tools 
• Special tool steel, oil-hardened and tempered

6656211 140 mm, 0.1mm - 0.8mm

1585518 160 mm, 0.1mm - 10.0mm

2971926 160 mm, 0.1mm - 10.0mm, Insulated 1000V
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PHOENIX CONTACT PIPE CUTTER

• Gives burr-free cutting without crushing
• Easy to use
• Robust
• Gives clean, professional results

8034537 75 mm, Cuts Plastic

RS PRO BOLT CUTTER

• Drop forged steel bolt cutters ideal for quick and easy 
cutting of wire mesh, cable and bolts

7719237 660 mm Alloy Steel

7719231 813 mm Alloy Steel

6685865 457 mm Chrome Vanadium Steel

RS PRO CARBON STEEL PLIERS

• Our RS branded high carbon steel, round nose pliers 
(can also be known as snub-nose pliers) have smooth, 
tapered, round jaws making them an excellent choice 
for electricians and jewellery makers

8473730 130.0 mm, Round Nose Pliers

8473728 130 mm, Flat Nose Pliers

4444050 279 mm With 90mm Jaw Length, Long Nose 
Pliers

RS PRO CHROME MOLYBDENUM 
STEEL CIRCLIP PLIERS
• Phosphate finish providing strong corrosion protection 
• PVC sleeves proving enhanced grip and control 
• Spring mechanism that assists with gripping circlips 
fitted externally

5416781 125 mm, 3 → 10mm, DIN J01, Bent

5416797 125 mm, 8 → 25mm, DIN J11, Bent

5416848 125 mm, 10 → 25mm, DIN A11, Bent

5416810 165 mm, 19 → 60mm, DIN J21, Bent

5416854 165 mm, 19 → 60mm, DIN A21, Bent

5416753 135 mm, 3 → 10mm, DIN J0, Straight

5416769 135 mm, 8 → 25mm, DIN J1, Straight

5416826 135 mm, 3 → 10mm, DIN A0, Straight

5416860 135 mm, 10 → 25mm, DIN A1, Straight

5416775 175 mm, 19 → 60mm, DIN J2, Straight

5416876 175 mm, 19 → 60mm, DIN A2, Straight

RS PRO CHROME VANADIUM STEEL 
COMBINATION PLIERS

•  CR-V Steel Body
•  VDE GS Approved

8473702 160 mm, VDE/1000V Approved, Straight

487236 180 mm With 37mm Jaw Length, Straight

487246 200 mm With 39mm Jaw Length, Straight

8473715 200 mm, VDE/1000V Approved, Straight

8473774 200 mm, Straight

9111042 270 mm, VDE/1000V Approved, Straight

RS PRO CHROME VANADIUM STEEL 
LOCKING PLIERS
• Serrated Jaw
• Quick release trigger
• Adjust the spacing of the jaws
• Nickel plated

8473740 178 mm

8473759 254 mm

RS PRO CHROME VANADIUM STEEL 
LONG NOSE PLIERS
• Polished finish 
• Ergonomic Bow handles 
• Built-in cutter 
• Ideal for precision work with soft wire

8473765 120 mm, Straight

8473756 140 mm, Straight

487145 160 mm With 40mm Jaw Length, Straight

9111049 200 mm, VDE/1000V Approved, Straight

RS PRO DIAGONAL CUTTERS

• A range of low-cost general purpose, heavy-duty 
cutters
• Chrome-vanadium steel jaws
• Heavy duty moulded grips incorporating finger stops

732820 125 mm

487242 127 mm

732836 150 mm

161170 160 mm

9111073 250 mm Aluminium and Copper

9111089 737 mm, Aluminium and Copper

RS PRO HEAVY DUTY ANGLED 
SHEARS
• Wire cutting notch for cutting soft wire up to 2.5mm
• Strong Stainless Steel blade with serrated edge for
 excellent grip and easy cutting through fibrous 
materials
• Safety lock to avoid unintentional jaw opening
• Soft comfortable Thermoplastic Rubber handle

8296492 200 mm Right Tin Snips for 2.5mm Soft Wire, 
Cardboard, Cord, Dowel Rods, Rope, Wire, 
Wood Sticks

RS PRO INSULATED DIAGONAL 
CUTTERS
• Chrome molybdenum steel material 
• Short jaws and beveled cutting edges permit close 
cutting of wire 
• Hot-riveted joints ensure smooth action and no handle 
wobble 
• Ergonomic comfort-grip handle

1447567 VDE/1000V, 152.4 mm

RS PRO LOCKING PLIERS

• Locking pliers maintain constant gripping force 
• The guarded release lever is an important safety 
feature that helps keep work safe and secure 
• Supplied in a plastic tool roll pouch for ease of storage 
and transportation 
• High-grade alloy steel construction heat-treated for 
maximum toughness and durability 
• Hardened tooth, curved jaw design grips from any 
angle 
• Integral wire cutter

4186243 178 mm

RS PRO MULTI-PURPOSE ANGLED 
SHEARS
• Wire cutting notch for cutting soft wire up to 2.5mm
• Strong Stainless Steel blade with serrated edge for 
excellent grip and easy cutting through fibrous 
materials
• Soft comfortable Thermoplastic Rubber handle

8296502 185 mm Angled Tin Snips for Cardboard, Cord, 
Dowel Rods, Rope, Wire, Wood Sticks

RS PRO PIPE CUTTER

• Die cast body with hardened steel cutting wheel 
suitable for pipe diameters 6-50mm (1/4 to 2in.) features 
a unique quick-release mechanism, which allows speedy 
access to clasp and release pipes
• Cutter also features a retractable integral pipe 
reamers, and is supplied complete with one spare cutter 
stored in the handles

8132726 3 → 29 mm, Cuts Brass, Copper

2063463 6 → 50 mm, Cuts Brass, Copper

8132704 15 mm, Cuts Brass, Copper

8473825 3 → 22 mm, Cuts Copper

RS PRO PLIER WRENCH

• Right angle teeth grip in all directions 
• Undercut tongue and groove positioning channel 
• Fastener eliminates nut and bolt joint failure 
• Reinforced edge to minimise stress breakage 
• Heat Treated Teeth grip better and last longer 
• Uses high carbon C1080 steel

2166039 120 mm, Channellock, Water Pump Pliers

734006 130 mm, Soft Jaw Utility, Water Pump Pliers

8473787 130 mm, Box Joint - Water Pump Pliers

5417059 250.0 mm, Box Joint - Water Pump Pliers

6685900 250.0 mm, DRV Handle, Water Pump Pliers

6685938 250.0 mm, Groove Joint - Water Pump Pliers

5178524 300.0 mm,  Water Pump Pliers

5417116 300.0 mm, Box Joint - Water Pump Pliers

RS PRO PLIERS

• Ergonomically designed bow handles provide 
maximum leverage & comfort
• Ideal for the gripping, twisting or bending of wire & 
cable
• Also ideal for cutting wire & cable

5416832 125 mm, Bent, Circlip

5417093 140 mm, Straight, Long Nose Pliers

539003 200 mm, Straight, Combination Pliers

732814 200 mm With 53mm Jaw Length, Straight, Long 
Nose Pliers

RS PRO SIDE CUTTERS

• These high-quality wire cutters from our own RS PRO 
brand are a handy addition to any electrician
• The ergonomically designed bow handle ensures a 
comfortable grip over long periods of use, and is PVC 
covered for a sure grip 
• Lightweight and robust 
 

536379 110 mm

RS PRO STEEL COMBINATION 
PLIERS
• Ergonomically designed bow handles provide 
maximum leverage & comfort
• Ideal for the gripping, twisting or bending of wire & 
cable

5417065 125 mm

8755767 140 mm

5417087 160 mm

8755761 160 mm

161192 160 mm, VDE/1000V Approved

1253066 180 mmWith 29mm Jaw Length, VDE/1000V 
Approved

8755770 180 mm

161164 200 mm, VDE/1000V Approved

RS PRO STEEL FLAT NOSE PLIERS

• From the trusted RS PRO brand, these DIN standard 
pliers are a reliable addition to any toolbox
 • Manufactured in Germany to the stringent DIN 
standards, these standard pliers are extremely robust, 
and ideal for the professional and enthusiast alike

161035 130 mm
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RS PRO STEEL LONG NOSE PLIERS

• Constructed from high grade steel with mirror polish 
and slip guard 
• Two component handle for ease of use
• VDE tested and confirms to IEC 900 1000 V

496997 160 mm, Multipurpose Pliers

161215 160 mm, Radio/Telephone Pliers VDE/1000 
Approved

1253073 200 mm With 74mm Jaw Length, VDE/1000 
Approved

8755802 200 mm

RS PRO STRAIGHT CUTTERS

• Spring-loaded 
• Single-handed operation 
• Moulded plastic handles

4503963 190mm, Cable/rod/wire rope cutter

RS PRO TIN SNIPS FOR SHEET 
METAL
• Non-slip joint, set and tested for a perfect cut
• Hollow-ground blades reduce friction for easier cutting
• Drop-forged carbon steel handles and blades
• Safety stop prevents pinched fingers

575582 250 mm Straight Tin Snips

575598 300 mm Straight Tin Snips

575611 280 mm Right Tin Snips

575627 355 mm Right Tin Snips

RS PRO WIRE STRIPPER

• Professional heavy-duty cable strippers with unique 
spiral-cutting facility
• These tools embody unique spiral-strip selector for 
hard-to-strip insulations like butyl, rubber etc
• The PTFE blade housing, combined with an ultra sharp 
blade, greatly reduces friction for smoother stripping

5417015 4.5mm → 26mm

2620151 4.5mm → 29mm

5401515 155 mm, 0.4mm → 1.3mm

5401492 155 mm, 0.8mm → 2.6mm

161186 160 mm, 5mm → 5mm

663617 165 mm, 1.3mm → 2mm

613044 170 mm, 0.2mm → 6mm

STANLEY BENT LONG NOSE PLIERS

• Zone configuration gives added power, comfort and 
control
• Ergonomic handle for comfort
• Curved jaw

1252036 200 mm Forged Steel Pliers

STANLEY FATMAX COMPOUND 
ACTION PLIERS
• 70% more force and gripping power than standard 
non compound pliers 
• Bi material handles for a firm yet comfortable grip 
• Grounded jaw for better finish, firmer grip and reduce 
the chances of chipping 
• Manufacturer from high grade forged steel for 
increased strength, durability and working tool life

8134344 205 mm Steel Pliers

WEIDMULLER WIRE STRIPPER

• Stripax plus pliers allow you to cut, strip wires between 
0.5 and 2.5 mm and crimp wire-end ferrules with the 
same cross section
• Wires can be cut and stripped without clutch crimping 
the wire-end ferrules. Crimping complies with EN 
standard 50027 and with DIN 6228. Automatic feeding 
of wire-end ferrules
• The wire-end ferrules are supplied in packs of 500 split 
into strips of 50 parts each

2861009 0.5mm

3M EXTRA FINE SANDING SHEET

• Finish contours, deburr and remove rust
• Versatile, durable sheets for use on metal, wood and 
plastic surfaces
• Cloth backing is both flexible and durable enough for 
machine use
•Tear sheets by hand for convenient sizing and reduced 
waste

7067211 P400, 280mm x 230mm

3M FINE SANDING SHEET

• Resin bonded 
• Features an anti-loading stearate coating
• Contains a flexible backing
• Aluminium oxide abrasive with a flexible backing

153347 P100, 280mm x 230mm

153353 P120, 280mm x 230mm

3M MEDIUM SANDING SHEET

• Resin bonded 
• Features an anti-loading stearate coating
• Contains a flexible backing
• Aluminium oxide abrasive with a flexible backing

153246 P80, 280mm x 230mm

3M SILICON CARBIDE VERY FINE 
ABRASIVE SHEET
• Longer life
• Good surface quality
• Wide range of grades available
• Wet and dry sheet for impeccable finish on metal, 
plastic, resin or polyester surfaces
• Sharp, abrasive silicon carbide mineral ensures long 
product life and good surface quality
• Water resistant paper backing for easy handling

1623553 240 Grit, 230mm x 280mm

1623569 320 Grit, 230mm x 280mm

1623575 400 Grit, 230mm x 280mm

3M VERY FINE SANDING SHEET

• Resin bonded 
• Features an anti-loading stearate coating
• Contains a flexible backing
• Aluminium oxide abrasive with a flexible backing

153331 P150, 280mm x 230mm

153123 P180, 280mm x 230mm

153101 P220, 280mm x 230mm

153117 P240, 280mm x 230mm

7067218 P320, 280mm x 230mm

BAHCO POLYPROPYLENE 
ELASTOMER FILE HANDLE
• Ergonomically designed, 2 component plastic handle 
with a hard, polypropylene core and a layer of 
thermoplastic elastomer to provide a soft, textured 
surface for excellent grip, resistance to chemicals, oils 
and solvents
• Two types are available, one for use on hand, 
half-round, pillar, flat, warding or lathe files, the other 
for use on shaped files such as round, square, three-
square, oval and crossing

1985198 Supports 6; 8; 10in Files

BAHCO SECOND CUT FLAT FILE

• Edges tapered towards the point, surfaces double cut, 
edges single cut
• Use: Same as hand files type 100, but its pointed 
shapes enables greater access to angles and corners

2390147 200mm

2390131 250mm

2390169 300mm

BAHCO SECOND CUT HALF ROUND 
FILE
• Edges and surfaces tapered towards the point, with 
double cut
• Use: For filing concave and flat surfaces ideal for 
deburring work

2390103 200mm

2390096 250mm

2390080 300mm

BAHCO SECOND CUT ROUND FILE

•Double cut surfaces, ideal for large fillets and concave 
surfaces

2390052 200mm

2390210 300mm

BAHCO SECOND CUT THREE 
SQUARE FILE
• Triangular cross-section files (equilateral) with tapered 
tips. Cross-cut
• The ergonomic handle is specially designed for reliable 
and comfortable gripping
• For burring and filing inner angles and corners. These 
files are ideal for working in holes, wide grooves and 
concave surfaces
• Two versions available. Individually packaged in bags

2517522 200mm With Soft-Grip Handle

COOPER TOOLS HALF-ROUND 
HAND FILES
• Range of high quality hafted files
• Available in size 1 // 2 smooth-cut and second-cut 
and in different shapes; select according to the type of 
application
• Flat hand file: for flat surface finishing
• Half round file: for flat, concave and convex surfaces
• Round file: for holes and concave surfaces
• Triangular file: for filing sharp interior angles, cleaning 
right-angles, etc.

2213450 250mm Second Cut Hand File

2213444 250mm Bastard Hand File
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DORMER CARBIDE BURR FOR 
DEBURRING
• The combination of premium grade materials for both 
the shank and head
• Material specific designs offer improved performance 
and up to 50% higher metal removal rates over 
standard carbide burrs

1956062 9.6mm, 64mm, Cylinder

1956065 6mm, 50mm, Cylinder

1956068 9.6mm, 64mm, Ball Nosed Cylinder

1956071 6mm, 50mm, Ball Nosed Cylinder

1956072 4mm, 38mm, D Type Cylinder

1956076 9.6mm, 64mm, G Type Cylinder

1956079 6mm, 50mm, G Type Cylinder

1956084 9.6mm, 64mm, Cone M Type Cylinder

DORMER HSS HAND REAMER

• Use on most ferrous and non-ferrous metals
• Metric reamers to ISO/BS328/DIN9 standards have a 
1-in-50 taper on diameter
• Imperial reamers to BS328 standard have a 1-in-48 
taper on diameter

698455 6mm x 135 mm

698461 8mm x 180 mm

698477 10mm x 215 mm

FACOM TRIANGULAR FILE

• Tool fitted with a FACOM SLS attachment solution, preventing any risk of accidental falls 
• The turning crimped cable solution, chosen and tested by FACOM, preserves the ergonomics of use of the 
tool 
• The plastic grip is glued and non-removable to prevent any risk of fall or loss 
• Triangular file with handle 
• Double square on 3 cuts

1468735 200mm

FLEXOVIT EMERY SHEETS COARSE 
SANDING SHEET
• Extremely strong backing
• Tearable cloth
• For dry sanding polishing, de-rusting, de-burring metal 
etc

7734438 P40, 280mm x 230mm

7734435 P60, 280mm x 230mm

FLEXOVIT EMERY SHEETS MEDIUM 
SANDING SHEET
• Extremely strong backing
• Tearable cloth
• For dry sanding polishing, de-rusting, de-burring metal 
etc

7734426 P80, 280mm x 230mm

7734432 P100, 280mm x 230mm

NORTON COARSE SANDPAPER 
ROLL
• Flexible J cloth with aluminium oxide abrasive
• Suitable for polishing and de-rusting metals
• Can be used with oil, paraffin, grease or water

762590 P40, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763565 P40, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763644 P50, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

NORTON FINE SANDPAPER ROLL

• Flexible J cloth with aluminium oxide abrasive
• Suitable for polishing and de-rusting metals
• Can be used with oil, paraffin, grease or water

692306 P100, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783426 P100, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763587 P100, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

692312 P120, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783432 P120, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

692340 P120, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

NORTON MEDIUM SANDPAPER 
ROLL
• Flexible J cloth with aluminium oxide abrasive
• Suitable for polishing and de-rusting metals
• Can be used with oil, paraffin, grease or water

692299 P60, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

4339734 P60, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763571 P60, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

690669 P80, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783410 P80, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

692334 P80, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

NORTON VERY FINE SANDPAPER 
ROLL
• Flexible J cloth with aluminium oxide abrasive 
• Suitable for polishing and de-rusting metals 
• Can be used with oil, paraffin, grease or water

762607 P150, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783690 P150, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763593 P150, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

690653 P180, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783448 P180, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763600 P180, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

692328 P240, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783460 P240, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

692356 P240, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

690647 P320, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783498 P320, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763616 P320, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

762613 P400, 25m x 25mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

2783505 P400, 25m x 38mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

763622 P400, 25m x 50mm, Aluminium Oxide - Silicon 
Carbide - Wire Wool

NORTON WATERPROOF SHEETS 
VERY FINE SANDING SHEET
• Wet and dry sheet for hand sanding with water on 
paint primers, various metals and plastics

4845841 P180, 280mm x 230mm, Silicon Carbide 
Waterproof

4845857 P220, 280mm x 230mm, Silicon Carbide 
Waterproof

4845891 P320, 280mm x 230mm, Silicon Carbide 
Waterproof

4845920 P400, 280mm x 230mm, Silicon Carbide 
Waterproof

4845885 P800, 280mm x 230mm, Silicon Carbide 
Waterproof

RS PRO ABS FILE HANDLE

• Adjustable handle can accommodate various types of 
needle file 
• Ergonomic grip allows for more comfortable action 
• High quality for long service life

734416 Supports 100mm Files

RS PRO BASTARD RASP CUT FLAT 
FILE
• Made with durable high carbon steel 
• Available in a range of sizes 
• Suitable for use with a variety of materials 
• Compatible with RS PRO ergonomic file handles 
• Bastard cut for fast removal of material and deburring

1467339 200mm, 8”

1611507 250mm, 10”

RS PRO BASTARD RASP CUT HALF 
ROUND FILE
• Ergonomic soft grip handle for enhanced control and 
comfort
• Made with durable high carbon content steel
• A half-round design ideal for deburring concave 
surfaces
• Bastard cut rasp for rapid deburring and removal of 
material
• Compatible with RS PRO file handles

1611508 200mm, 8”

1467342 300mm, 12”

RS PRO P800 EXTRA FINE SANDING 
SHEET
• Ideal for sanding paint jobs
• Suitable for use wet or dry use depending on the 
application
• The wetting with water enables the better evacuation 
of small particles and reduction of slipping

7975973 280mm x 230mm, 800 Grit

VALLORBE NEEDLE FILE SET

• Precision files manufactured in accordance with SQS 
quality management system to ISO9001/EN29001
• Files are manufactured from high-grade chrome steel, 
hardened to 65 HRC for greater cutting capactiy and 
prolonged tool life
• Contents: Round profile, half round profile, 3 square 
profile, flat/warding profile, knife profile, oval profile, 
pillar profile, barrette profile, crossing profile, marking 
profile, crochet profile and round edge profile

3518223 160mm Second Cut File. 12 Piece

RS PRO SECOND CUT FLAT FILE

• Made with durable high carbon steel 
• Available in a range of sizes 
• Suitable for use with a variety of materials 
• Can be attached to a handle for enhanced comfort 
and control 
• Second cut for fast removal of material and deburring

1467312 152mm, 6”

1467315 200mm, 8”

1611506 203mm, 8”

1467313 254mm, 10”

1467317 300mm, 12”

1467314 305mm, 12”
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RS PRO SECOND CUT ROUND FILE

• Made with durable high carbon content steel
• Tapered edge to work with more intricate designs and 
enlarge holes
• Second cut for deburring efficiently

1467325 250mm, 10”

1467336 200mm, 3/16”

1467324 200mm, 8”

1611484 150mm, 6” With Soft-Grip Handle

1467327 152mm, 6”

1611485 200mm, 8” With Soft-Grip Handle

1467328 200mm, 8”

1611486 250mm, 10” With Soft-Grip Handle

1467329 250mm, 10”

1467330 300mm, 12”

RS PRO SOVEREIGN POLISHING 
COMPOUND
• High grade, fast cutting composition
• For use on steel and for removal of extrusion and 
burning lines from aluminium
• Excellent cut and colour performance on a variety of 
materials
• Particularly effective on stainless steel
• Ideal for final polishing or finishing of stainless steel

4885669 740g

BAHCO FLAT STANDARD 
SCREWDRIVER
• Three-component handle
• Soft, high-friction material for optimum torque & 
comfort
• High grade vanadium•Polished and chrome plated
• Hardened to DIN and ISO standards

2648632 1 x 5.5 mm Tip, 150 x 5.5mm

2648604 0.8 x 4 mm Tip, 100 x 4mm

2648597 0.6 x 3.5 mm Tip, 125 x 3.5mm

2887691 0.5 x 3 mm Tip, VDE 1000V Approved, 100 c 3mm

2642454 0.5 x 3 mm Tip, 75 x 3mm

2648575 0.5 x 3 mm Tip, 125 x 3mm

BAHCO FLAT STUBBY 
SCREWDRIVER

• Three-component handle
• Soft, high-friction material for optimum torque & 
comfort
• High grade vanadium
• Polished and chrome plated
• Hardened to DIN and ISO standards

2642527 0.8 x 4 mm Tip

2642561 1.2 x 6.5 mm Tip

BAHCO NUTDRIVER NUT DRIVER 
SCREWDRIVER SET
• Options for Hexagonal, Torx and Nut driving
• The shorter 90° blade is used for extreme torque or to 
work in areas where height is limited
• The long blade allows a controlled torque turn and 
provides easy access for difficult to reach fasteners
• Size and part number laser branded on the blade for 
easier identification
• Hex nut sizes:•5 - 6 - 7 - 8 - 10 - 13mm

8766685 6 Piece, T Handle

BAHCO PHILLIPS LONG REACH 
SCREWDRIVER
• Range of budget screwdriver components 
• The colour code and diagram at the end of the handle 
facilitate the choice of the appropriate bit
• The handle is made of three parts made of 
polypropylene and thermoplastic elastomer, joined to a 
solid core with good adhesion
• The bright chrome finished blade is tempered, with 
oxidised black tip

2648711 PH4 Tip, 200 x 361mm

BAHCO PHILLIPS STANDARD 
SCREWDRIVER
• Three-component handle
• Soft, high-friction material for optimum torque & 
comfort
• High grade vanadium
• Polished and chrome plated
• Hardened to DIN and ISO standards

2648676 PH0 Tip, 60 x 182mm

2648682 PH1 Tip, 75 x 197mm

2887764 PH1 Tip, VDE 1000V Approved, 80 x 202mm

2648698 PH2 Tip, 100 x 222mm

2648705 PH3 Tip, 150 x 272mm

BAHCO PHILLIPS STUBBY 
SCREWDRIVER

• Three-component handle]
• Soft, high-friction material for optimum torque & 
comfort
• High grade vanadium
• Polished and chrome plated
• Hardened to DIN and ISO standards

3851817 PH1 Tip, 25 x 83mm

3851823 PH2 Tip, 25 x 83mm

BAHCO POZIDRIV STANDARD 
SCREWDRIVER
• Three-component handle
• Soft, high-friction material for optimum torque & 
comfort
• High grade vanadium
• Polished and chrome plated
• Hardened to DIN and ISO standards

2642628 PZ2 Tip

2887865 PZ3 Tip, VDE 1000V Approved

BAHCO SCREWDRIVER SET

• 15-piece set, impact grip with inserts
• Supplied in a plastic box

6099775 Interchangeable Square; Slotted; Phillips; 
Hexagon 15 Piece

EGA-MASTER FLAT STANDARD 
SCREWDRIVER

• Product Applications
• EGA Master non-sparking hex keys are ideal for use 
in: power stations, paint manufacturing, oil companies, 
distilleries, fire-fighting and the aerospace industry

1230281 10 x 200 mm Tip, Slotted Al-Bron

1230311 10 x 300 mm Tip, Electrician Al-Bron

EGA-MASTER HEX KEY

• Non-sparking: Appropriate for explosive potential 
environments.
• Non-magnetic safety: Essential for equipments that 
require complete non-magnetic safety
• Corrosion resistant : Specially well suited for 
applications in corrosive environments like encountered 
in marine works or fire-fighting applications
• Forged after casting: Provides higher mechanical 
properties and better finishing

1230251 L Shape 22mm

FACOM DRIVER BIT SET

• 31 piece set with compact ratchet for bits to accom-
modate any 
• Ultra-compact set, easy to carry in the pocket or 
toolbox 
• Immediate tool selection: pictograms of screw head 
patterns 
• Plastic case resistant to workshop chemicals 
• Manufactured from the premium quality steel 
• Lightweight construction: only 445g

7227211 31 Pieces, Hexagon, Phillips, Pozidriv, Slotted, 
Torx

FACOM ENGINEERS SLOTTED 
PHILLIPS POZIDRIV SCREWDRIVER SET

• Facom 8 piece Protwist professional screwdriver set 
contains Slotted, Phillips and Pozidrive screwdrivers with 
silicon carbon steel blades for strength and endurance

519692 8 Piece

FACOM FLAT STANDARD 
SCREWDRIVER
• Tool equipped with a Facom SLS attachment solution, 
preventing any risk of accidental falls
• The crimped “rotating” cable solution maintains user 
ergonomics
• Slotted, Phillips and Pozidrive options
• Colour coding
• Extra-long blade up to 400 mm for difficult and remote 
access
• Silicon carbon blade: strong and resistant to flexion
• Bi-material grip offers a polyamide core with a soft 
polyurethane zone

9103079 9 mm Tip

473726 5.5 x 1 mm Tip, VDE 1000V Approved

STANLEY FLAT LONG REACH 
SCREWDRIVER

• High grade steel bar allows for high torque & reduces 
the chance of tip breakage
• Flared style handle with anti-slip soft grip for excellent 
comfort & grip
• Pinched waist for detailed precision adjustment
• Smooth domed end for spinning action, speed & 
comfort
• Hex bolster bars available to apply extra torque via 
wrench

6658472 10 mm Tip

STANLEY FLAT PHILLIPS 
INTERCHANGEABLE SCREWDRIVER
• Compact size allows the tool to be carried around in 
a pocket 
• Non-slip textured surface with soft bi-material grip 
• The driver has been steel hardened for maximum 
durability 
• Magnetic bits attract and hold small screws 
• S2 Steel for maximum durability 
• Supplied with 2 double-ended bits

6658365 1/8 in, 5/32 in, PH0, PH1 Tip

FACOM PHILLIPS PRECISION 
SCREWDRIVER

• AP.VE / AD.VE screwdrivers protect you from electrical 
risks up to 1000 Vac and 1500 Vdc

1043957 PH00 Tip

418870 PH0 Tip, VDE 1000V Approved

418666 PH0 Tip

418874 PH1 Tip, VDE 1000V Approved

7348879 PH1 Tip

418880 PH2 Tip, VDE 1000V Approved

418868 PH2 Tip

418836 PH3 Tip
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FACOM HEX ADJUSTABLE TORQUE 
SCREWDRIVER
• Safe - Automatically releases upon reaching the 
specified torque, impossible to exceed the set value
• Protected adjustment system - no risk of accidentally 
altering settings
• Vernier scale on the tool is clear and easy to view
• Ergonomic design‚ light with a firm grip
• Bit holding device‚ hexagon 1/4 inch
• One way drivers‚ clockwise operation

7691672 1/4”, 2 → 10Nm

FACOM HEX KEY

• Hex keys are made up from a strong, hard waring 
material,  ensuring optimal strength and a long tool 
shelf life 
• Our hex key range is comprised of a variety of sizes 
and finishes

2055210 10 pieces Set, L Shape 1.5mm → 9.5mm

1883662 P Shape 7/32in

2352870 L Shape 2.5mm

2352915 L Shape 4mm

2352965 L Shape 8mm

2352971 L Shape 9mm

2352987 L Shape 10mm

2352993 L Shape 11mm

7845954 L Shape 14mm

1914085 L Shape 19mm

FACOM HEXAGON SLOTTED 
PHILLIPS SCREWDRIVER
• This screwdriver features a high quality and high 
efficiency 45-tooth ratchet with low blade return torque 
for faster, more accurate screwing and longer tool life
• The powerful magnetic adapter allows the magnet to 
securely hold the bit and screw without the issue of it 
loosening or dislodging while working

7031360 225 mm length

GEDORE DRIVER BIT SET

• Square drive with ball retaining locking groove
• Knurled grip
• Vanadium Steel construction with Manganese 
Phosphate finish

7724110 15 Piece Hex Bit Set 1/2in 5-17 mm

GEDORE VDE PHILLIPS SLOTTED 
SCREWDRIVER SET
• Fully insulated blade
• Hanging or lanyard hole
• Blackened finish

7724393 7 Piece

RS PRO ALLOY STEEL SCREW 
EXTRACTOR
• Hardened steel construction 
• Suitable for various sizes of screw or bolt 
• Suitable for use with appropriately sized tap wrenches 
• Supplied in a plastic case 
• M3 to M18 slow spiral 
• Material: Alloy steel GCR15 
• Hardness: HRC 50 - 60

446853 5 piece

RS PRO CHROME VANADIUM STEEL 
SCREW EXTRACTOR
• Hardened steel construction 
• Suitable for various sizes of screw or bolt 
• Suitable for use with appropriately sized tap wrenches 
• Supplied in a plastic case

4609516 5 piece

RS PRO CHROME VANADIUM STEEL 
STANDARD SCREWDRIVER
• Round steel shafts fully hardened and tempered high 
grade chrome vanadium
• Virtually indestructible cellulose acetate fluted handle 
for good grip
• Flat bladed units have cross ground tips

4503575 100 mm, 3 mm Tip, Cellulose Acetate

613482 3” , PH1 Tip, Cellulose Acetate

613498 4” , PH2 Tip, Cellulose Acetate

663140 10”, PH3 Tip, Cellulose Acetate

544702 3”, PZ1 Tip, Cellulose Acetate

RS PRO DRIVER BIT SET

• Hardened and tempered for heavy duty use
• Supplied complete on a rail retaining bar which can be 
wall mounted or used within a roller cabinet
• Two sets are available, a 7 piece - 55mm overall length 
or a 6 piece - 100mm blade set

2620325 7 Pieces, Hexagon

6159209 32 Pieces, Hexagon, Phillips, Slotted, Torx

RS PRO ENGINEERS NUT SPINNER 
DRIVER SET
• Hardened steel construction 
• Soft feel cushion grip double injection handles 
• Hardened chrome-vanadium steel construction 
• Metric sizes

4601758 7 Piece

RS PRO FLAT GRIPPING DRIVER 
SCREWDRIVER
• Slotted screw grip tip to ensure flat head screws are 
firmly attached 
• Ergonomic handle for improved torque and comfort 
• Lightweight and easy to use 
• Ideal for working in confined spaces

1763414 4.5 mm Tip, 4.5x100mm

RS PRO FLAT LONG REACH 
SCREWDRIVER
• Chrome vanadium steel blades
• Cellulose acetate handles
• Slot drive screwdrivers have parallel tips and 
chemically blackened blades, with a lacquered finish
• Torque and gauge tests meet din standard
• Heat treated to HRC 55-60° for screwdriver blade

736131 8 mm Tip, 300x8mm

4594060 10 mm Tip, 250x10mm

736147 10 mm Tip, 500x10mm

RS PRO FLAT PRECISION 
SCREWDRIVER
• ESD safe handle with 109-1010 Ohms resistance
• Rotating cap
• SL1, SL1.5, SL2 & SL3 versions available

8640836 3 mm Tip, 3x50mm

RS PRO FLAT STANDARD 
SCREWDRIVER
• Made from durable chrome-molybdenum and 
chrome-vanadium steel
• Soft touch, plastic handle ensures a comfortable and 
safe grip
• Shiny chrome finish is combined with double colour 
handle
• High-quality materials ensure long life and safe 
operation even at the high torque

4594010 5 mm Tip, 100x5mm

4594048 8 mm Tip, 150x8mm

RS PRO FLAT STUBBY 
SCREWDRIVER
• Hardened and tempered high grade chrome vanadium 
round steel shafts
• Indestructible cellulose acetate handle with fluted 
design for a good grip  
• Flat bladed screwdrivers have cross ground tips
• Blade length 38 mm
• Manufactured to BS2559

545402 1/4 in Tip

RS PRO FLEXI PRECISION 
SCREWDRIVER SET 30 IN 1
• Flexible extendable shaft ratchet screwdriver 
• 15 double ended screwdriver bits
• Bit storage in transparent handle 

6685736 Hexagon, Phillips, Pozidriv, Slotted, Torx 
Screwdriver Set 31 Piece

STANLEY PRECISION POZIDRIV 
SLOTTED SCREWDRIVER SET
• Precision instrument screwdriver set
• Nickel plated fluted handles
• Tempered and blued steel for long life

6658374 6 Piece, 1.4 mm, 2.4 mm, 2 mm, 3 mm, PZ0, PZ1

STANLEY PROTO SQUARE SCREW 
EXTRACTOR SET
• Made from heat-treated steel for superior durability
• Square shank ends permit use of a die holder or 
wrench to turn the tool anti-clockwise to remove the 
broken part
• Size stamped on extractor refers to drill bit size to be 
used with that extractor
• Supplied in a plastic pouch for easy storage and 
transportation

2642230 5 piece Alloy Steel
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RS PRO HEX KEY

• High corrosion protection 
• Heat-treated chrome vanadium steel with a blackened 
finish

734876 L Shape 1.5mm

609578 L Shape 2mm

734905 L Shape 3mm

734911 L Shape 4mm

734927 L Shape 5mm

734933 L Shape 6mm

609512 L Shape 8mm

734955 L Shape 10mm

4992414 L Shape 14mm

4992442 L Shape 19mm

RS PRO HEX KEY SET

• Manufactured from 8650 chrome nickel alloy steel 
and specially heat treated to fully tighten 12.9 grade 
fasteners without bending or shearing
• Conforms to ANSI B18.3 specification
• Supplied in storage wallet

545036 8 pieces,  L Shape 1/16in

5423515 9 pieces,  L Shape 1.5mm Ball End

RS PRO HEX STANDARD 
SCREWDRIVER

• Chrome vanadium steel structure with matt chrome 
finish, offering excellent durability and corrosion 
resistance 
• Soft grip handles to enhance comfort, grip and torque
• Higher torque than hex keys

1829748 5x100mm Tip

RS PRO INSULATED FLAT STANDARD 
SCREWDRIVER
• VDE 0680//2 Approval 
• Ergonomically designed, anti-slip and soft grip for 
comfortable operation and higher torque 
• Yellow / Red colour for easy identification 
• Size and Tip Type illustrated at the top of the handle 
for easy identification 
• Hardened & blackened chrome-vanadium steel. Heat 
treated to HRC 52 → 56

4500841 2.5 mm Tip, VDE 1000V Approved, 5x80mm

4500857 4 mm Tip, VDE 1000V Approved, 4x100mm

4499353 5.5 mm Tip, VDE 1000V Approved, 5.5x125mm

4499369 6.5 mm Tip, VDE 1000V Approved, 6.5x150mm

4992492 8 mm Tip, VDE 1000V Approved, 8x175mm

RS PRO INSULATED PHILLIPS 
STANDARD SCREWDRIVER
• Manufactured to EN 60900 (BS EN 60900)
• Heat treated chrome vanadium blades

4499410 PH0 Tip, 60mm L, VDE 1000V Approved, Chrome 
Vanadium Molybdenum Steel

253009 PH1 Tip, 80mm L, VDE 1000V Approved, Chrome 
Vanadium Molybdenum Steel

253021 PH2 Tip, 100mm L, VDE 1000V Approved, Chrome 
Vanadium Molybdenum Steel

4992509 PH3 Tip, 150mm L, VDE 1000V Approved, Chrome 
Vanadium Molybdenum Steel

252999 PH3 Tip, 150mm L, VDE 1000V Approved, Chrome 
Vanadium Molybdenum Steel

RS PRO INTERCHANGEABLE 
PARALLEL PHILLIPS SCREWDRIVER SET

• Robust impact driver with interchangeable heads 
• Chrome Vanadium Steel Driver 
• Chrome Molybdenum Steel Bits 
• Ergonomic grip

5416539 6 Piece

RS PRO 7 PIECE REVERSIBLE BLADE 
SCREWDRIVER SET
• Hardened and chromium plated with anti-peel tips
• Screwdriver handle with solid brass collar allows blade 
length adjustment from 10 mm to 95 mm
• Chrome Steel blade
• Supplied in a plastic box with folding lid

252949 7 Piece

RS PRO L SHAPE TORX KEY SET

• For use on all security TORX® type fasteners 
• Supplied complete in a plastic storage case 
• Manufactured from 8650 chrome nickel alloy, heat 
treated for outstanding torque and strength 
characteristics 
• Manufactured to meet ANSI B18-3 and FED. SPEC 
GGG-K-2750 standards

1572089 7 Piece, T10; T15; T20; T25; T27; T30; T40

RS PRO PHILLIPS LONG REACH 
SCREWDRIVER

• Chrome vanadium steel blades
• Cellulose acetate handles
• Slot drive screwdrivers have parallel tips and 
chemically blackened blades, with a lacquered finish
• Torque and gauge tests meet din standard
• Heat treated to HRC 55-60° for screwdriver blade

2284193 PH2 Tip

RS PRO PHILLIPS PRECISION 
SCREWDRIVER
• Blades made from high grade Chrome-vanadium steel
• Rotating cap allows operator to drive easily and adjust 
precisely
• Tri-lode shape of handle provides comfortable grip 
during rotation
• Tips accurately machined for the ultimate screw fit

243490 PH0 Tip

243658 PH00 Tip

RS PRO PHILLIPS STANDARD 
SCREWDRIVER
• Material: Chrome molybdenum vanadium steel Phillips 
blades and PP plastic / soft TPR handles
• Finish: Shiny chrome finish & phosphate black tip, red 
/ black colour double

4594161 PH2 Tip, 2x100mm, Chrome Vanadium 
Molybdenum Steel

4594177 PH3 Tip, 3x150mm, Chrome Vanadium 
Molybdenum Steel

7811438 PH3 Tip, 3x150mm, Alloy Steel

RS PRO PHILLIPS STUBBY 
SCREWDRIVER
• Hardened and tempered high grade chrome vanadium 
round steel shafts
• Indestructible cellulose acetate handle with fluted 
design for a good grip  
• Flat bladed screwdrivers have cross ground tips
• Manufactured to BS2559

613842 PH1 Tip

613858 PH2 Tip

RS PRO POZIDRIV STANDARD 
SCREWDRIVER
• RS Pro Pozidriv Tip Screwdriver is a tool manufactured 
with a quality in mind
• Made from durable chrome-molybdenum and 
chrome-vanadium steel
• Soft touch plastic handle ensure a comfortable and 
safe grip
• High-quality materials ensure long life and safe 
operation even at the high torque

4594262 PZ2 Tip 2x100mm

4992515 PZ3 Tip, VDE 1000V Approved, 3x150mm

RS PRO PRECISION PHILLIPS 
SLOTTED SCREWDRIVER SET
• Blades made from high-grade Chrome-vanadium steel 
• The rotating cap allows the operator to drive easily 
and adjust precisely 
• Tri-lobe shape of the handle provides a comfortable 
grip during rotation 
• Eyelet in handle for extra storage options

243513 7 Piece

243585 7 Piece

537883 11 Piece

RS PRO PRECISION SLOTTED 
SCREWDRIVER SET
• Set with nickel-plated bodies
• Blackened steel shafts
• Revolving heads for precise accurate control
• Ergonomic handle

537861 6 Piece

RS PRO SLOTTED INSULATED 
SCREWDRIVER
• Each screwdriver has been designed with the 
ergonomic C-PLUS soft-grip handles
• Made from Chrome Vanadium Steel for increased 
durability and strength, allowing for longer-lasting tool 
life
• Featuring a phosphate coating for increased friction 
on fasteners, reducing the risk of rounding or damaging 
the fastener when applying higher amounts of torque
• The screwdriver has also been tested to conform to DIN 
EN 60900: 2004 standards

1253079 0.5 x 3 mm Tip, VDE 1000V Approved

1253083 1.2 x 6.5 mm Tip, VDE 1000V Approved

RS PRO STEEL SCREW EXTRACTOR

• Metric or Imperial sizes
• Screw extractors sandblasted or black & white finish

7798836 2 piece, 4+5mm

7798849 2 piece, 6+9mm

SIBILLE PHILLIPS STANDARD 
SCREWDRIVER
• VDE certified 
• High strength tempered and burnished steel for 
increased precision 
• Flush insulation offers excellent reach to screws in 
narrow recesses 
• Coloured ring for easy blade identification 
• Ergonomic design

9182296 100mm PH2 Tip, VDE 1000V Approved
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STANLEY VDE POZIDRIV SLOTTED 
SCREWDRIVER SET
 • Large diameter handle off ers great torque needed for 
driving wood screws
• Shot blasted tips ensure improved torque and 
corrosion protection
• Smooth domed end for fast spinning action, speed 
and comfort
• Chrome vanadium steel bar allows for high torque and 
reduces the chance of tip breakage 

1771363 7 Piece

WERA FLAT STANDARD 
SCREWDRIVER
 • Kraftform ergonomic handle with soft and hard zones
• Soft zones for extra grip and pressure with optimal 
contact zones resulting in increased torque transfer
• Size and tip type marked on the end of the handle for 
instant identifi cation of the right screwdriver
•Chrome plated fi nish 

8758716 3 mm Tip, VDE 1000V Approved

8759255 5.5 mm Tip

8758794 6 mm Tip

8758808 7 mm Tip

8759249 8 mm Tip

WERA HEX ADJUSTABLE TORQUE 
SCREWDRIVER

 • 7400 Series Adjustable torque screwdrivers
• 1 / 4-inch Hex drive
• Measuring range 0.3 to 1.2 Nm
• Accuracy ± 6% (DIN EN ISO 6789)
• Rapidaptor quick release chuck (quick change of bits)
• Suitable for -inch Hex bits (DIN ISO 1173-C 6.3, E 6.3 
(ISO 1173) 

5416191 1/4 in, 0.3 → 1.2Nm

WERA HEX KEY SET

 • Finished with a chrome plating for high corrosion 
protection and long service life 
• Supplied in a practical wear-resistant clip fastener 
that ensures secure storage and simple key removal 
• Our tools will be to hand when you need them most 

185895 9 pieces,  L Shape 1.5mm Ball End

WERA POZIDRIV PRECISION 
SCREWDRIVER
• Steel, chrome plated blades with black fi nish
• Anti-roll off 
• Extra durable
• Free spin cap
• Fast spinning, power and precision zones
• Rack system 

3232389 PZ1 Tip

WERA PRECISION SLOTTED
PHILLIPS SCREWDRIVER

3232610 Set 6 Piece

WERAL SHAPE TORX KEY SET

 • Ball point in the long key set arm
• All L-Keys have a BlackLaser fi nish with the 
thermoplastic, diff erent coloured sleeves
• Excellent performance in tight and limited space areas
• Corrosion resistant, long service life
• Hard wearing clip fastener tool organiser for safe and  
secure storage
• Weight 245 g
• Dimension of the key set 150 x 80 x30 mm
• Torx tools with a borehole prevent the unauthorised 
unscrewing of any safety screw 

8757978 9 Piece, T8 x 76 mm, T9 x 79 mm, T10 x 85 mm, 
T15 x 90 mm, T20 x 96 mm, T25 x 104 mm, T27 x

WIHA TOOLS FLAT STANDARD 
SCREWDRIVER
 • High quality Chrome Vanadium Molybdenum steel
• Through hardened
• Chrome-plated
• ChromTop fi nish on tip
• Ergonomic SoftFinish multi-component handle 

1585861 4.5 x 1 mm Tip, VDE 1000V Approved

7072976 5.5 mm Tip

7073200 5.5 mm Tip, VDE 1000V Approved

1585883 6 mm Tip, VDE 1000V Approved

• Steel, chrome plated blades with black fi nish
• Anti-roll off 
• Extra durable
• Free spin cap
• Fast spinning, power and precision zones
• Rack system 

HAND TOOLS

The comprehensive 
range of RS Pro tools 
and consumables 
are designed and 
built for industrial 
applications. 

EVERY PART 
MATTERS

The comprehensive 

MATTERSMATTERSMATTERS

To view the full RS Pro range visit 
export.rsdelivers.com
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BAHCO 1.0” DRIVE IMPACT SOCKET 
HEXAGON
• Phosphated finish
• High performance alloy steel
• High performance alloy steel

7177429 30.0mm, 64.0 mm length

7177438 32.0mm, 64.0 mm length

7177444 36.0mm, 66.0 mm length

7177441 41.0mm, 69.0 mm length

7177453 46.0mm, 75.0 mm length

7177457 50.0mm, 81.0 mm length

7177466 55.0mm, 86.0 mm length

BAHCO 1/2” DRIVE IMPACT 
SOCKET HEXAGON

• Vanadium Extra forged construction
• Phosphated finish
• For maximum safety, use clamping springs

7176832 10.0mm, 38.0 mm length

7176848 13.0mm, 38.0 mm length

7176860 19.0mm, 38.0 mm length

7176876 22.0mm, 38.0 mm length

7176886 26.0mm, 45.0 mm length

7176892 32.0mm, 50.0 mm length

BAHCO 3/4” DRIVE IMPACT 
SOCKET HEXAGON
• Chrome Extra
• Phosphated finish
• High performance alloy steel
• Torque according to DIN and ANSI

7177179 22.0mm, 51.0 mm length

7177176 24.0mm, 51.0 mm length

7177185 27.0mm, 53.0 mm length

7177191 30.0mm, 53.0 mm length

7177194 32.0mm, 57.0 mm length

7177201 36.0mm, 57.0 mm length

7177214 41.0mm, 58.0 mm length

7177217 46.0mm, 62.0 mm length

BAHCO ADJUSTABLE SPANNER

• High quality, phosphated finish
• Black finish•Precision-hardened and anti-corrosion 
treated
• Improved access in confined spaces with the slim 15° 
angled jaws
• Accurate jaw movement
• Left turning screw
• Scale in mm for pre-adjusting and accurate 
measurement

539520 110 mm Overall Length, 13mm Max Jaw Capacity

1876981 100 mm Overall Length, 13mm Max Jaw 
Capacity

539536 155 mm Overall Length, 20mm Max Jaw 
Capacity

1876983 200 mm Overall Length, 24mm Max Jaw 
Capacity

539542 205 mm Overall Length, 27mm Max Jaw 
Capacity

539558 255 mm Overall Length, 30mm Max Jaw 
Capacity

1876985 300 mm Overall Length, 36mm Max Jaw 
Capacity

539564 305 mm Overall Length, 34mm Max Jaw 
Capacity

1876986 375 mm Overall Length, 46mm Max Jaw 
Capacity

734769 380 mm Overall Length, 44mm Max Jaw 
Capacity

734775 455 mm Overall Length, 53mm Max Jaw 
Capacity

7179169 614 mm Overall Length, 63mm Max Jaw 
Capacity

BAHCO ALLOY STEEL SPANNER SET

• High performance alloy steel
• Open end angle 15° with a slimmer head to get more 
accessibility
• 12 points Dynamic-Drive Profile provides longer life for 
screws and nuts
• Ring end angle 15° for knuckle clearance or better grip
• Chrome plated micro matt finishing provides 
high-quality surface
• Plastic tool roll

8770754 17 Piece, Combination

BAHCO BREAKER BAR

• Breaker bar with plastic grip
• 390 mm Length
• Made from high performance alloy steel
• Nickel and Chrome plated, fine polished finish

5094965 1/2” Square, Length 390.0 mm

BAHCO BI-HEX SOCKET WITH 0.5” 
DRIVE
• Double hexagon long series
• Bi-hex profile, metric sizes
• Dynamic-Drive profile
• Not suitable for machine operation
• High performance alloy steel
• Manufactured to DIN3124 and ISO2725 standards

2144613 10mm, Length 82.6 mm

5094779 13mm, Length 38 mm

5094808 15mm, Length 38 mm

5094864 20mm, Length 38 mm

519901 24mm, Length 82.6 mm

2144663 30mm, Length 82.6 mm

BAHCO COMBINATION SPANNER

• Standards: ISO 7738, ISO 3318 and DIN 3113
• Material: High performance alloy steel, 
Vanadium-Extra
• Open-end angle 15° with a slimmer head for better 
accessibility
• Ring end angle 15° for knuckle clearance or better grip
• Bigger and bi-directional size marking for easy 
identification
• Chrome plated micro-matt finishing provides 
high-quality surface
• Patented U shape design

7178573 1/4”, Offset

7178655 1-3/4”, Offset

7178624 1-1/4”, Offset

7178585 3/8”, Offset

7178582 5/16”, Offset

6099387 6 mm, Metric

7178699 6 mm, Offset

6099466 7 mm, Metric

6099494 7 mm, Offset

6099624 8 mm, Offset

6099371 9 mm, Metric

6099517 10 mm, Offset

6111588 10 mm, Metric

6099539 11 mm, Offset

6099753 11 mm, Metric

6099602 12 mm, Offset

6111594 12 mm, Metric

6099416 13 mm, Metric

6099545 13 mm, Offset

7178692 14 mm, Offset

6099551 16 mm, Offset

6099567 17 mm, Offset

6099400 18 mm, Metric

6099438 19 mm, Metric

6099589 19 mm, Offset

6099444 22 mm, Metric

6099501 22 mm, Offset

7178529 23 mm, Offset

6099523 24 mm, Offset

6099769 24 mm, Metric

7178523 25 mm, Offset

7178532 26 mm, Offset

6099365 27 mm, Metric

7178539 29 mm, Offset

6099488 30 mm, Metric

7178725 30 mm, Offset

6099472 32 mm, Metric

7178734 32 mm, Offset

7178541 36 mm, Offset

7178731 36 mm, Offset

7178545 41 mm, Offset

7178554 46 mm, Offset

7178557 50 mm, Offset

7178551 55 mm, Offset

BAHCO COMBINATION SPANNER 
SET

• High-quality 72-tooth ring ratchet and fork wrenches
• Reversible clockwise/anti-clockwise
• Alloy Steel
• Open end rotated 15°
• Ring end angled 15°
• Chrome plated, matt finish
• 12 point Dynamic-Drive profile
• Black plastic pouch with locking mechanism

4239808 6 Piece

BAHCO DOUBLE ENDED OPEN 
SPANNER
• Metric double-ended spanners with ultra thin heads, 
head angled at 15°
• High performance alloy steel 
• U shape shank provides better comfort
• Large and one-directional size marking for easy 
identification
• Chrome plated micro matt finishing

6099309 6 x 7 mm

6099292 8 x 9 mm

6099270 8 x 10 mm

6099315 10 x 11 mm

6099321 13 x 17 mm

6099286 17 x 19 mm

7178905 19 x 24 mm

7178901 19 x 22 mm

6099236 22 x 24 mm

7178911 24 x 30 mm

6099220 24 x 27 mm

6099214 27 x 30 mm

7178923 30 x 32 mm

7178936 32 x 36 mm

7178939 36 x 41 mm

7178933 41 x 46 mm

7178942 46 x 50 mm

7178945 50 x 55 mm

7178949 55 x 60 mm

6099359 12 x 13 mm

BAHCO HEX SOCKET

• Standard length sockets, 1/4 in square drive
• Dynamic-Drive-Profile construction
• Hex profile
• Not suitable for machine operation
• High performance alloy steel, Chromo-extra
• ISO 2725/1174• DIN 3124/3120

5094230 0.28125” With 0.25 in Drive , Length 24.7 mm

BAHCO METRIC COMBINATION 
SPANNER SET
• 14 combination spanners
• Vanadium Steel
• Open end rotated 15°
• Ring end angled 15°
• Nickel and chrome plated, mirror polished
• Dynamic-Drive profile - Patented U-shape shank for 
better comfort

5084053 14 Piece

BAHCO OFFSET RING SPANNER

• Double end deep offset ring wrench 
• Standards: ISO 1085, ISO 10104 and DIN 838
• Material: High performance alloy steel
• Chrome plated micro matt finishing provides 
high-quality surface

6099630 8 x 9 mm

6099680 10 x 11 mm

1876813 10 x 12 mm

1876816 12 x 14 mm

6099668 17 x 19 mm

BAHCO OFFSET RING SPANNER 
INSULATED
• Insulated offset ring spanner
• 3 layers of insulation coating with different colours 
(Red: safety, Orange: danger, Yellow: high danger)
• Fourth coating in black for extra handle protection
• For work on live equipment up to 1000 V
• High performance alloy steel
• Chrome Vanadium steel
• 12 point Dynamic-Drive Profile
• Opening tolerance according to ISO 691, IEC60900, 
VDE certified

6880186 10 mm

6880192 13 mm

6880203 17 mm

HAND TOOLS HAND TOOLS
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BAHCO PIPE WRENCH

• Self-clamping one-hand traditional Stillson wrench
• Spring loaded for ratchet-like use
• Chrome Vanadium construction
• Traditional forged steel
• Anti-corrosion treated
• Induction hardened jaws
• Springs housed inside casing for extra durability

7319398 203.0 mm Overall Length, 25mm Max Jaw 
Capacity, Stillson

7179178 210.0 mm Overall Length, 33mm Max Jaw 
Capacity, Universal

7319392 254.0 mm Overall Length, 35mm Max Jaw 
Capacity, Stillson

7179213 254.0 mm Overall Length, 38mm Max Jaw 
Capacity, Aluminium

7319402 305.0 mm Overall Length, 44mm Max Jaw 
Capacity, Stillson

3270690 320.0 mm Overall Length, 45mm Max Jaw 
Capacity, Alloy

7179217 355.0 mm Overall Length, 51mm Max Jaw 
Capacity, Aluminium

7319418 355.0 mm Overall Length, 51mm Max Jaw 
Capacity, Stillson

7179181 426.0 mm Overall Length, 65mm Max Jaw 
Capacity, Universal

7319411 457.0 mm Overall Length, 50mm Max Jaw 
Capacity, Stillson

7179226 457.0 mm Overall Length, 64mm Max Jaw 
Capacity, Aluminium

7179184 557.0 mm Overall Length, 90mm Max Jaw 
Capacity, Universal

7319415 609.0 mm Overall Length, 76mm Max Jaw 
Capacity, Stillson

7179229 610.0 mm Overall Length, 76mm Max Jaw 
Capacity, Aluminium

7179188 722.0 mm Overall Length, 110mm Max Jaw 
Capacity, Universal

7179223 914.0 mm Overall Length, 127mm Max Jaw 
Capacity, Aluminium

7179232 1219.0 mm Overall Length, 152mm Max Jaw 
Capacity, Aluminium

BAHCO RATCHET SPANNER

• ISO 1711-1 and DIN 3113 standards 
• Sizes in range from 6 to 32mm 
• Left right quick change direction switch 
• 15° slim open end gives better accessibility 
• Chrome plated micro matt finish offers a high quality 
surface

8766351 12 mm

8766363 14 mm

8766373 18 mm

8766391 27 mm

BAHCO RATCHET SPANNER SET

• High performance alloy steel
• Quick change switch for right and left direction, 5° 
action angle
• 2 points Dynamic Drive Profile
• Chrome plated matt finish 
• Anti-rust protection

7630875 4 Piece

BAHCO SINGLE ENDED OPEN 
SPANNER
• Standard alloy steel
• Gunmetal finish 
• Angle 15°

7178955 7 mm

7178964 8 mm

7178977 13 mm

7178986 14 mm

7178983 17 mm

7178992 19 mm

7178995 22 mm

7178999 24 mm

7179002 27 mm

7178309 30 mm

7179005 30 mm

7178318 32 mm

7179009 32 mm

7178311 36 mm

7179018 36 mm

7179011 38 mm

7178315 41 mm

7179015 41 mm

7179024 46 mm

7179027 50 mm

7179021 55 mm

7179030 60 mm

7179033 65 mm

7179037 70 mm

7179046 75 mm

BAHCO SLOGGING SPANNER

• Ring ended
• Forged Steel construction
• Steel grey finish

7179083 24 mm, Ring Wrench

7178093 30 mm, Ring Wrench

7179096 30 mm, Heavy Duty Ring Wrench

7178096 32 mm, Ring Wrench

7178100 36 mm, Ring Wrench

7178103 41 mm, Ring Wrench

7178116 46 mm, Ring Wrench

7178119 50 mm, Ring Wrench

7178113 55 mm, Ring Wrench

7178122 60 mm, Ring Wrench

BAHCO SOCKET SET

• The ratchet wrench comes with a compact sturdy soft 
grip handle
• Thumb slide direction lever
• Labelled with the corresponding items for quick and 
easy identification
• Reversible ratchet with quick release button
• 375 x 215 x 100 mm high density polythene case - Oil 
and temperature resistant 
• 3 piece removable sections in Lid

3581265 S-460 46 Piece Socket Set, 1/4 in Square Drive

3613132 S-240 24 Piece Socket Set, 1/2 in Square Drive

3612319 S-160 16 Piece Socket Set, 1/4 in Square Drive

3054971 7819SRE 10 Piece, 1/2” Square Drive

BAHCO SOCKET WRENCH

• 3 layers of insulation coating with different colours
• 4th coating in black for extra handle protection
• Chrome-Vanadium steel
• For work on live equipment up to 1000 volts

6880253 8 mm, Hex Drive With T-Handle Handle

6880265 10 mm, Hex Drive With T-Handle Handle

6880269 11 mm, Hex Drive With T-Handle Handle

6880278 12 mm, Hex Drive With T-Handle Handle

6880271 13 mm, Hex Drive With T-Handle Handle

6880275 14 mm, Hex Drive With T-Handle Handle

6880281 17 mm, Hex Drive With T-Handle Handle

6880293 19 mm, Hex Drive With T-Handle Handle

BAHCO SQUARE ADAPTER

• Vanadium-extra alloy drive adapters with polished 
nickel and chrome plated finish

5114148 3/8”, 24.7mm L

7176722 3/4”, 63mm L

7176719 1/2”, 45mm L

7176725 1”, 75mm L

BAHCO SQUARE DRIVE DIAL 
TORQUE WRENCH
• Dial indicating torque wrench
• Reversible
• Easy to read, anti-shock protected dial
• Memory needle 
• Dual scale (metric, imperial)
• Accuracy: +/- 4% (tightening) +/- 4% (reverse)
• Bright chrome plated finish
• With rubber sleeve in 1/4”, 3/8” and 1/2” models

7179330 3/8”, 0 → 70Nm

BAHCO SQUARE DRIVE 
MECHANICAL TORQUE WRENCH
• Mechanical torque wrench 
• Reversible
• Accuracy ±4% (tightening), ±6% (reverse)
• Fixed ratchet head 
• 32 teeth/11.25° action
• Dual scale, metric and imperial
• Chrome plated finish 
• ISO 6789

6672399 1/2”, 40 → 200Nm

7179311 1”, 300 → 1500Nm

BAHCO SQUARE EXTENSION BAR

• High performance alloy steel extension bars
• Polished nickel and chrome plated finish

5113599 1/4”, 152mm L

5113628 3/8”, 75mm L

3054987 1/2”, 75mm L

3054993 1/2”, 250mm L

7176757 1”, 175mm L

7176769 1”, 300mm L

BAHCO SQUARE HANDLE

• High performance alloy steel 
• Polished nickel and chrome plated finish

5113606 3/8”, T Handle

5094943 1/2”, Speeder

5094959 1/2”, T Handle

BAHCO SQUARE JOINT

• 1/4 in Universal joint
• High performance alloy steel
• Highly polished finish
• ISO 3316/1174
• DIN 3122/3123/3120; UNE 16511

3057403 1/4”, Universal

5113656 3/8”, Universal

BAHCO STRAP WRENCH

• Gears on both sides
• Strong Steel chain
• Jaws and handles forged from hardened steel
• Grey epoxy coated handles

7179190 38.1mm Max Jaw Capacity

7179194 63.5mm Max Jaw Capacity

7179201 203mm Max Jaw Capacity

BAHCO VANADIUM EXTRA STEEL 
SPANNER SET
• Metric double-ended spanners with ultra thin heads, 
head angled at 15°
• High performance alloy steel
• U shape shank provides better comfort
• Large and one-directional size marking for easy 
identification
• Chrome plated micro matt finishing

5084081 8 Piece, Open End

BAHCO HEXAGON NUT DRIVER

• Designed using a comprehensive 11-point ergonomic 
programme
• Three-component handle•Rounded shape - no pressure 
areas on the hand
• Soft, high-friction material for optimum torque & 
comfort
• High grade alloy steel blades, chrome plated
• Hardened to DIN and ISO standards

3270921 8 mm, 125 mm Blade Length

3270937 10 mm, 125 mm Blade Length
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EGA-MASTER OPEN ENDED SPAN-
NER
• Product Applications
• EGA Master non-sparking slogging open spanners are 
ideal for use in: power stations, paint manufacturing, oil 
companies, distilleries, fire-fighting and the aerospace 
industry

1230079 63 mm, Non Sparking

EGA-MASTER PIPE WRENCH

• The Ega-Master Swedish pipe wrench has a jaw 
capacity of 25.4mm and overall length of 425mm
•  It is manufactured with a chrome vanadium alloy
• It is totally forged, because of its exterior design they 
can be used in places with difficult access
• The jaw design and the teeth orientation provide an 
ideal grip of the pipe

1780339 425.0 mm Overall Length, 25.4mm Max Jaw 
Capacity

1780342 3mm Max Jaw Capacity

1780353 8mm Max Jaw Capacity

EXPERT BY FACOM SQUARE DRIVE 
SOCKET SET
• 3/8” 12-point sockets: 6-7-8-9-10-11-12-13-14-15-16-17-18-
19-21-22-24 mm 
• 1 3/8” pear head ratchet 
• 2 3/8” extensions 75-125 mm 
• 1 3/8” to 1/4” bit adaptor 
• 1 3/8” universal joint

1883139 E031805 22 Piece Socket Set, 3/8”

1883144 E032909 55 Piece Socket Set, 1/2”

FACOM SQUARE EXTENSION

• Extensions adaptable to 1/2” square drive ratchets
• Available in 3 lengths: 75, 125 and 250 mm

2505917 1/2”, Drive Extension

7554153 1/4”, Drive Extension

FACOM 6 POINT PIPE WRENCHES 
WITH OPENING
•Introducing the Facom 6 x 6 point pipe wrenches with opening, a 
professional and durable range of tools that guarantee ease of use with 
increased torque
• The forged metric 6 x 6 point angled open-socket wrench is designed for 
powerful unlocking with a combination of both long head and short head
• The angled design and opening allow long bolts or studding to pass 
through without detracting from the strength of the wrench
• The satin chrome finish ensures that the wrench will remain durable even in 
tough working conditions

2505664 30 mm Ratchet Handle, Hex Drive

FACOM ADJUSTABLE SPANNER

• Spanners are equipped with a FACOM SLS attachment 
solution, preventing any risk of accidental falls
• Short handle and a thin profile for optimum 
accessibility

8987447 160 mm Overall Length, 30mm Max Jaw 
Capacity

8987450 200 mm Overall Length, 34mm Max Jaw 
Capacity

3285591 255 mm Overall Length, 30mm Max Jaw 
Capacity

3285608 306 mm Overall Length, 34mm Max Jaw 
Capacity

FACOM BI-HEX SOCKET

• Set of metric sockets for ratchets
• These sockets are available in standard version with 
12-point 1/2” square drive
• Polished-chrome finish

1620239 8mm With 0.5 in Drive , Length 36 mm

1620245 9mm With 0.5 in Drive , Length 36 mm

1620251 10mm With 0.5 in Drive , Length 36 mm

1620267 11mm With 0.5 in Drive , Length 36 mm

2354220 12mm; Deep Socket With 0.5 in Drive , Length 
77 mm

1620273 12mm With 0.5 in Drive , Length 36 mm

2354236 13mm; Deep Socket With 0.5 in Drive , Length 
77 mm

2354242 14mm; Deep Socket With 0.5 in Drive , Length 
77 mm

316670 14mm With 0.5 in Drive , Length 36 mm

2354270 17mm; Deep Socket With 0.5 in Drive , Length 
77 mm

2505024 17mm With 0.5 in Drive , Length 36 mm

1620318 16mm With 0.5 in Drive , Length 36 mm

2507323 18mm With 0.5 in Drive , Length 36 mm

2354292 19mm; Deep Socket With 0.5 in Drive , Length 
77 mm

2507339 19mm With 0.5 in Drive , Length 36 mm

2354309 21mm; Deep Socket With 0.5 in Drive , Length 
77 mm

2354315 22mm; Deep Socket With 0.5 in Drive , Length 
77 mm

2507351 22mm With 0.5 in Drive , Length 38 mm

2354321 23mm; Deep Socket With 0.5 in Drive , Length 
77 mm

2507367 24mm With 0.5 in Drive , Length 38 mm

2507402 28mm With 0.5 in Drive , Length 44 mm

2507424 30mm With 0.5 in Drive , Length 44 mm

2505052 32mm With 0.5 in Drive , Length 44 mm

FACOM COMBINATION SPANNER

•  Series of standard combination spanners with 15° 
angle
• Variable handle cross-section provides better grip and 
stability for added comfort
• Improved accessibility thanks to unobstructed view
• Optimised open-end / handle geometry for greater 
accessibility
• Satin chrome finish

476139 14 mm

476028 15 mm

476088 21 mm

476072 23 mm

476022 26 mm

476006 28 mm

FACOM DOUBLE ENDED OPEN 
SPANNER SET
• Indispensable for confined access and locknuts
• Heads hinged at 15°
• Satin chrome finish

7947984 6 Piece Extra Slim Set

FACOM DOUBLE ENDED OPEN 
SPANNER
•Series of standard open-end spanners in metric sizes 
5.5 ‚Üí 32 mm
• Two sizes per spanner
• Satin chrome finish

2504728 10 x 13 mm

2504510 11 x 13 mm

2504756 12 x 14 mm

2504778 13 x 17 mm

FACOM HEX DRIVE RATCHET

• The forged metric 6 x 6 point angled open-socket 
wrench is designed for powerful unlocking with a 
combination of both long head and short head
• The angled design and opening allow long bolts or 
studding to pass through without detracting from the 
strength of the wrench
• The satin chrome finish ensures that the wrench will 
remain durable even in tough working conditions

2507452 7 mm With Tube Handle

2505484 9 mm With Tube Handle

2505541 19 mm With Tube Handle

FACOM HEX SOCKET

• A series of OGV profile hexagonal sockets with 1/4” 
and 1/2” square drive
• Polished-chrome presentation

1620172 5mm With 0.25 in Drive , Length 22 mm

1620188 5.5mm With 0.25 in Drive , Length 22 mm

2505068 8mm With 0.5 in Drive , Length 36 mm

1620223 9mm With 0.25 in Drive , Length 22 mm

484203 10mm With 0.25 in Drive , Length 22 mm

2505096 10mm With 0.5 in Drive , Length 36 mm

2505103 11mm With 0.5 in Drive , Length 36 mm

6698268 12mm With 0.375 in Drive , Length 27 mm

2505119 12mm With 0.5 in Drive , Length 36 mm

2505018 13mm With 0.25 in Drive , Length 22 mm

6698262 13mm With 0.375 in Drive , Length 30 mm

2505125 13mm With 0.5 in Drive , Length 36 mm

2505131 14mm With 0.5 in Drive , Length 36 mm

2507317 14mm With 0.25 in Drive , Length 22 mm

6698271 14mm With 0.375 in Drive , Length 30 mm

2505153 15mm With 0.5 in Drive , Length 36 mm

2505169 16mm With 0.5 in Drive , Length 36 mm

6698278 17mm With 0.375 in Drive , Length 30 mm

2505175 17mm With 0.5 in Drive , Length 36 mm

2505181 18mm With 0.5 in Drive , Length 36 mm

6698280 19mm With 0.375 in Drive , Length 33 mm

2505197 19mm With 0.5 in Drive , Length 36 mm

2505210 21mm With 0.5 in Drive , Length 38 mm

2505226 22mm With 0.5 in Drive , Length 38 mm

2505248 24mm With 0.5 in Drive , Length 38 mm

2505276 27mm With 0.5 in Drive , Length 44 mm

2505305 30mm With 0.5 in Drive , Length 44 mm

2505311 32mm With 0.5 in Drive , Length 44 mm

FACOM PIPE WRENCH

• Tool equipped with a FACOM SLS attachment solution, preventing any risk of accidental falls
• Capacity: 0 to 102 mm; 0 to 3”1/2
• Very robust wrench, head hardened to 55 HRc
• Accurate approach thanks to fine machining of the threads and button, good grip
• “Stillson” key with a hole in the handle: direct hooking by a carabiner
• Unmountable mobile jaw to prevent loss or fall 
• Jaws options from 30mm to 70mm

9103007 250.0 mm Overall Length, 34mm Max Jaw Capacity

FACOM SQUARE ADAPTER

• 1/2” female to 3/8” male square drive
• For adapting sockets and accessories 3/8”
• Max. torque 212 N.m• Weight: 55 g
• Bright Chrome finish
• ISO 3316 
• DIN 3123 
• NF ISO 3316
• ASME B107.10

2505951 1/2”

7554157 1/4”

2505967 3/4”

7554093 3/8”
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FACOM SQUARE DRIVE

• Bright Chrome finish
• Compatible with all 1/4” ratchet wrenches
• Professional quality covered by a Facom lifetime 
guarantee

2505844 1/4”, T Handle

FACOM SQUARE DRIVE RATCHET

• Double seal head for a dust and maintenance free 
socket wrench
• A lever switch in the head for changing direction
• A 3/4-inch drive generally used for loosening smaller 
nuts and bolts
• Fully polished chrome finish, with rust resistant 
properties
• Integrated tethering point, for working at height

278389 3/8” With PVC Grip Handle

8292897 3/4” With Ratchet Handle

FACOM SQUARE JOINT

• Universal joint for 1/2” square drive ratchet
• The joints are spring-stiffened and the tool remains in 
position to reach hard-to-access places
• Total length 66 mm, width 26 mm

2505945 1/2”, Universal Joint

FACOM STEEL C SPANNER

• The hinge is fitted with a spring washer guaranteeing 
smooth and reliable operation
• Thin profile for working in hard to access narrow 
spaces
• Interchangeable pin
• Drilled hole for lanyard attachment or easy storage
• Hooks treated for high hardness
• Satin Chrome finish

7845914 125A 35mm, 168 mm

7691726 125A 80mm,280 mm

8764910 125A 120mm

8764954 126A 50mm

FACOM STRAP WRENCH

• Flexible, high-strength & non-marring nylon strap 
prevents scratching and damage to finished surfaces
• Die-cast aluminium alloy handle for increased 
durability and safety of use
• Finished in red for increased visibility in dark places
• Fully adjustable capacity from 0 to 125mm

8764872 760 mm Overall Length, 125mm Max Jaw 
Capacity

GEAR WRENCH SPANNER SET

• Size stamped on both sides and head
• Non-ratcheting offset box end
• Long pattern length
• Supplied with blow mould case

181966 15 Piece, Combination Spanner Set

7686910 18 Piece, Combination Spanner Set

4313805 6 Piece, Ratchet Spanner Set

GEARWRENCH DRIVE METRIC 
SOCKET SET
• 6 point design
• Serration inside socket as deep as fastener for a 
sturdy grip
• Entry angle guides fastener into socket for an excellent 
fit
• Size stamped on sockets for quick & easy 
indentification
• Polished chrome finish

7687027 80708 18 Piece, 1/2” Square Drive

7687023 80707 23 Piece, 1/2” Square Drive

GEDORE ADJUSTABLE SPANNER

• Easily adjustable with opening scale on the jaw face
• Chrome Vanadium Steel construction with a 
Phosphate finish and polished head

8477938 155 mm Overall Length, 20mm Max Jaw 
Capacity

8477947 205 mm Overall Length, 25mm Max Jaw 
Capacity

8477940 255 mm Overall Length, 30mm Max Jaw 
Capacity

8477944 305 mm Overall Length, 36mm Max Jaw 
Capacity

8477953 380 mm Overall Length, 43mm Max Jaw 
Capacity

GEDORE BI-HEX SOCKET

• Square drive design with ball retaining locking groove
• Knurled grip
• Chrome Vanadium Steel construction

7723949 10mm With 0.375” Drive , Length 28 mm

7723955 13mm With 0.375” Drive , Length 28 mm

7723959 14mm With 0.375” Drive , Length 29 mm

7723968 15mm With 0.375” Drive , Length 30 mm

7723965 17mm With 0.375” Drive , Length 30 mm

7723977 19mm With 0.375” Drive , Length 30 mm

7723983 22mm With 0.375” Drive , Length 32 mm

GEDORE HEX SOCKET

• Square drive design with ball retaining locking groove
• Knurled grip
• Chrome Vanadium Steel construction

7723491 20mm With 0.5” Drive , Length 40 mm

GEDORE OFFSET RING SPANNER

• Slim open end for added strength & high torque
• Size stamped on each end for quick & easy tool 
identification

7723378 6 x 7 mm, Double Ended

7723375 8 x 10 mm, Double Ended

7723387 10 x 13 mm, Double Ended

7723397 13 x 17 mm, Double Ended

7723407 14 x 15 mm, Double Ended

7723413 17 x 19 mm, Double Ended

7723410 19 x 22 mm, Double Ended

7723422 19 x 24 mm, Double Ended

7723435 24 x 27 mm, Double Ended

7723441 27 x 30 mm, Double Ended

GEDORE SQUARE DRIVE 
MECHANICAL TORQUE WRENCH
• Release system with audible signal
• Dual scale: Nm & lbf.ft
• Additional micrometer scale
• Lever breaking mechanism
• Square drive system
• Ergonomic soft grip design
• Tubular Steel construction with Satin Chrome finish

7724302 1/4”, Steel, 1 → 5Nm

7724306 1/4”, Steel, 5 → 25Nm

7724318 1/2”, Chrome Plated Steel, Plastic, 20 → 100Nm

7724312 1/2”, Chrome Plated Steel, Plastic, 40 → 200Nm

GEDORE SQUARE DRIVE SOCKET 
SET
• Square drive design with ball retaining locking groove
• Chrome Vanadium steel construction

7724113 19 EMU 20 23, 1/2 in Square Drive 8-32mm

GEDORE SQUARE EXTENSION

• 3/8in square drive accessories for use with 3/8in 
sockets and socket wrenches
• Chrome Vanadium Steel construction

7724009 3/8”

GEDORE VANADIUM STEEL 
SPANNER SET
• Slim open end for added strength & high torque
• Precision ground heads with strong, thin walled rings
• High tensile Chrome Vanadium steel construction
• Size stamped on open end for quick & easy tool 
identification
• Bright finish

7723270 26 Piece Combination

IRWIN PIPE WRENCH

• Quick adjusting jaw can be operated fast and conveniently with one hand
• Ratches quickly to work surface
• Smooth release on completion of job
• Forged hook 58mm capacity jaw equivalent to a 14 in. pipe wrench
• Broached teeth ideal for most surfaces including PVC and copper pipe, nuts, bolts and couplings
• Cast aluminium construction, 40% lighter than a standard 14 in. cast iron pipe wrenc
• Ergonomic handle for high torque usage, riveted to heat treated body

4893367 279.5 mm Overall Length, 58mm Max Jaw Capacity
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KNIPEX PIPE WRENCH

• Smooth jaws to avoid damaging workpiece 
• Push button adjustment
• Parallel jaws allow infinitely variable gripping
• Quick tightening & release 
• Lever transmission of greater than 10 :1 
• Chrome Vanadium  Steel construction
• Forged & oil-hardened
• Soft grip handle

7638135 150.0 mm Overall Length, 27mm Max Jaw 
Capacity

2222735 180.0 mm Overall Length, 35mm Max Jaw 
Capacity

1245846 250.0 mm Overall Length, 75mm Max Jaw 
Capacity

1245841 560.0 mm Overall Length, 70mm Max Jaw 
Capacity

RS PRO ADJUSTABLE SPANNER

• High quality, phosphate finish 
• Anti-corrosion finish 
• Manufactured to ISO6787 standards 
• These spanners incorporate 15° angled head with thin 
parallel jaws

5416573 152.4 mm Overall Length, 20mm Max Jaw 
Capacity

5416589 203.2 mm Overall Length, 26.8mm Max Jaw 
Capacity

5416595 254 mm Overall Length, 30mm Max Jaw 
Capacity

5416602 304.8 mm Overall Length, 34mm Max Jaw 
Capacity

9111171 380 mm Overall Length, 45mm Max Jaw 
Capacity

RS PRO BI-HEX SOCKET

• Non impact sockets
• Smooth sandblasted finish
• Knurled grip

8304082 8mm With 0.5 in Drive

8304091 9mm With 0.5 in Drive

RS PRO BREAKER BAR

• Made from Chrome vanadium
• Matt finish•Adds length to access hard-to-reach 
fasteners
• Knurled bands offer a nonslip grip for turning loosened 
fasteners by hand
• Detent notches in drive ends lock onto ratchets and 
breaker bars
• Socket adapter converts into T-bar driver

9125401 0.5 in Square, Length 250.0 mm

RS PRO C SPANNER CHROME 
VANADIUM STEEL
• Thin profile for working in hard to access narrow 
spaces 
• Pin hinge provides smooth and reliable operation 
• Lightweight design 
• Drilled hole for lanyard attachment or easy storage 
• Chrome Vanadium with black finish

8280239 2in, 125 mm

8280245 4-3/4in, 155 mm

8280241 4-3/4in, 219 mm

RS PRO CHAIN WRENCH

• Designed and sized to provide maximum leverage for 
the toughest of jobs 
• Drop forged CR-MO for steel 
• An ideal solution for oil filters and pipes

8473822 500 mm Overall Length, 304.8mm Max Jaw 
Capacity

RS PRO CHROME MOLYBDENUM 
STEEL SPANNER SET
• 5-piece set of 3.2 mm wide open-ended spanners 
made of chrome-molybdenum
• Bending is impossible 
• Supplied in a plastic roll bag

4683609 5 Piece

RS PRO CHROME VANADIUM STEEL 
SPANNER SET
• Double ring ended ratchet spanner set
• Easily reversible with flick of the switch
• Made with chrome-vanadium steel
• Hardened and tempered parts

606945 5 Piece

487084 10 Piece

487258 11 Piece

3883690 26 Piece

RS PRO COMBINATION RATCHET 
SPANNER
• The ratchet combination spanner is constructed of 
chrome vanadium steel, which offers excellent load 
bearing strength and hardness, and also good 
resistance to corrosion
• High-quality materials allow for safe operation, even 
at the high torques

487208 8 mm

487056 10 mm

487028 11 mm

487034 13 mm

487038 17 mm

487044 19 mm

RS PRO COMBINATION SPANNER

• The combination spanner is constructed of chrome 
vanadium steel, which offers excellent load bearing 
strength and hardness, and also good resistance to 
corrosion
• As such, this robust and reliable tool promises a long 
service life even in challenging environments
• High-quality materials allow for safe operation, even 
at the high torques

4953655 6 mm

4953661 7 mm

4953677 8 mm

4953683 9 mm

4953447 10 mm

4953453 11 mm

4953469 12 mm

4953475 13 mm

4953481 14 mm

4953497 15 mm

4953504 16 mm

4953510 17 mm

4953526 18 mm

4953532 19 mm

4953548 20 mm

4953560 22 mm

4953582 23 mm

4953598 24 mm

4953605 27 mm

4953611 30 mm

4953627 32 mm

4953649 36 mm

RS PRO DOUBLE ENDED OPEN 
SPANNER
• Manufactured to ANSI standard from Chrome 
Vanadium Steel with a bright Chrome finish
• Metric sizes

4953784 6 x 7 mm

4953807 8 x 9 mm

4953841 8 x 10 mm

4953699 10 x 11 mm

4953706 12 x 13 mm

4953813 17 x 19 mm

4953829 22 x 24 mm

4953762 24 x 27 mm

4953778 30 x 32 mm

RS PRO EXTENSION BARS

•Made from Chrome vanadium
•Matt finish
• Adds length to access hard-to-reach fasteners
• Knurled bands offer a nonslip grip for turning loosened 
fasteners by hand
• Detent notches in drive ends lock onto ratchets and 
breaker bars
• Strong and durable

9125423 0.25” x 100mm Square Extension

9125439 0.5” x 250mm Square Extension

RS PRO HEX SOCKET

• Non impact sockets
• Smooth sandblasted finish
• Knurled grip

8303990 5mm With 0.25 in Drive

8303994 5.5mm With 0.25 in Drive

8304016 10mm With 0.25 in Drive

8304022 13mm With 0.25 in Drive

8304026 14mm With 0.25 in Drive

RS PRO MULTI-PURPOSE CABINET 
KEY
• 6.5 mm and 8.1 mm square sockets
• 6.4 mm ( in) AF Hex socket
• 9.8 mm triangular socket
• 9 mm winged key drive
• Hex to in square drive adapter
• 7 mm slotted blade
• Pozidriv screwdriver bit

4393025 Zinc Alloy 5 way

RS PRO NUT SPLITTER

• High quality nut splitter, designed to remove seized or 
rusted mild steel nuts easily and quickly
• Capacity: up to 9/16 in Whit; 5/8 in BSF; 1in AF

539570 For Nut Sizes Up → 9/16 in Withworth, 5/8 in 
BSF, 1 in AF in

RS PRO SQUARE DRIVE BI-HEX 
SOCKET
• Non impact sockets
• Smooth sandblasted finish
• Knurled grip

8304094 10mm With 0.5 in Drive

8304032 10mm With 0.375 in Drive

8304098 11mm With 0.5 in Drive

8304108 12mm With 0.5 in Drive

8304101 13mm With 0.5 in Drive

8304048 13mm With 0.375 in Drive

8304105 14mm With 0.5 in Drive

8304057 14mm With 0.375 in Drive

8304114 15mm With 0.5 in Drive

8304050 15mm With 0.375 in Drive

8304117 16mm With 0.5 in Drive

8304054 16mm With 0.375 in Drive

8304111 17mm With 0.5 in Drive

8304063 17mm With 0.375 in Drive

8304120 18mm With 0.5 in Drive

8304123 19mm With 0.5 in Drive

8304060 19mm With 0.375 in Drive

8304139 22mm With 0.5 in Drive

8304076 22mm With 0.375 in Drive

8304133 23mm With 0.5 in Drive

8304142 24mm With 0.5 in Drive
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RS PRO OFFSET RING SPANNER

• Manufactured to ANSI standard from Chrome 
Vanadium Steel with a bright Chrome finish
• Metric sizes

4953970 6 x 7 mm, Steel

4953908 17 x 19 mm, Steel

4953936 19 x 22 mm, Steel

4953942 21 x 23 mm, Steel

4953958 22 x 24 mm, Steel

4953964 30 x 32 mm, Steel

RS PRO OFFSET RING SPANNER 
INSULATED
 •Each tool is injection moulded
• Nylon 11 insulation 
• IEC 60900:2004 specification
• Single Ended with 60° Offset Head
• Fully insulated across the entire body
• Heavy-duty spanners for use in any application

9111288 10 mm, VDE 1000V Approved

9111281 13 mm, VDE 1000V Approved

9111285 17 mm, VDE 1000V Approved

9111294 19 mm, VDE 1000V Approved

RS PRO RATCHET HANDLE SQUARE 
DRIVE
• Made from high grade alloy steel
• Ergonomically designed
• Ideal for industrial use

253172 3/8” With Ratchet Handle

6685834 1/4” With Extendable Ratchet Handle

253116 1/2” With Ratchet Handle

RS PRO SOCKET SET

• Chrome Vanadium for excellent strength and corrosion 
resistance
• Extension bars for hard to reach areas
• Labelled with the corresponding items for quick and 
easy identification
• Strong latch for secure closing
• Sturdy case for clear and easy storage and protection

8179233 29 Piece Socket Set, 1/4”

RS PRO SOCKET SET IN SQUARE 
DRIVE
• Manufactured from Chrome Vanadium for excellent 
strength and corrosion resistance
• Fitted case reduces lost parts and quick identification 
of missing parts
• Clear and easy storage
• Chrome finish 
• 75, 125, 250 mm extension bar for hard to reach areas

8179230 26 Piece Socket Set, 1/2”

RS PRO SOCKET SET TOOL 
MODULE
• Steel construction for excellent strength and durability 
• Soft comfortable reversible quick release ratchet 
handle for reduced fatigue and easy speedy bit 
replacement 
• Supplied with a full accessory assortment for a 
complete kit 
• Bright red foam helps identify missing parts quickly 
• Foam tool modules are designed for regular easy 
removal from drawers

8335950 23 Piece Socket Set, 1/2 in Square Drive

RS PRO SOCKET SET WITH MINI 
HEAD REVERSIBLE RATCHET
• Manufactured from Chrome-Vandium Steel
• 72 teeth ratchet
• Ratchet wrench mechanism is reversible with all 
critical parts
• Heat treated for strength and durability

6685783 12 Piece Socket Set, 3/8”

6685792 12 Piece Socket Set, 1/2”

RS PRO SQUARE DRIVE METRIC 
SOCKET SET
• RS Pro professional Chrome Vanadium Steel 1/4 inch 
socket set in square drive with a satin chrome finish
 • Supplied in an easy to carry storage case and ideal 
for keeping in the garage, workshop or even the car
• This set includes 12 metric sockets ranging in sizes from 
4 mm to 13 mm
• The set can be used for most tasks especially building 
or repairing various objects including automobile 
repairs

6236413 16 Piece Socket Set, 1/4”

RS PRO SQUARE DRIVE UNIVERSAL 
JOINT
• Constructed from chrome vanadium steel
• Super- strength and durability
• Mirror polishing surface
• Anti-corrosive and anti-rust protection
• Long life usage

609742 1/4 “

9125394 0.5”

RS PRO STRAP WRENCH

• Nylon strap is thick and durable 
• Classic trigger and turn screw for accurate fitment 
and adjustable for repetitive use 
• Ideal for gripping awkward shapes

5423751 155mm Max Jaw Capacity

RS PRO WHEEL NUT WRENCH

• Extends to 21 inches (530mm) for easy removal and 
refitting of vehicle wheels
• Complete with two reversible six wall drive sockets for 
17, 19, 21 and 23mm wheel nuts
• Made from chrome-vanadium steel
•  in. square drive permits use with any standard  inch 
socket•Length 533mm

2417630 1/2”, Socket Wrench 21” L

STAHLWILLE EXTENSION BAR

• Square drive extension bar for use with 3/4in ratchets 
and accessories

7370628 3/4 in Square Extension, 8”

7370485 3/8 in Square Extension, 6”

STAHLWILLE FLEXIBLE HANDLE

• Steel construction
• Bi-component handle

7370139 1/4 in Square Handle

STAHLWILLE HEX SOCKET

• Chrome Alloy Steel construction
• Chrome plated finish

7370637 19mm 0.75 in Drive , Length 80 mm

7782257 27mm 0.75 in Drive , Length 54 mm

7782251 30mm 0.75 in Drive, Length 58 mm

7782260 32mm 0.75 in Drive, Length 58 mm

7370621 36mm 0.75 in Drive, Length 60 mm

7782276 38mm 0.75 in Drive, Length 64 mm

7782279 41mm 0.75 in Drive, Length 67 mm

7782273 46mm 0.75 in Drive, Length 73 mm

STANLEY 1/4 IN SQUARE DRIVE 
SOCKET SET
• The ratchet wrench features an ergonomically designed and sturdy, soft grip handle that guarantees safe and 
comfortable operation 
• Quick release button and direction change lever 
• 72 teeth Micro-Tough® ratchet gives 5° arc swing 
• Selection of extension bars for hard to reach areas 
• Supplied in a highly-durable plastic case for easy storing and transporting

4206000 2-85-582, 17 Piece, 1/4 in Square Drive

STANLEY CHROME VANADIUM 
STEEL SPANNER SET
• 6, 8, 11 & 13 piece set available
• Chrome Vanadium Steel
• Nickel chrome plated
• Easy storage re-usable plastic rack
• Maxi Drive ring ends for increased grip and reduced 
fastener damage

7769882 8 Piece

RS PRO TORQUE WRENCH 
RATCHET HANDLE
• Reset by returning to in-line position 
• Ideal for use in low torque applications, production or 
in restricted spaces 
• Torque adjustable by the internal hexagon (should be 
set and calibrated using the torque analysers) 
• BS EN ISO 9002:1994; A.Q.A.P.4 Edition 2 - Number 19 
UM01; ISO 6789:1992 
• CE marked in compliance with European Directives 
• 1/4 in drive size

663897 1/4”, 1 → 10Nm
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STANLEY EXTENDABLE RATCHET & 
SOCKET SOCKET
• 3/8in drive extendable ratchet and socket set
• Handle extends to 350mm
• Locks into 5 different lengths
• Quick release square drive mechanism
• Head locks into 7 positions - 180 degrees flex

6658383 0-94-609 9 Piece Socket Set, 3/8 in Square Drive

STANLEY MICROTOUGH 1/2” 
SOCKET SET
• The ratchet wrench features an ergonomically 
designed and sturdy, soft grip handle that guarantees 
safe and comfortable operation 
• Quick release button and direction change lever 
• Selection of extension bars for hard to reach areas 
• Supplied in a highly-durable plastic case for easy 
storing and transporting

4189365 2-85-584, 29 Piece, 1/2 in Square Drive

STANLEY PROTO MICROMETER 
TORQUE WRENCHES
• Chrome finish• Available in 3/8 or 1/ 2 inch drive
• Torque measurement: Newton Metres
• Retains calibration for 30,000 cycles
• Spring design for long wrench life and repeatability
• Positive locking mechanism dial and lock-In desired 
torque
• Clockwise and counter-clockwise torque capability
• Slim head design

2642167 1/2 in Square Drive, Alloy Steel, 40 → 200Nm

STANLEY ROTATOR RATCHET & 
SOCKET SET
• 3/8in square drive FatMax Rotator Ratchet and socket 
se
• Can be used as a normal ratchet and with rotator 
system for difficult to access applications
• Comfortable bi-material handle
• Quick release mechanism

6658371 0-94-606 9 Piece Socket Set, 3/8 in Square Drive

STANLEY SQUARE DRIVE 
MECHANICAL TORQUE WRENCH
• Chrome finish
• Torque measurement: Newton Metres
• Retains calibration for 30,000 cycles
• Spring design for long wrench life and repeatability
• Positive locking mechanism dial and lock-In desired 
torque
• Clockwise and counter-clockwise torque capability
• Slim head design

2642189 3/8 in, 10 → 80Nm

WERA 004021 SOCKET SET

• Chrome Vanadium sockets with intercept ring and 
knurled design for secure connection and positioning 
• Sockets suitable for manual and non-impact machine 
use 
• 1/4in drive 
• Imperial 
• Using the 1/4in adaptor and supplied bits the Zyklop 
ratchet wrench can be used like a conventional 
screwdriver 
• Dual ratchet design with reversible action 
(chrome-molybdenum) 
• Return angle of only 5° 
• Ratchet ideal for use in a confined space

8126365 28 Piece, 1/4 in Square Drive

WERA HEXAGON NUT DRIVER

• Soft zones for extra grip and pressure with optimal 
contact zones resulting in increased torque transfer 
• Hard zones designed for full hand contact when 
driving for fast friction free working
• Chrome plated finish with black tip for corrosion 
resistance, chemical resistance and strength

8758993 8 mm, 167 mm Blade Length

8759034 11 mm, 125 mm Blade Length

8759038 12 mm, 125 mm Blade Length

8759040 14 mm, 125 mm Blade Length

BAHCO BASIN WRENCH

• Forged Chrome-Vanadium steel head with spring 
loaded jaws
• Flexible head for optimal accessibility
• Chrome plated shaft with black phosphate head
• Length: 280 mm -460 mm (telescopic)
• Capacity: 10 mm -32 mm

519810 For Use With Various Applications

BAHCO STAINLESS STEEL ESD 
TWEEZERS
• ESD safe for secure use in electronics assembly 
• High-quality Swiss workmanship 
• Anti-acid, anti-magnetic stainless steel for durable 
performance

4768255 120 mm, Rounded

4768277 120 mm, Fine

ENERPAC HYDRAULIC BEARING 
PULLER
• 8-30 ton capacity (model dependant)
• Tough wooden case•Max pressure 700 bar
• 252mm → 700mm reach (model dependant)
• Hydraulic hand pump
• Single-acting cylinder 
• Gauge and gauge adaptor

1222296 BHP2751G, 20 ton Master Grip Hydraulic Puller 
Set

FACOM BEARING PULLER

• Made from the highest quality materials to ensure that 
they do not break when they are in operation
• Compact design and small screw head to perform 
extractions in tight spaces
• Spring-loaded, self-gripping and self-centring system

3006225 U.301 Hand Bearing Puller, 80.0 mm capacity

6114098 U.301M Lever Press Bearing Puller, 100.0 mm 
capacity

2367658 U.20 Gear Bearing Puller, 170.0 mm capacity

2367664 U.20BPB Gear Bearing Puller, 260.0 mm capacity

GEDORE BEARING PULLER

• Strong drop forged design
• Rigid legs forged from one piece
• Leg brake prevents unintentional leg slipping. The 
leg can be slid along the cross-beam at the push of a 
button

237748 9.00/2 Hydraulic Bearing Puller

237798 9.00/1 Gear Bearing Puller, 3 pieces

237827 1.07/2-E Lever Press Bearing Puller, 160.0 mm 
capacity

237811 1.06/ 2-E Gear Bearing Puller, 160.0 mm capacity

1253888 1.06/11-B Lever Press Bearing Puller, 100 
(External) mm, 140 (Internal) mm capacity

HILMOR PIPE BENDER

• Traditional ‘shortie’ conduit bending tool with diecast 20/25 aluminium formers, designed for bending conduit to 
BS4568 from 20 mm - 25 mm
• Designed to bend conduit to BS 4568
• Designed to fit in the boot of a car
• Suitable for 20 mm and 25 mm galvanised or Black Enamel Conduit
• Conduit installation times are reduced

4934418 For Use With Steel 20 → 25mm

NWS TROWEL

• London pattern pointing trowel
• Flexible and well balanced carbon steel blade
• Comfortable soft grip handle securely fixed to steel 
tang

7074878 152.0 mm Carbon Steel Trowel

RAGNI 11” BRICK TROWEL

• Philadelphia pattern brick trowel
• 1.6mm carbon spring steel blade
• Wide trowel blade
• Soft grip comfortable handle
• Thickened steel tang diameter for greater strength
• High lift tang for better knuckle clearance

7074869 280.0 mm Comfortable Soft Grip Carbon Steel 
Trowel

RAGNI BRICKIES TROWELS

• 4 piece brickies trowel set supplied in a resealable 
wallet

7074887 152.0 mm, 165.0 mm, 280.0 mm Carbon Steel 
Trowel

RAGNI POINTING TROWEL

• Die-cast aluminium stem welded onto a 0.7mm flexible 
blade 
• Easi-Grip® comfortable soft grip handle

1765454 203.0 mm Stainless Steel Trowel

HAND TOOLS HAND TOOLS
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RS PRO HYDRAULIC BEARING 
PULLER
• High quality, forged steel provides superior reliability 
and service
• 2/3 way cross-head precise hydraulic control allows 
fast, efficient and safe pulling 
• Comes in a polypropylene carrying case
• Maximum reach 160mm
• 10-ton hydraulic power unit

3497227 50 → 250 mm capacity

RS PRO LEVER PRESS BEARING 
PULLER
• 2 vanadium jaws for removing small bearings, gears, 
taps and bushes 
• Self-centering force 
• Drop forged legs for strength and durability 
• Work efficiency and time-saving effort 
• Fine thread for easy use

3497306 150.0 mm capacity

3497312 200.0 mm capacity

RS PRO PIPE BENDER

• Ergonomic design with handles, providing extra 
comfort and grip 
• Ideal for bending 4.75 mm, 6 mm, 8 mm and 10 mm 
pipes and tubes with ease
• Creates clean and precise bends in a range of 
materials

4236641 For Use With Steel; Copper 4.75 → 10 mm

3883684 For Use With Aluminium, Copper, Steel 6 → 10 
mm

RS PRO PRECISION TWEEZERS

• Manufactured from high grade anti-acid, 
anti-magnetic steel - non-rusting, acid proof, 
heat resistant and long lasting
• Very sharp fine tip - designed for precision work
• Various styles and sizes are available

2386283 120, Stainless Steel, Standard, Tweezers

2386255 120, Stainless Steel, Flat; Rounded, Tweezers

663825 124, Zirconia Ceramic, Curved, Tweezers

RS PRO TELESCOPIC EXTENDABLE 
PICK UP TOOL
• Extendable shaft of up to 30” that’s ideal for accessing 
hard to reach places
• Magnetic head for easy retrieval of magnetic objects
• Clip for easy storage in a pocket
• Stainless steel structure offering excellent corrosion 
resistance and durability
• Lift capacity of up to 8 lb
• Ergonomic red handle for enhanced comfort and grip

4236635 8lb Lift Capacity Magnetic, 762 mm Stainless 
Steel

RS PRO VEHICLE TEST KIT

• Designed to remove seized or rusted nuts easily & 
quickly
• Splits nuts with hydraulic forcing centre screw
• Five cutting blades work on nut sizes 3/8”, 1/2”, 5/8”, 
3/4” & 1”

4236691 Hydraulic nut splitter kit

RS PRO WIRE PIPE CLEANER

• 1/4 inch x 12ft galvanised steel wire pipe and sink 
cleaner for clearing sink, bath and shower waste pipes
• 5 inch diameter by 18 inch long sink plunger to make 
sink unblocking easy

3888409 For use with Clearing Sink; Bath & Shower 
Waste Pipes

SKF HAND BEARING PULLER

• Self locking arms for easy adjustment of width grip
• Hexagonal head on beam enables rotation of puller 
and bearing during dismounting
• Wide gripper range from 23 mm internal to 350 mm 
external
• Can be used to their full rated load capacity with no 
permanent deformation of the arms

1248452 TMMR200F, 204.0 mm capacity

1248460 TMMR250F, 254.0 mm capacity

SPEAR & JACKSON SQUARE 
SHOVEL
• Manganese steel alloy head
• Fire and water resistant handle
• Strong, lightweight and durable

7839903 302 x 250 mm

STAHLWILLE GEAR BEARING PULLER

• Zinc plated
• Hooks can be used internal or external

7372829 71140211, 150.0 mm capacity

VIKAN SQUARE SHOVEL

• Lightweight and durable shovel made of Polypropylene
• One piece construction eliminates areas where 
bacteria can be harboured
• Smooth surface makes it extremely easy to clean
• Ideal for use in food production areas for moving food 
ingredients or large quantities of food waste

8847591 330 x 270 mm

VIRAX DRAIN CLEANER

• A drum type manual drain cleaner for 1 and 2 inch 
pipes
• The spring cable has a usable length of 7.5 metres
• The cable storage drum is metal with a lacquered 
finish and is supplied with a pair of robust work gloves 
and instructions

673579 For use with Drain Cleaning

WELLER EREM STAINLESS STEEL 
TWEEZERS
• High-quality, hand-made tweezers available in several 
models

4549571 120mm, Pointed; Bent

RS PRO LAZY TONG RIVETER

• Ideal for hard to reach areas 
• Intensive use due to low-effort design 
• It does not result in hand fatigue as quickly as a 
standard riveter 
• Requires only a single stroke to secure a rivet

487129 3.2mm → 4mm

RS PRO SWIVEL HEAD RIVETER

• Manufactured from chrome steel with hardened steel 
jaws 
• Capable of riveting at any angle through 360° 
• Fitted with soft-grip rubber handles

487141 360° , 2.4mm → 4.8mm

SPEAR & JACKSON LAZY TONG 
RIVET TOOL
• Ideal for hard to reach areas 
• Intensive use due to low-effort design 
• It does not result in hand fatigue as quickly as a 
standard riveter 
• Requires only a single stroke to secure a rivet

7839962 3mm - 6.4mm

DORMER HSS STRAIGHT FLUTE TAP 
SET
• Material HSS (high speed steel) -  for high durability 
and resistance to corrosion
• M Hand Tap Straight Flute
• Metric thread type
• Right handed thread direction, designed to tighten 
when a head or nut is rotated clockwise
• Taps and dies are used to create screw threads 
(commonly known as threading). Taps make nuts and a 
die makes a bolt. Forming threads using a tap is known 
as tapping, but using a die calls the process threading

2759136 M2, 36 mm Length

2695290 M2.5, 40 mm Length

2695341 M3, 40 mm Length

2695420 M4, 45 mm Length

2695470 M5, 50 mm Length

2695515 M6, 56 mm Length

2695565 M7, 56 mm Length

2695600 M8, 63 mm Length

2695644 M9, 63 mm Length,

2695694 M10, 70 mm Length

2695789 M12, 75 mm Length

2695830 M14, 80 mm Length

2998870 M15, 70 mm Length

2695874 M16, 80 mm Length

2998527 M22, 100 mm Length

2998533 M24, 110 mm Length

HAND TOOLS HAND TOOLS
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DORMER SERIES HSS METRIC 
THREAD STRAIGHT FLUTE TAPS
•Bright finish fluteless taps; for use on copper, 
aluminium, magnesium, brass, zinc etc
• Flash chrome finish fluteless taps; for use on steel up 
to 850N/mm 
• Made to ISO529 standard for tapping blind and 
through holes in a wide range of ductile materialstap 
and suitable for blind or though hole thread production 
in most materials

2999609 M1.4, 40 mm Length, Pitch 0.3mm

2999615 M1.6, 41 mm Length, Pitch 0.35mm

2999621 M1.7, 41 mm Length, Pitch 0.35mm

2999750 M4, 53 mm Length, Pitch 0.75mm

2999766 M4.5, 53 mm Length, Pitch 0.75mm

3000081 M5, 58 mm Length, Pitch 0.5mm

2403221 M5 , 58 mm Length, Pitch 0.8mm

3000110 M6, 66 mm Length, Pitch 0.75mm

3000126 M7, 66 mm Length, Pitch 0.75mm

3000154 M8, 72 mm Length, Pitch 0.75mm

3000160 M8, 72 mm Length, Pitch 1mm

3000176 M9, 72 mm Length, Pitch 1mm

2999845 M9, 72 mm Length, Pitch 1.25mm

3000182 M10, 80 mm Length, Pitch 0.75mm

3000198 M10, 80 mm Length, Pitch 1mm

3000205 M10, 80 mm Length, Pitch 1.25mm

3000227 M11, 85 mm Length, Pitch 1mm

2999873 M11, 85 mm Length, Pitch 1.5mm

3000233 M12, 89 mm Length, Pitch 1mm

3000249 M12, 89 mm Length, Pitch 1.25mm

3000255 M12, 89 mm Length, Pitch 1.5mm

3000261 M14, 95 mm Length, Pitch 1mm

3000283 M14, 95 mm Length, Pitch 1.5mm

2999895 M14, 95 mm Length, Pitch 2mm

3000328 M16, 102 mm Length, Pitch 1.5mm

3000340 M18, 112 mm Length, Pitch 1.5mm

2999924 M18, 112 mm Length, Pitch 2.5mm

3000384 M20, 112 mm Length, Pitch 1.5mm

2999930 M20, 112 mm Length, Pitch 2.5mm

EVENTUS HSS PLUG THREADING 
TAP
• Precision HSS taps for machine tapping
• Designed with a straight flute supplemented by an 
angular cutting point leaves the flutes clear of swarf for 
free coolant flow
• Blue steam tempered finish reduces friction and 
produces a fine finish thread

5089856 M3, 40 mm Length

EVENTUS HSS SHORT MACHINE 
THREADING TAP
• HSS-G single-cut tap with straight flute
• D format, with 5-pitch spiral point
• Profile ground and relief ground, for manual and 
machine use
• For Whitworth pipe threads DIN 259 ISO 228

6022157 G1-11, 100 mm Length

6022135 G1/2-14, 80 mm Length

6022113 G1/4-19, 70 mm Length

6022107 G1/8-28, 63 mm Length

6022141 G3/4-14, 90 mm Length

6022129 G3/8-19, 70 mm Length

EVENTUS HSS TAP & DIE SET

• The HSS construction of the pieces in the set allows for 
easy and clean cutting into metals, as well as durability 
and longer tool life 
• This tools in this set offer a 3-stage tapping procedure 
(taper/starter, intermediate and bottoming) 
• Each piece is labelled in the convenient case to allow 
for quick identification of the right parts and helps 
locate any missing pieces 
• The tap wrench is adjustable to help fit different tap 
sizes while holding the tap securely and firmly

5090143 16 Piece, M3-M12

EVENTUS HSS; DIN/UNF/UNC DIES

• Professional range of HSS dies to DIN specifications, 
available in a wide range of sizes

5089402 M3 x 0.5mm Pitch, 25mm od

386947 M4 x 0.7mm Pitch, 25mm od

5090092 M5 x 0.8mm Pitch, 25mm od

5090086 M6 x 1mm Pitch, 25mm od

5089317 M8 x 1.25mm Pitch, 25mm od

5090070 M10 x 1.5mm Pitch, 25mm od

5090064 M12 x 1.75mm Pitch, 25mm od

EXACT ADJUSTABLE TAP WRENCH 
TAP WRENCH
• Adjustable die-cast zinc tap wrench for direct 
application to hand taps

5089389 Zinc Pressure Casting M3 → M10, 1/8 → 3/8 in 
BSW

5089373 Zinc Pressure Casting M3 → M12, 1/8 → 1/2 in 
BSW

EXACT CUTTING DIE HOLDER

• Die-cast zinc cutting die holder 
• For holding cutting dies as per DIN 223, DIN 5158, EN 
24230 and EN 24231

5089519 20mm, 04933

5089503 25mm, 04934

5089480 38mm, 04936

EXACT HSS COMBINATION 
THREADING TAP
• Combined HSS-G single-cut tap with spiral flute and 
1/4” hex drive
• Deburring zone with edge breaker
• For core drilling, thread cutting and deburring in a 
single process
• Crosswise grinding

5089604 M3, 36 mm Length

EXACT HSS STRAIGHT FLUTE 
THREAD TAP
• HSS special cutting taps with a straight flute; for 
metric ISO fine threads DIN 13, tolerance 6H
• Short design for working in areas with limited 
accessibility

5089569 M12, 51 mm Length

5089660 M16, 51 mm Length

5089749 M20, 51 mm Length

5089632 M25, 51 mm Length

5089626 M32, 51 mm Length

EXACT HSS; DIN/UNF/UNC DIES

• Professional range of HSS dies to DIN specifications, 
available in a wide range of sizes

5090165 1/4-20, 20mm od

5089531 1/2-20 UNF, 38mm od

EXACT SHORT RATCHET TAP 
WRENCH STEEL
• The T-handle design of this tap wrench slides both 
ways for tightening and offers greater leverage and 
support 
• The tempered split collet chuck allows for a positive 
grip 
• The clamping nut is hardened and knurled for 
enhanced grip and extra durability 
• The spring tensioner design allows the handle to be 
held in the desired position

5089345 M3 → M10

5089339 M5 →  M12

FACOM T-HANDLE TAP WRENCH

• T-handles slide both ways for tightening
• Hardened & tempered split collet chucks for a positive 
grip
• Knurled & hardened clamping nut
• Spring tension holds the handle in the desired position
• Ideal for use in small spaces or where reach is required
• Finished in Chrome Steel

7554113 M6

RECOIL THREAD REPAIR KIT

• Intermediate HSS second / intermediate tap and an 
installation tool
• Ideal for alloys, other light materials and cast iron
• Magnetic Tang Break Tool
• Combo Tap and Installation Tools
• Provides an inexpensive repair of spark plug ports 
without replacing cylinder heads
• Pilot nose tap included allows for accurate self 
alignment and successful thread repair
• No unnecessary drilling required

7037194 18 piece 3/8-16

RS PRO DIE HOLDER

• Chemically blackened finish
• Chromed handles

3007363 25mm

2640098 42mm

RS PRO HSS DIE NUT

• Manufactured to BS1127; 1950 standard
• Ideal for use in areas where access is limited

424223 1.25mm Pitch M8

424213 1.5mm Pitch M10

424217 1.75mm Pitch M12

RS PRO HSS STEEL DIE

• Professional range of HSS dies to DIN specifications, 
available in a wide range of sizes

6680716 M3 x 0.5mm Pitch, 25mm od

6680725 M4 x 0.7mm Pitch, 25mm od

215782 M5 x 0.5mm Pitch, 13/16in od

6680728 M5 x 0.8mm Pitch, 25mm od

215805 M6 x 0.75mm Pitch, 13/16in od

6680722 M6 x 1mm Pitch, 25mm od

215631 M7 x 1mm Pitch, 13/16in od

215811 M8 x 1mm Pitch, 1in od

6680731 M8 x 1.25mm Pitch, 25mm od

215710 M10 x 1mm Pitch, 1in od

6680734 M10 x 1.5mm Pitch, 25mm od

6680738 M12 x 1.75mm Pitch, 25mm od

215754 M12 x 1.5mm Pitch, 1.31in od

6680740 3/8-24 UNF, 25.4mm od
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RS PRO HSS HAND TAP SET

• Sets include 3 most common types of tap tools
 including taper, second and bottom taps
• Manufactured using durable HSS• Supplied with 
polypropylene case for safe storage

215574 M5, 3 Piece

RS PRO HSS HEXAGON DRIVE TAP 
THREADING TAP
• Metric thread standard 
• Overall length of 37.5 mm 
• HSS construction 
• Hex shank type

6699388 M6, 37.5 mm Length

RS PRO HSS LEFT-HAND STRAIGHT 
FLUTE THREAD TAPS
• Left hand thread
• Manufactured from HSS for durability and heat 
resistance
• Supplied with a plastic storage case

6681062 M3, 48 mm Length

6681071 M4, 53 mm Length

6681074 M5, 58 mm Length

6681078 M6, 66 mm Length

6681087 M8, 72 mm Length

6681080 M10, 80 mm Length

6681084 M12, 89 mm Length

RS PRO HSS SECOND STRAIGHT 
FLUTE THREADING TAP
• Ideal for hand or machine use depending on the 
application
• Manufactured from HSS for durability and heat 
resistance
• ISO standard

5227531 M5, 60 mm Length, 0.5mm

5227547 M6, 67 mm Length, 0.75mm

5227553 M8, 66 mm Length, 0.75mm

5227569 M8, 66 mm Length, 1mm

5227575 M10, 76 mm Length, 1mm

5227581 M10, 76 mm Length, 1.25mm

5227597 M12, 88 mm Length, 1.25mm

5227604 M12, 88 mm Length, 1.5mm

5227610 M14, 95 mm Length, 1.5mm

5227632 M18, 97 mm Length, 1mm

5227648 M18, 111 mm Length, 1.5mm

5227654 M20, 112 mm Length, 1.5mm

5227660 M25, 130 mm Length, 1.5mm

5227676 M30, 130 mm Length, 1.5mm

RS PRO HSS SPIRAL POINT 
THREADING TAP
• Precision HSS taps for machine tapping
• Can be used for hand tapping without need of a lead 
tap
• Designed with a straight flute supplemented by an 
angular cutting point leaves the flutes clear of swarf for 
free coolant flow
• Blue steam tempered finish reduces friction and 
produces a fine finish thread

455964 3/8-16, 80 mm Length

RS PRO HSS STRAIGHT FLUTE 
THREADING TAP
• High quality high-speed steel taps 
• Thread size of 1/2 - 13 
• 80 mm long

6681116 1/2-13, 80 mm Length

6681107 7/16-14, 86 mm Length

RS PRO HSS TAP & DIE SET

• Manufactured from high-speed steel (HSS), ensuring 
excellent durability and high-performance
• Secure metal clasp for security and safe 
transportation
• Supplied with a bar-type wrench and ratchet wrench 
for small tap size

3007464 14 Piece, 0.25 → 0.5 UNC

427913 25 Piece, M2 → M6

3007458 29 Piece, M6 → M20

6681125 32 Piece, M3 → M12

RS PRO T-HANDLE TAP WRENCH 
STEEL
• The tempered split collet chuck allows for a positive 
grip
• The clamping nut is hardened and knurled for 
enhanced grip and extra durability
• The spring tensioner design allows the handle to be 
held in the desired position

444918 #6 → 1/4 in (ISO), 1/4 in (DIN) UNF, 1/8 → 1/4 in 
(DIN) BSW, 4BA

444920 #12 → 1/2 in (ISO), 1/4 → 3/8 in (DIN) BSW, 1/4 → 
3/8 in (DIN)

RS PRO TAP AND REAMER TAP 
WRENCH STEEL
• Tempered steel jaws providing excellent durability and 
strength
• Knurled steel bar handles with a chrome finish, 
offering enhanced grip
• Straight handle offering greater leverage and support

444946 0BA, 1/4 → 3/4 in BSW, M6 → M20, 1/4 → 3/4 
in UNF

444942 9/16 → 1 1/2 in BSW, M14 ‚Üí M42, 9/16 → 1 1/2 
in UNF

RS PRO TAP WRENCH DIECAST 
ALUMINIUM
• Tempered steel jaws providing excellent durability and 
strength
• Aluminium die cast body with paint finish
• Knurled steel bar handles with a chrome finish, 
offering enhanced grip
• Perfect for use with thread sizes M3 to M12

4241126 M3 → M12

BAHCO TOOL BELT

• Heavy duty belt set
• Made of tough nylon and high grade synthetic 
reinforcement
• Moveable components you can easily take out
• Fully padded belt with extra comfort when carrying 
heavy tools

8987472 Leather, Nylon, 2 Pocket

CK POLYESTER TOOL BELT POUCH

• The CK belt pouch is a polyester hand-free tool holder designed to 
fit comfortably on the CK Magma padded waist belt 
• It has easy-access compartments to store an array of small tools 
• This tool bag is a great choice for easy organisation and quick 
access to your tools, making it an ideal choice for professionals 

7564570 4 Pocket

DEWALT TSTAK COMBO II PLUS IV 
PLASTIC TOOL BOX
• 21.5 L combined volume capacity
• Drawer load capacity 7.5kg
• Bi-material handles
• Large and small accessories storage
• Ball bearing slides
• Heavy duty metal latches 
• Lockable 
• Foam square panels
• 13.5 L capacity
• Fully adaptable foam square to protect your valuables

7932765 2 drawers, 332 x 440 x 326mm

FACOM LEATHER TOOL BAG

• Suited to uses in aggressive environments
• High strength
• Assembled by nickel plated rivets
• Adjustable loop straps

7947864 350mm x 120mm x 120mm

GEAR WRENCH CARBON STEEL TAP 
& DIE SET
• High quality product made from carbon steel
• Ideal for confined spaces
• Supplied in a sturdy, blow moulded case
• All taps and dies lock in place
• Hand-over-hand turning eliminated

6122718 40 Piece
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RS PRO ELECTRICIANS TOOL KIT

• Phosphated driver tips for corrosion protection, 
increased strength and longer tool life
• Bright red foam compartments help small parts and 
fixings stand out
• Tool storage - foam tool modules are designed for 
regular easy removal from drawers

8335919 10 Piece with Foam Inlay

7887220 Polyester Tool Bag, 3 Pouch

RS PRO METAL TOOL BOX

• Tubular full-length handle 
• Steel construction 
• Sturdy hinged mechanism 
• Lacquered finish with cadmium & lead free colour 
• 0.6 mm thickness

7739360 550 x 215 x 240mm

RS PRO STAINLESS STEEL HOOK 
AND PICK SET
• 4 various shapes and sizes to accommodate a range 
of applications 
• Made with durable stainless steel 
• Ergonomic handle for enhanced user comfort grip and 
control 
• Ideal for use in confined spaces

1763424 4 piece

RS PRO TOOL BELT WITH HOLSTER & POUCH

• Modular tool belt comprising of 3 separate sections 
• Constructed from tough padded tear resistant 
polyester 
• Double fastening adjustable belt (90 → 120 cm) 
• Drill holster with secure strap 
• Pocket fixings pouch 
• Hammer loop & tape measure fixing point 
• Multiple compartments for tools and fixings 
• Compartments

7887217 Polyester, 3 Pocket Tool Bag

HAND TOOLS

PLUMBING 
& PIPELINE

FACOM MAINTENANCE TOOL KIT WITH FOAM INLAY

• This 20-piece multi-tool kit features the key 
components to perform a high standard of 
measurement or cutting task
• The moulded tray means it can easily be spotted if any 
tools are missing, plus it gives them a compact and safe 
storage space for protection, helping them last longer
• Complete tool kit for any task were cutting, filing or 
measurement is required
• Weight: 2.3kg

8353119 20 Piece, Files , Saw & Tape Measure

KNIPEX ELECTRICIANS TOOL KIT 
WITH ROLL
• Manufactured in accordance with DIN EN 60 900

4574072 15 Piece, VDE/1000V Approved
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TECNOMATIC DIAPHRAGM AIR 
OPERATED POSITIVE 
DISPLACEMENT PUMP
• Robust design 
• Stall free performance 
• Self-priming 
• Can run dry without damage 
• Oil free

6679182 132L/min

SFERACO STRAINERS AND 
ISOLATING STRAINERS
• Y filters with screen for water systems and water 
distribution 
• Series 202: filter in bronze with stainless cartridge 
• Series 203:  gas type filter with stainless cartridge 
• Series 206: filter in brass with stainless cartridge

4582124 1/2” BSP Bronze Y Strainer

RS PRO NITRILE RUBBER PIPE 
INSULATION

• Fully flexible rubber pipe insulation 
• Supplied in 2m lengths 
• Manufactured without using CFC and HCFC gases
• Meets the requirements of Byelaw 49 
• Suitable for frost protection, energy conservation and 
pipeline protection 
• High water vapour permeability

486025 15mm dia. x 25mm x 2m

486081 22mm dia. x 19mm x 2m

486057 28mm dia. x 19mm x 2m

485965 35mm dia. x 19mm x 2m

485953 42mm dia. x 19mm x 2m

486013 54mm dia. x 19mm x 2m

486075 60mm dia. x 19mm x 2m

LEGRIS STAINLESS STEEL STUD 
ELBOW
• Maximum working pressure: 80 bar 
• Olive: Stainless steel 316L 
• Working temperature: -40 to 250°C

439458 1/8” BSPT Mx6mm OD

439464 1/8” BSPT Mx8mm OD

439486 1/4” BSPT Mx6mm OD

439492 1/4” BSPT Mx8mm OD

2952638 1/4” BSPT Mx10mm OD

2952650 3/8” BSPT Mx10mm OD

439509 1/2” BSPT X 12mmOD

LEGRIS STAINLESS STEEL STUD 
COUPLING

• Maximum working pressure: 80 bar 
• Olive: Stainless steel 316L 
• Body: Stainless steel 316L 
• Nut: Stainless steel 316L

439391 1/8” BSPT Mx6mm

439408 1/8” BSPT Mx8mm

439414 1/4” BSPT Mx6mm

439420 1/4” BSPT Mx8mm

2952593 3/8” BSPT Mx10mm

2952600 1/2” BSPT Mx10mm

439436 1/2” BSPT Mx12mm

LEGRIS STAINLESS STEEL SLEEVE 
NUT
• Maximum working pressure: 80 bar 
• Olive: Stainless steel 316L 
• Working temperature: -40 to 250°C

2952852 6mm

2952874 8mm

2952880 10mm

2952896 12mm

PARKER STAINLESS STEEL EQUAL 
TEE FITTINGS
•  HCT as standard 
• Tube sizes and thread identification 
• Features the Supercase

4324827 10mm OD

4324833 12mm OD

LEGRIS STAINLESS STEEL EQUAL 
STRAIGHT CONNECTOR
• Maximum working pressure: 80 bar 
• Olive: Stainless steel 316L 
• Working temperature: -60 to 250°C

439521 6mm OD

439537 8mm OD

2952672 10mm OD

439543 12mm OD

LEGRIS STAINLESS STEEL EQUAL 
ELBOW
• Maximum working pressure: 80 bar 
• Olive: Stainless steel 316L 
• Working temperature: -40 to 250°C

439565 6x6mm OD

439571 8x8mm OD

2952694 10x10mm OD

439587 12x12mm OD

LEGRIS STAINLESS STEEL BULKHEAD 
COUPLING
• Maximum working pressure: 80 bar 
• Olive: Stainless steel 316L 
• Working temperature: -40 to 250°C

2952688 10x10mm OD

RS PRO STAINLESS STEEL SOCKET

• BSP female connections at both ends
• Chemical Resistance

4992903 1/4” G(P) Female x 1/4” G(P) Female

4992919 3/8” G(P) Female x 3/8” G(P) Female

4993013 1/2” G(P) Female x 1/2” G(P) Female

4993029 3/4” G(P) Female x 3/4” G(P) Female

4993035 1” G(P) Female x 1” G(P) Female

4993136 1-1/4” G(P) Female x 1-1/4” G(P) Female

4993142 1-1/2” G(P) Female x 1-1/2” G(P) Female

4993164 2” G(P) Female x 2” G(P) Female

RS PRO STAINLESS STEEL 
OCTAGON STRAIGHT UNION
• BSPT tapered & BSPP parallel connections 
• Various sizes available 
• Octagan nipple (straight union)

4993423 3/8” G(P) Female x 3/8” G(P) Female 1.48in

4993495 1/2” G(P) Female x 1/2” G(P) Female 1.52in

4993502 3/4” G(P) Female x 3/4” G(P) Female 1.73in

4993518 1” G(P) Female x 1” G(P) Female 2.01in

4993417 1/4” G(P) Female x 1/4” G(P) Female 1.36”

RS PRO STAINLESS STEEL 
HEXAGON HEXAGON NIPPLE
• With BSPT tapered screw end 
• Hexagon Nipple is made from S/40 pipe

4992931 1/4” R(T) Male x 1/4” R(T) Male 1.26”

4992947 3/8” R(T) Male x 3/8” R(T) Male 1.26”

4993041 1/2” R(T) Male x 1/2” R(T) Male 1.65”

4993057 3/4” R(T) Male x 3/4” R(T) Male 1.71”

4993063 1” R(T) Male x 1” R(T) Male 1.93”

4993170 1-1/4” R(T) Male x 1-1/4” R(T) Male 2.03”

4993186 1-1/2” R(T) Male x 1-1/2” R(T) Male 2.03”

4993192 2” R(T) Male x 2” R(T) Male 2.15”

RS PRO STAINLESS STEEL 
HEXAGON BUSH
• With BSPT (Tapered) and BSPP (Parallel) connections 
• Chemical Resistance

4993445 1/2” R(T) Male x 3/8” G(P) Female 0.87i”

4993546 1” R(T) Male x 3/4” G(P) Female 1.06”

4993574 1-1/4” R(T) Male x 1” G(P) Female 1.18”

RS PRO STAINLESS STEEL 
DECAGON STRAIGHT UNION
• BSPT tapered & BSPP parallel connections 
• Various sizes available 
• Octagan nipple (straight union
• Any building with running water, heating or gas

4993681 1-1/4” G(P) Female x 1-1/4” G(P) Female 2.28”

4993697 1-1/2” G(P) Female x 1-1/2” G(P) Female 59mm

PLUMBING & PIPELINE PLUMBING & PIPELINE
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RS PRO STAINLESS STEEL 
CIRCULAR TEE TEE
• 316 Stainless Steel 
• 3 BSP female connections
• T shape for pipe network connection

4992880 1/4” G(P) Female x 1/4” G(P) Female x 1/4 
Female G(P) 1.54”

4992896 3/8” G(P) Female x 3/8” G(P) Female x 3/8 
Female G(P) 1.73”

4992981 1/2” G(P) Female x 1/2” G(P) Female x 1/2 
Female G(P) 2.17”

4992997 3/4” G(P) Female x 3/4” G(P) Female x 3/4 
Female G(P) 2.36”

4993007 1” G(P) Female x 1” G(P) Female x 1 Female 
G(P) 2.76”

4993114 1-1/4” G(P) Female x 1-1/4” G(P) Female x 1-1/4 
Female G(P) 3.35”

4993120 1-1/2” G(P) Female x 1-1/2” G(P) Female x 1-1/2 
Female G(P) 3.48”

4993209 2” G(P) Female x 2” G(P) Female x 2 Female 
G(P) 4.21”

RS PRO STAINLESS STEEL 
CIRCULAR BARREL NIPPLE
• 316 Stainless Steel 
• With BSPT tapered screw end
• Barrel Nipple is made from S/40 pipe 
• Various sizes available

4993221 1/4” R(T) Male x 1/4” R(T) Male 1.57”

4993237 3/8” R(T) Male x 3/8” R(T) Male 1.57”

4993243 1/2” R(T) Male x 1/2” R(T) Male 2.36”

4993259 3/4” R(T) Male x 3/4” R(T) Male 2.36”

4993265 1” R(T) Male x 1” R(T) Male 2.36”

4993271 1-1/4” R(T) Male x 1-1/4” R(T) Male 3.15”

4993287 1-1/2” R(T) Male x 1-1/2” R(T) Male 3.15”

4993293 2” R(T) Male x 2” R(T) Male 3.94”

RS PRO STAINLESS STEEL 90° 
ELBOW
• 316 Stainless Steel 
• BSP female 
• 90 degree angled

4992852 1/4” G(P) Female x 1/4” G(P) Female

4992874 3/8” G(P) Female x 3/8” G(P) Female

4992953 1/2” G(P) Female x 1/2” G(P) Female

4992969 3/4” G(P) Female x 3/4” G(P) Female

4992975 1” G(P) Female x 1” G(P) Female

4993079 1-1/4” G(P) Female x 1-1/4” G(P) Female

4993085 1-1/2” G(P) Female x 1-1/2” G(P) Female

4993108 2” G(P) Female x 2” G(P) Female

RS PRO MALLEABLE IRON FITTING 
BARREL NIPPLE
• BS21 Taper thread

2577883 1/4” BSPT Male (Connection 1), 1/4” BSPT Male 
(Connection 2), Black

2577978 1/4” BSPT Male (Connection 1), 1/4” BSPT Male 
(Connection 2), Galvanised

2577906 3/8” BSPT Male (Connection 1), 3/8” BSPT Male 
(Connection 2), Black

2577984 3/8” BSPT Male (Connection 1), 3/8” BSPT Male 
(Connection 2), Galvanised

2577912 3/4” BSPT Male (Connection 1), 3/4” BSPT Male 
(Connection 2), Black

2578000 3/4” BSPT Male (Connection 1), 3/4” BSPT Male 
(Connection 2), Galvanised

2578016 1” BSPT Male (Connection 1), 1” BSPT Male 
(Connection 2), Galvanised

2577934 1-1/4” BSPT Male (Connection 1), 1-1/4” BSPT 
Male (Connection 2), Black

2578038 1-1/4” BSPT Male (Connection 1), 1-1/4” BSPT 
Male (Connection 2), Galvanised

2577940 1-1/2” BSPT Male (Connection 1), 1-1/2” BSPT 
Male (Connection 2), Black

2578044 1-1/2” BSPT Male (Connection 1), 1-1/2” BSPT 
Male (Connection 2), Galvanised

2822537 3” BSPT Male (Connection 1), 3” BSPT Male 
(Connection 2), Black

2577962 2” BSPT Male (Connection 1), Black

RS PRO COUPLER DUST CAP/PLUG

• Female coupler dust cap & male adaptor dust plug 
• Conform to MIL-C-27487 
• Stainless Steel ASTM A351-CF8M 
• Buna-N sealing ring 
• Working pressure 17 bar (250psi) 
• Seal temperature range -20°C to +80°C

307364 Cap, 1”, Stainless Steel

307386 Plug, 2”, Stainless Steel

RS PRO BRONZE THREADED 
FITTINGS
• Material: Bronze

2972200 3/4” BSPT Male x 1/2” BSPP Female Straight 
Reducer Bush

2972301 3/4” BSPT Male Straight Plug

2972238 3/4” BSPP Female x 3/4” BSPP Female Straight 
Coupler

2972250 1/2” BSPT Male x 1/2” BSPT Male Straight Nipple

2972222 1” BSPT Male x 3/4” BSPP Female Straight 
Reducer Bush

RS PRO BRASS THREADED 
FITTINGS
• High Quality Water Research Advisory Scheme 
(WRAS) approved type A brass compression fittings and 
accessories 
• Suitable for connecting copper tubes in accordance 
with BS2871 part 1

2039016 3/8” BSP Male x 1/4” BSP Female Straight 
Reducer Bush

2972137 3/4” BSPP Female x 3/4” BSPP Female 90° Elbow

2972317 1” BSPT Male Straight Plug Threaded Fitting

2972193 1” BSPP Female x 1” BSPP Female Tee Equal Tee

RS PRO EQUAL TEE BRASS 
COMPRESSION FITTING
• Designed for use with copper tube to BS EN 1057: 
1996 (formerly BS2871: Part 2, or stainless steel tube to 
BS4127: 1994

2858889 15mm

3691665 22mm

RS PRO 90° TAP ADAPTER BRASS 
COMPRESSION FITTING
• Designed for use with copper tube to BS EN 1057: 
1996 (formerly BS2871: Part 2, or stainless steel tube to 
BS4127: 1994

4320443 15mm

PEGLER YORKSHIRE EQUAL TEE 
BRASS COMPRESSION FITTING
•Designed for use with copper tube to BS EN 1057: 
1996 (formerly BS2871: Part 2, or stainless steel tube to 
BS4127: 1994

3691659 15mm

LEGRIS STAINLESS STEEL HEXAGON 
STRAIGHT REDUCER
• Male to female reducer 
• Stainless steel construction offers excellent chemical 
resistance 
• Maximum working pressure: 150 bar 
• Body: Stainless steel 316L

3108668 3/8” R(T) Male x 1/4” G(P) Female

3108652 1/4” R(T) Male x 1/8” G(P) Female

LEGRIS BRASS MALE STRAIGHT 
ADAPTER THREADED FITTING
• Straight adapters with male connections with BSPT 
threads

3108731 3/8” BSPT Male x 3/8” BSPT

3108753 3/8” BSPT Male x 1/4” BSPT

3108781 1/2” BSPT Male x 3/8” BSPT

3108775 1/2” BSPT Male x 1/2” BSPT

3108832 3/4” BSPT Male x 1/2” BSPT

3108826 3/4” BSPT Male x 3/4” BSPT

LEGRIS MALE 90° ELBOW BRASS 
COMPRESSION FITTING
• Male stud elbows 
• BSPT Threads

439739 6mm x 1/8” BSPT

439767 6mm x 1/4” BSPT

439745 8mm x 1/8” BSPT

439773 8mm x 1/4” BSPT

2936557 10mm x 1/4” BSPT

2936579 12mm x 1/4” BSPT

2936585 12mm x 3/8” BSPT

LEGRIS MALE STRAIGHT COUPLER 
BRASS COMPRESSION FITTING
• Body material: Brass 
• Olive: Brass 
• Nut: Brass

2314935 4mm x 1/8” BSPT

2314957 6mm x 1/8” BSPT

2314963 6mm x 1/4” BSPT

2936692 8mm x 1/8” BSPT

2314979 8mm x 1/4” BSPT

2314985 10mm x 1/4” BSPT

2315001 10mm x 1/2” BSPT

2315023 12mm x 3/8” BSPT

2936709 15mm x 1/2” BSPT

LEGRIS BRASS FEMALE TEE EQUAL 
TEE THREADED FITTING
• Maximum working pressure: 150 bar 
• Body: Brass

439694 1/8” BSPP Female x 1/8” BSPP

439701 1/4” BSPP Female x 1/4” BSPP

2936529 3/8” BSPP Female x 3/8” BSPP

LEGRIS BRASS FEMALE STRAIGHT 
COUPLER THREADED FITTING
• Maximum working pressure: 250 bar 
• Working temperature: -40 to 100°C 
• Body: Brass

3108315 1/8” BSPP Female x 1/8” BSPP

3108321 1/4” BSPP Female x 1/4” BSPP

3108337 3/8” BSPP Female x 3/8” BSPP

PLUMBING & PIPELINE PLUMBING & PIPELINE
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LEGRIS BRASS FEMALE 90° ELBOW 
THREADED FITTING

• Female elbow 
• BSPP Threads

2936608 3/8” BSPP Female x 3/8” BSPP

439802 1/4” BSPP Female x 1/4” BSPP

LEGRIS BRASS FEMALE STRAIGHT 
REDUCER THREADED FITTING
• Maximum working pressure: 250 bar 
• Body: Brass 
• “O” ring: Technical polymer 
• Sealing washer: Technical polymer

439947 1/4” BSPT Male x 1/8” BSPP

2314884 1/4” BSPP Male x 1/8” BSPP

2314929 1/2” BSPP Male x 3/8” BSPP

LEGRIS STRAIGHT BULKHEAD 
COUPLING
• Working temperature: -40 to +100°C 
• Olive Brass 
• Body: Brass 
• Nut: Brass 
• Retaining nut: Brass

2314799 6mm

2314806 8mm

2314812 12mm

LEGRIS STRAIGHT EQUAL END 
COUPLER BRASS COMPRESSION 
FITTING
• Connection of 2 tubes together at a 180° angle 
• Available from 4 to 28 mm o.d. 
• Working Temperature: -40 to 250°C

439903 4mm

439919 6mm

439925 8mm

2936642 10mm

439931 12mm

LEGRIS EQUAL TEE BRASS COMPRESSION FITTING

• Connection of 3 tubes at two 90° angles 
• Available from 4 to 16 mm o.d. 
• Working Temperature: -60 to 250°C 
• Maximum working pressure: 550 bar

439824 4mm

439830 6mm

439846 8mm

2936614 10mm

439852 12mm

LEGRIS 90° EQUAL ELBOW BRASS 
COMPRESSION FITTING

• Connection of 2 tubes together at a 90° angle 
• Available from 4 to 28 mm o.d. 
• Working Temperature: -40 to 250°C

439868 4mm

439874 6mm

439880 8mm

2936636 10mm

439896 12mm

GEORG FISCHER STRAIGHT EQUAL SOCKET PVC 
PIPE FITTING
• Good chemical and corrosion resistance 
• Acids and bases 
• Drinking water, distilled water, industrial water, 
wastewater, cooling brines, seawater, plant and 
apparatus engineering, food industry, beverage 
industry 
• Universally applicable plastic with the largest 
assortment of fittings and valves

2791382 25mm, uPVC

2791398 32mm, uPVC

2791405 40mm, uPVC

2791411 50mm, uPVC

GEORG FISCHER MALLEABLE IRON 
FITTING TEE
• Galvanised Malleable Iron

2434512 1/4” BSPP Female (Connection 1), 1/4” BSPP 
Female (Connection 2), Galvanised

2434534 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection 2), Galvanised

2434540 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Galvanised

2434499 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2), Black

2434556 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2), Galvanised

3251582 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female (Connection 2), Galvanised

GEORG FISCHER MALLEABLE IRON 
FITTING TAPER SEAT UNION
• Supplied without sealing gaskets

2435341 1/4” BSPP Female (Connection 1), 1/4” BSPP 
Female

2435357 3/8” BSPP Female (Connection 1), 3/8” BSPP 
Female

2435313 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female

2435363 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female

2435329 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female

2435379 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female

2435335 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2)

2435391 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2)

3251706 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female

3251712 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female

3251740 2” BSPP Female (Connection 1), 2” BSPP Female 
(Connection 2)

GEORG FISCHER MALLEABLE IRON 
FITTING SOCKET
• Not suitable for drinking water installations 
• Steel parts are hexagonal instead of beaded

2434922 1/4” BSPP Female (Connection 1), 1/4” BSPP 
Female (Connection 2), Black

2434994 1/4” BSPP Female (Connection 1), 1/4” BSPP 
Female (Connection 2), Galvanised

2434944 3/8” BSPP Female (Connection 1), 3/8” BSPP 
Female (Connection 2), Black

2435010 3/8” BSPP Female (Connection 1), 3/8” BSPP 
Female (Connection 2), Galvanised

2434950 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection 2), Black

2435026 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection 2), Galvanised

2434966 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Black

2435032 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Galvanised

2434972 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2), Black

2435048 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2), Galvanised

3251649 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female (Connection 2), Black

3251655 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female (Connection 2), Galvanised

3251661 1-1/2” BSPP Female (Connection 1), 1-1/2” BSPP 
Female (Connection 2), Black

3251677 1-1/2” BSPP Female (Connection 1), 1-1/2” BSPP 
Female (Connection 2), Galvanised

GEORG FISCHER MALLEABLE IRON 
FITTING REDUCER SOCKET
• These types of fittings are made from steel (galvanised 
finish = electroplated) • Not suitable for drinking water 
installations 
• Steel parts are hexagonal instead of beaded at the 
end no. 1

6246000 3/8” BSPP Female (Connection 1), 1/4” BSPP 
Female (Connection, Galvanised

6245962 1/2” BSPP Female (Connection 1), 3/8” BSPP 
Female (Connection, Black Oxide

6245984 3/4” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection, Black Oxide

6246050 3/4” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection, Galvanised

6245978 1” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Black Oxide

6246066 1” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Galvanised

6246072 1-1/4” BSPP Female (Connection 1), 1” BSPP 
Female (Connection, Galvanised

GEORG FISCHER MALLEABLE IRON 
FITTING REDUCER HEXAGON NIPPLE
• Not suitable for drinking water installations

6245776 3/8” BSPT Male (Connection 1), 1/4” BSPT Male, 
Galvanised

6245732 1/2” BSPT Male (Connection 1), 3/8” BSPT Male, 
Black Oxide

6245805 1/2” BSPT Male (Connection 1), 3/8” BSPT Male, 
Galvanised

6245754 3/4” BSPT Male (Connection 1), 1/2” BSPT Male, 
Black Oxide

6245827 3/4” BSPT Male (Connection 1), 1/2” BSPT Male, 
Galvanised

6245782 1” BSPT Male (Connection 1), 3/4” BSPT Male, 
Black Oxide

6245833 1” BSPT Male (Connection 1), 3/4” BSPT Male, 
Galvanised

6245849 1” BSPT Male (Connection 1), 1/2” BSPT Male, 
Galvanised

6245855 1-1/4” BSPT Male (Connection 1), 1” BSPT Male, 
Galvanised

6245883 1-1/2” BSPT Male (Connection 1), 1-1/4” BSPT 
Male, Galvanised

6245906 2” BSPT Male (Connection 1), 1-1/2” BSPT Male, 
Galvanised

GEORG FISCHER MALLEABLE IRON 
FITTING REDUCER BUSH
• Not suitable for drinking water installations

6234445 3/8” BSPT Male (Connection 1), 1/4” BSPP 
Female (Connection 2), Black Oxide

6245912 3/8” BSPT Male (Connection 1), 1/4” BSPP 
Female (Connection 2), Galvanised

2434764 1/2” BSPT Male (Connection 1), 3/8” BSPP 
Female (Connection 2), Black Oxide

2434859 1/2” BSPT Male (Connection 1), 3/8” BSPP 
Female (Connection 2), Galvanised

2434792 3/4” BSPT Male (Connection 1), 1/2” BSPP 
Female (Connection 2), Black Oxide

2434887 3/4” BSPT Male (Connection 1), 1/2” BSPP 
Female (Connection 2), Galvanised

2434837 1” BSPT Male (Connection 1), 3/4” BSPP Female 
(Connection 2), Black Oxide

2434900 1” BSPT Male (Connection 1), 3/4” BSPP Female 
(Connection 2), Galvanised

3251267 1-1/4” BSPT Male (Connection 1), 1” BSPP Female 
(Connection 2), Galvanised

6245439 1-1/2” BSPT Male (Connection 1), 1-1/4” BSPP 
Female (Connection2), Galvanised

3251368 2” BSPT Male (Connection 1), 1-1/2” BSPP Female 
(Connection 2), Galvanised
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GEORG FISCHER MALLEABLE IRON 
FITTING PLAIN PLUG
• Plug with square drive head

2435183 3/8” BSPT Male (Connection 1), Solid, Black 
Oxide

2435256 3/8” BSPT Male (Connection 1), Solid, 
Galvanised

2435240 1/4” BSPT Male (Connection 1) Solid, Galvanised

2435199 1/2” BSPT Male (Connection 1), Solid, Black 
Oxide

6245524 1/2” BSPT Male (Connection 1), Hollow, 
Galvanised

6245495 3/4” BSPT Male (Connection 1), Hollow, 
Galvanised

6245518 1” BSPT Male (Connection 1), Hollow, Galvanised

6245546 1-1/4” BSPT Male (Connection 1), Hollow, 
Galvanised

GEORG FISCHER MALLEABLE IRON 
FITTING HEXAGON NIPPLE
• Black Malleable Iron  
• Not suitable for drinking water installations

2435054 1/4” BSPT Male (Connection 1), 1/4” BSPT Male 
(Connection 2), Black Oxide

2435105 1/4” BSPT Male (Connection 1), 1/4” BSPT Male 
(Connection 2), Galvanised

2435060 3/8” BSPT Male (Connection 1), 3/8” BSPT Male 
(Connection 2), Black Oxide

2435111 3/8” BSPT Male (Connection 1), 3/8” BSPT Male 
(Connection 2), Galvanised

2435076 1/2” BSPT Male (Connection 1), 1/2” BSPT Male 
(Connection 2), Black Oxide

2435127 1/2” BSPT Male (Connection 1), 1/2” BSPT Male 
(Connection 2), Galvanised

2435082 3/4” BSPT Male (Connection 1), 3/4” BSPT Male 
(Connection 2), Black Oxide

2435133 3/4” BSPT Male (Connection 1), 3/4” BSPT Male 
(Connection 2), Galvanised

2435098 1” BSPT Male (Connection 1), 1” BSPT Male 
(Connection 2), Black Oxide

2435149 1” BSPT Male (Connection 1), 1” BSPT Male 
(Connection 2), Galvanised

3251380 1-1/4” BSPT Male (Connection 1), 1-1/4” BSPT 
Male (Connection 2), Galvanised

3251403 1-1/2” BSPT Male (Connection 1), 1-1/2” BSPT 
Male (Connection 2), Galvanised

3251431 2” BSPT Male (Connection 1), Galvanised

GEORG FISCHER 90° MALLEABLE 
IRON FITTING ELBOW
• Galvanised Malleable Iron

2434089 1/4” BSPP Female (Connection 1), 1/4” BSPP 
Female (Connection 2), Galvanised

2434039 3/8” BSPP Female (Connection 1), 3/8” BSPP 
Female (Connection 2), Black Oxide

2434102 3/8” BSPP Female (Connection 1), 3/8” BSPP 
Female (Connection 2), Galvanised

2434253 1/2” BSPT Male (Connection 1), 1/2” BSPP 
Female (Connection 2), Galvanised

2434045 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection 2), Black Oxide

2434118 1/2” BSPP Female (Connection 1), 1/2” BSPP 
Female (Connection 2), Galvanised

2434051 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Black Oxide

2434124 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Galvanised

2434326 3/4” BSPP Female (Connection 1), 3/4” BSPP 
Female (Connection 2), Galvanised

2434275 1” BSPT Male (Connection 1), 1” BSPP Female 
(Connection 2), Galvanised, Black Oxide

2434067 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2), Black Oxide

2434130 1” BSPP Female (Connection 1), 1” BSPP Female 
(Connection 2), Galvanised

3251504 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female (Connection 2), Black Oxide

3251510 1-1/4” BSPP Female (Connection 1), 1-1/4” BSPP 
Female (Connection 2), Galvanised

3251548 2” BSPP Female (Connection 1), 2” BSPP Female 
(Connection 2), Black Oxide

GEORG FISCHER CAP PVC PIPE 
FITTING

• Good chemical and corrosion resistance 
• Acids and bases 
• Drinking water, distilled water, industrial water, 
wastewater, cooling brines, seawater, plant and 
apparatus engineering, food industry, beverage 
industry 
• Universally applicable plastic with the largest 
assortment of fittings and valves

2791685 32mm

GEORG FISCHER 90° EQUAL TEE 
PVC PIPE FITTING

2790755 50mm

GEORG FISCHER 45° ELBOW PVC 
PIPE FITTING
• High quality PVC-U fittings, valves, pipe work and 
accessories for a wide range of exterior and interior 
applications
• PVC has excellent chemical resistance which 
combined with smoothness of bore eliminates build up 
of scale and gives good flow characteristics

2790682 50mm

GEORG FISCHER 90° ELBOW PVC 
PIPE FITTING
• Good chemical and corrosion resistance 
• Acids and bases 
• Drinking water, distilled water, industrial water, 
wastewater, cooling brines, seawater, plant and 
apparatus engineering, food industry, beverage 
industry  
• Universally applicable plastic with the largest 
assortment of fittings and valves

2790575 25mm

2790610 50mm

GEORG FISCHER STEEL BACKING 
FLANGE
• For socket systems - all materials 
• Pressure rating - 16 bar 
• Universally applicable plastic with the largest 
assortment of fittings and valves

2144310 1”, Galvanised

2144332 1-1/2”, Galvanised

2144348 2”, Galvanised

2653230 3”, Galvanised

2653246 4”, Galvanised

RS PRO STRAIGHT MALE HOSE 
COUPLING CAM & GROOVE 
ADAPTER
• Stainless Steel ASTM A351-CF8M
• Buna-N sealing ring 
• Working pressure 17 bar (250psi)

317490 1” Part A, 1” BSPT Female, Stainless Steel

307279 1” Part E, Stainless Steel

3626813 1” Part F, 1” BSP, Aluminium

307308 1in Part F, 1” BSPT Male, Stainless Steel

317507 1-1/2” Part A, 1-1/2” BSPT Female, Stainless Steel

307285 1-1/2” Part E, Stainless Steel

3626829 1-1/2” Part F, 1-1/2” BSP, Aluminium

3626807 2” Part E, Aluminium

307291 2” Part E, Stainless Steel

3626835 2” Part F, 2” BSP, Aluminium

307320 2” Part F, 2” R Male, Stainless Steel

3626683 1” Part B, 1” BSP, Aluminium

307184 1”Part B, 1” BSPT Male, Stainless Steel

307213 1” Part C, Stainless Steel

3626756 1” Part D, Aluminium

3626699 1-1/2” Part B, 1-1/2” BSP, Aluminium

307190 1-1/2” Part B, 1-1/2” R Male, Stainless Steel

307229 1-1/2” Part C, Stainless Steel

3626762 1-1/2” Part D, 1-1/2” BSPT Female, Aluminium

3626706 2” Part B, 2” BSP, Aluminium

307207 2” Part B, 2” R Male, Stainless Steel

3626740 2” Part C, Aluminium

307235 2” Part C, Stainless Steel

307263 2” Part D, 2” G Female, Stainless Steel

RS PRO STRAIGHT BRASS HOSE 
CONNECTOR
• BSP Threaded hose-tail adaptors

5067187 1/4” G Male, 1/4” Hose Inner Diameter

5067193 1/4” G Male, 5/16” Hose Inner Diameter

5067200 1/4” G Male, 3/8” Hose Inner Diameter

5067216 1/4” G Male, 1/2” Hose Inner Diameter

RS PRO PET PVC FLEXIBLE TUBING

• Glass clear clarity for excellent visibility 
• Excellent resistance to abrasion 
• Manufactured from cadmium and silicone-free 
materials using a special low toxic, odourless PVC 
formulation that can reduce the taint of drinking water 
• Suitable for food, water, chemicals, gas, fuel and oils 
• EC compliant for food contact applications 
• RoHS compliant

3680182 Transparent, 12mm External Diameter, 25m 
LongReinforced, 40mm Bend Radius,

3680205 Transparent, 14mm External Diameter, 25m 
LongReinforced, 50mm Bend Radius,

3680233 Transparent, 24mm External Diameter, 25m 
LongReinforced, 95mm Bend Radius,

RS PRO PVC FLEXIBLE TUBING

• Glass clear transparency 
• Excellent abrasion and corrosion properties 
• Low toxic, odourless PVC formulation reducing the 
taint of drinking water 
• EC compliant for food applications 
• RoHS compliant 

9145519 Clear, 8mm External Diameter, 25m Long, 72mm 
Bend Radius, Applications Various Applications

9145521 Clear, 11mm External Diameter, 25m Long, 99mm 
Bend Radius, Applications Various Applications

440874 Clear, 11.5mm External Diameter, 25m LongRein-
forced, 28mm Bend Radius, Applications

440054 Clear, 13.5mm External Diameter, 25m LongRein-
forced, 29mm Bend Radius, Applications

9145509 Clear, 15mm External Diameter, 25m Long, 
135mm Bend Radius, Applications Various

797394 Clear, 16mm External Diameter, 25m Long 
Reinforced, 40mm Bend Radius, Applications

797372 Clear, 18mm External Diameter, 25m Long, 
162mm Bend Radius, Applications Various

440880 Clear, 18.5mm External Diameter, 25m Long 
Reinforced, 55mm Bend Radius, Applications

440896 Clear, 25.75mm External Diameter, 25m Long, 
Reinforced, 135mm Bend Radius, Chemical,

3815417 Clear, 31mm External Diameter, 25m Long, 
279mm Bend Radius, Applications Various

3815467 Clear, 32.5mm External Diameter, 25m Long 
Reinforced, 210mm Bend Radius, Applications

2430172 Clear,, 42mm External Diameter, 15m Long 
Reinforced, 320mm Bend Radius, Applications

3815473 Clear, 42mm External Diameter, 25m Long 
Reinforced, 320mm Bend Radius, Applications

3815495 Clear, 62mm External Diameter, 25m Long 
Reinforced, 650mm Bend Radius, Applications

2932066 Clear, 48mm External Diameter, 15m Long, 
432mm Bend Radius, Applications Various

2932195 Clear, 61.5mm External Diameter, 15m Long, 
554mm Bend Radius, Applications Various

RS PRO OIL RESISTANT DELIVERY 
HOSE
• Resistant to a wide range of fuels and oils 
• Optimum flow maintained by the smooth bore 
• Flexibility maintained even under cold-weather 
conditions 
• Constructed for higher vacuums and pressures

9175087 PVC 10m Long Blue Flexible Ducting Reinforced, 
113mm Bend Radius , Applications Fuel

9175083 PVC 10m Long Blue Flexible Ducting Reinforced, 
171mm Bend Radius , Applications Fuel

9175096 PVC 10m Long Blue Flexible Ducting Reinforced, 
230mm Bend Radius , Applications Fuel

9175099 PVC 10m Long Blue Flexible Ducting Reinforced, 
342mm Bend Radius , Applications Fuel

RS PRO UNTHREADED STAINLESS 
STEEL PIPE
• These high quality, polished stainless steel (Grade 
316L) tubes (to ASTM269), tube fittings (to BS4825 Pt2) 
are designed to meet the stringent requirements of 
hygienic processes in the food, dairy, brewing, 
biotechnology, pharmaceutical and chemical 
industries

2654918 3m Long, 1” Nominal Outer Diameter

• High quality PVC-U fittings, valves, pipe work and 
accessories for a wide range of exterior and interior 
applications
• PVC has excellent chemical resistance which 
combined with smoothness of bore eliminates build up 
of scale and gives good flow characteristics
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RS PRO OIL HOSE PIPE

• Oil hose 
• Ester reinforced 
• Anti-static 
• Self extinguishing outer CR rubber coating 
• Black outside and black inside 
• Antistatic

486675 25m Black, Applications Diesel, Oil, Paraffin, 
9.5mm Inner Diam.

486621 25m Black, Applications Diesel, Oil, Paraffin, 
19.1mm Inner Diam.

486637 25m Black, Applications Diesel, Oil, Paraffin, 
12.7mm Inner Diam.

RS PRO COMPRESSED AIR AND 
WATER HOSE PIPE
• Compressed air and water hose  
• Polyester reinforcement  
• Suitable for compressed air (lubricated and 
unlubricated) and water  
• Black outside and black inside 
• Not antistatic

486485 25m Black, Applications Air, Water, 16mm Inner 
Diam.

RS PRO AIR AND WATER HOSE PIPE

• Air and water hose 
• Excellent ozone resistance

486643 25m Grey, Applications Air, Water, 12.7mm Inner 
Diam.

486491 25m Grey, Applications Air, Water, 19.1mm Inner 
Diam.

486508 25m Grey, Applications Air, Water, 25.4mm 
Inner Diam.

486568 25m Yellow, Applications Air, Water, 13mm Inner 
Diam.

486564 25m Yellow, Applications Air, Water, 20mm Inner 
Diam.

486609 25m Yellow, Applications Air, Water, 25mm Inner 
Diam.

RS PRO WELDING HOSE PIPE

• Welding hose - oxygen 
• Not antistatic

486473 25m Blue, Applications Oxygen, 6.3mm Inner 
Diam.

486479 25m Blue, Applications Oxygen, 8mm Inner 
Diam.

486489 25m Blue, Applications Oxygen, 10mm Inner 
Diam.

486502 25m Red, Applications Acetylene Gas, 8mm 
Inner Diam.

486463 25m Red, Applications Acetylene Gas, 10mm 
Inner Diam.

PARKER UNTHREADED STAINLESS 
STEEL PIPE
• High integrity seamless steel instrumentation tubing 
to ASTM A269 and ASTM A213, cold drawn and bright 
annealed 
• 2m length 
• HCT as standard 
• Tube sizes and thread identification 

4324596 2m Long, 3/8in Nominal Outer Diameter, 1.65mm 
Wall Thickness

4324580 2m Long, 1/4in Nominal Outer Diameter, 1.22mm 
Wall Thickness

4324603 2m Long, 1/2in Nominal Outer Diameter, 1.65mm 
Wall Thickness

GEORG FISCHER PVC PIPE

• Acids and bases 
• Drinking water, distilled water, industrial water, 
wastewater, cooling brines, seawater, plant and 
apparatus engineering, food industry, beverage 
industry 
• Universally applicable plastic with the largest 
assortment of fittings and valves

2123931 2m long x 42mm OD, 3.2mm Wall Thickness

2123947 2m long x 48mm OD, 3.7mm Wall Thickness

2123953 2m long x 60mm OD, 4.5mm Wall Thickness

2653094 2m long x 3in OD, 6.6mm Wall Thickness

BOOLES TOOLS & PIPEFITTING 
LONG COPPER PIPE
• Copper tube to EN 1057-R250 
• Supplied in 2m lengths in the half hard condition 
• Can be connected with capillary or compression 
fittings to BS864: Part 2 or by silver brazing or suitable 
methods of welding

2235163 42 bar 2m, 35mm Outer Diam.

RS PRO PP TOILET SEAT

• Polypropylene material 
• Complete with fittings 
• Easy to Fit

7845645 White

7845642 White, Soft Close Toilet Seat

VALSTEAM GLOBE VALVE

• Rising stem
• PTFE renewable disk
• High-quality PTFE packing
• Body design conditions: PN32
• 98°C at 14 bar, 100°C at 32 bar

9171659 ADCA Bronze 444899, 1/2” BSP 32 bar

9171665 ADCA Bronze 551259, 3/4” BSP 32 bar

9171669 ADCA Bronze 551260, 1” BSP 32 bar

SMC SOLENOID VALVE

• Improved off response time 
• Low Noise, Reduce impact noise when operating 
• More compact design, 4% smaller than existing version 
• Brass or stainless steel body 
• One touch fitting variants have a resin body 
• Improved armature durability

8938417 VXZ232BGA, 2 port , NC, 24 V dc, 3/8in

8938341 VXS235BGA, 2 port , NC, 24 V dc, 3/8in

6681848 VXE2330-02F-5DO1, 2 port , NC, 24 V dc, 1/4in

6681844 VXE2120-01F-5DO1, 2 port , NC, 24 V dc, 1/8in

SFERACO TAP OPERCULUM

• Valves with PN 10 and PN 16 brass opercula for running 
fluids 
• Series 101: female-female valves PS 10 bars 
• Series 102: female-female valves PS 16 bars

4582102 102002, 1/4in, 16 bar Brass

4580128 102003, 3/8in, 16 bar Brass

4582118 102004, 1/2in, 16 bar Brass

4580134 102005, 3/4in, 16 bar Brass

4580106 102006, 1in, 16 bar Brass

SFERACO HIGH PRESSURE BALL 
VALVE
• Brass sphere valves for water systems and water 
distribution 
• Available with a flat red steel handle

4584546 Brass, 1/4” BSPP 2 Way

4578816 Brass, 3/8” BSPP 2 Way

4578822 Brass, 1/2” BSPP 2 Way

4578838 Brass, 3/4” BSPP 2 Way

4578844 Brass, 1” BSPP 2 Way

4578850 Brass, 1-1/4” BSPP 2 Way

4578866 Brass, 1-1/2” BSPP 2 Way

4578872 Brass, 2” BSPP 2 Way

RS PRO SHOWER HEAD

• Brilliant White Finish 
• Easy to Install

7845548 White PPS213RS, 10 bar

RS PRO STEAM HOSE PIPE

• Steam Hose 
• Polyester reinforced

486631 20m Black , Applications Steam, 13mm Inner 
Diam, 7 bar

486536 20m Red, Applications Hot Water, Saturated 
Steam, 25mm Inner Diam, 17 bar

486530 20m Black, Applications Steam, 19mm Inner 
Diam, 7 bar

RS PRO CENTRE BACK AND 
VERTICAL DIAMETER IMMERSION 
THERMOMETERS
• Bi-metal element thermometers with applications in 
the heating and ventilation process, and refrigeration 
industries 
• Acrylic Window 
• Temperature range covers both hot & chilled water 
applications 
• Manufactured to DIN 16203 
• 1/2 in. BSP Brass Male Thread

3248384 Dial Dry Temperature Gauge, Suitable For 
Heating & Ventilation, Refrigeration Industry, 
-20 → +60°C

RS PRO REMOTE READING 
EXPANSION THERMOMETER
• Filled System with Bourdon Tube Element 
• Acrylic Window 
• Supplied with a surface mounting back flange 
• Available with a 1.5 m
• Complies with BS 5235: 1975; DIN 16203; DIN 16205

4315592 Surface Mounting Dry Temperature Gauge, 
Accuracy Class 2, Suitable, 0 →+120°C

RS PRO PP VINYL PIPE MARKING 
TAPE
• No symbol or text 
• All rolls are 33m in length

866440 Black, Dim. W 150mm x L 33m

866361 Blue, Dim. W 50mm x L 33m

711441 Brown, text Oil, Dim. W 50mm x L 33m

866383 Green, Dim. W 150mm x L 33m

866276 Grey, Dim. W 50mm x L 33m

711407 Red, text Fire Main, Dim. W 50mm x L 33m

711485 White, text Arrow, Dim. W 50mm x L 33m

JUMO CENTIGRADE DIAL 
TEMPERATURE GAUGE
• Measured in Centigrade and unaffected by ambient 
pressure

2427750 Steel -20 → +40°C
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RS PRO STAINLESS STEEL HIGH 
PRESSURE BALL VALVE
• 2-piece ball valve with screwed end 
• Suited to higher pressure and temperature 
applications 
• Full port 1/4 inch to 3 inches (DN8 - DN80) 
• W.P: 1000 WOG (Water. Oil, Gas rating for the valve) 
(PN63) 
• W.T: -20°C to 200°C 
• Investment casting 
• Blow-out proof stem - protects the operator 
• Locking device

4992789 1/4”, 6.35mm, 63 bar, BSPP 2 Way

7644256 1/4”, 8mm, 68 bar, BSPP 2 Way, 2 Piece

4992795 1/2”, 12.7mm, 63 bar, BSPP 2 Way

7644250 1/2”, 12.7mm, 63 bar, BSPP 2 Way, 2 Piece

4992802 3/4”, 19.6mm, 63 bar, BSPP 2 Way

7644269 3/4”, 19.6mm, 63 bar, BSPP 2 Way, 2 Piece

4992818 1”, 25.4mm, 63 bar, BSPP 2 Way

7644262 1”, 25mm, 1000 psi, BSPP 2 Way, 2 Piece

4992824 1-1/4”, 32mm, 68 bar, BSPP 2 Way

7644266 1-1/4”, 32mm, 1000 psi, BSPP 2 Way, 2 Piece

4992830 1-1/2”, 38.1mm, 63 bar, BSPP 2 Way

7644275 1-1/2”, 40mm, 1000 psi, BSPP 2 Way, 2 Piece

4992846 2”, 50.8mm, 63 bar, BSPP 2 Way

7644278 2”, 50mm, 1000 psi, BSPP 2 Way, 2 Piece

RS PRO STAINLESS STEEL GLOBE 
VALVE
• 1/4”-2” (DN8-DN50) 
• W.P: 200WOG 
• W.T: -20°C-200°C (-4°F-392°F) 
• Thread type: ASME B1.20.1 (NPT), DIN 2999 & BS21, 
ISO7/1 & EN10226 
• Body, Bonnet and Disc - ASTM A351-CF8M

4992032 3/8” BSP 32 bar

RS PRO NICKEL PLATED BRASS 
HIGH PRESSURE BALL VALVE
• Approved to WRC standards 
• Working Temperature Range (Fluid): -20 to +150°C 
• Application: Industry 
• Operating Temperature: -40°C to +170°C  
• Operating pressure: PN40 (600 PSI), non-shock cold 
working pressure • Threads: EN 10226-1, ISO 228 parallel 
female by female threads

7335182 1” BSPP 2 Way

7335198 2” BSPP 2 Way

RS PRO PRESSURE GAUGE COCK

• Isolates the pressure gauge from the pressure medium      
• Extends the service life of the pressure gauge where 
the pressure is continually pulsating 
• Operation, indicated by symbol on top of handle

189046 3/8” G Female 3/8” G Male

RS PRO GATE VALVE

• Valves are manufactured in accordance with BS 5154 
PN20 series B and are BSI Kitemark approved 
• Also suitable for use in class 125 imperial systems 
specifying valves to BS 1952 at rating: 250 Ibf /in2 CWP: 
125Ibf/ in2 at 353°F

2820799 1/2” Wheel Head BSPT F-F, Bronze, 20 bar

2842553 3/4” Wheel Head BSPT F-F, Bronze, 20 bar

5103845 1” Gate Valve, PN20, BSPT, Bronze, 20 bar

5115078 1-1/4” Gate Valve,PN20, BSPT, Bronze, 20 bar

RS PRO BRASS SINGLE NON 
RETURN VALVE
•Operating Temperature : -20°C  / +100°C 
• Operating pressure : see non-shock cold working 
pressure chart on data sheet 
• Threads : ISO 228 parallel female by female threads
• Stainless steel spring

486158 3/4” BSP, Spring Loaded

486215 3/4” BSP F, Swing Check

486209 1/2” BSP F, Swing Check

486211 1-1/4” BSP F, Swing Check

486164 1” BSP, Spring Loaded

486205 1” BSP F, Swing Check

RS PRO BRASS HIGH PRESSURE 
BALL VALVE
• Approved to WRC standards 
• Working Temperature Range (Fluid): -20 to +150°C 
• High quality full port brass ball valves 
• Dual sealing system, valve can be operated in both
• Material - chrome plated brass ball for longer life 
• Silicone-free lubricant on all seals 
• Travel stops on body to avoid stress at stem

7335154 3/8” BSPP 2 Way, 40 bar

7335126 1/4” BSPP 2 Way, 40 bar

7335170 1/2” BSPP 2 Way, 40 bar

7335237 1/2” BSPP 2 Way, 32 bar

7335261 1/2” BSPP 2 Way, 20 bar

7335274 1” BSPP 2 Way, 20 bar

7335186 1-1/4” BSPP 2 Way, 40 bar

7335195 1-1/2” BSPP 2 Way, 40 bar

PEGLER YORKSHIRE BRONZE 
GLOBE VALVE
• A range of bronze globe valves, individually 
hydrostatically tested to BS 5154 at the following test 
pressures: Shell: 48 bar, Seat: 35.2 bar 
• Threaded bonnet 
• Renewable disc which is suitable for steam service 
• Bronze trim with glass filled PTFE disk 
• BS21 Taper thread (ISO 7)

5115040 110007, 1/2” BSPT 32 bar

5103817 110008, 3/4” BSPT 32 bar

5103801 110009, 1” BSPT 32 bar

5115062 110010, 1-1/4” BSPT 32 bar

5103794 110011, 1-1/2” BSPT 32 bar
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ENERPAC HOSE ASSEMBLY WITH 
THREADED CONNECTION
• 4:1 design factor 
• Four layer design, including 2 high strength steel wire 
braids 
• Outside jacket is polyurethane, for maximum abrasion 
resistance 
• Crimped on rubber strain relief for improved life and 
durability

2831402 Length 1.8m, 700 bar

2831418 Length 3m, 700 bar

RS PRO STEEL HYDRAULIC QUICK 
CONNECT COUPLING
• Resistance to high temperatures (-25 → +125°C) 
• Suited to general industrial and agricultural 
applications 
• Nitrile seal material 
• Steel body construction 
• Complies with standard ISO 7241-1, ‘B’

7335592 Female, 1/4”

7335583 Male, 3/8”

7335596 Female, 3/8”

7685838 Female, 1/2”

PARKER STEEL HYDRAULIC QUICK 
CONNECT COUPLING
• BSPP Thread sizes 
• High flow capacity 
• High pressure seal design 
• Captive valve seal
• Temperature range: -40 to +80°C 

110719 Female, H2-62BSPP 1/4”, Yellow Chromated 
Zinc Plated

110781 Female Hydraulic Quick Connect Coupling H3-
63-BSPP 3/8”, Yellow Chromated Zinc Plated

110725 Female, H3-62-BSPP 3/8”, Yellow Chromated 
Zinc Plated

PARKER HYDRAULIC QUICK 
CONNECT COUPLING
• BSPP Thread sizes 
• Hardened nipples and sleeves 
• High flow capacity 
• High pressure seal design 
• Durable ball locking mechanism 
• Temperature range: -40 to +80°C

2630827 Male SH2-63-BSPP 1/4”, Nipple

2630833 Male SH3-63-BSPP 3/8”, Nipple

2630760 Female SH2-62-BSPP 1/4”, Union

2630776 Female SH3-62-BSPP 3/8”, Union

PARKER BRASS HYDRAULIC QUICK 
CONNECT COUPLING
• Temperature Range: -40°C + 80°C 
• Maximum Operating Pressure: 240 bar

2630912 Female BH4-60-BSPP 1/2”, Union

RS PRO HYDRAULIC HAND PUMP

• Choice of two barrel pumps, designed for use with 40 
gallon metal drums, which will pump up to Hypoid 90 
viscosity 
• Lever action pump  
• Rotary action pump

672419 Rotary Action 30L/Min

672425 Lever Action ,35L/Min

809009 80030, Displacement 210L

HI-FORCE SINGLE PORTABLE LOW 
HEIGHT HYDRAULIC CYLINDER
• High quality single acting, spring return cylinders, 
manufactured from high strength alloy steels, and 
providing a minimum safety factor of 3:1 
• Heavy duty return springs, assist single acting pistons 
to retract fully. Steel stop rings further increase a 
cylinders capacity to withstand side loads and restrain 
the piston at full extension
 • All port connections are 3/8 in. NPT and each cylinder 
is fitted with a high flow, quick release, female half 
coupler as standard

808012 HLS101, 10t, 40mm stroke

ENERPAC SINGLE PORTABLE 
HYDRAULIC CYLINDER
• Lightweight, low profile spring return cylinders 
designed for use in confined spaces 
• Piston wiper reduces contamination, extending 
cylinder life

2831058 Low Height, RCS302, 30t, 62mm stroke

2831143 Hollow Plunger, RCH202, 20t, 49mm stroke

2830869 General Purpose, RC106, 10t, 156mm stroke

ENERPAC CYLINDER-PUMP SET

• Components matched for efficiency 
• Cylinders have baked enamel finish for corrosion 
resistance 
• CR-400 couplings all on cylinders 
• High strength steel alloy construction 
• Pumps fitted with a safety valve to prevent overload

3650119 SCR256H, Two Speed, 25T, 158mm Cylinder 
Stroke, 700 bar

ENERPAC HYDRAULIC HAND PUMP

• Durable glass-filled nylon reservoir and nylon 
encapsulating aluminium pump base for maximum 
corrosion resistance 
• To enable cylinder maintenance a replacement seal 
kit which fits both the single and two speed models is 
available 
• Lower handle effort to minimise operator fatigue 
• Handle lock and lightweight construction for easy 
carrying 
• Large oil capacities to power a wide range of cylinders 
or tools

9033591 P141, Single Speed, 327cm3, 12.7mm Cylinder 
Stroke, 700 bar

2831272 P39 ULTIMA Series Single Speed, 655cm3, 
20.6mm Cylinder Stroke, 700 bar

WIKA BI-METAL THERMOMETER

• General purpose industrial thermometer 
• 63mm diameter 
• Aluminium case, white dial with black markings and 
pointer 
• Centre back connection

4146481 0 → +120°C, 1/2”

ELESA-CLAYTON HYDRAULIC 
CIRCULATION SIGHT
• Resistant to solvents, oils with additives, greases, acids 
and alkali 
• Supplied fitted with a synthetic rubber packing-ring 
• Maximum working temperature 110°C

2870148 10901, G 1/2

PARKER SOLENOID COIL

• This coil is ideal as a replacement solenoid coil 
• Made up of durable, hardwearing materials 
• P2F Series 
• Coils are wound with enamelled copper wire, having 
temperature index 1800C with class F insulation 
(1550C) and are encapsulated in Thermoplastic resin 
• When fitted with suitable connector and correct gas-
ket they give protection to IP65

410577 P2FCB453, 110/120V ac, 22mm

410573 P2FCB457, 230V ac, 22mm

FESTO SOLENOID COIL

• Ambient Temperature: -5 to 40°C 
• IP65 
• Conforms to RoHS

1816468 MSFW-230-50/60, 230V ac

1215689 MSFG-24/42-50/60, 24 V dc, 42 V ac

ASCO SOLENOID COIL

• This coil is ideal as a replacement solenoid coil 
• Range of 3/2 NF solenoid valves used to control ISO 
distributors 
• It is possible to use solenoid valves independently 
using simple or juxtaposable manifolds 
• Choice of 3 coil voltages (ordered separately) 
• M5 threaded exhaust aperture 
• Compatible bases:  CNOMO 06.05.80 and AFNOR 
NFE 49066

2784508 43004469, 12 V dc, 24 V ac

2784514 43004473, 24 V dc, 48 V ac

2784520 43004472, 110 V dc, 230 V ac

STAUBLI PNEUMATIC QUICK 
CONNECT COUPLING HOSE BARB
• Collar fitting

2537447 10mm, Stainless Steel

2537453 13mm , Stainless Steel

STAUBLI PNEUMATIC QUICK 
CONNECT COUPLING THREADED
• A modular design 
• Reliable 
• Quick and Automatic 
• Efficient 
• Safe 
• Leak tight

2537469 1/8”, Stainless Steel, Male

2537475 1/4”, Stainless Steel, Male

2537504 1/4”, Stainless Steel, Female

2537481 3/8”, Stainless Steel, Male

RS PRO STANDARD HOSE BARB 
COUPLER
• For Series 25 1800 l/min 
• For series 26 1000 l/min 
• Ideal for medium sized air tool connections, mains 
supply outlets and small machinery air feeds 
• One hand operation 
• Interchangeable with Cejn 320, Rectus 25 series

6671923 Pneumatic Quick Connect Coupling Steel, 
6mm 1/4”

6671920 Pneumatic Quick Connect Coupling Steel, 
10mm 3/8”

6671939 Pneumatic Quick Connect Coupling Steel, 
13mm 1/2”

PNEUMATICS PNEUMATICS
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RS PRO STANDARD HOSE BARB 
PLUG
• Flow rate at 6 bar: 
• Ideal for medium sized air tool connections, mains 
supply outlets and small machinery air feeds 
• Very high flow capacity with low pressure drop 
characteristics for maximum energy cost savings 
• One hand operation 
• Suitable for use with compressed air, water or any 
fluid compatible with constituent materials

6671954 Pneumatic Quick Connect Coupling Steel, 
6mm 1/4”

6671967 Pneumatic Quick Connect Coupling Steel, 
10mm 3/8”

6671960 Pneumatic Quick Connect Coupling Steel, 
13mm 1/2”

RS PRO PNEUMATIC QUICK 
CONNECT COUPLING STEEL

6671914 1/2” Threaded, Female

RS PRO SERIES 17 PNEUMATIC 
QUICK CONNECT COUPLING 
BRASS, STEEL

• Temperature Range: -20°C + 100°C (-4F + 212F) 
• Working Pressure: 0-35bar (0-500 PSI)

6671709 1/8” Threaded, Male

6671695 1/4” Threaded, Male

6671702 1/4” Threaded, Male

6671699 3/8” Threaded, Male

RS PRO SERIES 25+26 
CONNECTORS

6671942 3/8” Threaded, Male

6671945 1/2” Threaded, Male

RS PRO SERIES 27 PNEUMATIC 
QUICK CONNECT COUPLING 
BRASS, STEEL

6672030 3/4” Threaded, Male

RS PRO PNEUMATIC QUICK 
CONNECT COUPLING BRASS HOSE 
BARB

• Temperature Range: -20°C + 100°C (-4F + 212F) 
• Working Pressure: 0-35bar (0-500 PSI)

6671721 6mm

6671724 10mm

RS PRO PNEUMATIC QUICK 
CONNECT COUPLING BRASS

6671734 3/8” Threaded, Male, Plug

6671746 3/8” Threaded, Male, Coupling

6671730 1/4” Threaded, Male, Plug

6671743 1/4” Threaded, Male, Coupling

6671850 1/4” Threaded, Female, Plug

6671970 1/4” Threaded, Female, Coupling

PCL AIRFLOW COUPLINGS AND 
STANDARD ADAPTORS
• Two stage self-venting release 
• Conforms to ISO 4414:1998 and EN 983:1996 
• Creates a safe compressed air environment 
• Hard wearing steel construction with corrosive 
resistant finish 

497930 6.35mm Hose Barb, Nipple, Steel

497782 7mm Hose Barb, Coupling, Steel

498208 9.5mm Hose Barb, Nipple, Steel

498741 10mm Hose Barb, Coupling, Steel

497738 13mm Hose Barb, Nipple, Steel

CEJN PNEUMATIC QUICK 
CONNECT COUPLING STEEL

• Nominal Flow Diameter 10.4mm 
• Strong and durable 
• Easy to connect 
• Two stage safety types 
• Interchanges with Rectus 27 series 
• Zinc-plated steel body material 
• NBR seal material

498517 3/8” Threaded, Male

CEJN PNEUMATIC QUICK 
CONNECT COUPLING BRASS, 
STAINLESS STEEL
• Complies with ISO 4414 and EN 983

1218025 6.3mm Hose Barb, Male, A-A 49439 Compatible

1218043 8mm Hose Barb, Male, CEJN Original and Euro 
Standard Compatible

1218034 10mm Hose Barb, Male, Asian Standard 
Compatible

1218038 3/8” Threaded, Female, Asian Standard 
Compatible

1218044 1/2” Threaded, Male, CEJN Original and Euro 
Standard Compatible

SMC PNEUMATIC AIR LUBRICATOR

• Easy to install lubricators 
• Lighter and improved efficiency

7832129 G 1/4, -5 → +60°C

7832132 G 3/4, -5 → +60°C

471522 1.12m Length, PET Rubber

471768 1.32m Length, PET Rubber

471831 1.4m Length, PET Rubber

471584 1.42m Length, PET Rubber

471865 1.57m Length, PET Rubber

471815 1.62m Length, PET Rubber

471900 1.75m Length, PET Rubber

471926 1.77m Length, PET Rubber

471910 1.9m Length, PET Rubber

471904 2.03m Length, PET Rubber

471988 889mm Length, PET Rubber

471594 915mm Length, PET Rubber

471998 965mm Length, PET Rubber

SMC PNEUMATIC FILTER

• Modular connection 
• Polycarbonate bowl

7831814 AF 5ºm G 1/4, Manual

7831785 AF 5ºm G 3/8, Manual

7831832 AF 5ºm G 1/2, Manual

7831858 AF 5ºm G 3/4, Manual

471803 480mm Length, PET Rubber

471663 515mm Length, PET Rubber

471809 530mm Length, PET Rubber

471948 765mm Length, PET Rubber

RS PRO PRESSURE SWITCH

 • Can be mounted in any orientation 
• 120 Cycles/min switching frequency 
• 0.5A maximum load (at 250 VAC) 
• Fixed Hysteresis 10% membrane / 15% Piston 
• Wide temperature range -20° to +80°C 

3635968 G 1/4 1bar to 10 bar

2970052 G 1/4 1bar to 12 bar

2970080 G 1/4 20bar to 200 bar

471736 1.01m Length, PET Rubber

471691 1.04m Length, PET Rubber

471792 1.06m Length, PET Rubber

471796 1.1m Length, PET Rubber

471780 1.12m Length, PET Rubber

471786 1.14m Length, PET Rubber

471825 1.16m Length, PET Rubber

471821 1.2m Length, PET Rubber

472004 1.22m Length, PET Rubber

472082 1.27m Length, PET Rubber

472086 1.3m Length, PET Rubber

472076 1.32m Length, PET Rubber

471758 1.35m Length, PET Rubber

471742 1.4m Length, PET Rubber

471695 1.42m Length, PET Rubber

471689 1.475m Length, PET Rubber

471679 1.5m Length, PET Rubber

471540 1.52m Length, PET Rubber

471534 1.57m Length, PET Rubber

471538 1.6m Length, PET Rubber

471528 1.62m Length, PET Rubber

471859 1.65m Length, PET Rubber

471607 1.7m Length, PET Rubber

471617 1.77m Length, PET Rubber

471613 1.88m Length, PET Rubber

471623 2m Length, PET Rubber

471639 2.24m Length, PET Rubber

471550 2.43m Length, PET Rubber

472070 560mm Length, PET Rubber

471960 585mm Length, PET Rubber

472026 610mm Length, PET Rubber

471922 630mm Length, PET Rubber

471887 660mm Length, PET Rubber

472058 686mm Length, PET Rubber

471562 710mm Length, PET Rubber

471566 730mm Length, PET Rubber

472054 767mm Length, PET Rubber

472048 787mm Length, PET Rubber

472042 813mm Length, PET Rubber

472109 864mm Length, PET Rubber

472098 889mm Length, PET Rubber

472020 914mm Length, PET Rubber

472010 940mm Length, PET Rubber

472014 965mm Length, PET Rubber

NORGREN PRESSURE SWITCH

• Robust construction 
• DIN EN 175301-803 Form A Electrical connection 
• Protection rating: IP65 
• Gold plated contacts 
• Intrinsically safe operation 
• Vibration resistant to 15G • Aluminium body

6223647 G 1/4, 5bar to 70 bar, IP65, 0°C → +60°C

FESTO SOLENOID VALVE

• 2/2 way normally closed poppet valve with a return 
spring 
• Use with air, water or neutral media 
• Inline mounting 
• Operates from 0 bar 
• 5 valve sizes available from G to G1 
• Brass housing with a NBR seal

1637311 2/2 Valve Solenoid/Pilot G 1 VZWF Series

• Flow rate at 6 bar: 
• Ideal for medium sized air tool connections, mains 
supply outlets and small machinery air feeds 
• Very high flow capacity with low pressure drop 
characteristics for maximum energy cost savings 
• One hand operation 
• Suitable for use with compressed air, water or any 
fluid compatible with constituent materials

• Flow rate at 6 bar: 
• Ideal for medium sized air tool connections, mains 
supply outlets and small machinery air feeds 
• Very high flow capacity with low pressure drop 
characteristics for maximum energy cost savings 
• One hand operation 
• Suitable for use with compressed air, water or any 
fluid compatible with constituent materials

• Flow rate at 6 bar: 
• Ideal for medium sized air tool connections, mains 
supply outlets and small machinery air feeds 
• Very high flow capacity with low pressure drop 
characteristics for maximum energy cost savings 
• One hand operation 
• Suitable for use with compressed air, water or any 
fluid compatible with constituent materials

PNEUMATICS PNEUMATICS
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RS PRO NITRILE RUBBER SEAL

• Replaceable without damage to the housing bore 
• No need for circlips, sealants or retaining plates

2118866 16mm Bore , 28mm O.D

RS PRO NITRILE RUBBER O-RING 
CORD
• Operating Temperature Range: -30 to +120

1591478 1.6mm Diam. , 8.5m Long

1591490 3mm Diam. , 8.5m Long

1591507 5.7mm Diam. , 8.5m Long

RS PRO METRIC O-RING KIT NI-
TRILE
• Essential for all workshops and onsite service engi-
neers 
• Quick identification and easy storage for multiple 
O-Ring sizes  
• Robust casing suitable for transport 
• Temperature range of Nitrile: -30°C to 120°C and FPM: 
-20°C to 200°C 

756034 Kit Contents 510 Pieces

RS PRO IMPERIAL O-RING FACE 
SEAL KIT NITRILE
• Essential for all workshops and onsite service 
engineers 
• Quick identification and easy storage for multiple 
seal sizes 
• Robust casing suitable for transport 
• The material of the rings offers excellent resistant to 
oils, gasoline and hydrocarbons 
• The kit provides a supply of 230 pieces, featuring 7 
popular sizes that range from 9/16 to 1-11/16 inch thread 
• Nitrile O-rings for the ORFS thread

7058970 Kit Contents 230 Pieces

KLINGER STATITE THICK BEIGE 
GASKET SHEET
• Statite offers a low cost sealing solution where the 
additional strength of aramid, glass or carbon is not 
required 
• Based on cellulose fibre and provides excellent oil and 
fuel resistance

5057641 2000 x 1000mm 0.4mm, Maximum of +120°C

5057657 2000 x 1000mm 0.5mm, Maximum of +120°C

5057663 2000 x 1000mm 0.8mm, Maximum of +120°C

5057679 2000 x 1000mm 1mm, Maximum of +120°C

5057685 2000 x 1000mm 1.5mm, Maximum of +120°C

5057691 2000 x 1000mm 3mm, Maximum of +120°C

KLINGER SOLID PTFE GLAND & 
VALVE PACKING
• WRAS approval for potable water applications 
• Suitable for Plunger pumps

7960647 3 → 25 mm, 3m/s, 0 → 14 ph Range

7960656 5 mm, 3m/s, 0 → 14 ph Range

7960716 5 mm, 18m/s, 0 →  14 ph Range

7960684 5 mm, 20m/s, 2 →12 ph Range

7960659 6.5 mm, 3m/s, 0 → 14 ph Range

7960687 6.5 mm, 20m/s, 2 → 12 ph Range

7960653 8 mm, 3m/s, 0 → 14 ph Range

7960681 8 mm, 20m/s, 2 → 12 ph Range

7960729 8 mm, 18m/s, 0 → 14 ph Range

7960662 10 mm, 3m/s, 0 → 14 ph Range

7960722 10 mm, 18m/s, 0 → 14 ph Range

7960693 11 mm, 20m/s, 2 → 12 ph Range

7960665 12.5 mm, 3m/s, 0 → 14 ph Range

7960697 12.5 mm, 20m/s, 2 → 12 ph Range

7960707 14 mm, 20m/s, 2 → 12 ph Range

7960700 16 mm, 20m/s, 2 → 12 ph Range

7960704 20 mm, 20m/s, 2 → í 12 ph Range

KLINGER RUBBER-BONDED CORK 
THICK BEIGE GASKET SHEET
• Manufactured from high quality cork oak bonded with 
synthetic rubber 
• High mechanical strength and high compressability

5057584 1000 x 1000mm 1.5mm, Nitrile Bonded

5057590 1000 x 1000mm 3mm

KLINGER GRAPHITE THICK GASKET 
SHEET
• Pure expanded graphite with a stainless steel foil rein-
forcement for improved handling characteristics 
• Excellent performance at high temperatures

855973 500 x 500mm 1mm, Maximum of +460°C

855989 500 x 500mm 1.5mm, Maximum of +460°C

855995 500 x 500mm 2mm, Maximum of +460°C

856005 500 x 500mm 3mm, Maximum of +460°C

KLINGER C4400 FULL FACE GASKET 
SHEET
• Good resistance to oils, fuels,hydrocarbons 
• Good creep resistance 
• Low leakage 
• Very successful in internal combustion engine 
applications 
• 3xA anti-stick finish on both sides

7960836 34mm, 1.5mm Thick , -100 → +250°C

7960772 48mm, 1.5mm Thick , -100 → +250°C

FREUDENBERG ROTARY SHAFT 
SEAL
• Shaft tolerance ISO h11 
• Housing bore tolerance H8 
• 90% Less friction torque 
• 80% Less specific heat generation 
• Pressure stable up to 0.5 bar 
• Suitable for bidirectional rotating shafts up to a 
velocity of 40 m/s

8289141 72 NBR 902 Seal, 60mm Bore , 80mm O.D

NSK-RHP PILLOW BLOCK BEARING

• Made from cast iron to BS1452 
• Spherical bearing insert accommodates initial 
misalignment 
• Nitrile/fabric seals 
• C3 internal radial clearance 
• Slotted bolt holes

747462 NP25, 25mm ID

747478 NP30, 30mm ID

747484 NP35, 35mm ID

7854778 NP40, 40mm ID

747513 NP50, 50mm ID

RS PRO 2 BOLT PILLOW BLOCK

• Cast Iron

7508952 25mm ID

7508964 30mm ID

7508977 35mm ID

7508974 40mm ID

7508986 50mm ID

SKF STEEL THRUST BALL BEARING

• Agricultural industry 
• Machine tools 
• Material Handling 
• Printing

2852213 20mm, 40mm O.D

NSK STEEL THRUST BALL BEARING

• Supplied as three-part assemblies, these thrust 
bearings comprise of two grooved outer raceways and 
a caged ball set 
• These bearings are not suitable for radial loads. Trying 
to apply and sustain any radial load on a thrust bearing 
can risk misalignment and damage

4090877 20mm, 35mm O.D

4090883 25mm, 42mm O.D

SKF CYLINDRICAL ROLLER 
BEARING
• Used where heavy loads are combined with high 
speeds
• High operational reliability and running accuracy 
• Quiet operation, low vibration and operating 
temperatures 
• Easy mounting, little maintenance and a long service 
life

2851850 NU 206 ECP, 30mm I.D, 62mm O.D

506523 NU306ECP, 30mm I.D, 72mm O.D

506517 NU308ECP, 40mm I.D, 90mm O.D

506375 NU212ECP, 60mm I.D, 110mm O.D

PNEUMATICS PNEUMATICS

SKF SPHERICAL ROLLER BEARING

• Self-aligning - allows misalignment between shaft and housing 
without increase of friction and without reduction of bearing life 
• Very high Load Carrying Capacity - Optimum layout inside 
available cross-section provides maximum radial and axial load 
carrying capacity 
• Robust - Insensitive to misalignment caused by shaft or housing 
deflection due to heavy load 
• Easy bearing application - The favourable design 
characteristics and mounting enable for a more 
efficient and compact machine design

506189 22208E, 40mm I.D, 80mm O.D
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SKF DEEP GROOVE BALL BEARING

• This range of ball bearings from SKF are deep groove metric ball bearings with an open end. 
They are extremely versatile for a wide range of applications
• SKF single row, deep groove ball bearings are available with an inner diameter from 3mm to 
95mm, so you will be sure to find a ball bearing for your application
• Open bearings have an open side where the balls are visible. This means they do not have a 
seal or shield. Open bearings are ideal for environments where they won’t come into contact 
with dirt as this could disrupt the bearing
• This type of ball bearing it often the most popular because of its versatility. They are ideal 
for high speeds and can handle a good radial load capacity, all will very little maintenance 
required
 • Deep Groove refers to the race (the groove where the balls rest). There is therefore a larger 
space between the inner and outer rings, than the diameter of the ball. This leaves space for 
the rubber seals  
• Steel is the perfect material for ball bearings as it provides strength and reliability whilst 
being corrosion-resistant.  Steel ball bearings are suitable for installing as they require very 
little maintenance and are designed to last

2867530 8mm, 22mm O.D, Open

2868145 10mm, 35mm O.D, Open

4420183 12mm, 32mm O.D, Sealed

4420082 15mm, 35mm O.D, Sealed

4420133 15mm, 42mm O.D, Sealed

4420076 17mm, 40mm O.D, Sealed

4420149 17mm, 47mm O.D, Sealed

2868230 20mm, 52mm O.D, Open

4970521 20mm, 52mm O.D, Sealed

4420098 20mm, 47mm O.D, Sealed

2867669 25mm, 47mm O.D, Open

4420105 25mm, 52mm O.D, Sealed

2851074 25mm, 62mm O.D, Sealed

2868252 25mm, 62mm O.D, Open

2850958 30mm, 62mm O.D, Sealed

2851080 30mm, 72mm O.D, Open

2851103 30mm, 72mm O.D, Sealed

2850964 35mm, 72mm O.D, Sealed

2851119 35mm, 80mm O.D, Open

2851131 35mm, 80mm O.D, Sealed

2850970 40mm, 80mm O.D, Sealed

2851147 40mm, 90mm O.D, Open

2851175 40mm, 90mm O.D, Sealed

2850986 45mm, 85mm O.D, Sealed

2851181 45mm, 100mm O.D, Open

2851204 45mm, 100mm O.D, Sealed

2867776 50mm, 80mm O.D, Open

2851232 50mm, 110mm O.D, Sealed

2868274 50mm, 110mm O.D, Open

7643572 55mm, 90mm O.D, Shielded

505924 55mm, 100mm O.D, Open

505930 55mm, 100mm O.D, Shielded

7643499 55mm, 100mm O.D, Open

7643584 55mm, 100mm O.D, Shielded

505839 55mm, 120mm O.D, Shielded

SKF STEEL ANGULAR CONTACT 
BALL BEARING
• The bearings have a contact angle of 40° and are 
therefore ideal for withstanding high axial loads 
• They are non-separable and can tolerate relatively 
high speeds

2851529 15mm, 35mm O.D

2851535 17mm, 40mm O.D

2851541 20mm, 47mm O.D

505798 25mm, 62mm O.D

505619 30mm, 72mm O.D

505788 35mm, 80mm O.D

2851585 40mm, 80mm O.D

505782 40mm, 90mm O.D

505772 45mm, 100mm O.D

505776 50mm, 110mm O.D

505766 55mm, 20mm O.D

PNEUMATICS

TOOLS

SKF SINGLE ROW TAPER ROLLER 
BEARING
• Dimensions comply with data in DIN ISO 355 and DIN 
720, 1979

2868296 30204 J2/Q, 20mm I.D, 47mm O.D, Race Width 
15.25mm

506208 30304J2/Q, 20mm I.D, 52mm O.D, Race Width 
16.25mm

506202 30305J2, 25mm I.D, 62mm O.D, Race Width 
18.25mm

506791 32208 J2/Q, 40mm I.D, 80mm O.D, Race Width 
24.75mm

506246 30210J2/Q, 50mm I.D, 90mm O.D, Race Width 
21.75mm

505883 55mm, 120mm O.D, Open

7643512 55mm, 120mm O.D, Open

7643562 55mm, 120mm O.D, Sealed

7643604 55mm, 120mm O.D, Shielded

505918 60mm, 110mm O.D, Open

505934 60mm, 110mm O.D, Shielded

7643493 60mm, 110mm O.D, Open

7643588 60mm, 110mm O.D, Shielded

505823 60mm, 130mm O.D, Shielded

505873 60mm, 130mm O.D, Open

7643516 60mm, 130mm O.D, Open

7643566 60mm, 130mm O.D, Sealed

7643607 60mm, 130mm O.D, Shielded

506016 65mm, 120mm O.D, Shielded

7643597 65mm, 120mm O.D, Shielded

505956 65mm, 140mm O.D, Shielded

506006 65mm, 140mm O.D, Open

7643575 65mm, 140mm O.D, Sealed

7643503 70mm, 125mm O.D, Open

7643590 70mm, 125mm O.D, Shielded

505984 70mm , 150mm O.D, Shielded

505996 70mm, 150mm O.D, Open

7643578 70mm, 150mm O.D, Sealed

506050 75mm, 130mm O.D, Shielded

7643506 80mm, 140mm O.D, Open

505659 80mm, 170mm O.D, Open

7643528 80mm, 170mm O.D, Open

505962 85mm, 150mm O.D, Open

505978 90mm,160mm O.D, Open

7643519 90mm, 160mm O.D, Open

7643531 90mm, 190mm O.D, Open

505647 95mm, 200mm O.D, Open

 POWER     
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RS PRO AIR HAMMER

• 10 → 11mm shank opening 
• Coiled spring chisel retainer 
• Positive action trigger 
• Minimum hose size: 3/8in / 10mm 
• Sound level 101.6dBA 
• Average air consumption 2.5cfm / 70 l/min

7398402 APT517 10 → 11mm, 175mm L, 3000 bpm

RS PRO AIR IMPACT WRENCH

• Maximum Torque 540Nm 
• Pin clutch hammer mechanism 
• Aluminium construction 
• 4 forward operation impact settings 
• Sound level 96.6BA 
• Average Air Consumption: 3.6cfm / 101.7 l/min 
• Single handed direction change
• Weight 2.4kg

7398379 APT205 1/2”, 7500rpm, 540Nm

RS PRO AIR GREASE GUN

• Industrial air powered greasing systems to fit  different 
sized grease kegs 
• Each system comprises a high pressure pump with 
pistol grease gun, hose, Z swivel, follower plate, lid, 
control valve and trolley

2632592 2 → 10bar, 12.5kg

2632609 2 → 10bar, 50kg

RS PRO AIR IMPACT WRENCH

• Maximum Torque 1350Nm 
• Pin clutch hammer mechanism 
• Aluminium construction 
• Rear exhaust through handle • Sound level 108dBA 
• 3 forward & 3 reverse operating impact settings 
• Single handed direction change 
• Average Air Consumption: 10cfm / 282 l/min

7398373 APT230 3/4”, 4000rpm, 1800Nm

RS PRO AIR DIE GRINDER

• Straight position type of grinder
• 6 mm 3-piece design collet
• Rear exhaust through handle
• High velocity, low vibration (5.4m/s2)
• Average air consumption 3cfm / 85 l/min
• Min Hose Size 10mm
• Sound level 93dBA

7398398 22000rpm, 6mm

RS PRO AIR ANGLE GRINDER

• 100mm/ 4in Cutting disk
• Powerful motor
• Side handle
• Vibration 4.18m/s2
• Minimum hose size  10mm
• Sound level 86dBA
• Weight 2kg

7398389 12000rpm, 4”

RS PRO AIR BLOW GUN

• Air Gun, Blow Gun 
• Innovative design allowing 25:1 air amplification 
• Low maintenance with no moving parts 
• Adjustable‚ set up for specific applications 
• Comfortable ergonomic handle
• Up to 50 dBA noise reduction 
• Maximum working pressure 12 bar

4885568 12bar, 1/4” Air Inlet (BSP)

RS PRO REVERSIBLE AIR DRILL

• Rear exhaust through handle
• Side mounted forward/reverse shift
• Triple planetary gear system
• Sound 87dBA
• Average air consumption 4cfm / 113l/min
• Weight 1.1kgs

7398395 10mm, 1/4” Air Inlet (BSP) , 1800rpm

RS PRO AIR RIVET GUN

• Low air consumption (4cfm / 113 l/min)
• Ergonomic design
• 3/16” maximum capacity
• Lightweight aluminium body construction (1.6 kg)
• Low-noise operation (76dBA)
• Designed for use with a 1/4 in BSP connection system

7398427 1/4”, 3/16” Maximum Rivet Size (APT690)

LEGRIS AIR BLOW GUN

• Ergonomically designed lightweight blow gun with 
fluted handle for comfort 
• Sensitive trigger enabling easy control 
• Long angled nozzle enables user to reach awkward 
areas 
• 1/4” BSP Inlet 
• Max Working Pressure 10 bar

1981146 10bar, 1/4” Air Inlet (BSP)

BAHCO AIR DIE GRINDER

• Composite housing 
• Rubber grip 
• Safety trigger 
• Tool free disc change

7541832 BP823 10000rpm, 5”

7541820 BP822 25000rpm, 1/4”

BAHCO AIR IMPACT WRENCH

• Composite housing 
• Power regulator 
• Swivel connection 
• Air exhaust in handle 
• Maximum air pressure 6.3 bar 
• Airflow 85 l/min 
• Sound level 88 dbA

7541905 BP814 1/2”, 10000rpm, 410Nm

BAHCO REVERSIBLE AIR DRILL

• Composite housing 
• Rubber grip 
• Fast forward/ reverse lever 
• Swivel connection 
• Air exhaust in handle 
• Removable support handle included 
• Low air consumption

7541845 13mm, 1/4” Air Inlet (BSP) , 450rpm

BAHCO AIR PAINT SPRAY GUN

• No seal component design for much longer operation 
life 
• Precise air cap keeps the outlet less than 10 PSI 
• One piece aluminum housing 
• Airflow: 250 l/min
 • Operating temperature: 5 → 40°C 
• Pressure: 2 → 2.8 bar 
• Spare nozzle sets supplied:  1.0; 1.2; 1.4; 1.7 & 2.0mm

7541918 1/4” Air Inlet (BSP) , With 1 to 2 mm Tip

STARRETT HSS HOLE SAW

• Hardened cutting edge (6tpi alternate set) welded to a 
tough alloy steel body 
• Bonded construction reduces possibility of shattering 
• For use with cast iron, tool and stainless, steel, brass, 
bronze, aluminium, plastics and wood to a depth of 
32mm 
• 6.5mm arbor required for hole saw diameters 14 to 
30mm and 9.5mm arbor for 32 to 152mm hole saw 
diameters 
• Arbors, pilot drills and an ejector spring to aid core 
removal are also available; see Arbors & Accessories 
range

511364 14mm

614980 16mm

511392 17mm

614996 19mm

615012 22mm

511314 24mm

615028 25mm

511320 27mm

615040 30mm

615056 32mm

511409 33mm

615062 35mm

615078 38mm

615107 51mm

615129 64mm

STARRETT CARBIDE TIPPED HOLE 
SAW
• Carbide Tipped Holesaws 
• For use with fibreglass, galvanised iron, ‘Formica’ 
laminates etc. 
• Compatible with standard arbors and accessories 
• 6.5mm Arbour for 25-38mm hole saws, 9.5mm arbour 
for 40-51mm hole saws

2983272 51mm

POWER TOOLS POWER TOOLS
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STARRETT CARBIDE TIPPED HOLE 
SAW SET
• Carbide tipped teeth for excellent cutting performance 
• Minimal heat transfer 
• Hole Saw : 35 mm, 40 mm, 44 mm, 51 mm, 60 mm, 65 
mm, 70 mm, 73 mm, 76 mm, 83 mm, 86 mm and 92 mm 
• Locking Arbor:  XA17-38 
• Carbide tipped pilot drill

1034722 35 → 92mm, 12 pieces

RS PRO TUNGSTEN CARBIDE 
TIPPED HOLE SAW
• Carbide tipped teeth for excellent durability and 
cutting strength 
• Inclusive ejector spring for safe and easy removal of 
waste material 
• Arbor with a 10mm shank diameter for a secure 
connection to keyless drill chucks 
• Suitable for cutting holes in a range of materials 
• 13mm depth of cut

6734718 20mm

6734712 22mm

6734724 32mm

6734728 38mm

6734737 40mm

RS PRO TUNGSTEN CARBIDE 
TIPPED HOLE SAW SET
• Tungsten carbide tips for excellent durability and 
strength 
• 3-ply cutting edges for efficient cutting 
• Pilot drill with ejector spring for guidance and safe 
removal of material from the hole saws 
• Cutting depth of 12mm 
• Supplied in a sturdy storage case

9186421 22 → 35mm, 3 pieces

9186428 22 → 64mm, 6 pieces

RS PRO HSS STEP DRILL BIT

• High quality drill bit - easy to enlarge holes 
• One tool that can drill various sizes 
• Reduced vibration

423854 4mm x 12mm, 5 steps

232541 4mm x 12mm, 8 steps

232557 4mm x 20mm, 9 steps

232507 6mm x 36mm, 11 steps

232490 6mm x 40mm, 15 steps

RS PRO HSS HOLE SAW

• The RS PRO hole saw offers a hardened cutting edge 
(6tpi alternate set) welded to an alloy steel body 
• The bonded construction reduces the possibility of 
shattering 
• The hole saw is suitable for use with ferrous and 
non-ferrous metals, plastics and wood up to a depth of 
32 mm 
• A wide variety of sizes available in this RS PRO hole 
saw range
• 14-30mm diameter saws require a 6.5mm arbor 
• 32-152mm diameter saws require a 9.5mm arbor 
• Arbors, pilot drills and core removal tools are available 
to purchase separately

216224 14mm diameter

216218 16mm diameter

216230 17mm diameter

216246 19mm diameter

216252 20mm diameter

216303 22mm diameter

216319 24mm diameter

216325 25mm diameter

216268 27mm diameter

216347 32mm diameter

216123 33mm diameter

215906 35mm diameter

215928 38mm diameter

215934 51mm diameter

216195 64mm diameter

RS PRO CHROME VANADIUM STEEL FLAT WOOD DRILL BIT

• General purpose flat wood drills for use in power tools

1848099 152.4 mm

RS PRO METAL TWIST DRILL BIT SET

• HSS hole cutter with spiral tap 
• For burr-free drilling and planing pipes, sheet metals 
and profiles, as well as moulding, retro drilling and 
expanding cut-outs

499261 2 piece, 5mm to 31mm

5226960 13 piece, 1.5mm to 6.5mm

5071704 19 piece, 1mm to 10mm

212941 25 piece, 1mm to 13mm, Metal Case

4344629 25 piece, 1mm to 13mm, Plastic Case

6680992 51 piece, 1mm to 6mm

RS PRO METAL CONE CUTTER SET

• It has a shank length of 22 mm and a maximum shank 
diameter of 10 mm 
• No pilot hole is required as the cutter can produce any 
size hole between the maximum and minimumdiameters 
on the taper 
• There is also a bright finish to the cone cutters in the 
set

221557 3 piece, 3mm to 30mm

DORMER DRILL EXTENSION BAR

• General Purpose Drills

695030 M152 Drill Drift 12

695024 M150 Drill Sleeve (O/T) 2-1

793358 M150 Drill Sleeve (O/T) 3-1

793364 M150 Drill Sleeve (O/T) 3-2

793370 M150 Drill Sleeve (O/T) 4-3

DORMER SOLID CARBIDE TWIST 
DRILL BIT
• Titanium Aluminium Nitride Coating for outstanding 
productivity and tool life 
• Coolant feed holes further enhance cutting efficiency 
and chip evacuation 
• Strong web design gives excellent cross-sectional 
strength 
• 140° point angle 
• Capable of drilling up to 5x diameter in most materials

7424078 7.4mm x 91 mm

DORMER MULTI-MATERIAL TWIST 
DRILL BIT SET
• Extreme Drill Bit performance - All bits have superior 
HSS (High-Speed Steel) teeth for greater efficiency and 
a longer-lasting life 
• The optimised blade design makes these bits easy to 
use allowing for more accurate use 
• BS 328/DIN 
• ISO 235

546118 19 piece, 1mm to 10mm, HSS

7947672 19 piece, 1mm to 10mm, HSS-E

2186207 25 piece, 1mm to 13mm, HSS

511128 41 piece, 6mm to 10mm, HSS

511112 51 piece, 1mm to 6mm, HSS

DEWALT HSS STEP DRILL BIT

• HSS drill bits 
• Drill various hole diameters 
• Hole diameters engraved 
• For drilling and enlarging existing holes from 14mm up 
to 34mm 
• Clean and accurate cuts in the toughest materials 
• Compatible with power tools

7068602 8mm x 18mm, 6 steps

POWER TOOLS POWER TOOLS

STARRETT HSS HOLE SAW SET

• 12 piece Fast Cut Bi-Metal Hole-saw Kit 
• Hole-saw Diameters: 19 mm, 22 mm, 29 mm, 35 mm, 38 
mm, 41 mm, 51 mm, 57 mm, 64 mm 
• Arbors: A1 (14 mm to 30 mm), A2 (32 mm to 210 mm) 
• Accessories:  A5 Arbor Extension 
• New 5.5 TPI positive rake tooth form provides less 
torque for a smoother, faster cut in all materials 
• 30% extra gullet volume for better material 
penetration 
• Ideal for stainless steel and mild steel sheet, tubes and 
other materials with a thickness of up to 3 mm 
• 41 mm hole-saw depth

180364 19 → 64mm, 8 pieces
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DORMER HSS TWIST DRILL BIT

• HSS Long Series drill for general machining 
applications up to x6 diameter 
• Ideal for deeper hole drilling or where a slightly longer 
reach is required 
• Steam Tempered finish for improved wear resistance

792046 1mm x 56 mm

178046 1.2mm x 38 mm

178068 1.3mm x 38 mm

792052 1.5mm x 70 mm

545828 1.6mm x 43 mm

178125 1.7mm x 43 mm

545834 1.8mm x 46 mm

178153 1.9mm x 46 mm

792068 2mm x 85 mm

545856 2.1mm x 49 mm

806454 2.2mm x 53 mm

545862 2.3mm x 53 mm

513001 2.4mm x 57 mm

792074 2.5mm x 95 mm

545884 2.6mm x 57 mm

792080 3mm x 100 mm

792096 3.5mm x 112 mm

7287248 4mm x 200 mm

7287254 4.5mm x 160 mm

7287251 5mm x 200 mm

792131 5.5mm x 139 mm

7287276 5.5mm x 200 mm

7287279 6mm x 200 mm

792153 6.5mm x 148 mm

792169 7mm x 156 mm

792175 7.5mm x 156 mm

7287285 8mm x 250 mm

792197 8.5mm x 165 mm

792204 9mm x 175 mm

7287298 10mm x 250 mm

792232 10.5mm x 184 mm

792248 11mm x 195 mm

792254 11.5mm x 195 mm

3946987 12.5mm x 151 mm

DEWALT POWER DRILL CHUCK

• Choose from metal or platic body
• Single or twin sleeved 
• Carbide jaws for extra grip

7072838 13mm 1/2” Single Keyless Chuck

CK MULTI-MATERIAL TWIST DRILL BIT SET

• High-speed drill bits, supplied in a solid plastic case 
with a transparent front cover. The cover folds down to 
create a support 
• The metric size range includes 13sizes, from 1.5 → 6.5 
mm in increments of 0.5mm

1206013 13 piece, 1.5mm to 6.5mm

BOSCH HSS-G TWIST DRILL BIT

• 135° point angle design for maximum accuracy of 
application 
• No pre-punch or pilot required 
• Right-hand helical drill bits type N 
• Precision ground for a faster drilling rate and lower 
feed pressure 
• Spiral helix enables rapid swarf removal 
• Suitable for drilling in alloyed and non-alloyed steel up 
to tensile strength of 900N/m2  
• DIN338 
• DIN1412C Quadruple Sharpening

7683217 1mm x 12mm x 34 mm

7683211 1.5mm x 18mm x 40 mm

7683220 2mm x 24mm x 49 mm

7683223 2.5mm x 30mm x 57 mm

7683227 3mm x 33mm x 61 mm

7683236 3.2mm x 36mm x 65 mm

7683239 3.3mm x 36mm x 65 mm

7683233 3.5mm x 39mm x 70 mm

7683012 3.8mm x 43mm x 75 mm

7683015 3.9mm x 43mm x 75 mm

7683242 4mm x 43mm x 75 mm

7683245 4.2mm x 43mm x 75 mm

7683249 4.5mm x 47mm x 80 mm

7683021 4.6mm x 47mm x 80 mm

7683334 4.8mm x 52mm x 86 mm

7683258 5mm x 52mm x 86 mm

7683255 5.5mm x 57mm x 93 mm

7683267 6mm x 57mm x 93 mm

7683270 6.5mm x 63mm x 101 mm

7683321 6.7mm x 63mm x 101 mm

7683277 7mm x 69mm x 109 mm

7683286 7.5mm x 69mm x 109 mm

7683289 8mm x 75mm x 117 mm

7683283 8.5mm x 75mm x 117 mm

7683292 9mm x 81mm x 125 mm

7683295 9.5mm x 81mm x 125 mm

7683097 10.1mm x 87mm x 133 mm

7683343 10.5mm x 87mm x 133mm

7683309 11mm x 94mm x 142 mm

7683302 11.5mm x 94mm x 142 mm

7683306 12mm x 101mm x 151 mm

7683315 13mm x 101mm x 151 mm

BOSCH DRILL CHUCK

• Drill chuck for stationary, handheld and impact drills 
• Adapter for 1/2” x 20 mm drill spindles

6296409 Keyed Chucks

POWER TOOLS

EXACT HSS STEP DRILL BIT

• HSS step drill with straight tap, two-edged 
• For burr-free drilling and planing sheet metal, pipes 
and profiles 
• No centre-punching necessary, drill bits do not run 
• Diameter specification is lasered on every level 
• Three-faced driving shaft, prevents slipping in the drill 
chuck

5089222 4mm x 12mm

5089187 6mm x 30mm

DORMER HSS CENTRE DRILL BIT

• HSS British Standard Centre drill for general 
machining applications up to x1 diameter 
• For drilling components which require machining 
between centres 
• 60° countersink angle 
• 120° point angle 
• Manufactured to BS328 standards

542784 1.6mm x 44.5 mm

773102 2.4mm x 50.8 mm

773118 3.2mm x 57.2 mm

773130 6.35mm x 76.2 mm

BOSCH FLAT WOOD DRILL BIT

• Suitable for all soft and hard woods, even wet wood 
• Ideal for use in ancillary building trade, for joiners and 
roofers 
• Can be used in all drills with 13 mm chuck 
• Precision-ground for accurate dimensional stability 
when drilling 
• Fast drilling rate due to optimised flute geometry 
• High break resistance, fine surface finish

7883795 12 x 450 mm, Auger Bit

POWER TOOLS

BLU MOL HOLE SAW

• Complete with 6mm HSS pilot drill 

2097107 Tungsten Carbide, 25mm diameter, Cut Depth 10mm

2097113 Tungsten Carbide, 32mm diameter, Cut Depth 10mm

2097135 Tungsten Carbide, 40mm diameter, Cut Depth 10mm

2097141 Tungsten Carbide, 51mm diameter, Cut Depth 10mm

2097129 Tungsten Carbide, 38mm diameter, Cut Depth 10mm

690388 Carbide, 19mm diameter, Cut Depth 38mm

RS PRO HSS DOUBLE ENDED 
CENTRE DRILL

• Produces conical centre holes in components which 
require machining between centres or a centre support 
to provide rigidity 
• Countersink angle: 60° 
• Point geometry: 120° 
• Right hand cutting 
• Silver finish

4087922 1.6mm x 44.5 mm, 60 deg

4087938 2.4mm x 50.8 mm, 60 deg

4087944 3.2mm x 57.2 mm, 60 deg
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RS PRO INSULATED CRIMP RING 
TERMINAL
• Copper body material for high conductivity and easy 
crimping
• Tin plating for resistance to corrosion, added strength 
and excellent conductivity
• Vinyl insulation for electrical insulation and terminal 
protection
• Colour coded insulation for easy identification of 
terminal size
• Expanded insulation entry for easy wire insertion
• Maximum operating temperature of 150°C

2082537 M10 Stud Size, 2.5mm2 to 6mm2  Wire Size, 
Yellow

2673650 M3 (#4) Stud Size, 0.5mm2  to 1.5mm2  Wire 
Size, Red

2673723 M8 (5/16) Stud Size, 1.5mm2  to 2.5mm2  Wire 
Size, Blue

2673903 M4 (#8) Stud Size, 4mm2 to 6mm2  Wire Size, 
Yellow

6139312 M5 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

6139328 M6 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

6139413 M6 Stud Size, 4mm2  to 6mm2  Wire Size, Yellow

6139508 M4 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

6139609 M3 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

JST INSULATED CRIMP RING 
TERMINALS

• Flared entry
• Oxygen free cooper with excellent electrical 
characteristics 
• High-strength brazing
• Insulation
• High temperature resistance (up to 105°C)

6881173 M3 (#3 → #4) Stud Size, 0.25mm2 to 1.65mm2 
Wire Size, Red

6881186 M5 (#10) Stud Size, 0.25mm2 to 1.65mm2 Wire 
Size, Red

6881218 M4 (#8) Stud Size, 0.25mm2 to 1.65mm2 Wire 
Size, Red

6881262 3mm Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

6881280 M4 (#8) Stud Size, 2.6mm2 to 6.6mm2 Wire Size, 
Yellow

6881284 M5 (#10) Stud Size, 2.6mm2 to 6.6mm2 Wire 
Size, Yellow

6881293 M6 (1/4) Stud Size, 2.6mm2 to 6.6mm2 Wire 
Size, Yellow

6881296 M8 (5/16) Stud Size, 2.6mm2 to 6.6mm2 Wire 
Size, Yellow

TE CONNECTIVITY, PLASTI-GRIP 
INSULATED CRIMP RING TERMINAL
• PLASTI-GRIP closed barrel ring tongue wire crimp 
terminals made of high conductivity tin plated copper 
with an expanded high dielectric strength 94V-0 rated 
vinyl insulation sleeve
• The inner barrel of these PLASTI-GRIP closed barrel 
ring tongue crimp terminals is serrated in order to 
provide maximum electrical contact and tensile strength 
after crimping
• The funneled entry on the wire barrel enables the 
stripped wire to be inserted more easily

841968 M4 Stud Size, 0.26mm2 to 1.65mm2 Wire Size, Red

7951734 M12 (1/2) Stud Size, 10.5mm2 to 16.77mm2 Wire 
Size, Blue

842040 M5 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

842056 M4 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

2143711 M8 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

842135 M6 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Yellow

6691983 M6 Stud Size, 16.77mm2 to 26.65mm2 Wire Size, 
Yellow

842157 M4 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Yellow

2143749 M10 Stud Size, 3mm2 to 6mm2 Wire Size, Yellow

7454738 M10 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Yellow

2789121 6.35mm Stud Size, 1mm2 to 2.6mm2 Wire Size

2249702 M10 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Grey

TE CONNECTIVITY, TERMINYL 
INSULATED CRIMP RING TERMINAL
• Nylon insulation for dielectric strength
• Dimples afford maximum contact of barrel and wire
• Engineered to withstand extremes of vibration, shock 
and structural stresses

6805570 M8 Stud Size, 2.7mm2 to 6.6mm2 Wire Size, Yellow

6692188 M8 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

1639892 M6 Stud Size, 2.7mm2 to 6.6mm2 Wire Size, Yellow

4575176 M6 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

1650562 M6 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

1709465 M6 Stud Size, 0.26mm2 to 1.65mm2 Wire Size, Red

4574016 M5 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Yellow

1361790 M5 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

1361793 M5 Stud Size, 0.25mm2 to 1.6mm2 Wire Size, Red

1611538 M4 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Yellow

6805618 M4 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

7187520 M4 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

1611796 M4 Stud Size, 0.26mm2 to 1.65mm2 Wire Size, Red

1618627 M3.5 Stud Size, 1mm2 to 2.6mm2 Wire Size, Blue

1614863 M2.5 Stud Size, 0.3mm2 to 1.3mm2 Wire Size, Red

1611588 M10 Stud Size, 2.6mm2 to 6.6mm2 Wire Size, Yellow

RS PRO UNINSULATED CRIMP RING 
TERMINAL
• Uninsulated DIN 46234 crimp ring terminals made from 
copper with a brazed seam
• These non-insulated DIN 46234 crimp ring terminals 
are available with variety of wire and stud sizes

8092228 , M4 Stud Size, 0.5mm2 to 1.5mm2 Wire Size

8092237 #10 Stud Size, 0.5mm2 to 1.5mm2 Wire Size

8092243 #8 Stud Size, 1.5mm2 to 2.5mm2 Wire Size

8092246 #10 Stud Size, 1.5mm2 to 2.5mm2 Wire Size

8092252 #8 Stud Size, 2.5mm2 to 6mm2 Wire Size

8092256 #10 Stud Size, 2.5mm2 to 6mm2 Wire Size

8092262 10.5mm Stud Size, 2.5mm2 to 6mm2 Wire Size

8092268 8.4mm Stud Size, 2.5mm2 to 6mm2 Wire Size

8092271 #10 Stud Size, 10mm2 to 10mm2 Wire Size

8092274 6.5mm Stud Size, 10mm2 to 10mm2 Wire Size

8092278 8.4mm Stud Size, 10mm2 to 10mm2 Wire Size

8092287 10.5mm Stud Size, 10mm2 to 10mm2 Wire Size

8092290 10.5mm Stud Size, 16mm2 to 16mm2 Wire Size

8092296 8.4mm Stud Size, 16mm2 to 16mm2 Wire Size

8092303 6.5mm Stud Size, 25mm2 to 25mm2 Wire Size

8092307 8.4mm Stud Size, 25mm2 to 25mm2 Wire Size

8092316 10.5mm Stud Size, 25mm2 to 25mm2 Wire Size

JST UNINSULATED CRIMP RING 
TERMINALS
• A range of uninsulated crimp ring terminals from JST 
to suit stud sizes from 3 to 12mm and wire sizes from 0.2 
to 10.5mm (26 to 8 AWG)
• The terminals have butted seams and are made from 
tin-plated oxygen-free copper

8388250 JST, R Uninsulated Crimp Ring Terminal, 4mm 
Stud Size, 0.25mm2 to 1.65mm2 Wire Size

8388254 JST, R Uninsulated Crimp Ring Terminal, 5mm 
Stud Size, 0.25mm2 to 1.65mm2 Wire Size

8388257 3mm Stud Size, 0.25mm2 to 1.65mm2 Wire Size

8388260 4mm Stud Size, 1mm2 to 2.6mm2 Wire Size

8388272 6mm Stud Size, 1mm2 to 2.6mm2 Wire Size

8388276 8mm Stud Size, 1mm2 to 2.6mm2 Wire Size

8388282 5mm Stud Size, 1mm2 to 2.6mm2 Wire Size

8388294 4mm Stud Size, 2.6mm2 to 6.6mm2 Wire Size

8388298 5mm Stud Size, 2.6mm2 to 6.6mm2 Wire Size

8388301 8mm Stud Size, 2.6mm2 to 6.6mm2 Wire Size

8388308 6mm Stud Size, 2.6mm2 to 6.6mm2 Wire Size

8388311 8mm Stud Size, 6.6mm2 to 10.5mm2 Wire Size

8388314 5mm Stud Size, 6.6mm2 to 10.5mm2 Wire Size

8388317 6mm Stud Size, 6.6mm2 to 10.5mm2 Wire Size

TE CONNECTIVITY SOLISTRAND 
UNINSULATED CRIMP RING 
TERMINAL
• Constructed of fine grade high conductivity copper 
for optimal electrical performance
• Electro tin plating for improved resistance to corrosion
• Robust design ideal for use in harsh environments
• Brazed seams for increased barrel strength
• Dimpled and serrated barrel for increased electrical 
performance and tensile strength
• Bell shaped mouth on barrel for quick and easy wire 
insertion
• 170°C maximum rated for suitability in all standard 
applications

373320 9M6 Stud Size, 6.6mm2 to 10.5mm2 Wire Size

373336 M8 Stud Size, 6.6mm2 to 10.5mm2 Wire Size

373342 M10 Stud Size, 6.6mm2 to 10.5mm2 Wire Size

373392 M8 Stud Size, 10.5mm2 to 16.8mm2 Wire Size

373409 M10 Stud Size, 10.5mm2 to 16.8mm2 Wire Size

373415 M6 Stud Size, 16.8mm2 to 26.7mm2 Wire Size

373421 M8 Stud Size, 16.8mm2 to 26.7mm2 Wire Size

7105427 M10 Stud Size, 16.8mm2 to 26.7mm2 Wire Size

2266533 M6 Stud Size, 0.26mm2 to 1.65mm2 Wire Size

7951797 M6 (1/4) Stud Size, 50mm2 to 50mm2 Wire Size

1614000 M5 Stud Size, 16.8mm2 to 26.6mm2 Wire Size

6691750 M5 Stud Size, 0.26mm2 to 1.65mm2 Wire Size

7105433 M4 Stud Size, 6.6mm2 to 10.5mm2 Wire Size

7187630 M4 Stud Size, 4mm2 to 6mm2 Wire Size

2249718 M12 Stud Size, 6.6mm2 to 10.5mm2 Wire Size

7187555 M12 Stud Size, 2.6mm2 to 6.6mm2 Wire Size

TE CONNECTIVITY, STRATO-THERM 
UNINSULATED CRIMP RING 
TERMINAL

• These STRATO-THERM heat resistant ring tongue crimp 
terminals are made from nickel plated electrolytic 
copper and are designed to terminate solid and/or 
stranded conductors
• When the terminal is crimped the wire inside is forced 
into the serrations or dimples of the barrel to maximise 
the electrical contact area after crimping
• The maximum operating temperature is 343°C (650°F)

7560742 M5 Stud Size, 6.6mm2 to 10.5mm2 Wire Size

1611229 M5 Stud Size, 2.6mm2 to 6.6mm2 Wire Size

7952065 M3 (#5) Stud Size, 0.26mm2 to 1.65mm2 Wire Size

KLAUKE UNINSULATED CRIMP RING 
TERMINAL

• Tubular terminals without inspection hole
• Material: E-Cu tubing
• Electro tin-plated surface

3983015 M8 Stud Size, 50mm2 to 50mm2 Wire Size

3981946 M8 Stud Size, 16mm2 to 16mm2 Wire Size

3981918 M6 Stud Size, 7mm2 to 25mm2 Wire Size

3981889 M6 Stud Size, 6mm2 to 6mm2 Wire Size

3981902 M6 Stud Size, 16mm2 to 16mm2 Wire Size

3981895 M6 Stud Size, 10mm2 to 10mm2 Wire Size

3982141 M12 Stud Size, 150mm2 to 150mm2 Wire Size

3982056 M10 Stud Size, 95mm2 to 95mm2 Wire Size

3982040 M10 Stud Size, 70mm2 to 70mm2 Wire Size

3982034 M10 Stud Size, 50mm2 to 50mm2 Wire Size

3982028 M10 Stud Size, 35mm2 to 35mm2 Wire Size

3982012 M10 Stud Size, 25mm2 to 25mm2 Wire Size

3982078 M10 Stud Size, 120mm2 to 120mm2 Wire Size

MOLEX, AVIKRIMP INSULATED 
CRIMP RING TERMINAL
• Avikrimp insulated metric crimp ring terminals with a 
seamless barrel and halogen free nylon insulation 
• These Avikrimp insulated crimp ring terminals are 
made from oxygen free copper with tin plating and have 
a tin plated brass ferrule
• A double crimp is created with both the conductor and 
insulation which provides good vibration resistance. 
•The seamless barrel of these Avikrimp crimp ring 
terminals enables easier crimping by allowing the barrel 
to rotate in the crimping jaws

7906895 M3 Stud Size, 0.5mm2 to 1mm2 Wire Size

7906942 M10 Stud Size, 2.5mm2 to 6mm2 Wire Size, Yellow

MOLEX, 19221 UNINSULATED CRIMP 
RING TERMINAL
• Molex crimp ring terminals made from copper with tin 
plating
• These ring terminals are suitable for use with battery 
cables
• Available in various wire gauge and stud sizes

8221494 M6 (1/4) Stud Size, 35mm2 to 35mm2 Wire Size

8221429 M5 (#10) Stud Size, 16mm2 to 16mm2 Wire Size

CRIMP & CABLE TIE KIT

• A total of 630 components - 590 insulated terminals in 
20 popular styles and 40 cable ties
• Kit includes 20 of 100x2.5mm and 20 of 200x4.6mm 
cable ties
• Housed in a rugged steel box with drop down handle
• Suitable ratchet tool and cable tie cutter included

4415535 HellermannTyton Insulated Terminal Crimp 
terminal Kit

UNINSULATED CRIMP SPADE 
TERMINALS, JST
• A range of uninsulated crimp spade tongue terminals 
from JST to suit stud sizes from 3 to 6mm and wire sizes 
from 0.2 to 6.6mm (26 to 10 AWG)
• The terminals have butted seams and are made from 
tin-plated oxygen-free copper

6027499 0.2mm2 to 1.65mm2, 22AWG to 16AWG, 5mm 
Stud Size

6027528 0.2mm2 to 1.65mm2, 22AWG to 16AWG, 3.5mm 
Stud Size

6027556 1mm2 to 2.6mm2, 16AWG to 14AWG, 4mm Stud 
Size

6048143 1mm2 to 2.6mm2, 16AWG to 14AWG, 5mm Stud 
Size

6048238 2.6mm2 to 6.6mm2, 12AWG to 10AWG, 4mm 
Stud Size

6048250 2.6mm2 to 6.6mm2, 12AWG to 10AWG, 6mm 
Stud Size

JST INSULATED SPADE TONGUE 
CRIMP TERMINALS
• Vinyl insulation
• Straight or Flared entry types available
• UL Listed E42024
• CSA Certified LR20812
• RoHS Compliant

8388165 0.2mm2 to 1.65mm2, 22AWG to 16AWG, 3mm 
Stud Size Vinyl, Red

8388171 2.6mm2 to 6.6mm2, 12AWG to 10AWG, 4mm Stud 
Size Vinyl, Yellow
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RS PRO UNINSULATED CRIMP 
SPADE CONNECTOR
• Suit cables from 0.5mm2 to 1.5mm2 and 1.0mm2 to 
2.5mm2 
• For ratchet action tool, see stock no. 252-7658

433056 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M5 Stud 
Size

2082571 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M4 Stud 
Size

2082650 1.5mm2 to 2.5mm2, 16AWG to 14AWG, M5 Stud 
Size

2082666 1.5mm2 to 2.5mm2, 16AWG to 14AWG, M4 Stud 
Size

433062 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M3.5 
Stud Size

RS PRO INSULATED CRIMP SPADE 
CONNECTOR
• Various metric sizes available
• Available in Red, Yellow and Blue
• Each colour corresponds to different wire sizes

534266 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M4 Stud 
Size Vinyl, Red

534272 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M3.5 Stud 
Size Vinyl, Red

534474 2.5mm2 to 6mm2, 12AWG to 10AWG, M6 Stud 
Size Vinyl, Yellow

534626 1.5mm2 to 2.5mm2, 16AWG to 14AWG, M4 Stud 
Size Vinyl, Blue

2082515 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M3 Stud 
Size Vinyl, Red

2394199 0.2mm2 to 0.5mm2, 26AWG to 22AWG, M4 Stud 
Size Nylon, Yellow

2673953 4mm2 to 6mm2, 12AWG to 10AWG, M4.5 (#8) 
Stud Size Nylon, Yellow

6139463 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M6 Stud 
Size Vinyl, Red

6139491 0.5mm2 to 1.5mm2, 22AWG to 16AWG, M5 Stud 
Size Vinyl, Red

6139514 1.5mm2to 2.5mm2, 16AWG to 14AWG, M5 Stud 
Size Vinyl, Blue

RS PRO INSULATED CRIMP 
RECEPTACLE
• Provides quick and easy connection and disconnection
• Insulated for protection against electrical shock and 
shorting from exposed leads
• Double crimp design with an internal copper sleeve for 
added strength and robust crimp joint
• Tin plating for resistance to corrosion, added strength 
and excellent conductivity
• Colour coded insulation for easy identification of 
terminal size
• Funnelled insulation design allows easy wire insertion

534339 6.3 x 0.8mm, 0.5mm2 to 1.5mm2, 22AWG to 
16AWG, Tin Plated, Red

534345 2.8 x 0.8mm, 0.5mm2 to 1.5mm2, 22AWG to 
16AWG, Tin Plated, Red

534389 4.8 x 0.5mm, 0.5mm2 to 1.5mm2, 22AWG to 
16AWG, Tin Plated, Red

534531 6.3 x 0.8mm, 2.5mm2 to 6mm2, 12AWG to 
10AWG, Tin Plated, Yellow

534553 6.3 x 0.8mm, 2.5mm2 to 6mm2, 12AWG to 
10AWG, Tin Plated, Yellow

534698 6.3 x 0.8mm, 1.5mm2 to 2.5mm2, 16AWG to 
14AWG, Tin Plated, Blue

534749 4.8 x 0.8mm, 1.5mm2 to 2.5mm2, 16AWG to 
14AWG, Tin Plated, Blue

RS PRO STANDARD CRIMP TOOL 
KIT
• Contains 230 widely used terminal types and sizes
• Colour coded insulation for easy terminal size 
identification
• Plastic sleeve on terminals provides insulation and wire 
support
• Crimping pliers included

534828 RS PRO 230 Piece Insulated Terminal Crimp 
terminal Kit

RS PRO 800 PIECE CRIMP 
TERMINAL KIT WITH TOOL
• Contains 800 widely used terminal types and sizes
• Colour coded insulation for easy terminal size 
identification
• Plastic sleeve on terminals provides insulation and wire 
support
• Tin plating for good corrosion protection.
• Sturdy plastic carrying case with compartments for 
ease of selection
• Crimp tool for crimping wire size ranges from 0.25 to 
6 mm

6139952 RS PRO 800 Piece Insulated Terminal Crimp 
terminal Kit

RS PRO INSULATED TIN PLATED 
CRIMP PIN CONNECTOR
• Mini Yellow 0.2 - 0.5 mm
• Red 0.5 - 1.5 mm
• Blue 1.5 - 2.5 mm
• Yellow 2.5 - 6.5 mm

6139621 0.5mm2 to 1.5mm2, 22AWG to 16AWG, 1.9mm Pin 
Diameter, 9mm Pin Length, Red

6139637 1.5mm2 to 2.5mm2, 16AWG to 14AWG, 1.9mm Pin 
Diameter, 9mm Pin Length, Blue

6139665 4mm2 to 6mm2, 12AWG to 10AWG, 2.8mm Pin 
Diameter, 14mm Pin Length, Yellow

TE CONNECTIVITY PLASTI-GRIP 
SERIES INSULATED CRIMP SPADE 
CONNECTOR

• Red 0.25 - 1.6 mm
• Blue 1.0 - 2.6 mm
• Yellow 2.7 - 6.6 mm

2143698 2.6mm2 to 6.6mm2, 12AWG to 10AWG, M6 Stud 
Size PVC, Yellow

842179 2.6mm2 to 6.6mm2, 12AWG to 10AWG, M5 Stud 
Size, Yellow

4517445 2.6mm2 to 6.6mm2, 12AWG to 10AWG, M4 Stud 
Size, Yellow

842078 1mm2 to 2.6mm2, 16AWG to 14AWG, M5 Stud Size 
Vinyl, Blue

2789171 0.25mm2 to 1.6mm2, 22AWG to 16AWG, 4.17mm 
Stud, Red

TE CONNECTIVITY FASTON SERIES 
ULTRA-FAST RECEPTACLE CRIMP 
TERMINALS

• Fully insulated for protection against shock and short 
circuits
• Completely encapsulated when mated
• Funnelled housing for easy wire insertion
• Translucent housing for visual inspection
• Colour coded housings for wire size identification

6802366 .250 Series Red, 6.35 x 0.81mm, 0.3mm2 to 
0.8mm2, 22AWG to 18AWG,

2455301 .250 Series Blue, 6.35 x 0.81mm, 1.3mm2 to 
2mm2, 16AWG to 14AWG,

6831481 .187 Series Red, 4.75 x 0.81mm, 0.3mm2 to 
0.8mm2, 22AWG to 18AWG,

2455266 .187 Series Blue, 4.75 x 0.81mm, 1.3mm2 to 2mm2, 
16AWG to 14AWG,

6831484 .110 Series Red, 2.79 x 0.51mm, 0.3mm2 to 
0.8mm2, 22AWG to 18AWG,

TE CONNECTIVITY SOLISTRAND 
SERIES UNINSULATED CRIMP 
SPADE CONNECTOR

• Made from fine grade high conductivity copper with 
tin plating and have closed barrels with brazed seams 
that create a uniform metal strength around the barrel
• The inner surface of the barrels are either dimpled or 
serrated for maximum tensile strength and to maximise 
the electrical contact area after crimping
• The bell shape barrel entrance makes the insertion of 
wires easier

7952179 0.26mm2 to 1.65mm2, 22AWG to 16AWG, M4 
(#8) Stud

TE CONNECTIVITY PLASTI-GRIP 
SERIES INSULATED TIN PLATED 
CRIMP PIN CONNECTOR

• Red 0.252 - 1.6 mm2
• Blue 1.02 - 2.6 mm2
• Yellow 2.72 - 6.6 mm2

842028 0.25mm2 to 1.6mm2, 22AWG to 16AWG, 1.8mm

TE CONNECTIVITY PIDG SERIES 
NYLON CRIMP PIN CONNECTOR
• High conductivity copper body
• Copper sleeve for improved wire insulation support
• Serrations in wire barrel for maximum contact and 
tensile strength
• Colour coded sleeves for easy wire size and tooling 
identification
• Funnelled wire entry for easy wire insertion
• Design enables a reliable and uniform crimp

6805599 1mm2 to 2.6mm2, 16AWG to 14AWG, 1.8mm Pin 
Diameter, Blue

TE CONNECTIVITY PIDG SERIES 
CRIMP PIN CONNECTOR
• PIDG (Pre-Insulated Diamond Grip) wire pin crimp 
terminals designed for uniform reliability in the most 
difficult circuit environments
• Precision-formed high conductivity copper body and 
barrel
• Available with various wire and pin sizes these PIDG 
wire pin crimp terminals offer a versatile solution to a 
wide range of wiring applications

7100267 4mm2 to 6mm2, 12AWG to 10AWG, 2.8mm Pin 
Diameter,

5289220 2.7mm2 to 6.6mm2, 12AWG to 10AWG, 2.6mm Pin

1361824 1mm2 to 2.6mm2, 16AWG to 14AWG, 1.8mm Pin

1361822 0.25mm2 to 1.6mm2, 22AWG to 16AWG, 1.8mm 
Pin

TE CONNECTIVITY PIDG SERIES 
INSULATED CRIMP SPADE 
CONNECTOR

• High conductivity copper body
• Copper sleeve for improved wire insulation support
• Serrations in wire barrel for maximum contact and 
tensile strength
• Colour coded sleeves for easy wire size and tooling 
identification
• Funnelled wire entry for easy wire insertion
• Designed enables a reliable and uniform crimp

6805656 22AWG to 16AWG, M3.5 Stud Size Nylon, Red

5289214 2.6mm2 to 6.6mm2, 12AWG to 10AWG, M6 Stud 
Size Nylon,

1639094 2.6mm2 to 6.6mm2, 12AWG to 10AWG, M4 Stud 
Size Nylon,

6805558 1mm2 to 2.6mm2, 16AWG to 14AWG, M5 Stud Size 
Nylon, Blue

7187517 1mm2 to 2.6mm2, 16AWG to 14AWG, M4 Stud Size 
Nylon, Blue

6692321 1.25mm2 to 2mm2, 16AWG to 14AWG, M5 Stud 
Size Nylon, Blue

4575031 1.25mm2 to 2mm2, 16AWG to 14AWG, M4 Stud 
Size Nylon, Blue

1643220 1.25mm2 to 2mm2, 16AWG to 14AWG, M4 (#8) 
Stud Size Nylon,

6805444 0.3mm2 to 1.4mm2, 22AWG to 16AWG, M3.5 Stud 
Size Nylon, Red

7951665 0.26mm2 to 1.65mm2, 22AWG to 16AWG, M4 (#8) 
Stud Size

TE CONNECTIVITY PIDG FASTON 
.250 SERIES INSULATED CRIMP 
RECEPTACLE

• FASTON 250 fully insulated crimp receptacle terminals 
designed for providing reliable and uniform 
terminations in challenging circuit environments
• Consist of a precision formed high conductivity tin 
plated brass body and copper sleeve surrounded by 
colour coded nylon insulation.
• The barrel contains serrations which provide maximum 
contact and tensile strength after crimping

842309 6.35 x 0.81mm, 4mm2 to 6mm2, 11AWG to 10AWG, 
Yellow

4574044 6.35 x 0.81mm, 3.3mm2 to 5.26mm2, 12AWG 
to, Yellow

1355146 6.35 x 0.81mm, 0.3mm2 to 1.5mm2, 22AWG to, 
Red

1354473 2.79 x 0.51mm, 0.3mm2 to 1.5mm2, 22AWG to, 
Red

1354515 6.35 x 0.81mm, 1mm2 to 2.5mm2, 17AWG to 
13AWG, Tin

1648958 6.35 x 0.81mm, 1mm2 to 2mm2, 17AWG to 14AWG, 
Blue

4575378 6.35 x 0.81mm, 1mm2 to 2.5mm2, 16AWG to

1648688 6.35 x 0.81mm, 1mm2 to 2.5mm2, 16AWG to

4575362 6.35 x 0.81mm, 0.3mm2 to 1.5mm2, 22AWG to

1355031 1.2mm2 to 2mm2, 16AWG to 14AWG, Blue, Tin 
Plated

TE CONNECTIVITY PIDG FASTON 
.187 SERIES INSULATED CRIMP 
RECEPTACLE

• PIDG insulated Faston 187 quick disconnect receptacle 
wire crimp terminals with a mating area interface of 5.0 
x 0.80mm
• These PIDG Faston 197 quick disconnect receptacle 
crimp terminals consist of a precision-formed metal wire 
barrel containing serrations which provide maximum 
contact and tensile strength after crimping

4575277 4.8 x 0.5mm, 0.3mm2 to 1.3mm2, 22AWG to 
16AWG, Red

1641697 4.8 x 0.8mm, 1.3mm2 to 2mm2, 16AWG to 14AWG, 
Blue

7454791 4.8 x 0.5mm, 1mm2 to 2.6mm2, 17AWG to 13AWG, 
Blue
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TE CONNECTIVITY PIDG FASTON 
.110 SERIES INSULATED CRIMP 
RECEPTACLE

• These PIDG Faston 110 quick disconnect receptacle 
crimp terminals consist of a precision-formed metal wire 
barrel containing serrations which provide maximum 
contact and tensile strength after crimping

1648513 2.79 x 0.79mm, 0.3mm2 to 1.5mm2, 22AWG to, 
Red

6806059 2.79 x 0.41mm, 0.3mm2 to 1.5mm2, 22AWG to, 
Red

6803054 2.79 x 0.3mm, 0.3mm2 to 1.5mm2, 22AWG to 
16AWG, Red

7827357 2.79 x 0.41mm, 1.3mm2 to 2mm2, 16AWG to, Blue

1639898 2.79 x 0.51mm, 1.5mm2 to 2.5mm2, 15.5AWG 
to, Blue

TE CONNECTIVITY 325197 SERIES 
INSULATED CRIMP SPADE 
CONNECTOR
• High conductivity copper body
• Copper sleeve for improved wire insulation support
• Serrations in wire barrel for maximum contact and 
tensile strength
• Colour coded sleeves for easy wire size and tooling 
identification
• Funnelled wire entry for easy wire insertion
• Designed enables a reliable and uniform crimp

8252105 2.6mm2 to 6.6mm2, 12AWG to 10AWG, M4 (#8) 
Stud Size

TE CONNECTIVITY 130517 SERIES 
INSULATED CRIMP SPADE 
CONNECTOR
• High conductivity copper body
• Copper sleeve for improved wire insulation support
• Serrations in wire barrel for maximum contact and 
tensile strength
• Colour coded sleeves for easy wire size and tooling 
identification
• Funnelled wire entry for easy wire insertion
• Designed enables a reliable and uniform crimp

1639857 0.26mm2 to 1.65mm2, 22AWG to 16AWG, M4 (#8) 
Stud Size

TE CONNECTIVITY PIDG FASTON 
250 TAB WIRE CRIMP TERMINALS

• PIDG insulated Faston 250 quick disconnect tab wire 
crimp terminals with a mating area interface of 6.35 x 
0.81mm
• These PIDG Faston 250 quick disconnect tab crimp 
connectors consist of a precision-formed metal wire 
barrel containing serrations which provide maximum 
contact and tensile strength after crimping
• This barrel is enclosed in a copper sleeve and the 
whole is encased in a nylon colour coded insulation 
sleeve

1648484 Tab terminal, PIDG,FASTON 250, 11-10 AWG

RS PRO UNINSULATED CRIMP RING 
TERMINAL

1788609 4.3mm Stud Size, 2.5mm2 to 4mm2 Wire Size

RS PRO INSULATED CRIMP 
RECEPTACLE

• Provides quick and easy connection and disconnection
• Fully insulated for protection against electrical shock 
and shorting from exposed leads. Also provides protec-
tion to the electrical connection
• Double crimp design with an internal copper sleeve for 
added strength and robust crimp joint
• Tin plating for resistance to corrosion, added strength 
and excellent conductivity
• Colour coded insulation for easy identification of 
terminal size
• Funnelled insulation design allows easy wire insertion

2082464 4.8 x 0.8mm, 0.5mm2 to 1.5mm2, 22AWG to 
16AWG, Tin Plated

RS PRO INSULATED TIN PLATED 
CRIMP PIN CONNECTOR

• Mini Yellow 0.2 - 0.5 mm2‚•Red 0.5 - 1.5 mm2
• Blue 1.5 - 2.5 mm2
• Yellow 2.5 - 6.5 mm2

452631 0.5mm2 to 1.5mm2, 22AWG to 16AWG, 1.9mm Pin 
Diameter, 12mm Pin Length,

2394212 0.2mm2 to 0.5mm2, 26AWG to 22AWG, 1.4mm Pin 
Diameter, 10mm Pin Length,

RS PRO INSULATED CRIMP SPADE 
CONNECTOR

• Various metric sizes available. 
• Available in Red, Yellow and Blue. 
• Each colour corresponds to different wire sizes.

6139867 4mm2 to 6mm2, 12AWG to 10AWG, M8 Stud Size 
Vinyl, Yellow

534480 2.5mm2 to 6mm2, 12AWG to 10AWG, M5 Stud 
Size Vinyl, Yellow

2394206 0.2mm2 to 0.5mm2, 26AWG to 22AWG, M5 Stud 
Size Nylon, Yellow

RS PRO INSULATED CRIMP RING 
TERMINAL

1788665 4.3mm Stud Size, 2.5mm2 to 4mm2 Wire Size, 
Black

RS PRO INSULATED CRIMP QUICK 
DISCONNECT TERMINAL

• RS Pro vinyl-insulated femal disconnectors

1788333 0.8 x 6.35mm Tab Size, 12 → 10 AWG, 4 → 6 mm2 
Wire Size

1788332 0.8 x 6.35mm Tab Size, 1.5 → 2.5 mm2, 16 → 14 
AWG Wire

1788328 0.8 x 6.35mm Tab Size, 0.5 → 1.5 mm2, 22 → 16 
AWG Wire

RS PRO INSULATED CRIMP 
PIGGYBACK TERMINAL

• A series of RS Pro insulated piggyback crimp terminals 
with a copper sleeved barrel with nylon or flared vinyl 
insulation
• These insulated piggyback crimp wire connectors 
are colour coded for use with different wire sizes and 
accept various tab dimensions
• All models are highly reliable and excellent quality

534711 6.35 x 0.8mm, 1.5mm2 to 2.5mm2, 16AWG to 
14AWG, Blue

534367 6.35 x 0.8mm, 0.5mm2 to 1.5mm2, 22AWG to 
16AWG, Red

RS PRO INSULATED CRIMP 
BOOTLACE FERRULE

1787319 8mm Pin Length, 3.2mm Pin Diameter, 4mm2 
Wire Size, Grey

1787308 8mm Pin Length, 2mm Pin Diameter, 1.5mm2 
Wire Size, Red

1787294 8mm Pin Length, 1.5mm Pin Diameter, 0.75mm2 
Wire Size, White

1787300 6mm Pin Length, 1.7mm Pin Diameter, 1mm2 Wire 
Size, Red

1787287 6mm Pin Length, 1.3mm Pin Diameter, 0.5mm2 
Wire Size, White

1787333 18mm Pin Length, 6.2mm Pin Diameter, 16mm2 
Wire Size, Green

1787329 18mm Pin Length, 4.9mm Pin Diameter, 10mm2 
Wire Size, Ivory

1787328 18mm Pin Length, 4.9mm Pin Diameter, 10mm2 
Wire Size, Brown

1573931 12mm Pin Length, 4.9mm Pin Diameter, 10mm2 
Wire Size, Ivory

1787291 12mm Pin Length, 1.3mm Pin Diameter, 0.5mm2 
Wire Size, White

1787324 10mm Pin Length, 3.9mm Pin Diameter, 6mm2 
Wire Size, Green

1787311 10mm Pin Length, 2mm Pin Diameter, 1.5mm2 
Wire Size, Red

1787309 10mm Pin Length, 2mm Pin Diameter, 1.5mm2 
Wire Size, Black

1787316 10mm Pin Length, 2.5mm Pin Diameter, 2.5mm2 
Wire Size, Blue

1788737 10mm Pin Length, 2.1mm Pin Diameter, 2 x 
0.75mm2 Wire Size, Grey

1787288 10mm Pin Length, 1.3mm Pin Diameter, 0.5mm2 
Wire Size, Orange

RS PRO HOOKED INSULATED 
CRIMP BLADE TERMINAL 17.6MM 
BLADE LENGTH

• Red 0.5 - 1.5 mm2
• Blue 1.5 - 2.5 mm2
• Yellow 4.0 - 6.0 mm2

534727 1.5mm2 to 2.5mm2, 16AWG to 14AWG, Blue

534373 0.5mm2 to 1.5mm2, 22AWG to 16AWG, Red

NICHIFU, R1.25 UNINSULATED 
CRIMP RING TERMINAL

• Suit cables from 0.5mm2 to 1.5mm2 and 1.0mm2 to 
2.5mm2
• For ratchet action tool, see stock no. 252-7658
• For basic plier action tool, see stock no. 534-806

4903256 #8 Stud Size, 0.25mm2 to 1.65mm2 Wire Size

MOLEX, VERSAKRIMP UNINSULATED 
CRIMP RING TERMINAL

• Avikrimp insulated metric crimp ring terminals with a 
seamless barrel and halogen free nylon insulation
• These Avikrimp insulated crimp ring terminals are 
made from oxygen free copper with tin plating and have 
a tin plated brass ferrule
• A double crimp is created with both the conductor and 
insulation which provides good vibration resistance  
• The seamless barrel of these Avikrimp crimp ring ter 
minals enables easier crimping by allowing the barrel to 
rotate in the crimping jaws

7906996 M10 Stud Size, 2.5mm2 to 6mm2 Wire Size

JST FVPC SERIES INSULATED 
CRIMP PIN CONNECTOR

• Straight entry
• Oxygen free cooper with excellent electrical 
characteristics
• High strengths brazing

6881155 0.25mm2 to 1.65mm2, 22AWG to 16AWG, 1.9mm 
Pin Diameter, 12mm Pin Length,

GERMAN COLOUR CODE KIT, 0.5-
2.5SQ.MM WIRE

• Ferrule kits 1 & 2 are colour coded to DIN standard

4146835 Weidmuller Bootlace Ferrule Crimp terminal Kit
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WEIDMULLER FERRULE PZ 16 KIT,
6-16SQ.MM
• 400 assorted bootlace wire end ferrules
• Convenient storage compartments
• Handles for portability
• Crimping and stripping tools included

4258786 Weidmuller Bootlace Ferrule Crimp terminal Kit

RING TERMINAL 4AWG 
COMPRESSION LUG
• Molex crimp ring terminals made from copper with tin 
plating
• These ring terminals are suitable for use with battery 
cables
• Available in various wire gauge and stud sizes

8221460 Molex, 19221 Uninsulated Crimp Ring Terminal, 
M6 (1/4) Stud Size, 25mm2  to 25mm2  Wire Size

TE CONNECTIVITY, PIDG FASTON 
.250

• Red 0.3 - 1.5 mm2 
• Blue 1 - 2.50 mm2 
• Yellow 0.12 - 0.40 mm2 
• Transparent 0.30 - 0.90 mm2 

1648483 Blue Insulated Crimp Quick Disconnect Terminal, 
1mm2  to 2.5mm2 , 17AWG to 13AWG,

JST PIN TERMINAL

• Straight entry
• Oxygen free cooper with excellent electrical 
characteristics
• High strengths brazing

6881164 1mm2 to 2.6mm2 , 16AWG to 14AWG, 1.9mm Pin 
Diameter, 12mm Pin Length, Blue

6881167 2.6mm2  to 6.6mm2 , 12AWG to 10AWG, 2.7mm 
Pin Diameter, 14mm Pin Length,

JST FVC BUTT WIRE SPLICE 
CONNECTOR
• A range of insulated crimp butt splices suitable for use 
with a variery of wire sizes 
• Crimp butt splices with part number prefixed ‘FVC’ 
have flared vinyl insulation 
• Crimp butt splices with part number prefixed ‘FNC’ 
have flared nylon insulation

6881032 Yellow, Insulated 12 → 10 AWG

JST C BUTT WIRE SPLICE 
CONNECTOR

• A range of non-insulated crimp butt splice terminals 
suitable for use with a variety of wire sizes
• These crimp butt splice terminals have a wire stop 
feature

8388373 12 → 10 AWG, 2.63 → 6.64 mm2

8388377 6.64 → 10.52 mm2, 8 AWG

RS PRO BUTT WIRE SPLICE 
CONNECTOR
• From RS PRO, a selection of insulated ferrules or Butt 
Connectors designed for crimping electrical wires
• The tube-shaped terminals act as a solderless cable 
joint allowing electrical current to flow safely from one 
wire to another
• Professionally designed using high-quality materials 
• RS PRO‚range of butt splice terminals are used to 
repair, change or lengthen electrical circuits

534288 Red, Insulated, Tin 22 → 16 AWG

534519 Yellow, Insulated, Tin 12 → 10 AWG

RS PRO PARALLEL WIRE SPLICE 
CONNECTOR
• Brought to you by RS Pro, these uninsulated crimp 
parallel splices are made from tubular copper
• These non-insulated crimp parallel splices are 
available for a variety of wire ranges

8092369 22 → 16 AWG

8092372 16 → 14 AWG

8092381 8 AWG

RS PRO BUTT WIRE SPLICE 
CONNECTOR
• Uninsulated crimp butt splices made from tubular 
copper
• These non-insulated crimp butt splices are available 
with a variety wire ranges

8092388 12 → 10 AWG

TE CONNECTIVITY SOLISTRAND 
BUTT WIRE SPLICE CONNECTOR
• SOLISTRAND standard closed barrel butt splices 
designed to terminate solid and stranded wire and 
irregular shaped conductors
• These SOLISTRAND standard closed barrel butt splices 
are made from fine grade high conductivity copper with 
tin plating and have closed barrels with brazed seams 
that create a uniform metal strength around the barrel 
• The inner surface of the barrels of these SOLISTRAND 
butt splices are either dimpled or serrated for maximum 
tensile strength and to maximise the electrical contact 
area after crimping

373184 Tin 22 → 16 AWG

TE CONNECTIVITY, PLASTI-GRIP 
BUTT WIRE SPLICE CONNECTOR
• PLASTI-GRIP closed barrel butt splice wire crimp 
terminals made of high conductivity tin plated copper 
with an expanded high dielectric strength 94V-0 rated 
vinyl insulation sleeve
• The inner barrel of these PLASTI-GRIP butt splice crimp 
connectors is serrated in order to provide maximum 
electrical contact and tensile strength after crimping
• The funnelled entry on the wire barrel enables the 
stripped wire to be inserted more easily

842012 Insulated, Tin 22 → 16 AWG, Red

TE CONNECTIVITY, PIDG BUTT 
WIRE SPLICE CONNECTOR
• High conductivity copper body
• Copper sleeve for improved wire insulation support
• Serrations in wire barrel for maximum contact and 
tensile strength
• Colour coded sleeves for easy wire size and tooling 
identification
• Design enables a reliable and uniform crimp

1709441 Yellow, Insulated, Tin 12 → 10 AWG

1709442 Red, Insulated, Tin 22 → 16 AWG

1709443 Blue, Insulated, Tin 16 → 14 AWG

RS PRO BUTT WIRE SPLICE 
CONNECTOR
• A range of heavy duty copper butt splice crimp 
terminals manufactured from a pure grade copper base 
to BS2871 and electro-tin plated to BS1872,1984 
• These HD copper butt splice crimp terminals are for 
use on multi-stranded cables and are available in a 
variety of sizes

119249 Tin 70 mm2 

119233 Tin 50 mm2 

119227 Tin 35 mm2 

119211 Tin 25 mm2 

BUTT SPLICE 16-14AWG VERSKRIMP

• High Quality
• Closed Barrel Type

8221463 Molex, 19215 Butt Wire Splice Connector, Tin 16 
→ 14 AWG

RS PRO UNINSULATED TUBULAR 
RING TERMINAL
• Robust, thick-walled design
• Closed barrel ensures crimp terminal fits securely 
around the cable
• Copper body material provides high conductivity and 
is easy to crimp
• Tin plating on crimp terminal provides resistance to 
corrosion, added strength, a reduction in friction and 
makes it easier to solder
• Funnel-shaped internal barrel for easy wire insertion

119176 M8 Stud Size to 6mm2  Wire Size

531021 M6 Stud Size to 10mm2  Wire Size

531059 M8 Stud Size to 16mm2  Wire Size

531065 M6 Stud Size to 25mm2  Wire Size

2414631 M8 Stud Size to 35mm2  Wire Size

RS PRO INSULATED RING TERMINAL

• Copper body material for high conductivity and easy 
crimping
• Tin plating for resistance to corrosion, added strength 
and excellent conductivity
• Vinyl insulation for electrical insulation and terminal 
protection
• Colour coded insulation for easy identification of 
terminal size
• Expanded insulation entry for easy wire insertion
• Maximum operating temperature of 150°C

534200 M5 Stud Size, 0.5mm2  to 1.5mm2  Wire Size, Red

534216 M4 Stud Size, 0.5mm2  to 1.5mm2  Wire Size, Red

534424 M8 Stud Size, 2.5mm2  to 6mm2  Wire Size, Yellow

534430 M6 Stud Size, 2.5mm2  to 6mm2  Wire Size, Yellow

534446 M5 Stud Size, 2.5mm2  to 6mm2  Wire Size, Yellow

534452 M4 Stud Size, 2.5mm2  to 6mm2  Wire Size, Yellow

534569 M6 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

534575 M5 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

534581 M4 Stud Size, 1.5mm2  to 2.5mm2  Wire Size, Blue

2082509 M8 Stud Size, 1.5mm2 to 2.5mm2  Wire Size, Blue

TE CONNECTIVITY, XCT TUBULAR 
RING TERMINAL
• Highly conductive electrolytic copper
• Bright tin finish for resistance against oxidation and 
corrosion
• Funnel entry barrel for easy wire insertion
• Inspection window in barrel

3119961 8mm Stud Size, 6mm2 to 6mm2 Wire Size

7187703 12mm Stud Size, 16mm2 to 16mm2 Wire Size
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TE CONNECTIVITY, XCT UNINSULATED 
TUBULAR RING TERMINAL

• Highly conductive electrolytic copper
• Bright tin finish for resistance against oxidation and 
corrosion
• Funnel entry barrel for easy wire insertion
• Inspection window in barrel

3119826 M6 Stud Size, 50mm2 to 50mm2 Wire Size

3119911 6mm Stud Size, 25mm2 to 25mm2 Wire Size

3119832 6mm Stud Size, 10mm2 to 10mm2 Wire Size

7187674 16mm Stud Size to 240mm2 Wire Size

7187684 14mm Stud Size, 240mm2 to 240mm2 Wire Size

7187680 12mm Stud Size to 185mm2 Wire Size

3119898 10mm Stud Size, 16mm2 to 16mm2 Wire Size

WURTH ELEKTRONIK, WA-CLUG 
TUBULAR RING TERMINAL

• WA-CLUG tubular ring terminals or cable lugs made 
from copper alloy with a tin plating
• These tubular ring termnals are available in various 
sizes and are suitable for use in a wide variety of cable 
applications

1225010 M8 Stud Size, 70mm2 to 70mm2 Wire Size

1224998 M4 Stud Size, 4mm2 to 4mm2 Wire Size

RS PRO UNINSULATED TUBULAR 
RING TERMINAL
• Robust, thick-walled design
• Closed barrel ensures crimp terminal fits securely 
around the cable
• Copper body material provides high conductivity and 
is easy to crimp
• Tin plating on crimp terminal provides resistance to 
corrosion, added strength, a reduction in friction and 
makes it easier to solder
• Funnel-shaped internal barrel for easy wire insertion

2414704 M12 Stud Size, 150mm2 to 150mm2 Wire Size

2414675 M12 Stud Size, 120mm2 to 120mm2 Wire Size

2414669 M12 Stud Size to 95mm2 Wire Size

531920 M12 Stud Size to 70mm2 Wire Size

531908 M12 Stud Size to 50mm2 Wire Size

2414647 M10 Stud Size to 95mm2 Wire Size

531914 M10 Stud Size to 70mm2 Wire Size

531891 M10 Stud Size to 50mm2 Wire Size

2414653 M10 Stud Size to 120mm2 Wire Size

8417651 12mm Stud Size, 95mm2 to 95mm2 Wire Size

8417667 10mm Stud Size, 150mm2 to 150mm2 Wire Size

KLAUKE UNINSULATED TUBULAR 
RING TERMINAL
• Tubular terminals without inspection hole
• Material: E-Cu tubing
• Electro tin-plated surface

3981974 M8 Stud Size, 70mm2 to 70mm2 Wire Size

3983009 M8 Stud Size, 6mm2 to 6mm2 Wire Size

3981968 M8 Stud Size, 35mm2 to 35mm2 Wire Size

3981952 M8 Stud Size, 25mm2 to 25mm2 Wire Size

3981930 M8 Stud Size, 10mm2 to 10mm2 Wire Size

3981924 M6 Stud Size, 35mm2 to 35mm2 Wire Size

3982107 M12 Stud Size, 70mm2 to 70mm2 Wire Size

3982090 M12 Stud Size, 50mm2 to 50mm2 Wire Size

3982006 M10 Stud Size, 16mm2 to 16mm2 Wire Size

WIREMOLD PDU EXTENSION 
SOCKET

• 120V
• 15A Current Rating
• Cable Mount

8361634 4.6m 4 Socket NEMA 5-15R Extension Lead, 120 V

8361625 1.8m 4 Socket NEMA 5-15R Extension Lead, 120 V

SIEMENS GERMAN MAINS PLUG 
TYPE F
• Normal equipment leakage current
• Maximum system leakage allowed (medical equipment 
often differs from equipment for industrial applications)
• Switch rated
• Circuit discrimination capacity
• Personnel protection levels
• System fuses to protect RCDs

8608532 German Schuko, 16A, DIN Rail Mount, 230 V

SCHNEIDER ELECTRIC GERMAN 
MAINS CONNECTOR TYPE F

• Acti9 Modular Power Sockets 
• Wide range of mains connectors to meet all 
connection needs suitable for different standards

7763685 German Schuko, 16A, DIN Rail Mount, 250 V ac

SCHNEIDER BASICS 110V REELS

• Manufactured to highest quality standards
• Tough polycarbonate construction for industrial use
• Metallic stand and handgrip
• Extension leads are available in a variety of metre 
lengths
• 2 socket open reel
• Integral thermal cut-out for safety purposes
• Flexible PVC cable
• IP44 rated

5126517 25m 2 Socket BS4343/EN60309 110V-16A 
Extension Reel, 110 V, IP44

RS PRO USA MAINS PLUG

• Straight blade plug
• 2 Pole, 3 wire grounding
• 15A 
• 125V ac
• NEMA configuration 5-15P
• Nylon housing
• Polycarbonate retainer
• Nylon cord clamp
• 0.063 in. (1.6 mm) brass contact blade
• 0.040 in. (1.0mm) brass earth/ground contact blades

8606738 NEMA 5-15P, 15A, Cable Mount, 125 V ac

RS PRO TRAVEL ADAPTER

• Multiple-socket plugs 2P, 2P + E or 2P + 2P + E
• With child protection
• Operating current: 16 A for 2P + E, 6 A for 2P
• Max. power: 3680 W

481383 Rated At 6A

RS PRO GERMAN MAINS PLUG 
TYPE F

• From RS PRO, this rewireable schuko mains plug 
features a hinged design, for quick and easy 
attachment to an appropriate power cable
• The schuko plug has a robust outer shell, and has a 
screw-in cord grip for excellent cable retention
• As such this mains plug is suitable for hard wire 
attachment to large and small appliances, and for use 
in power cable assemblies

8496112 German Schuko, 16A, Cable Mount, 250 V

RS PRO FRENCH / GERMAN MAINS 
PLUG
• Black rubber coating
• 16A fused
• 250V rated
• -20°C (-4°F) to +80°C (+176°F) operating temperature
• Screw terminations

8496128 CEE 7/7 German Schuko / French, 16A, 250 V

COUNTRY ADAPTER - WORLD TO 
SCHUKO
• Designed in Switzerland
• Suitable for equipment with earthed & unearthed 
plugs (2 & 3 pole)
• Socket receptacles for: Switzerland, Italy, Australia/
China, UK, USA/Japan
• Output plug: Europe (Schuko)
• Input voltage: 100V → 250V
• Max. load: 16A
• Power rating: 100V‚ 1600W / 250V‚ 4000W
• Colour: White

8246080 RS PRO Europe to Australia, China, Italy, Japan, 
Switzerland, UK, USA Travel Adapter, Rated At 16A

CLASS I AND II WORLD TRAVEL 
ADAPTER

• Schuko adapter with receptacles for: UK / Swiss / AUS 
/ US / Euro / Italian plugs‚•Retractable plugs: UK / Swiss 
/ Italian / AUS / US
• Power rating at 250V - 2500W, 110V - 1100W

6910896 RS PRO Australia, China, Europe, Germany, 
Italy, Switzerland, UK to Australia, Italy, 
Switzerland, UK, US Travel

RS PRO EXTENSION LEADS

• Various cable lengths
• 2, 4, 6 and 8 socket versions are all available
• Extension for both domestic and industrial purposes
• UK Plug and sockets

8496165 RS PRO 5m 4 Socket Type G - British Extension 
Lead, 250 V

8496169 RS PRO 2m 4 Socket Type G - British Extension 
Lead, 250 V

CABLE REEL OPEN 3G 40M

• Rated voltage: 230VAC 
• Rated current (Full-reeled): 4.8A 
• Rated power (Full-reeled): 1000W 
• Rated current (Unreeled): 10A 
• Rated power (Unreeled): 2300W 
• 4 way socket outlet 
• 1 non-rewirable plug, 16A, 250V 
• DIN49441-R2 
• 1 Thermal cut-out, 16(6A), 250Vac 
• 1000 cycle, single pole 
• Category D With shutter
• Outer Diameter 270mm

7684453 RS PRO 40m 4 Socket Type F - German Schuko 
Extension Reel, 230 V ac

EURO TRAILING SOCKET

• Shuttered outlet sockets
• Illuminated switch
• Child Safety Cover
• Voltage Rating: 250V
• Power Rating: 3500W Max
• IP Rating: IP20
• Not re-wireable

7056628 RS PRO 10m 2 Socket Type F - German Schuko 
Extension Lead, 250 V ac
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POWERCONNECTIONS 2 PIN 
EUROPEAN TO 2 PIN AMERICAN 
CONVERTER PLUG CP4

• This CP4 2 pin European VDE Converter Plug is an 
adapter that converts the European 2 pin CEE VII VDE 
plug into the Amrican NEMA 1-15 format 
• Suitable for Class 2 devices (unearthed) only

7839587 Europe to US Mains Connector Converter, Rated 
At 10A

PASS & SEYMOUR USA MAINS 
SOCKETS
• Impact and corrosion resistant body
• Integral flexible rubber grommet

8356865 NEMA 5-15R, 15A, Cable Mount, 125 V ac

PASS & SEYMOUR USA MAINS PLUG

• Impact and corrosion-resistant body 
• Integral flexible rubber grommet 
• Cable mount 
• Operating temperature ranges between -40°C and 
75°C

8356859 NEMA 5-15P, 15A, Cable Mount, 125 V ac

PASS & SEYMOUR USA MAINS PLUG 
& SOCKET
• Rounded back contour to reduce snags
• Impact and corrosion resistant body
• Integral flexible rubber grommet
• Plug only - socket available seperately

8356749 NEMA L5 - 20R, 20A, Cable Mount, 125 V ac

8356913 NEMA L5 - 15R, 15A, Cable Mount, 125 V ac

8356916 NEMA L5 - 15P, 15A, Cable Mount, 125 V ac

MOLEX USA MAINS PLUG

• The Molex male plug has a current rating of 15A and a 
voltage rating of 125VAC
• It is yellow and has neotex rubber body
• The plug type is NEMA 5 -15P mains plug and has 2P+E 
pole forma

8219580 NEMA 5 - 15P, 15A, Cable Mount, 125 V

MOLEX USA MAINS PLUG & SOCKET 
PLUG
• Super-Safeway 130141 series application specific plugs 
& sockets

8219561 15A, Cable Mount, 250 V

MENNEKES GERMAN MAINS 
CONNECTOR TYPE F
• Nickel plated brass contacts give low electrical 
resistance
• Two “scraping” earth contacts
• Plug-in terminals
• IP54 Rated

3589168 German Schuko, 16A, Cable Mount, 230 V

MASTERPLUG 4M 2 SOCKET TYPE 
G
• Pre-wired double socket is an ideal power extension 
solution for heavy-duty applications
• Made from durable high impact material, this socket is 
designed with rough conditions in mind 
• The extension socket has two non-switched British Type 
G sockets, for relaible and straight forward access to 
mains power

2963650 British Extension Lead, 13A 4M

MASTERPLUG 25M 4 SOCKET TYPE 
F
• Robust open cable extension reel with 4 Schuko 
sockets and fitted with a Schuko plug 
• Space saving style 
• Thermal cut-out protection 
• High visibility cable
• Power on/off switch 
• Power LED indicator

8892494 German Schuko Extension Reel, 240 V

KOPP FRENCH / GERMAN MAINS 
CONNECTOR TYPE F
• Straight angle of the plug 
• Screw termination 
• Cable cross-section up to 3 x 1.5mm2

2548497 German Schuko, 16A, Cable Mount, 250 V ac

KOPP FRENCH / GERMAN MAINS 
CONNECTOR
• Protective contact plug with 2 protective contact 
systems 
•Complies with CEE standard 7 / VI I
• With central entry and cap latch; cap: 
polypropylene
• Insert: polyamide

384768 CEE 7/7 German Schuko / French, 16A, Cable 
Mount, 250 V ac

KOPP EUROPE TO EUROPE TRAVEL 
ADAPTER

• Adapter connection for 2 European and 1 earthing 
contact plug or 4 European plugs in one protective 
contact socket 
• Design in Arctic white or black

2427671 Rated At 16A

BRENNENSTUHL 10M 4 SOCKET 
TYPE F
•Overheating protection 
• With safety cut-out and automatic accident 
prevention 
• Easy to wind and unwind 
• Earthed socket outlets 
• A control lamp indicates overheating or overload 
• Childproofed cut-out protection 
• Cross sectional area 1.5mm2

7850868 German Schuko Extension Reel, 230 V

7850859 German Schuko Extension Lead, 230 V

BRENNENSTUHL GERMAN SCHUKO 
EXTENSION REEL
• Thermal cut-out protection 
• Self-closing protective caps 
• An Indicator shows overheating or overloading 
• Ergonomic handle and axle for precision cable 
management 
• Reel diameter of 240mm

7850846 25m 4 Socket Type F, 230 V

7850849 50m 4 Socket Type F, 230 V

BRENNENSTUHL 50M 2 SOCKET 
EXTENSION REEL

• Standard AK 260 2 CEE 110V 
• Reel body made of break resistant pvc 
• Robust/galvanised steel tube frame 
• Twin BS4343 socket 110V/16A 
• Cable length: 25m 
• Cable: H05VV-F 3G1,5 
• Cable colour: yellow
• Reel diameter: 260mm

7850922 BS4343/EN60309 110V-16A, 110 V

BRENNENSTUHL 25M 4 SOCKET 
EXTENSION REEL
• The Brennenstuhl Garant series cable reel is an open, 
4, earthed, type E-French socket outlets with self-closing 
protective caps and heavy-duty H05RRF3G1.5 cable of 
length 25m
• It has a rating of 230V operating voltage and 16A 
unwound current
• The reel body is made from special Breflex plastic on a 
galvanized frame with an innovative handle for perfect 
cable routing
• The handle tilts both ways, allowing comfortable 
carrying and hanging

7850887 Type E - French Extension Reel, 230 V, IP44

BRENNENSTUHL 15M 4 SOCKER 
EXTENSION LEAD
• Mobile power block with four sockets for convenient 
use on scaffolds, roofs, etc
• With visual readiness indicator, and with a hinged 
metal suspension hook and strap for additional 
mounting options 
• Power block is ergonomic, impact-resistant, 
breakproof and robustly designed 
• 4 water-jet protected safety socket outlets with 
self-closing protective caps against dust and 
contamination

1757263 IP54 15m H07RN-F3G1,5 NF, 230 V ac

ABL SURSUM GERMAN MAINS 
SOCKETS TYPE F

• Material PVC
• Connection system screwed terminal
• IP20 rated
• Durable rubber female connectors for use with Schuko 
2 pin plugs with double ‘scraping’ earth contacts
• The connectors are manufactured to DIN49440 and 
IEC 60884 and are rated at 16A/250 V a.c
• The terminals of this Schuko socket will accept up to 
1.5mm2 cable

8245554 German Schuko, 16A, Cable Mount, 250 V, PVC 
Grey

8245557 German Schuko, 16A, Cable Mount, 250 V, Black

8245589 German Schuko, 16A, Cable Mount, 250 V, IP44 
covered
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ABL SURSUM GERMAN MAINS PLUG 
TYPE F
• Material thermoplastic
• Screwed terminal connection system
• Right angled plug
• IP20 rated
• Works also with French/Belgian standards

8245551 German Schuko, 16A, Cable Mount, 250 V

ABL SURSUM GERMAN MAINS 
CONNECTOR TYPE F
• White moulded 2-pin “Schuko” type mains plugs with 
double ‘scraping’ earth contacts
• Manufactured to DIN49441/CEE7 with integral cord 
grip and available with standard or 90° cable entry, 
the latter type also featuring a euro-style female earth 
contact to CEE7/VII
• The plugs are rated 16A/250 Vac and the connection 
terminals will accept up to 1.5mm2 cable

327125 German Schuko, 16A, Cable Mount, 250 V ac

8245576 CEE 7/7 German Schuko / French, 16A, Cable 
Mount, 250 V, White

8245585 CEE 7/7 German Schuko / French, 16A, Cable 
Mount, 250 V, Black

ABL SURSUM FRENCH / GERMAN 
MAINS CONNECTOR
• The ABL Sursum mains connector is a waterproof, 
male, 2-pole with twin earthing systems (type F) cable 
mount device with an electrical voltage rating of 
250VAC and a current rating of 16A
• This type of mains inline connector is made from 
a rubber plug for safety design and is suitable for 
industrial use

327169 CEE 7/7 German Schuko / French, 16A, Cable 
Mount, 250 V ac

WEIDMULLER BOLT-TYPE 
FEED-THROUGH TERMINAL
• Double studs with integral partitions
• Easily cross connectable between different size 
terminals due to common base height
• Robust connection for harsh environments

8730936 WF 8/32, 1 kV Feed Through Terminal Block 
Screw Termination

RS PRO UNSLOTTED DIN RAIL

• Saves space ‚Äì DIN rail terminals and smaller DIN 
mounted components can be packed into smaller 
spaces
• Saves time - DIN mounted components easily slide or 
snap onto the rail. Relays, timers, circuit breakers and 
similar products can also be mounted into compatible 
bases for rapid connection
• Saves money DIN rail provides a cost-effective solution 
as it allows for a higher density of component 
mounting, which reduces wiring cost and enclosure 
space

467399 1m x 35mm x 7.5mm

467365 1m x 32mm x 15mm

RS PRO SLOTTED DIN RAIL

• Saves space DIN rail terminals and smaller DIN 
mounted components can be packed into smaller 
spaces
• Saves time - DIN mounted components easily slide or 
snap onto the rail. Relays, timers, circuit breakers and 
similar products can also be mounted into compatible 
bases for rapid connection
• Saves money DIN rail provides a cost-effective solution 
as it allows for a higher density of component 
mounting, which reduces wiring cost and enclosure 
space

467416 1m x 35mm x 7.5mm

RS PRO TERMINAL STRIP, STRAIGHT

• 12-way terminal blocks
• Polyamide
• Black Colour
• Screw Terminals
• Available in 24, 32, 57 & 76A

7033833 12way, 2 Row, 8mm Fixing Centres, 24A, 400 V, 
length 93.7mm, Black

7033830 12way, 2 Row, 12mm Fixing Centres, 32A, 380 V, 
length 114mm, Black

7033849 12way, 2 Row, 11mm Fixing Centres, 57A, 400 V, 
length 150.5mm, Black

7033836 12way, 2 Row, 10mm Fixing Centres, 24A, 380 V, 
length 116.5mm, Black

RS PRO NON-FUSED TERMINAL 
BLOCK
• Ceramic bodied non-fused terminal block presents 
a reliable and cost-effective solution to wire-to-wire 
connections in high-temperature environments
• The terminal block is direct-mount and so does not 
require the use of a DIN Rail. Instead, it features two 
galvanized mounting screws that allow mounting to any 
surface
• Quick-snap body that allows you to easily shorten the 
length, allowing for a highly customizable connector 
solution

7033852 3 Way/Pole, Screw Down Terminals, 8 AWG, 
Ceramic, 450 V

7033864 3 Way/Pole, Screw Down Terminals, 6 AWG, 
Ceramic, 450 V

7033855 3 Way/Pole, Screw Down Terminals, 12 AWG, 
Ceramic, 450 V

7638110 2 Way/Pole, Screw Terminals, 12 AWG Free 
Hanging, Panel Mount, Polyamide, 750 V

7033846 2 Way/Pole, Screw Down Terminals, 12 AWG, 
Ceramic, 450 V

4928700 12 Way/Pole, Screw Down Terminals, 2.5 mm¬≤ 
Through Hole, Nylon, 400 V

8133114 1 Way/Pole, Screw Down Terminals, 12 AWG 
Screw Down, Ceramic, 450 V

PHOENIX CONTACT 3240169 
TERMINAL STRIP

• Black terminal block 
• 24 Connectors 
• Polypropylene housing material 
• Screw type electrical connector 
• Cross section of 0.5 to 4 mm 2

8596297 M2.6, 1 Row, 32A, 450 V, length 94.9mm, Black

LEGRAND 0 342 11 TERMINAL STRIP 
STRAIGHT
• Black or white connection bars, made up of 12 
elements with captive screws
• Delivered with the screws unscrewed.

2798793 12way, 2 Row, 24A, 400 V, length 94mm, Black

HELLERMANNTYTON CS30NT 
TERMINAL STRIP
• Polyethylene (80°C)
• Packed 10 strips of 12 poles
• Colour natural

8208372 Straight, 30A, Natural

HELLERMANNTYTON CS15NT 
TERMINAL STRIP

8208378 Straight, 15A, Natural

ENTRELEC MB DIN RAIL TERMINAL

• Two versions of fused terminals
• The latched, pull up fuse terminals are available for 1 
1/4 in. x 1/4 in., BS1362 and 5x20mm/5x25mm fuses
• The screw cap fused terminals are suited to 5x20mm 
fuses and is available with or without a neon (110-220V) 
indicator

424822 600 V Fused DIN Rail Terminal

ENTRELEC MA DIN RAIL TERMINAL

• Grey MA Fused DIN Rail Terminal
• 14 (with ferrule) AWG
• 12 AWG
• 4mm2
• 630 V

2104570 630 V Fused DIN Rail Terminal

CAMDENBOSS CTSOS434/12BK 
TERMINAL STRIP
• Easily snapped to required numbered of poles
• No remaining burrs
• No tools needed to cut to length
• Moulded in black
• UL94-V2 self-extinguishing PA6
• Supplied with screws in raised position
• 12 poles
• Halogen-free

7167343 Straight, 12way M3.5, 2 Row, 57A, 450 V ac, 
length 142mm, Black

CAMDENBOSS CTSOS431/12BK/RS 
TERMINAL STRIP
• Easily snapped to required numbered of poles
• No remaining burrs
• No tools needed to cut to length
• Moulded in black
• UL94-V2 self-extinguishing PA6
• Supplied with screws in raised position
• 12 poles
• Halogen-free

7167346 Straight, 12way M3, 2 Row, 24A, 450 V ac, length 
95.5mm, Black

CINCH 140 SERIES BARRIER 
TERMINAL
• A range of open bottom double row Barrier Strips from 
Cinch Connectivity

8859260 5 Contact, 9.53mm Pitch, 2 Row, 15A, 250 V ac

8859251 3 Contact, 9.53mm Pitch, 2 Row, 15A, 250 V ac

TE CONNECTIVITY - DOUBLE ROW, 
DUAL BARRIER STRIPS
• Closed Bottom Design Allows for Mounting Direct to 
Sheet Metal Panel
• Molded to Length
• Wire-to-Wire Termination
• Available with Either Binding Head Screws or Wire 
Clamp
• Current Rating: 20 A, 300 VAC
• Wire Range: 22-12 AWG
• Withstanding Voltage: 2000 VAC Min
• Operating Temperature: ‚40°F to +221°F (40°C to 
+105°C)

7821977 3 Contact, 9.53mm Pitch, 2 Row, 20A, 300 V

7821999 5 Contact, 9.53mm Pitch, 2 Row, 20A, 300 V

7821930 10 Contact, 9.53mm Pitch, 2 Row, 20A, 300 V

7822826 14 Contact, 9.53mm Pitch, 2 Row, 20A, 300 V
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RS PRO IP67 PANEL MOUNT 
INDUSTRIAL POWER SOCKET
• Rated current: 16A-32A-63A
• Rated voltage: 100-690V
• Frequency: 50-60Hz
• Insulating voltage: 500/690V
• Protection degree: IP67
• Cable entry: 16A/32A Models M32 (upper, lower and 
side), 63A Models M40 and M32(side only)

7800765 3P+E Right Angle Industrial Power Socket, Rated 
At 32.0A, 415.0 V, Red

7800756 2P+E Right Angle Industrial Power Socket, Rated 
At 16.0A, 230.0 V, Blue

7249136 3P+E Industrial Power Plug, Rated At 63.0A, 
415.0 V, Red

7249132 2P+E Industrial Power Plug, Rated At 63.0A, 
230.0 V, Blue

RS PRO IP66, IP67 CABLE MOUNT 
INDUSTRIAL POWER SOCKET
• Socket cover equipped with slots to facilitate and 
improve closure of the socket
• Cable gland design provides external clamping
• IP67 rating
• Screw terminals accept conductors up to 2.5mm2 for 
16A, 6mm2 for 32A, 16mm2 for 63A and 50mm2 for 125A 
types
• Halogen free

7249160 3P+E Rated At 63.0A, 415.0 V, Red

7249167 2P+E Industrial Power Socket, Rated At 63.0A, 
230.0 V, Blue

RS PRO IP44 CABLE MOUNT 
INDUSTRIAL POWER SOCKET

• The outer casing and inner contact carrier are 
constructed from a toughened engineering material 
designed to provide high thermal stability and 
mechanical strength
• A domed cable gland at the rear of the splashproof 
connector provides external cable clamping and 
additional support
• Stylishly designed, the RS Pro range of industrial 
BS4343 sockets perform extremely well in the most 
challenging environments 

7249104 2P+E , Rated At 16.0A, 110.0 V, Yellow

7249117 3P+E Rated At 16.0A, 415.0 V, Red

6685360 2P Industrial Rated At 16.0A, 20 → 25 V, Purple

7249108 2P+E Rated At 16.0A, 230.0 V, Blue

RS PRO IP44 CABLE MOUNT 
INDUSTRIAL POWER PLUG
• Nickel plated brass contact pins ensure excellent 
corrosion and abrasion resistance
• A domed cable gland at the rear of the splash proof 
connector provide external cable clamping and 
additional support
• Stylishly designed, the RS Pro range of industrial 
BS4343 plugs perform extremely well in the most 
challenging environments

7249079 2P+E Rated At 16.0A, 110.0 V, Yellow

6685357 2P Rated At 16.0A, 20 → 25 V, Purple

7249088 2P+E Rated At 16.0A, 230.0 V, Blue

RS PRO IP44 WALL MOUNT 
INDUSTRIAL POWER PLUG
• RS Pro panel mounted appliance inlets are angled at 90° for a more 
secure connection
• With a durable high-strength plastic housing and 
rated IP44 (Splash Proof,) the inlets are ideal for 
industrial purposes
• Multiple pole formats of these inlets are available, and have a 
current rating of 16A, 32A or 63A

5177357 3P+E Right Angle, Rated At 32.0A, 415.0 V, Red

RS PRO IP44 WALL MOUNT INDUSTRIAL 
POWER CONNECTOR SOCKET

• Lockable protection window on all variants to enhance 
safety 
• Wall mountable 
• Red and blue colours offered in this range of power 
connectors 
• Voltage ratings of 415V and 230v offered in this range 
• Angled socket, allowing a more convenient connection 
• All models offered in the range are highly reliable and 
excellent quality

410094 2P+E RCD, Rated At 16.0A, 230.0 V, Blue

410173 2P+E RCD, Rated At 16.0A, 230.0 V, Blue

RS PRO IP44 PANEL MOUNT 
INDUSTRIAL POWER SOCKET
• These RS brand straight socket outlets are panel 
mounted and rated IP44 (Splash Proof.)
• The socket covers and a sturdy mounting flange 
ensure these sockets are well suited to industrial 
applications
•The outlets are available rated at either 16A or 32A and 
110V or 230V

4641661 3P+N+E, Rated At 32.0A, 415.0 V

4641655 3P+N+E, Rated At 16.0A, 415.0 V

4641649 3P+E, Rated At 16.0A, 415.0 V

6685367 2P, Rated At 16.0A, 20 → 25 V, Purple

4641633 2P+E, Rated At 32.0A, 230.0 V, Blue

LEGRAND, P17 TEMPRA PRO IP66, 
IP67 RED WALL MOUNT INDUSTRIAL 
POWER SOCKET
• Legrand P17 Tempra Pro surface mount socket 
connectors, IP67 rating with 2 or 3 pole and earth/
neutral arrangement as stated, ratings from 16 to 125A
• Features a single captive screw per terminal for easy 
connectivity, the socket can be fixed at two angles, 
either 5 or 25 degrees if required 

8212012 3P+N+E, Rated At 16.0A, 415.0 V, Red

LEGRAND, P17 TEMPRA PRO IP66, 
IP67 PANEL MOUNT INDUSTRIAL 
POWER SOCKET

• Legrand P17 Tempra Pro panel mount socket 
connectors, IP67 rating with 2 or 3 pole and earth/neu-
tral arrangement as stated, ratings from 16A to 125A
• Features a single captive screw per terminal for easy 
connectivity

8212087 3P+N+E, Rated At 32.0A, 415.0 V, Red

8212028 3P+E, Rated At 16.0A, 415.0 V, Red

LEGRAND, P17 TEMPRA PRO IP44 
CABLE MOUNT INDUSTRIAL POWER 
SOCKET

• Legrand P17 Tempra Pro mobile socket connectors, 
IP44 rating with 2 or 3 pole and earth/neutral 
arrangement as stated, rated at 16 and 32A
• Features a single captive screw per terminal for easy 
connectivity, supplied unlocked

8211885 3P+N+E, Rated At 16.0A, 415.0 V, Red

8211930 3P+N+E, Rated At 32.0A, 415.0 V, Red

8211882 3P+E, Rated At 16.0A, 415.0 V, Red

8211936 3P+E, Rated At 32.0A, 415.0 V, Red

8211873 2P+E, Rated At 16.0A, 230.0 V, Blue

8211933 2P+E, Rated At 32.0A, 230.0 V, Blue

8211879 2P+E, Rated At 16.0A, 110.0 V, Yellow

CONNECTORS CONNECTORS

LEGRAND, HYPRA IP44 CABLE 
MOUNT INDUSTRIAL POWER PLUG

• Male plugs and female sockets for hostile and 
industrial environments
• Hypra series plastic version is fully compatible with the 
rubber versions
• The 16 A model is equipped with an ISO M25 cable 
gland, and the 32 A model is equipped with an ISO M32 
cable gland

479207 3P+E, Rated At 16.0A, 230.0 V, Blue

5142159 2P+E, Rated At 16.0A, 230.0 V, Blue

LEGRAND, P17 TEMPRA PRO IP66, 
IP67 CABLE MOUNT INDUSTRIAL 
POWER PLUG
• Legrand P17 Tempra Pro straight plug connectors, IP67 
rating with 2 or 3 pole and earth/neutral arrangement 
as stated, ratings from 16 to 125A
• Features a single captive screw per terminal for easy 
connectivity, supplied unlocked

8212002 3P+N+E, Rated At 16.0A, 415.0 V, Red

8212052 3P+N+E, Rated At 32.0A, 415.0 V, Red

8212009 3P+E, Rated At 16.0A, 415.0 V, Red

8212059 3P+E , Rated At 32.0A, 415.0 V, Red

8211996 2P+E , Rated At 16.0A, 230.0 V, Blue

RS PRO IP44 PANEL MOUNT HEAVY 
DUTY POWER CONNECTOR 
SOCKET

• A range of angled panel mount sockets offered in a 
variety of colours and contact layouts in 16A and 32A 
versions

7959867 3P+E, Rated At 32.0A, 415.0 V
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HIRSCHMANN, ST PANEL MOUNT 
INDUSTRIAL POWER PLUG

• 2-, 3- or 5-pole + earth compact connectors for 
connecting network voltages
• Connectors with small external dimensions and solid 
construction
• Fitted with a lock mechanism to prevent inadvertent 
detachment in the event of vibrations
• Used to connect small control mechanisms, 
servocontrols or line voltage supply on lighting circuits, 
or for device and machinery construction

1559547 2P, Rated At 16.0A, 250.0 V

ABB, TOUGH & SAFE IP67 PANEL 
MOUNT INDUSTRIAL POWER 
SOCKET

• ABB Tough and Safe range of panel mount socket 
outlet connectors available in 2P+E and 3P+E and 
3P+E+N versions with 63A and 125A ratings as specified
• All contacts are self cleaning and calibrated to 
maintain accurate contact pressure over time, water-
proof IP67 rating
• Ideal for industrial applications, harbours, mines, food 
and beverage

7209392 3P+N+E, Rated At 63.0A, 415.0 V, Red

ABB, TOUGH & SAFE IP67 PANEL MOUNT 
INDUSTRIAL POWER SOCKET

8305520 3P+N+E, Rated At 125.0A, 415.0 V, Red

8305518 3P+E, Rated At 63.0A, 415.0 V, Red

8305249 3P+E, Rated At 125.0A, 415.0 V, Red

8305514 2P+E, Rated At 63.0A, 230.0 V, Blue

ABB, TOUGH & SAFE IP67 CABLE 
MOUNT INDUSTRIAL POWER PLUG

• IP67 rated
• Stainless steel screws
• Clearly marked terminals
• 16-63A Current rating as specified

8305198 3P+E, Rated At 125.0A, 415.0 V, Red

ABB, KOMBI IP44 GREY PANEL 
MOUNT INDUSTRIAL POWER 
CONNECTOR SOCKET

• Contains RCD 25A/0.03A
• 2x25mm diameter knock-out cable entries

9144685 1x3P+N+E, 2x1P+E RCD, Rated At 13.0A, 230 
→ 400

ABB, EASY & SAFE IP67 CABLE 
MOUNT INDUSTRIAL POWER 
SOCKET

• IP67 Rated
• 16-32A Current rating as specified
• PA6 Plastic Material
• Compact design
• Clearly marked terminals

1358546 2P+E, Rated At 16.0A, 230.0 V, Blue

ABB, EASY & SAFE IP67 CABLE 
MOUNT INDUSTRIAL POWER PLUG

• IP67 Rated
• 16-32A Current rating as specified
• PA6 Plastic Material
• Compact design
• Clearly marked terminals

1358541 2P+E, Rated At 16.0A, 230.0 V, Blue

ABB, CMA IP44 PANEL MOUNT 
RIGHT ANGLE INDUSTRIAL POWER 
PLUG

• IP44 splashproof
• PA6 Plastic housing
• Compact design

8305401 2P+E, Rated At 16.0A, 110.0 V, Yellow

RS PRO STRAIGHT THROUGH RJ45 
ADAPTER

• From RS Pro, this RJ45 adapter allows the in-line 
coupling of two ethernet cable assemblies
• The RJ45 inline connector allows you to combine 
patch cords to extend the distance between RJ45 
devices and ethernet sockets
• The adapter is made from durable ABS resin, and 
features gold over nickel plated contacts for assured 
connectivity 
• 8 way RJ45 
• Straight through wiring 
• Durable design 

1863048 Cat3 RJ45 Coupler, UTP

CONNECTORS CONNECTORS

LEGRAND, P17 TEMPRA PRO IP66, 
IP67 CABLE MOUNT INDUSTRIAL 
POWER SOCKET

• Legrand P17 Tempra Pro mobile socket connectors, IP67 
rating with 2 or 3 pole and earth/neutral arrangement 
as stated, various ratings from 16A to 125A
• Features a single captive screw per terminal for easy 
connectivity, supplied unlocked

8211980 3P+E, Rated At 16.0A, 415.0 V, Red

8212034 3P+E, Rated At 32.0A, 415.0 V, Red

8211986 2P+E, Rated At 16.0A, 230.0 V, Red

LEGRAND, P17 TEMPRA PRO IP44 
CABLE MOUNT INDUSTRIAL POWER 
PLUG

• Legrand P17 Tempra Pro straight plug connectors, IP44 
rating with 2 or 3 pole and earth/neutral arrangement 
as stated, rated at 16 and 32A
• Features a single captive screw per terminal for easy 
connectivity, supplied unlocked

8211889 2P+E, Rated At 16.0A, 110.0 V, Yellow

8211955 3P+N+E, Rated At 32.0A, 415.0 V, Red

8211895 3P+N+E, Rated At 16.0A, 415.0 V, Red

8211946 3P+E, Rated At 32.0A, 415.0 V, Red

8211891 3P+E, Rated At 16.0A, 415.0 V, Red

8211942 2P+E, Rated At 32.0A, 230.0 V, Blue

MENNEKES IP44 CABLE MOUNT 
INDUSTRIAL POWER SOCKET & 
PLUG

• From Mennekes these low voltage connectors feature a 
unique connection system that ensures easy and 
reliable coupling between corresponding plugs and 
sockets
• The cable mounted socket features a hinged socket 
protector, and both the plug and the socket are rated 
to IP44, meaning they are well protected against water 
splashes

1871617 3P, Rated At 16.0A, 20 → 25 V, Purple

1871594 3P, Rated At 16.0A, 20 → 25 V, Purple
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MERLIN GERIN, PRATIKA IP67 PANEL 
MOUNT INDUSTRIAL POWER 
SOCKET

• Female angled plug-in cable sockets suitable for 
numerous industrial applications
• Available in 16 A or 32 A
• Snap-on fitting without stripping the wires, fast and 
reliable

4983937 3P+E Right Angle, Rated At 32.0A, 415.0 V, Red

4983870 2P+E Right Angle, Rated At 16.0A, 230.0 V, Blue

4983836 2P+E Angled, Rated At 16.0A, 230.0 V

MENNEKES POWERTOP PLUS IP67 
CABLE MOUNT INDUSTRIAL POWER 
SOCKET

• Abrasion resistant
• Self-extinguishing
• Heat resistant
• Resistant to cold temperatures
• Wear resistant
• Good electrical insulation

6796899 5P, Rated At 63.0A, 400 V, Red

6796937 5P, Rated At 125.0A, 400 V, Red

2360427 5P, Rated At 32.0A, 400 V, Red

2360398 5P, Rated At 16.0A, 400 V

6796928 5P, Rated At 125.0A, 400 V, Red

2360045 5P, Rated At 16.0A, 400 V, Red

BALS IP54 PANEL MOUNT 
INDUSTRIAL POWER SOCKET, 
GERMAN

• Quick-Connect screwless connection
• VDE tested
• 50 x 50 mm flange
• IP54 rated

1365717 2P+E, Rated At 16.0A, 250.0 V, Blue

1365722 2P+E, Rated At 16.0A, 250.0 V, Black

BALS IP44 CABLE MOUNT 
INDUSTRIAL POWER SOCKET

• Multi-Grip cable gland
• Quick-Connect screwless connection
• VDE tested
• IP44 rated

1365696 3P+E, Rated At 32.0A, 415.0 V, Red

KOPP BLACK CABLE MOUNT MAINS 
CONNECTOR PLUG
• Plastic protective contact plug
• With 2-pin rocker switch
• Cable outlet on side
• For cable cross section up to 3 x 1.5 mm2

7010499 2P, Rated At 16.0A, 250.0 V

HIRSCHMANN, ST PANEL MOUNT 
INDUSTRIAL POWER SOCKET
• From Hirschmann, this ST series rectangular power 
connector is a panel mounted connector that is 
available with or without an added gasket, and in male 
and female versions
• As this ST Series connector is rated to IP54, it is 
protected against contact, dust and water splashes, 
resulting in a good standard of environmental 
protection

1030973 3P, Rated At 16.0A, 250.0 V, 400.0 V

LEGRAND IP44 CABLE MOUNT 
INDUSTRIAL POWER PLUG

• Legrand P17 Tempra Pro straight plug connectors, IP44 rating with 2 or 
3 pole and earth/neutral arrangement as stated, rated at 16 and 32A
• Features a single captive screw per terminal for easy connectivity, 
supplied unlocked

1361459 2P, Rated At 16.0A, 20 → 25 V, Violet

BATTERIES & 
 CHARGERS
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DURACELL ALKALINE ‘N CELL 
(MN9100)
• High power output delivery
• Low self-discharge rate
• Anti-reverse polarity protection
• High chemical resistance rate
• No leaks
• Ease of use
• Long storage life
• Twin Pack

7174010 Alkaline 1.5V N Battery

DURACELL INDUSTRIAL AA 
BATTERIES
• Alkaline
• AA batteries
• Less health and environmental effects
• Long-term shelf life and reliability
• 1.5 V
• Operating temp: -20°C to 54°C
• Standard terminal type
• Pack of 10

7951520 Industrial Alkaline AA Battery 1.5V x10

DURACELL INDUSTRIAL AAA 
BATTERIES
• Long-lasting power output for a wide range of 
products
• Can supply reliable performance even if stored up to 
7 years
• Adaptable usage, can provide reliable performance in 
temperatures ranging from -20°C to 54°C
• Industrial by Duracell is the perfect power solution for 
use in professional equipment such as:
• Torches/flashlights
• Safety equipment (such as gas detectors)
• Microphones & communication devices
• Telemeters & measuring instruments
• Medical instruments (such as infusion pumps, blood 
pressure monitors & pulse oximete.

7951539 Industrial Alkaline AAA Battery 1.5V -10 Pack

DURACELL SECURITY MN21 
BATTERY
• Wide operating temperature range
• 12V of power
• Low self-discharge giving them an excellent shelf life
• Non-rechargeable
• Excellent reliability and high capacity longer life

7174029 Alkaline 12V A23 Battery

DURACELL INDUSTRIAL C 
BATTERIES
• Long-lasting power output for a wide range of 
products
• Can supply reliable performance even if stored up to 
7 years
• Adaptable usage, can provide reliable performance in 
temperatures ranging from -20°C to 54°C
• Industrial by Duracell is the perfect power solution for 
use in professional equipment such as:
• Torches/flashlights
• Safety equipment (such as gas detectors)
• Microphones & communication devices
• Telemeters & measuring instruments
• Medical instruments (such as infusion pumps, blood 
pressure monitors & pulse oximete

7951532 1.5V Alkaline C Battery With Standard Terminal 
Type x 10

EVEREADY PJ996/4R25

• The Eveready 11Ah lantern battery is available with a 
size of 996
• It is a high-performance, zinc chloride battery with 6V 
nominal voltage
• This battery gives significantly longer life than 
zinc-carbon
• The male and female terminals are marked
• The plastic cap covers the negative terminal 0% 
mercury cadmium

8405043 6V 11Ah Zinc Chloride Lantern Battery

PANASONIC LITHIUM COIN CELL 
BUTTON BATTERY
• These CR batteries feature lithium chemistry, which 
has a high energy density
• Non-Rechargeable
• Wide operating temperature range
• The self-discharge on this range of coin cells is low, 
giving them an excellent shelf life
• Resistant to vibration, shock and acceleration

4574713 CR1220, 3V, 35mAh 12.5mm Diameter

0597223 CR1620, 3V, 75 mAh 16mm Diameter

PANASONIC NON-RECHARGEABLE 
LITHIUM COIN CELL BATTERY
• These CR batteries feature lithium chemistry, which 
has a high energy density
• Non-Rechargeable
• Wide operating temperature range
• The self-discharge on this range of coin cells is low, 
giving them an excellent shelf life
• Resistant to vibration, shock and acceleration
• They have excellent reliability and a high capacity
• The batteries with PCB pins have a vertical or 
horizontal orientation

4574729 CR1616/BE, 3V, 16mm Diameter,

4574735 CR2016/BE, 3V, 20mm Diameter, Non-Rechargeable 
Lithium Coin Cell

4574741 CR2025/BE, 3V, 20mm Diameter, Non-Rechargeable 
Lithium Coin Cell

4574757 CR2032/BN, 3V, 20mm Diameter, Non-Rechargeable 
Lithium Coin Cell

RS PRO 996 LANTERN BATTERY

• Suitable for extra heavy-duty use
• Screw terminal connection on the battery
• Nominal voltage of 6V
• Max operating temperature of 50°C

7904690 6V, 7Ah Zinc Chloride Lantern Battery

RS PRO C ALKALINE BATTERY

• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery life

8264432 RS PRO 1.5V  With Standard Terminal Type x15

RS PRO D ALKALINE BATTERY

• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery lifes

8264423 RS PRO 1.5V Alkaline D Battery x15

RS PRO ALKALINE 9V BATTERY 15 
PACK
• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery lifes

8264435 9V Battery PP3, 15 pack

RS PRO NON-RECHARGEABLE AA 
ALKALINE BATTERY
• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery lifes

7442199 1.5V

RS PRO NON-RECHARGEABLE AAA 
ALKALINE BATTERY
• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery lifes

7442209 1.5V

RS PRO AA ALKALINE BATTERY

• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery lifes

7892828 1.5V, 100 pack

RS PRO AAA ALKALINE BATTERY

• Range includes: AA, AAA, C, D and PP3
• 1.5 V or 9 V
• Long lasting - last twice as long due to the purity of 
materials used within the battery
• Used in numerous everyday household, commercial 
and industrial items
• Ideally stored at room temperature, or a maximum of 
25°C to maintain the battery lifes

7892821 1.5V, 100 pack

RS PRO NON-RECHARGEABLE N 
ALKALINE BATTERY
• High voltage response, stable during most of the 
lifetime of the application 
• Low self-discharge rate 
• Ease of use 
• Wide operating temperature range 
• Long storage and operational life

7492623 1.5V N Battery

RS PRO LR44 ALKALINE COIN CELL

• High capacity 
• Wide operational temperature range 
• Long storage life 
• Long operational life

7757233 1.5V, 11.53mm Diameter, 158mAh

BATTERIES & CHARGERS BATTERIES & CHARGERS
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RS PRO LITHIUM COIN CELL

• These CR batteries feature lithium chemistry, which 
has a high energy density
• Non-Rechargeable
• Wide operating temperature range
• The self-discharge on this range of coin cells is low, 
giving them an excellent shelf life
• Suited to intermittent high load applications
• They have excellent reliability and a high capacity

8660653 3V, 12.5mm Diameter, 5 pack

8660663 3V, 20mm Diameter, 5 pack

8660672 3V, 20mm Diameter, 5 pack

RS PRO SR44 COIN CELL BATTERY

• Higher the capacity the longer life time
• Non-Rechargeable
• Wide operating temperature range
• Resistant to vibration, shock and acceleration
• Stable and steady performance and feature low 
internal resistance

0593423 1.55V, 11.6mm Diameter

RS PRO SR54 SILVER OXIDE COIN 
CELL
• Higher the capacity the longer life time
• Non-Rechargeable
• Wide operating temperature range
• Resistant to vibration, shock and acceleration
• Stable and steady performance and feature low 
internal resistance

0593439 1.55V, 70 mAh ,11.6mm Diameter

DURACELL CEF22 3 HOUR MULTI 
CHARGER
• Amber LED for AA, AAA, C, D,9V
• Input:100-240V AC, 50/60 Hz, 8W
• UK Plug
• Class 2, Power Supply
• Charges up to 4 cells at the same time
• Charges multiple sizes at once
• Charge time: ready in 3 hrs.*
• Primary Cell Protection - will not charge 
non-rechargeable batteries
• Over-temperature shut off- prevents overheat of cell
• Over-charge protection- prevents cell damage
• Dimensions: 203 (H) x 108 (W) x 60 mm (D)

7698761 NiMH 9V, AA, AAA, C, D Battery Charger with 
UKplug

EA ELEKTRO-AUTOMATIK, BATTERY 
CHARGER 13,8V/20,5A
• The supply voltage is between 90VAC and 264VAC 
• Automatic chargers for lead acid batteries 
• Primarily cycled with PFC 
• Over temperature protection 
• Short-circuit and reverse polarity protection 
• Polarity reversal protection 
• Efficiency is 75%

5388973 Lead Acid 13.8V 20.5A Battery Charger

MASCOT 3STAGE LEAD ACID 
BATTERY CHARGER
• 3 colour LED charge status indication
• Reverse-polarity protected and short circuit proof
• Temperature compensated charge voltage
• Mounting bracket available separately

4237543 12V 20A with UKplug

RS PRO LEAD ACID BATTERY 
CHARGER
• Trickle and fast charging
• Charging, overload and reverse polarity warning lights
• Ventilation to maintain low working temperature
• Rocker switches control variable output to the battery 
to maintain peak condition
• Suitable for regular and low maintenance batteries
• Supplied with 2200mm length output cables with 
heavy-duty crocodile clips and is fitted with ASTA/BS 
approved non-rewirable 3-pin safety plug
• Output: 12/24V
•Charging Rates: 2
• Polarity Protection: Fuse
• Heavy duty crocodile clips

7716276 14Amp 12/24V 230V, UK Plug

12V 8.0A 3 STAGE LEAD ACID 
CHARGER
• 3 Stage Control (Fast/Normal/Float)
• Full Charge with Automatic Shutdown
• Short Circuit Output Protected
• Reverse Polarity Protected
• Overload Protected
• Compliant to safety standards
• LED Indicator Included
• RoHS & CE Directive Compliant
• UK / EU Plugs

0549344 12V 8A, EU Plug

RS PRO MULTI BATTERY CHARGER

• Trickle charger for NiMH/NiCd cells
• Charges 1- 4 AA, AAA, C or D cells and 1-2 9V Blocks
• 230Vac Input 
• Test function for inserted cells
• Discharge function 
• LED indicator confirms cell insertion
• Wrong polarity protection (mechanical)
• CE Marked

0536489 NiCd, NiMH 9V, AA, AAA, C, D Battery Charger 
with UK Plug

BATTERIES & CHARGERS
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LENA SERIES LED HOLDER

• This range of base parts from LEDiL consists of base 
parts and adapters for use with LENA and LENINA LED 
reflectors
• They position and hold the LED in place before fixing 
the LED reflector on top. 
• The LENA and LENINA base parts form part of a larger 
ecosystem of LED reflectors and sublenses
• With a very large number of different parts within 
the LENA and LENINA family, they enable numerous 
potential designs

8910589 LED Holder for CLL03x LED, CLU-034 LED

1460813 LED Holder for CLL03x LED, CLU-034 LED

LED SPACER FOR 3MM (T-1) AND 
5MM (T-1 3/4) LEDS
• The LEDS and SQLEDS series, from Richco, are LED 
spacers and insulators for through hole LEDs
• They are designed to space the LED from the surface 
of the board which ensures mounting uniformity and 
easy production
• The SQLEDs series are square shaped and therefore 
designed for angled applications 
• Designed for easy installation, the LEDS and SQLEDS 
series insulate and spaces the leads
• They are available in a variety of sizes with slots and 
holes for choice of mount

1136150 LED Spacer for 3mm (T-1) and 5mm (T-1 3/4) LEDs

VCC IP67 PANEL MOUNT LED 
INDICATOR
• FlexVolt technology allows use with any voltage from 
5V to 28V DC
• Fast pitch threads for easy assembly, requires 1 turn
• Screw terminal, Solder tab or Flying lead connections
• Direct sunlight visibility
• Wide viewing angle
• Designed for extreme harsh and outdoor environments
• Shock and vibration resistant
• Moisture sealed: IP67 / NEMA 6P rated

1371116 PMI Round 22mm LED FV Wire Green

1371302 PMI Round 22mm LED FV Wire Red

1371323 PMI Round .668” LED FV Wire Green

1371232 PMI Round .668” LED FV Wire Red

DISPLAY & OPTOELECTRONICS

PASSIVE 
COMPONENTS

Lighting Solutions for your needs.
RS PRO offers smart lighting solutions 
from driverless LED floodlights to 
luminaires, from site-safety lighting to 
indicators our comprehensive range 
will let your business shine under a 
brand new light.

WHEN LIGHTING 
MATTERS

Discover more at export.rsdelivers.com
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NICHICON BT SERIES ALUMINIUM 
ELECTROLYTIC CAPACITOR
• High reliability
• High ripple current
• Long life up to 10,000 hours

7621641 Nichicon 2200ºF Electrolytic Capacitor 10V dc

KEMET C87 SERIES 
POLYPROPYLENE CAPACITOR
• High capacitance density
• Self-healing metal layer
• VDE, CQC and UL810 approved
• Rated frequency of 50 Hz and 60 Hz
• Safety device protection
• Typical applications include Motor Run P2 safety 
class: Single phase motors, Low-power electric motors 
and compressors

9119396 KEMET 3.5ºF Polypropylene Capacitor

EPCOS POLYPROPYLENE FILM 
CAPACITOR
• Double fast on terminals
• Rated for continuous service
• Option threaded studs are

7694267 Epcos 2.5ºF Polypropylene Capacitor

EBM-PAPST AXIAL FAN 
CAPACITORS
• Capacitor for ebm-papst’s AC Multi Speed Blowers
• Plastic or Aluminimum Housing

8256602 ebm-papst 6ºF Polypropylene Capacito

CORNELL-DUBILIER POLYESTER 
CAPACITOR
• Non-inductively wound
• Flame retardant outer wrap
• Non-polar

8715886 Cornell-Dubilier 10nF Polyester Capacitor

PASSIVE COMPONENTS

POWER 
SUPPLIES
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ARTESYN EMBEDDED 
TECHNOLOGIES, EMBEDDED 
SWITCH MODE POWER SUPPLY 

• Convenient size 2.4 x 4.5 x 7.5 inches
• Industrial and Medical safety approvals
• -40°C to 70°C
• Typical efficiency 89
• Variable Smart speed fan
• Total Max power 600 W
• Total Max Current 27 A
• Sinlge output

7878923 15V dc, 600W, Enclosed, Medical Approved

ARTESYN EMBEDDED 
TECHNOLOGIES, EMBEDDED 
SWITCH MODE POWER SUPPLY

7718474 24V dc, Enclosed, Medical Approved

ARTESYN EMBEDDED 
TECHNOLOGIES, EMBEDDED 
SWITCH MODE POWER SUPPLY

7718486 48V dc, Enclosed, Medical Approved

OMRON DIN RAIL POWER SUPPLY

• Limits for harmonic current emissions 
• Applicable to input free voltage: 100 to 240 VAC 
• Extended DC input voltage range: 80 to 370 VDC 
• DC input is not subject to EC directives and safety 
standards. 
• Easy mounting: Front-mounting bracket type and DIN-
Rail mounting type are included as standard with the 
product. Screw-mount at the top. (except 300-/600-W 
models) 
• Safety standards 
• Alarm detection function, Remote control function, 
Remote sensing function S8JX-G Series

1849499 100 → 240V ac Input Voltage, 12V dc Output 
Voltage, 27A Output Current,

PHOENIX CONTACT DIN RAIL 
POWER SUPPLY
• Primary-switched power supply unit, QUINT POWER, 
Push-in connection, DIN rail mounting, input: 1-phase, 
output: 12 V DC / 7.5 A

1926542 100 → 240 V ac, 110 → 250 V dc Input Voltage, 
12V dc Output

PULS CP, DIN RAIL POWER SUPPLY

• 20% output power reserves 
• Active power factor correction 
• Efficiency up to 94.3% 
• Excellent partial load efficiency 
• Minimal inrush surge current 
• Overload protection 
• Practical handling 
• Short circuit protection

1812487 100 → 240V ac Input Voltage, 24V dc Output 
Voltage, 5A Output Current, 120W

PULS DIMENSION C-LINE, DIN RAIL 
PANEL MOUNT POWER SUPPLY
• 20% output power reserves up to 45°C continuously 
allowed 
• Cost effective 
• DC-OK relay contact 
• Efficiency up to 94% 
• Excellent partial load efficiency 
• Large screw terminals 
• Minimal inrush current surge 
• Operation temperature ranging between -25°C and 
70°C 
• Power rating is 480W 
• Ripple factor and noise is 50mV 
• Safe HiccupPLUS overload mode 
• Slim design 
• Wide range auto select input

7697424 100 → 240V ac Input Voltage, 24V dc Output 
Voltage,

PULS DIMENSION Q, DIN RAIL PANEL 
MOUNT POWER SUPPLY
• Light and compact 
• Quick-connect spring-clamp terminals 
• Efficiency is up to 91.8% 
• Power rating is 180W 
• Ripple factor and noise is 50mVpp
• Active power factor correction (PFC) 
• Negligible low inrush current surge 
• DC-OK signal with relay 
• 50% power reserves available up to 4s 
• Operation temperature ranges between -25°C and 
70°C

5145568 100 → 240V ac Input Voltage, 12V dc Output 
Voltage, 15A

PULS MINILINE MLY, DIN RAIL PANEL 
MOUNT POWER SUPPLY

• Miniature size and lightweight 
• Quick and easy mount 
• Spring clamp terminals 
• No neutral wire required 
• Efficiency is up to 86% 
• Power rating is 36W 
• Ripple factor and noise is 240mVpp 
• Overload and short-circuit protected 
• Output LED indicator 
• Operation temperature ranges between -10°C and 
70°C

4246272 100 →240V ac Input Voltage, ±12 V dc, ±15 V dc 
Output

6700652 100 → 240V ac Input Voltage, 12V dc Output 
Voltage, 1.3A

MEAN WELL DR, DIN RAIL PANEL 
MOUNT POWER SUPPLY

• Universal AC input/full range
• Protections: Short circuit/Overload/Over voltage/Over 
temperature
• Cooling by free air convection
• Can be installed on DIN Rail TS-35/7.5 or 15
• UL 508 (industrial control equipment) approved
• LED indicator for power-on
• 100% full load burn-in test
• Fix switching at 100 kHz

282524 85 → 264V ac Input Voltage, 12V dc Output 
Voltage, 3.5A Output

282552 85 → 264V ac Input Voltage, 12V dc Output 
Voltage, 6.3A Output

7654632 85 → 264V ac Input Voltage, 24V dc Output 
Voltage, 1.5A Output

MEAN WELL MDR, DIN RAIL PANEL 
MOUNT POWER SUPPLY

• Universal AC input/Full range
• Protections: Short circuit/Overload/Over voltage
• Cooling by free air convection
• Can be installed on DIN Rail TS-35/7.5 or 15
• DC OK relay contact
• LED indicator for power-on
• No load power consumption <0.75 W
• 100% full load burn-in test
• Class 1, Div 2 hazardous locations T4

428427 85 → 264V ac Input Voltage, 12V dc Output 
Voltage, 1.67A

MEAN WELL SDR, DIN RAIL POWER 
SUPPLY

• Short circuit/Overload/Over voltage/Over temperature 
protections
• Can be installed on DIN Rail TS-35/7.5 or 15
• Cooling by free air convection
• UL 508 (industrial control equipment) approved
• EN61000-6-2 (EN50082-2) industrial immunity level
• 100% full load burn-in test
• High efficiency 90% (SDR-75) 94% (SDR-960) and 
low-power dissipation
• 150% (SDR-75) 130% (SDR-960) peak load capability

1222226 N52- 180 → 264V ac Input Voltage, 24V dc Output 
Voltage, 40A Output Current,

MEAN WELL EMBEDDED SWITCH 
MODE POWER SUPPLY SMPS

• High-efficiency up to 88% 
• Long life and high reliability 
• High power density 
• High operating temperature up to 70°C 
• Long life electrolytic capacitors 105°C 
• Adjustable output voltage for single output types, 
10.8V to 13.2V at 12V and 22V to 27.6V at 24V 
• Adjustable output voltage for dual output types on 
output 1, -5% to 10% 
• Dual outputs have a minimum load requirement 
• The total load must not exceed the rated output power 
• Cooling by free air convection 
• Withstands a 5G vibration test 
• Overload and overvoltage protection 

6210679 24V dc, Enclosed

MEAN WELL, 10W EMBEDDED 
SWITCH MODE POWER SUPPLY

424380 5V dc, Open Frame, Medical Approved

MEAN WELL, 140W EMBEDDED 
SWITCH MODE POWER SUPPLY 
SMPS

7537782 5V dc, Open Frame, Medical Approved

MEAN WELL, 201.6W EMBEDDED 
SWITCH MODE POWER SUPPLY 
SMPS

• High-efficiency up to 88% 
• Long life and high reliability 
• High power density 
• High operating temperature up to 70°C 
• Long life electrolytic capacitors 105°C 
• Screw terminals 
• Adjustable output voltage for single output types, 
10.8V to 13.2V at 12V and 22V to 27.6V at 24V 
• Adjustable output voltage for dual output types on 
output 1, -5% to 10% 
• Dual outputs have a minimum load requirement 
• The total load must not exceed the rated output power 
• Cooling by free air convection 
• Withstands a 5G vibration test 

7772897 24V dc, Enclosed

MEAN WELL, 275W EMBEDDED 
SWITCH MODE POWER SUPPLY 

6783827 5V dc, Enclosed

MEAN WELL, 300W EMBEDDED 
SWITCH MODE POWER SUPPLY 
SMPS

6448161 12V dc, Enclosed

POWER SUPPLIES POWER SUPPLIES

• Convenient size 2.4 x 4.5 x 7.5 inches
• Industrial and Medical safety approvals
• -40°C to 70°C
• Typical efficiency 89%
• Variable Smart speed fan
• Total Max power 600 W
• Total Max Current 27 A
• Sinlge output

• Convenient size 2.4 x 4.5 x 7.5 inches
• Industrial and Medical safety approvals
• -40°C to 70°C
• Typical efficiency 89%
• Variable Smart speed fan
• Total Max power 600 W
• Total Max Current 27 A
• Sinlge output

• High-efficiency up to 88% 
• Long life and high reliability 
• High power density 
• High operating temperature up to 70°C 
• Long life electrolytic capacitors 105°C 
• Adjustable output voltage for single output types, 
10.8V to 13.2V at 12V and 22V to 27.6V at 24V 
• Adjustable output voltage for dual output types on 
output 1, -5% to 10% 
• Dual outputs have a minimum load requirement 
• The total load must not exceed the rated output power 
• Cooling by free air convection 
• Withstands a 5G vibration test 
• Overload and overvoltage protection 

• High-efficiency up to 88% 
• Long life and high reliability 
• High power density 
• High operating temperature up to 70°C 
• Long life electrolytic capacitors 105°C 
• Adjustable output voltage for single output types, 
10.8V to 13.2V at 12V and 22V to 27.6V at 24V 
• Adjustable output voltage for dual output types on 
output 1, -5% to 10% 
• Dual outputs have a minimum load requirement 
• The total load must not exceed the rated output power 
• Cooling by free air convection 
• Withstands a 5G vibration test 
• Overload and overvoltage protection 

• High-efficiency up to 88% 
• Long life and high reliability 
• High power density 
• High operating temperature up to 70°C 
• Long life electrolytic capacitors 105°C 
• Adjustable output voltage for single output types, 
10.8V to 13.2V at 12V and 22V to 27.6V at 24V 
• Adjustable output voltage for dual output types on 
output 1, -5% to 10% 
• Dual outputs have a minimum load requirement 
• The total load must not exceed the rated output power 
• Cooling by free air convection 
• Withstands a 5G vibration test 
• Overload and overvoltage protection 

• High-efficiency up to 88% 
• Long life and high reliability 
• High power density 
• High operating temperature up to 70°C 
• Long life electrolytic capacitors 105°C 
• Adjustable output voltage for single output types, 
10.8V to 13.2V at 12V and 22V to 27.6V at 24V 
• Adjustable output voltage for dual output types on 
output 1, -5% to 10% 
• Dual outputs have a minimum load requirement 
• The total load must not exceed the rated output power 
• Cooling by free air convection 
• Withstands a 5G vibration test 
• Overload and overvoltage protection 
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SIEMENS SITOP PSU6200, DIN RAIL 
POWER SUPPLY
• Adjustable output 
• Efficiency up to 89% 
• LED display 
• Short circuit protected 
• Single phase input 
• Temperature ranges between -25°C and 70°C

1833604 85 → 264V ac Input Voltage, 24V dc Output 
Voltage, 2.5A Output

TDK-LAMBDA DRB480, DIN RAIL 
POWER SUPPLY

• Easy system integration 
• High efficiency up to 90% 
• LED indicator 
• Long lifetime 
• Operating temperature ranges between -20°C and 
70°C 
• Power rating is 480W 
• Ripple factor and noise is less than 240mV

1370850 90 → 264V ac Input Voltage, 24V dc Output 
Voltage, 20A Output

TDK-LAMBDA, 10.5W EMBEDDED 
SWITCH MODE POWER SUPPLY

• 30% Smaller than previous generation
• Operating Temperature‚10°C to +70°C
• No Load Input Power ÀÇ0.5 W
• 10 year E-cap lifetime
• Simplifies equipment design
• Improved system power optimisation
• Suitable for Green products
• Superior reliability

7775076 15V dc, Open Frame

TDK-LAMBDA, 12W EMBEDDED 
SWITCH MODE POWER SUPPLY

• 30% Smaller than previous generation
• Operating Temperature‚ 10°C to +70°C
• No Load Input Power - 0.5 W
• 10 year E-cap lifetime
• Simplifies equipment design
• Improved system power optimisation
• Suitable for Green products
• Superior reliability

7775079 24V dc, Open Frame

TDK-LAMBDA, 150W EMBEDDED 
SWITCH MODE POWER SUPPLY

• Universal AC input 88-264Vac, LS150 models are switch 
selectable for 115 or 230Vac
• Overcurrent/Overvoltage protection
• Power factor correction to EN 61000-3-2
• Withstands 300Vac surges (minimum 5s)
• Very High efficiency up to 87%
• Conducted and radiated EMI: EN55011/EN55022-B, 
FCC-B

6802824 15V dc, Enclosed

TRACOPOWER TIS, DIN RAIL PANEL 
MOUNT POWER SUPPLY

• High-efficiency up to 90% 
• LED status indicator 
• Operation temperature ranging between -25°C and 
70°C 
• Overload and short circuit protection 
• Pluggable screw terminal 
• Power rating is up to 500W 
• Ripple factor and noise is 50mV

3288203 187 → 264V ac Input Voltage, 24V dc Output 
Voltage, 20A

TRACOPOWER TPC, DIN RAIL 
POWER SUPPLY
• High efficiency across full load range
• Output voltage adjustable
• Low ripple and noise
• Overload and short circuit protection
• Compact plastic case
• DIN Rail mountable

1258534 85 → 264 V ac, 90 → 375 V dc Input Voltage, 24V 
dc Output

TRACOPOWER, 15W EMBEDDED 
SWITCH MODE POWER SUPPLY

• Adjustable output voltage 
• Cost optimised design 
• Efficiency is 78% 
• High operating temperature up to 70°C 
• Low no load power consumption <0.5W up to 75W 
units 
• No internal fan up to 150W models 
• Very compact power supply 
• Withstand 300VAC surge input for 5 second 

7703248 5V dc, Enclosed

7703242 12V dc, Enclosed

7703251 15V dc, Enclosed

7703254 24V dc, Enclosed

WEIDMÜLLER PRO ECO, DIN RAIL 
POWER SUPPLY
• Highly efficient is up to 93% 
• Operating temperature ranges between -25°C and 
70°C 
• Overload and short circuit protection 
• Power rating is 960W 
• Reliable and robust 
• Ripple factor and noise is less than 50mV 
• Screw connection 
• Tricolour LED status indicator

9236517 85 → 264V ac Input Voltage, 24V dc Output 
Voltage, 40A Output

BLOCK 1000VA ISOLATING 
TRANSFORMER
• Dual input Voltage
• Good switch on behaviour due to reduced starting 
currents
• Excellent corrosion protection
• Low Noise
• Contact protected screw connection terminals 
complying with UVV BGV A3
• An isolating transformer for safe electrical isolation of 
the input and out put sides. The Transformer is suitable 
for creating SELV and PELV because of the limit on the 
output voltage. The construction of the transformer can 
supply control systems according to VDE0113

1237395 230/400V ac Primary, 2 x 24V ac Secondary

BLOCK 100VA DIN RAIL PANEL 
MOUNT TRANSFORMER

• Length: 84mm, Width: 81mm, Depth: 95mm
• Max temperature +40°C
• 1 output 
• Power Rating 100VA
• Primary Voltage Rating 218V ac, 230V ac, 242V ac
• Secondary Voltage Rating 24V ac

1587378 218V ac, 230V ac, 242V ac Primary 1 x, 24V ac 
Secondary

BLOCK 100VA DIN RAIL PANEL 
MOUNT TRANSFORMER

• Input voltages 208V, 230V, 380V, 400V, 415V, 440V, 
460V, 480V, 500V, 525V, 550V, 575V, 600V provide a 
large range of output current
• Vacuum resin impregnation

4197423 208 to 600V ac Primary 2 x, 115V ac Secondary

BLOCK 100VA ISOLATING 
TRANSFORMER
• Safety isolating and isolating control transformers
• Twin secondary winding for series or parallel 
connection
• 63,100,160 and 250VA transformers can be mounted on 
standard 35mm DIN rail
• All units have 4 hole panel mount fixings
• Easy installation 4mm¬≤ cage clamp terminals
• Insulation catagory Class B
• Primary connections 0V, -15V, +15V, 230V, 400V. The 
+ 15 and -15V allows you to offset the primary Voltage 
by 15V
• Low inrush current
• High efficiency, low regulation

3618070 215V ac, 230V ac, 245V ac, 385V ac, 400V ac, 
415V ac Primary 2 x, 115V ac Secondary

BLOCK 100VA ISOLATING 
TRANSFORMER

3617982 215V ac, 230V ac, 245V ac, 385V ac, 400V ac, 
415V ac Primary 2 x, 12V ac Secondary

BLOCK 160 VA, 320 VA ISOLATING 
TRANSFORMER

• 6.3 x 0.8 mm Tab Connector
• 4mm2 Screw Terminals

9039903 230V ac, 400V ac Primary, 230V ac Secondary

BLOCK 1600 VA, 4000 VA ISOLATING 
TRANSFORMER
• Safe galvanic isolation
• Integrated crane eyes
• Non-slip terminals
• Corrosion protections and low noise
• Horizontal design ensures space saving

9039830 380V ac, 400V ac, 420V ac Primary, 42V ac 
Secondary

BLOCK 160VA DIN RAIL PANEL 
MOUNT TRANSFORMER
• International standard voltage 230 V/400 V in 
accordance with DIN IEC 38
• Primary-side ¬±5% taps to adjust the voltage
• Can be used worldwide as it fulfils national and 
international regulations
• High power output per volume thanks to compact 
design
• Standard humidity protection by means of 
waterproofing
• Contact-protected connector points for screw 
connectors or plug connectors
• Quick fastening, suitable for 35 mm rail terminal in 
accordance with DIN EN 50022

1587390 218V ac, 230V ac, 242V ac Primary 1 x, 24V ac 
Secondary

BLOCK 160VA ISOLATING 
TRANSFORMER
• Safety isolating and isolating control transformers
• Twin secondary winding for series or parallel 
connection
• 63,100,160 and 250VA transformers can be mounted on 
standard 35mm DIN rail
• All units have 4 hole panel mount fixings
• Insulation catagory Class B
• Primary connections 0V, -15V, +15V, 230V, 400V. The 
+ 15 and -15V allows you to offset the primary Voltage 
by 15V 
•High efficiency, low regulation

3618086 215V ac, 230V ac, 245V ac, 385V ac, 400V ac, 
415V ac Primary 2 x, 115V ac Secondary

3617998 215V ac, 230V ac, 245V ac, 385V ac, 400V ac, 
415V ac Primary 2 x, 12V ac Secondary

POWER SUPPLIES POWER SUPPLIES

• Length: 84mm, Width: 85mm, Depth: 96mm
• Max temperature +40°C
• 2 outputs
• Power Rating 100VA
• Primary Voltage Rating 215V ac, 230V ac, 245V ac, 
385V ac, 400V ac, 415V ac
• Secondary Voltage Rating 12V ac
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BLOCK 2.5KVA ISOLATING 
TRANSFORMER
• Safety isolating and isolating control transformers
• Twin secondary winding for series or parallel 
connection
• 63,100,160 and 250VA transformers can be mounted on 
standard 35mm DIN rail
• All units have 4 hole panel mount fixings
• Easy installation 4mm2 cage clamp terminals
• Insulation catagory Class B
• Primary connections 0V, -15V, +15V, 230V, 400V. The 
+ 15 and -15V allows you to offset the primary Voltage 
by 15V
• Low inrush current
• High efficiency, low regulation

4369886 230V ac, 400V ac Primary 2 x, 115V ac 
Secondary

BLOCK 250 VA, 490 VA ISOLATING 
TRANSFORMER
• 6.3 x 0.8 mm Tab Connector
• 4mm2 Screw Terminals

9039912 230V ac, 400V ac Primary, 24V ac Secondary

BLOCK 250VA DIN RAIL & PANEL 
MOUNT TRANSFORMER
• Input voltages 208V, 230V, 380V, 400V, 415V, 440V, 
460V, 480V, 500V, 525V, 550V, 575V, 600V provide a 
large range of output current
• Vacuum resin impregnation

4197524 208 to 600V ac Primary 2 x, 12V ac Secondary

BLOCK 250VA DIN RAIL PANEL 
MOUNT TRANSFORMER
• Low voltage drop
• High performance during short-term operation
• International standard voltage 230 V/400 V in 
accordance with DIN IEC 38
• Primary-side ±5% taps to adjust the voltage
• Can be used worldwide as it fulfils national and 
international regulations
• High power output per volume thanks to compact 
design
• Standard humidity protection by means of 
waterproofing
• Contact-protected connector points for screw 
connectors or plug connectors
• Quick fastening, suitable for 35 mm rail terminal in 
accordance with DIN EN 50022

1587407 218V ac, 230V ac, 242V ac Primary 1 x, 24V ac 
Secondary

BLOCK 300VA ISOLATING 
TRANSFORMER

• Encapsulated in plastic housing upto 300VA
• Housed in metal enclosures from 500VA
• Screw terminals on input and output
• Strain relief for connecting leads
• Dual output for series or parallel connection
• High efficiency 88% typical
• 100% electrical and 5kV flash tested
• Max ambient temp: +40°C 
• Insulation category: Class B (Typical) 
• Construction: Class 2 
• Protection index: IP20

2787103 230V ac Primary 2 x, 115V ac Secondary

BLOCK 400VA DIN RAIL PANEL 
MOUNT TRANSFORMER
• Input voltages 208V, 230V, 380V, 400V, 415V, 440V, 
460V, 480V, 500V, 525V, 550V, 575V, 600V provide a 
large range of output current
• Vacuum resin impregnation

4197530 208 to 600V ac Primary 2 x, 12V ac Secondary

BLOCK 500VA ISOLATING 
TRANSFORMER
• Safety isolating and isolating control transformers
• Twin secondary winding for series or parallel 
connection
• 63,100,160 and 250VA transformers can be mounted on 
standard 35mm DIN rail
• All units have 4 hole panel mount fixings
• Easy installation 4mm≤ cage clamp terminals
• Insulation catagory Class B
• Primary connections 0V, -15V, +15V, 230V, 400V. The 
+ 15 and -15V allows you to offset the primary Voltage 
by 15V
• Low inrush current
• High efficiency, low regulation

3618115 215V ac, 230V ac, 245V ac, 385V ac, 400V ac, 
415V ac Primary 2 x, 115V ac Secondary

BLOCK 60VA ISOLATING 
TRANSFORMER
• Encapsulated in plastic housing upto 300VA
• Housed in metal enclosures from 500VA
• Screw terminals on input and output
• Strain relief for connecting leads
• Dual output for series or parallel connection
• High efficiency 88% typical
• 100% electrical and 5kV flash tested
• Max ambient temp: +40°C 
• Insulation category: Class B (Typical)
• Construction: Class 2 
• Protection index: IP20

2787068 230V ac Primary 2 x, 115V ac Secondary

BLOCK ENCLOSED 
AUTOTRANSFORMER
• Thermal overload protection 
• Integrated fuse protection 
• Transformers tested to EN 61558, VDE 0570

2932678 115 V ac, 230 V ac Primary, 115 V ac, 220 V ac, 
230 V ac Secondary

CARROLL & MEYNELL 1KVA 
AUTOTRANSFORMER
• Protection from thermal overload
• Ingress protection to IP20 from glass reinforced 
polyester
• The input consists of mains cable with 3-pin 13A plug
• One US style 3-pin 15A/127V flush-mounted socket for 
the output
• Robust white enclosure

3476652 230V ac Primary, 114.2V ac Secondary, Bobbin 
Core

CARROLL & MEYNELL 2KVA 
AUTOTRANSFORMER
• Protection from thermal overload
• Ingress protection to IP20 from glass reinforced 
polyester
• The input consists of mains cable with 3-pin 13A plug
• One US style 3-pin 15A/127V flush-mounted socket for 
the output
• Robust white enclosure

3476668 230V ac Primary, 115V ac Secondary, Bobbin 
Core

CARROLL & MEYNELL, 1.2 KVA, 200 
VA CM2250WM2 SINGLE PHASE 
ISOLATION TRANSFORMER
• Double wound
• 110V secondary centre tapped to earth to minimise 
shock risk
• Sheet steel IP22 type wall mounting enclosure
• Resettable thermal cut out trip in primary circuit to 
prevent overload
• Thermal safety overload fuse embedded into primary 
winding
• 20mm conduit entry on both sides of the case

3476674 230V ac, 10.2 A rms, 24 V ac

LEGRAND 63VA CONTROL PANEL 
TRANSFORMERS
• Compact, open type control panel transformer
• Fully shrouded screw terminals with permanent 
marking
• Detailed product specification permanently marked 
on front of unit
• VA ratings compatible with available protection 
devices
• Dual standard primary winding 230 / 400Vac

383308 230V ac, 400V ac Primary 1 x, 115V ac, 230V ac 
Secondary

OSRAM HALOTRONIC 
PROFESSIONAL HTL TRANSFORMER
• Very low power loss thanks to high efficacy
• Through-wiring possible on the primary side
• Large temperature range
• Protective operation throughout the entire partial-load 
range for long lamp life
• Electronic transformers for converting and lowering 
voltages for 12 V, very low-voltage halogen lights
• Operates on 230 → 240 V power supplies; 0.50 → 60 Hz
• The maximum admissible ambient temperature of 
50 °C
• Short-circuit protection, overload protection, overtem-
perature protection: electronically reversible
• Line harmonics according to EN 61000-3-2
• Immunity according to EN 61547
• Safety: to EN 61347

6692901 35 → 105W Light Transformer, 230 → 240V ac, 
11.3V ac

SCHNEIDER ELECTRIC 1000VA DIN 
RAIL PANEL MOUNT TRANSFORMER

• Single-phase single-winding safety and isolation 
transformers
• Able to supply higher powers on occasion
• Feature a panel display to reduce ESD
• Screw termination
• Plate mounting
• Double section bobbin construction
• Fully shrouded bobbins
• Multi-hole frame fixing
• Solder tag terminations
• 100% electrical and flash tested
• Tested in accordance with BS3535 and EN 60 742

6086410 230V ac, 400V ac Primary 1 x, 230V ac 
Secondary

SCHNEIDER ELECTRIC 1600VA DIN 
RAIL PANEL MOUNT TRANSFORMER
• Single-phase single-winding safety and isolation 
transformers
• Able to supply higher powers on occasion
• Feature a panel display to reduce ESD
• Screw termination
• Plate mounting
• Double section bobbin construction
• Fully shrouded bobbins
• Full varnish impregnation
• Multi-hole frame fixing
• Solder tag terminations
• 100% electrical and flash tested
• Tested in accordance with BS3535 and EN 60 742

6086448 230V ac, 400V ac Primary 1 x, 230V ac 
Secondary

SOLAHD 100 (CONTINUOUS) VA 
230 (INSTANTANEOUS) VA DIN RAIL 
MOUNT TRANSFORMER

• Epoxy encapsulated for cooler operation
• Interleaved copper windings reduce I≤R losses and 
maximize efficiency
• 50/60 Hz
• +55°C Rise, +105°C insulation system for harsh, heavy 
duty applications

8908634 200 → 480V ac Primary, 23

SOLAHD 200VA DIN RAIL & PANEL 
MOUNT TRANSFORMER

• 50 to 1000 VA, 50/60 Hz suitable for worldwide 
applications
•+55°C Rise, +105°C insulation system to minimize heat
• Epoxy encapsulated to protect cores and coils against 
moisture, dirt, and other contaminants
• Meets or Exceeds NEMA Standard ST 1 and ANSI C89.1 
for load inrush capability
• Integrally moulded, flame retardant (IEC 707 / ISO 
Class 1210) Terminal Blocks provide greater terminal 
contact area and improved conductivity
• Mounting dimensions are compatible with similar 
control transformers

8908873 220 → 480V ac Primary, 110 → 120V ac Secondary

POWER SUPPLIES POWER SUPPLIES
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RS PRO 100VA ISOLATION 
TRANSFORMER
• High-quality safety and isolation transformers
• Second section bobbin for full separation between 
primary and secondary winding
• Low noise laminations
• Earth terminal provided
• High efficiency
• Varnish impregnated

1234140 15 → 400V ac Primary, 115V Secondary

RS PRO 160VA ISOLATION 
TRANSFORMER
• High-quality safety and isolation transformers
• Second section bobbin for full separation between 
primary and secondary winding
• Low noise laminations
• Earth terminal provided
• High efficiency
• Varnish impregnated

1234143 15 → 400V ac Primary, 2 x 115V ac Secondary

RS PRO 1KVA ENCLOSED 
AUTOTRANSFORMER
• Compact construction    
• Full varnish impregnation   
• Fully shrouded    
• Four-hole fixing for permanent installation  
• Terminal blocks with protective covers (except 50VA 
which has leads)    
• 100% electrical and flash tested (2kV winding to core)
• Tested in accordance with EN61558

504206 220 V ac, 230 V ac, 240 V ac Primary, 115V ac 
Secondary

RS PRO 200VA ISOLATION 
TRANSFORMER
• Class 1

1237378 230V ac

RS PRO 250VA ISOLATION 
TRANSFORMER
• High-quality safety and isolation transformers
• Second section bobbin for full separation between 
primary and secondary winding
• Low noise laminations
• Earth terminal provided
• High efficiency
• Varnish impregnated

1234144 15 → 400V ac Primary, 12V ac Secondary

RS PRO 500VA ISOLATING 
TRANSFORMER
• High quality safety and isolating transformers de-
signed for use in control circuits and general 
applications
• Low loss noise laminations   
• Dual standard primary winding 230 /  400Vac with 
+15V tap for input flexibility
• Dual secondaries are centre tapped. Earth terminal 
provided
• Fully shrouded cage clamp terminal with voltage 
markings
• Detailed product specification on permanent label
• High efficiency, low regulation design

504228 230 V ac, 245 V ac, 400 V ac, 415 V ac Primary 1 
x, 230V ac Secondary

RS PRO 50VA ISOLATING 
TRANSFORMER
• High quality safety and isolating transformers 
designed for use in control circuits and general 
applications
• Low loss noise laminations   
• Dual standard primary winding 230 /  400Vac with 
+15V tap for input flexibility
• Dual secondaries are centre tapped. Earth terminal 
provided
• Varnish impregnated for overall protection against 
humidity and rusting
• High efficiency, low regulation design

504313 230 V ac, 245 V ac, 400 V ac, 415 V ac Primary 1 
x ±24V ac Secondary

RS PRO DIMMABLE ELECTRONIC 
MINI TRANSFORMER - PW60
• Class II protection against electric shock following 
direct and indirect contact
• Inlet and outlet terminals are on the same side (2.5 
mm2 terminal area)
• Clamping screws on primary and secondary circuits 
for cables with diameter 3mm min and 8mm max
• Cable unsheathing 18mm max
• The transformercan be secured by means of threaded 
slots
• Protected against overheating and short circuits, 
mains voltage spikes and overloads

7141388 10 → 60W Light Transformer, 230 → 240V ac, 
11.5 V

RS PRO UNIVERSAL DIN RAIL & 
PANEL MOUNT TRANSFORMERS
• High efficiency
• Low regulation design
• Varnish impregnated
• Temperature Class B

1232502 208 V ac, 230 V ac, 380 V ac, 400 V ac, 415 V ac, 
440 V ac, 460 V ac, 400VA 2x115V

1232503 208 V ac, 230 V ac, 380 V ac, 400 V ac, 415 V ac, 
440 V ac, 460 V ac,  630VA 2x115V

POWER SUPPLIES

Minimise risks and stay compliant.

RS PRO have an expertly sourced range of products covering machine 
safety, electrical safety, PPE and site safety. From preventing accidents 
and reducing risks, to emergency response, we provide you with a wide 
range of products to keep your employees and business safe.

WHEN 
SAFETY 
MATTERS

Minimise risks and stay compliant.

RS PRO have an expertly sourced range of products covering 
machine safety, electrical safety, PPE and site safety.  
 
From preventing accidents and reducing risks, to emergency 
response, we provide you with a wide range of products to 
keep your employees and business safe.

Discover more at export.rsdelivers.com
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Our global supply chain and approach to 
CUSTOMER EXCELLENCE, alongside an 

EXTENSIVE RANGE of products & services, allow you 
to FOCUS ON WHAT MATTERS

You need to… 
Minimise inventory

You need to… 
Reduce process costs

How we support… 
Supplier ecosystem for smart maintenanceSupplier ecosystem for smart maintenance

How we support… 
+500k standard product range & +2500 
supplier partners

= Improved effi  ciency & productivity 

A single point of contact for 
quotations & orders

Global delivery locations & 
freight options supported

IMPA Code recognition

ShipServ interface integration 

Compliant paperwork & 
documentation as standard

Hazardous packaging to IATA 
standards for vessels  

Direct deliveries to freight 
forwarders

Local or international invoicing

Complete or part delivery 
options

Wide range of ATEX products & 
technical support

We know that the maritime industry in undergoing a multi-faceted 
transformation, from increased regulation to high operating costs and 
challenging market conditions. The RS Maritime off er brings together 
the breadth of services and products from our core off er, and underpins 
it with specifi c solutions for the maritime industry.

How we support… 
£600m stocked products globally

How we support…
Multichannel approach & specialist 
maritime service capability

You need to… 
Support the shift in maintenance activity 
from unplanned to planned

You need to… 
Leverage indirect purchasing spend

To fi nd out more contact RSMaritimeSales@rs-components.com


